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BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,5 mm plug&receptacle

MATING HEIGHT

PLUG

RECEPTACLE

Circuits: 10~80 pin

Part.No.: 11012pp11K00P

£o0

Part.No.: 11022pp11R00P

e

Part.No.: 11022pp11R0O1P

Circuits: 10~80 pin

Part.No.: 11032pp11K00P

! o1
.
Part.No.: 11042pp11RO0P

Circuits: 10~80 pin

Part.No.: 11032pp11K00P

Circuits: 10~80 pin

Tj[

Part.No.: 11032pp11K01P

HEE

Part.No.: 11042pp11R01P

Circuits: 10~80 pin

‘34.[

Part.No.: 11032pp11K01P

o
(o]

IR

Part.No.: 11042pp11R02P

Circuits: 10~80 pin

Part.No.: 11032pp11K00P

Circuits: 10~80 pin

o
@

Part.No.: 11032pp11K01P

Part.No.: 11042pp11R0O3P
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BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,5 mm plug&receptacle

Poles

10
12
14

76
8
80

Poles
10
12
14

76
)
80

SPECIFICATIONS
Voltage Rating: 50V AC, DC
Current Rating: 0,5A

Withstanding Voltage: 150 V AC/minute

Insulation Resistance: 1000 MQ min.
Contact Resistance: 50 mQ max.
Temperature Range: 40°C ~ +85°C

MATERIALS

Insulator; H.Temp. plastic, UL94V-0
Contact: Copper alloy

Plating: Gold over Nickel

T
0.2

Part. No.
11012051° K00
110120617 K00
110120717 K00

110123817 K00
11012391° K00
11012401° K00

PIN E=1,2
110220511R00P
110220611R00P
110220711R00P

110223811R00P
110223911R00P
110224011R00P

A (mm
2,00
2.50
3.00

PIN E=1.7
110220511R01P
110220611R01P
110220711R01P

110223811R01P
110223911R01P
110224011R01P

8 %
— 1 1, g
2
@
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al soe0 | 1]
S| LLJ
B (mm C (mm
5.50 470
6.00 520
.50 5.70
22.00 21.20
22,50 21,70
23.00 22.20
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A(mm B (mm C (mm
2.00 5.50 4.7
2.50 6.00 5.20
300 6.50 5.70
18.50 22.00 21.20
19.00 22.50 21.70
19.50 23.00 22.20
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FEATURES

Size 10 to 80 poles

Stacking heigth 1,5 and 2,0 mm

Metal solder tabs improve PCB retention
Polarization peg for correct PCB alignment
Packaging Tube or Tape & reel

Vacuum pick&place cap/film optional

|
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G520.05
40:005 |
6.810.05

C+0.05

Recommended PCH Layout
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BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,5 mm plug&receptacle

SPECIFICATIONS

Voltage Rating: 50V AC, DC

Current Rating: 0,5A

Withstanding Voltage: 150 VV AC/minute
Insulation Resistance: 1000 MQ min.
Contact Resistance: 50 mQ max,
Temperature Range: 40°C ~ +85°C

FEATURES

Size 10 to 80 poles

Stacking heigth form 2,5 to 5,0 mm

Metal solder tabs improve PCB retention
Polarization peg for correct PCB alignment
Packaging Tube or Tape & reel

Vacuum pick&place cap/film optional

MATERIALS

Insulator: H.Temp, plastic, UL94V-0
Contact: Copper alloy

Plating: Gold over Nickel

0.2520.05

..|155£005

Recommended PCH Layout

Poles PIN E=2.0 PN E=3.0 A (mm B (mm C (mm D(mm
10 110320511KQ0P 1103205° 1K01P 200 500 400 2.50
12 110320611K00P 1103206 1K01P 250 550 450 3.0
14 110320711KQ0P 1103207 1K01P 300 600 500 350
16 110323811K00P 1103238 1K01P 18.50 21.50 2050 1900
8 110323911KQ0P 1103239° 1KC1P 13.00 22,00 2100 1950
80 110324011K00P 1103240° 1KC1P 13.50 22.50 2150 20.00
B
I: -
f—t—
____I'II"I'II'iI'IFInFIﬂI'J
[] [l}cm:}m:’a: HH—
‘ Tygoooogo—— = )
s || .oz
mﬁ.,muu_DJ
g |
=1 Recommended PCB Layout
Poles Part. No. B (mm) C (mm D (mm Dim.E (mm code (xx]
10 110420511RxxP 200 700 400 450 2.00 00
12 11042061 1RxxP 250 750 450 5.00 2.50 01
14 1104207 11RxxP 300 8.00 500 550 3.00 02
- 4.00 03
16 11042381 1RxxP 18.50 2350 20.50 2100
78 11042391 1RxxP 19.00 24.00 21.00 2150
20 110424011RxXxP 19.50 24.50 21.50 22.00

-.S"seucom



BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,8 mm plug&receptacle

MATING HEIGHT PLUG RECEPTACLE

i IS,
i [~

4.5
3.65

Part. No.: 11062pp11R00P

3.55

5.0

Part.No.: 11052pp11R0O0P

4.15

0
e
<

—l |

| | Part. No.: 11062pp11R0O1P
- [

V A Part.No.: 11052pp11R01P

5.5

6.0
5.15

V A Part. No.: 11062pp11R02P

RS i

6.5

Part.No.: 11052pp11R00P

65

5.

w
S Part. No.: 11062pp11R03P

7.0

— —]

—b

{/ A Part.No.: 11052pp11R01P
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BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,8 mm plug&receptacle

MATING HEIGHT PLUG RECEPTACLE
5.15
B
N\, e
N 0
= —/ ™
= B ot 4.2 -
\\ o
&jl_c' -]
0 Part.No.: 11052pp11R00P N——
T %
5.65 (w—
X = ~
NN |
o T g
N ] | L. 3 Part.No.: 11072ppR0OOP
l
e : U
s J,." Vs
VAL Part.No.: 11052pp11R01P
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BOARD TO BOARD CONNECTORS

Stacking connectors - p.0,8 mm plug

SPECIFICATIONS FEATURES

Voltage Rating: 50V AC, DC Size 10 to 100 poles

Current Rating: 0,5A Stacking heigth 4,5 to 7,0 mm
Withstanding Voltage: 150 V AC/minute Polarization peg for easy PCB alignment
Insulation Resistance: 1000 MQ min. Packaging Tube or Tape & reel

Contact Resistance: 50 mQ max, Vacuum pick&place cap/film optional

Temperature Range: 40°C ~ +85°C

MATERIALS

Insulator: H.Temp, plastic, UL94V-0
Contact: Copper alloy

Plating: Gold over Nickel

A0.20

B+0.10
D20.10 y
080:005 . 030 |

nnooaononnooonnonni

C2010
D120.10

OOo0OOo0OoooooooDoood

| | | | | | | | 8 ! g9
[ &l | s
[ mem—— == e
Z {mnsouo& T 8 '
C+010 S Recommanded PCE Layout
Poles PIN E=3,55 A (mm B (mm
10 110520511R00P 580 490
12 110526511R00P 8.60 5.70 580 4.0
14 110520711R00P 740 650 6.60 480
80 110524011R00P 33.80 32.90 33.00 3120
90 110524511R00P 37.80 36.90 37.00 3520
100 110525011R00P 41.80 40.90 41.00 3020
A020
B:0.10
D£0.10
_0.80+0.05 ., 030

i T 4]
o I o O 0

C40.10
S " 0#0.10. "
196 0.8040.05 | 0.5540.05
T ALY i
i ||} [
__[T]_#0 602005 =] soso| 1 ; )
2|~ - 325
C20.10 ol 420 | Recommended PCE Layout
Poles Part. No. A (mm B (mm C (mm D (mm
10 110520511R01P 5.80 490 500 3.20
12 110520611R01P 6.60 6.50 6.60 4.0
14 110520711R01P 470 7.30 740 480
80 110524011R01P 33.80 32.90 33.00 3120
%0 110524511R01P 31.80 36.90 31.00 3520
100 110525011R01P 41.80 40.90 41.00 3820
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BOARD TO BOARD CONNECTORS

Poles

80

90
100

xx: Select Dim.E cade.

Poles
10
12
14

100

A+0.20

Stacking connectors - p.0,8 mm receptacle

SPECIFICATIONS

Voltage Rating: 50V AC, DC

Current Rating: 0,5A

Withstanding Voltage: 150 VV AC/minute
Insulation Resistance: 1000 MQ min.
Contact Resistance: 50 mQ max,
Temperature Range: 40°C ~ +85°C

MATERIALS

Insulator: H.Temp, plastic, UL94V-0
Contact: Copper alloy

Plating: Gold over Nickel

B+0.10

D+0.10

0.80+0.05

0.30

FEATURES

Size 10 to 100 poles

Stacking heigth 4,5 to 7,0 mm
Polarization peg for easy PCB alignment
Packaging Tube or Tape & reel

Vacuum pick&place cap/film optional

ARAARAARAAARAABAR

goooooooppoononn
AAAAARADAERRAARD

HHEHEEHHHEHHEHHBH

bobEBoR o dHEH
#0.60£0.05
C10.10

o]

i i

oS
{

ORI Whnng d

Recommended PCB layout
Part. No. A (mm B (mm D (mm Dim,.E (mm code (xx]
11062051 1RxxP 580 490 500 320 3.5 00
11082061 1RxxP 860 5.0 580 400 415 01
1106207 11RxxP 740 650 6.60 480 515 02
5.65 03

11062401 1RxxP 33.80 32.90 33.00 3120
110624511RxxP 37.80 36.90 37.00 3520
110625011RxxP 41.80 40.90 41.00 3920

_ CDEAEAEAEEEHAERER

28
-
EHHHHEHEHHHHEHEH

- AL0.20 _ §

" B+0.10 &

|t e i |, 080 055 |

P 1 A itonn

0 E ot
AAAARRAAAAARAARA 3~ g'l
| | 0801005 _||_030:0.05 1 1loe §[§§§§ §§§§§$
|

Part. No. A (mm B (mm)
110720511R00P 580 490
110720611R00P 6.60 570
110720711R00P 740 6.50
110724011R00P 33.80 32.90 31.20
110724511R00P 37.80 36.90 35.20
110725011R00P 41.80 40.90 30.20

— Recommended PCB Layout
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BOARD TO BOARD CONNECTORS

Stacking connectors - p.1,27 mm

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC, DC Size 04 to 100 poles

Current Rating: 1,0A Stacking heigth 6,5 to 20,0 mm
Withstanding Voltage: 500V AC/minute Polarization peg for easy PCB alignment
Insulation Resistance: 1000 MQ min. Packaging Tube or Tape & reel

Contact Resistance: 20 mQ max, Vacuum pick&place cap/film optional

Temperature Range: 40°C ~ +85°C

MATERIALS

Insulator: H.Temp, plastic, UL94V-0
Contact: Copper alloy

Plating: Gold over Nickel

1.35

B
o
! @1.40 _«I = #oo
"™\ _nooooop g
“onooog

A | A
$1.2 4015 208 )‘H__—I' H ]
| C02 & Recommended PCE Layout

Poles PIN H=3.4 PIN H=4 4 A (mm B (mm C (mm
10 110820511R00P 1108205° 1RO1P 508 6.75 8.25
12 110820611R00P 1108206° 1RO1P 6.35 8.02 952
14 110820711R00P 1106207° 1R0O1P 782 030 1C.80
% 110823811R00P 1108238° 1RO1P 48.99 48.66 50.16
98 110823911R00P 1108239° 1RO1P 4826 49.93 5143
100 110824011R00P 1108240° 1RO1P 4353 51.20 52.70

Bx0.25
A0
1.27

\oluizaion 585 [ ] b | | 2 #1.00
Sy S . B UUUUUUUQG
i I ’—}f ' =+ 2 NINN0000 |

| H+0.4

R R TR R T e e e e TR T 1 3 —-o08s5
ﬂ—@——“- _J?_lﬁ.jﬂ o 6.30 g 6.30 Recommended PCE Layout
€102 Fin 03004 H 3.8-7 3 Pin 0.4x0.4 H: B.4=16.8
Poles Part. No. A (mm B (mm) C (mm) Code H (mm Code H (mm
10 110920511RxxP 5.08 9.55 8.23 00 3.80 10 11.50
12 11092061 1RxxP 6.35 10.82 9.50 01 5.10 11 1220
14 110920511RxxP 762 12.09 10.77 02 7.30 12 13.50
— 03 9.00 13 14.10
— 04 940 14 1520
— 05 9.80 15 15.60
—— 06 1030 18 1730
76 110923811RxxP 46.99 51.46 50.14 07 1040 17 1760
78 11092391 1RxxP 48.26 52.73 51.41 08 10.70 18 18.60
20 110924011RxXxP 49.53 54.00 52.68 02 11.00 19 18.90

xx: Select the requested Insulator heigth code

8 S SELECOM



BOARD TO BOARD CONNECTORS

Pin strip p.0,8 mm - double row SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 4 to 80 double row

Cument Rating: 1A Vacuum pick&place cap optional
Withstanding Voltage: 500V AC/minute Packaging Tube or Tape&reel (optional)
Insulation Resistance: 1000 MQ min.

Temperature Range: -40°C ~ #105°C

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Plating: Gold over Nickel

(Poles-1) x 0.8£0.1

D0 "| {Poles-1)x0.8+0.05
g = 040
MMM e EEHMEREE |:|E|:||:||:||:||:|"‘
EEEEEEEEEEEE" @*5
| n[r [ 1] ] :Po|e3—2j01051005
00.30
Recommended PCB Layout
Poles x 0.8+0.1
A 1
‘ A
5 =
L c
3.
(Poles-2)x0.8+0.1 B
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm
2-2 5869202031048* 586920200043" 3.00 460 1.80
3-3 5869203031048* 586920300048* 3.00 4.60 1.80
4-4 5869204031048* 586920400048* 300 460 1.20
36+38 5869238031048* 586923800048* 3.00 460 1.20
39+39 5869239031048* 586923900048* 3.00 460 1.20
40+40 5869240031048* 586924000048* 3.00 460 1.80

*= For plastic peg option, add. P ta the Part No.
For other pin length, please contact us.

-:"se:.scom 9



BOARD TO BOARD CONNECTORS

Pin strip p.1,0 mm - double row THT/SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 2 to 100 double row

Cument Rating: 1A Packaging Tube or Tapedreel (optional)
Withstanding Voltage: 500V AC/minute Vacuum pick&place cap optional

Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ) max.

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Plating: Gold over Nickel

R L O O P . T
nuuununununnnnnnnuMu
L|:||:\r.1t.1r.1n|:||:||:|:|:||:||:tr::||:|r:|:|
N A AN ..A/\/\AAAAAA..I

Poles x 1.040 1
(Poles-1) x 1.0£0.1 1,00
i o o
T A _L e 1:00
] Wﬂ ‘ 4 b 175604
LU e 56
| H
WI H lﬂ Hﬂ H l.ll_* P J T ) 4
B
Recommended PCE layout
EIEIBO $

Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm

50+50 5969250231041 596925020041 190 120 410 1.00

50+50 5969250231046 596925020046 190 1.20 460 1.50

For other pin length, please contact us.

S

L VA N Y Y O W

CUTTTTTTTTru

Poles x 1.0+0.1
(Poles-1) x 1.0:0.1

.1.0£0.05 = 0.5640.05

S L IEN

| —
: foononc_7
s 8
' (Poles:2)x1,0+0.1 | 1 B Recommended PCB layout
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
50+50 5969250031037+ 596925000037* 190 520 1.80 1.50
5050 5969250031032* 5960250000324 190 520 1.30 1,00

For other pin length, please contact us. - * For plastic peg option, add P to the pin

10 -S"smcom




BOARD TO BOARD CONNECTORS

Pin strip p.1,27x1,27 mm - double row THT 90/180°

SPECIFICATIONS FEATURES
Voltage Rating: 100V AC,DC Sizes 4 to 100 double row
Current Rating: 1A Suitable for 1.57mm thick PCB
Withstanding Voltage: 500V AC/minute Hand brackable
Insulation Resistance: 1000 MQ min. Stackable end-to-end
Temperature Range: -40°C ~ #105°C Packaging bag
Contact Resistance: 20 mQ max,
MATERIAL
Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Plating: Gold or Tin over Nickel
Position x 1.27+0.40
(Position-1) x 1.27+0.20
A 127501
Fa| m%_,
R Jllﬂﬂ!!ﬂﬂ!!llg
I——T?l!ﬂlll!llﬂ. L]
__,,_ 5040
":\':l- 1.27
I, AL Legeos
{1 T S [ | £ 4096
L L o * Recommended PCE Layout
Poles PIN gold pl. PIN Tin pl. A (mm B (mm H (mm
50+50 5069250231069-0 506925020068-0 230 400 0.65
50+50 5069250231071-0 506925020071-0 230 4.00 0.85
50+50 5069250231073-0 506925020073-0 230 400 1.00
50+50 50692502310750 5069250200750 230 400 120
50+50 5060250231780 5069250200780 230 400 150

For other pin leght, please contact us.

L]
a
8
3.40

a n a0
RT ............
- (Poles-1) x 1,27+0.2
Poles x 1.27+0.4
., B040
A B a A A A
( { 1 ﬂ [ H i =4 f*?"'l
O ) bS04
My pilpdlly Lyt ll[l[. |!]u EEL Kie{& @-@—f‘
T =
U U - L L U U — -
| 127201 B Recommended PCB Layout
Poles PIN gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
50+50 5069240931061-0 506925090061-0 400 230 240 1.80
50+50 5060250310650 506925090065-0 400 230 250 2.0
50+50 5069250931070-0 506925090070-0 400 230 3.00 2.50

For other pin leght, please contact us.

-.S"sex_ecom
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BOARD TO BOARD CONNECTORS

Pin strip p.1,27x1,27 mm - double row SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 4 to 100 double row
Cument Rating: 1A Hand brackable

Withstanding Voltage: 500V AC/minute Stackable end-to-end

Insulation Resistance: 1000 MQ min. Packaging bag or tube
Temperature Range: -40°C ~ #105°C (Tape&reel option available)
Contact Resistance: 20 mQ) max. Vacuum pick&place cap optional
MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Plating: Gold or Tin over Nickel

Position x 1,27+0.40

(Position-1) x 1.27+0.20 &
,_1.2740.05 2
| g
(1]
— 1.27 H 0635
I DT 7
@
mL s % |:| ] H ULH 0
| o
T' 21.05 E
=] |
8 | ' — |.075
(Position/2)x1.27+0.2 ‘ M Recommended PCB Layout
Poles PN Gold pl. PIN Tin pl. A (mm| B (mm C (mm H (mm
50+50 50692500310510* 5069250000510 550 400 110 0.65
50+50 50692500310530* 5069250000530 550 400 1.30 0.85
50450 5065250031055-0* 50695000055-0* 550 400 1.50 1,00
50+50 50692500310570* 5069250000570 5.50 400 1.70 120
50+50 5069250031060-0* 506925000060-0% 5.50 400 2.00 1.50

*= For plastic peg option, add. P ta the Part No. - For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.1,27x1,27 mm -

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1A AC/IDC
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact: Copper alloy

Finish: Gold or Tin over Nickel

Position x 1.27+0.40
{Position-1) = 1.27+0.20
1.27+0.1

3.4~

Double socket spacers THT 180°

FEATURES

Sizes 4 to 100 double row
Suitable for 1,57mm thick PCB
Hand brackable

Stackable end-to-end

Packaging bag

Tube or tape&reel available
Vacuum pick&place cap optional

T
[=:]
4’, 1.27
g 46660
LA
@070 o
<
1 Recommended PCE Layout
Poles PIN gold pl. PIN Tin pl. A (mm B (mm D (mm [ofls [ H (mm
50+50 5069250231x00D-0°  506925020xxxD-0* 2.30 400 upon requesl 1 0.65
2 0.85
3 1.00
4 1.20
5 1.50
xxx: Fill with the total heigth A+B+D (mm) es. for 5,0 mm fill 050. *=Select code for plastic hegth.
Position x 1.27+0.40 .
(Position-1) x 1.27+0.20 | L
S e
1 =
[ <[ (1000000
(=1
iﬁ 0000004
3 [1.0.75 o
J_eo70 | |127:008 U S
| Positon-2) x 12702 _| A Recommended PCB Layout
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm D (mm Code H (mm
50+50 506925003 1xxxD-0* 506925000xxxD-0* 5.50 3.00 H+0.5 upon request 1 0.85
2 0.85
3 1.00
4 1.20
5 1.50

xxx: Fill with the total heigth A+B+D (mm) es. for 5,0 mm fill 050. *=Select code for plastic hegth.

5 SELECOM
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BOARD TO BOARD CONNECTORS

Pin strip p.1,27x2,54 mm - single/double row SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 1 to 50 single row

Cument Rating: 1A 2 to 100 double row

Withstanding Voltage: 500V AC/minute Hand brackable

Insulation Resistance: 1000 MQ min. Stackable end-to-end

Temperature Range: -40°C ~ #105°C Packaging tube (Tape&reel opt, available)
Contact Resistance: 20 mQ) max. Vacuum pick&place cap optional
MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Plating: Gold or Tin over Nickel

{Poles-1}) x 1.27+0.05
=127 —=i |[=—0.70:0.05

i}

10T .

i

B+0.5+0.05

[ (Poles-1)x 1.27:0.1 —

3
L Nomed 2 0001

Recommended PCE layout

Poles PN Gold pl. PIN Tin pl. Type A (mm B (mm C (mm H (mm
50 5069150300062A 50691500062A A 400 5.0 220 1.70
50 5069150030070A 50691500070A A 400 5.0 3.0 250
50 50691500300628 506915000628 E 400 500 2.20 1,10
50 5069150030070B 506915000708 B 400 5.00 3.00 2.50

For other pin length, please contact us.

(Poles-1) x 1.27+0.05

1.27—= |-'-0,?O;tD.D5‘—- =

U]
rbd, DI

2.05+0.05

—m
—D
l—-—A+ 0.5+ 0.05——'

(= - - - o - - 1.
—Jlsq0.46+0.02

- - -
127+ |

Poles PIN gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
50+50 5069250030062 50692500062 400 720 220 1.70
5050 5069250030065 50692500085 400 720 250 2,00
50+50 5069250030070 50692500070 400 7.20 3.00 2.50

For other pin length, please contact us.

14 -S"seucom




BOARD TO BOARD CONNECTORS

Pin strip p.1,27x2,54 mm - single/double row THT 180°

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

Pin 1 I
ofa]a(e] ]l %

I—— (Poles-1)x1 .2?1~0.1—L

|
| <
| H I
i 3
d |
1.27 — —| l—sq0.46+0.02

Poles PIN gold pl. PIN Tin pl. A (mm B (mm C (mm
50 5069150231071 506915020071 260 280 710
50 5069150231080 506915020080 2.70 280 8.00
50 5069150231084 506915020084 310 280 840

For other pin legth, please contact us.

Poles PIN gold pl. PIN Tin pl. C (mm
50+50 5069250231071 506925020071 260 280 710
5050 5069250231080 506025020080 2.70 2,80 800
50+50 5069250231084 506925020084 3.10 280 840

For other pin legth, please contact us.

FEATURES
Sizes 1 to 50 single row;
2 to 100 double row,
Suitable for 1.57mm thick PGB
Hand brackable
Stackable side-to-side and end-to-end
Packaging bag

{Poles-1)x 1.2740.05
1.27
W el

® 0.75:0.05

Recommended PCB Layout

H (mm
1.70
250
2.50

:; — (Poles-1)x1.27+0.05 —
Ll 54800 l

0] 00000
]—OOOOOO 000

#0.75+0.05
Recommended PCB Layout

H (mm
1.70
2.50
2.50

-.S"sex_ecom
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BOARD TO BOARD CONNECTORS

Pin strip p.1,27x2,54 mm - single/double row THT 90°

PIN gold pl.
5069150931068
5069150931062
5069150931065
5069150931070

Poles

o ocn
S © o

For other pin length, please contact us.

Poles PIN gold pl.

50+50 5069250931068
50+50 5069250931062
50+50 5069250931065
50450 5069250921070

For other pin length, please contact us.

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

S P

4
_'_
c
o - . - - - - - - ™ - J_E
~ =127 e sqo.ass0.02 Bk
PIN Tin pl. A (mm C (mm
506915090068 280 280 440
506915090062 400 280 220
506915090065 400 280 250
506915090070 400 280 3.00

!—2_54
__________ ﬂ .
=y
|
& |
-‘—CJ
——/
5q0.4610.02 —-rB_-—
PIN Tin pl. A (mm B (mm C (mm
506925090068 280 280 400
506925090062 400 2,80 220
506925090065 400 280 2.50
506925090070 400 280 300

FEATURES
Sizes 1 to 50 single row
2 to 100 double row
Suitable for 1.57mm thick PGB
Hand brackable
Stackable side-to-side and end-to-end
Packaging bag

{Poles-1) x1.2710.05
1 |
6] O0O0pQO0

$0.75+£0.05
Recommended P.C.E Layout

H (mm
2.50
1.70
2,00
2.50

2.54

(Poles-1)x1 .2?1:0,05—1)

- =127
O (!) O0C00O0
O0000PO0OO
#0.75+0.05
Recommended PCB Layout

H (mm
250
1.0
2.00
250

16
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BOARD TO BOARD CONNECTORS

Pin strip p.1,27x2,54 mm - Double socket spacers THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 1 to 50 single row

Curment Rating: 1A AC/DC 2 o 100 double row
Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Hand brackable

Temperature Range: -40°C ~ #105°C Stackable side-to-side and end-to-end
Contact Resistance: 20 mQ max, Packaging bag

MATERIAL

Insulator: PBT +30% glass fiber, UL 94V-0
Contact: Copper alloy
Finish: Gold, Tin or Selective Gold over Nickel

I—-—(F’o!es—1) X 1.2?¢01-—| —|254—
[ f (Poles-1) x 1.2740.05
< <
| } | Pin2 —1.27 /—wo.?sia.os
E J . dob
2 o o|o|ojo|o|o|n O [eXoXolele!
o =] ¢|
L = '3}
T o ) o alajajajajala| T  o000OOOOOOGH
Fin1
J J_ J ~ (Poles-1) x 1.27+0.05
I T ] i i g o ; ;
I T J U i : J} (L 1.27 (L/wo 75+0.05
] } a3 O ofolelole]
—-—I !—-—1.2? —1|~—5sqD.46+0.02 | Recommended PCE Layoult
Poles PIN gold pl. PIN Tin pl. A (mm B (mm C (mm
50 5069150231118D 506915020118D According 290 11.80
50 5069150231151D 506915020151D to customer 280 15.10
50450 5069250231118D 506925020118D recuirements 290 11.80
50+50 5069250231151D 5069250201510 290 15.10

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - single/double row SMT 180°

SPECIFICATIONS

Voltage Rating: 150V AC

Current Rating: 1,5A max,
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

(Poles-1)x2 00, 1 ———

FEATURES
Sizes 1 to 40 single row
2 to 80 double row
Suitable for 1.57mm thick PGB
Hand brackable
Stackable side-to-side and end-to-end
Packaging Tube (tape&reel option available)
Vacuum pick&place cap optional

(Poles-1)x2.0:0.05

;- |-—2CID —|1I——0.35:HJ.05
| 000

rUI]I]

Poles-1)x2.0+0.05

—| =200 | 0.850.05
]
4 i U—”—
o ._I] [I [
- 0.5020.02 5 ' Rt
200 SauabEs ATYPE Recommeded PCB Layout
Poles PN Gold pl. PIN Tin pl. Type A (mm B (mm C (mm H (mm
40 5769140031062 576914000062A A 400 420 220 1.50
40 57691400310628 5769140000628 B 400 420 2.20 1.50
For other pin length, please contact us.
Poles-1)x 2.0 £0.0 in
g 9
__1 r__z.m 2.00 I—-— 08540, 06——| S
T 000000001
A %
(| &
> s fpooooog T
I___ 8 Recommeded PCB Layout
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
40+40 5769240031062 576924000062 400 6.50 2.20 1.50

For other pin length, please contact us.

18
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - single/double row SMT 90°

SPECIFICATIONS

Voltage Rating: 150V AC

Current Rating: 1,5A max,
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.

FEATURES
Sizes 1 to 40 single row

2 to 80 double row
Suitable for 1.57mm thick PGB
Hand brackable

Stackable end-to-end
Packaging Tube (tape&reel option available)
Vacuum pick&place cap optional

Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

E 8 B @B E 8

B @ ©

1.0

Poles x 2.00+0.5

(Poles-1) x 2.00£0.1 .
2.00 2.00 8 200
) 10,50 e 3 _1 102
I
A i 8| Joooi D D 00
(=2
3 E[
3 e
I ﬂ =1 ﬂfﬂ? (Poles-2) x 2.00£0.1 |
E_H E s*z/
"'f — Recommended PCB Layout
Poles PIN Gold pl. PIN Tin pl. A (mm H (mm
40 5769140H30083 5769140H0083 400 150
40 5769140H30088 5769140H0088 400 200
For other pin length, please contact us.
(ﬂ -] HV?V ﬂ oo ;V__V__\' _8
o GAHAHABAB DAEAHAHAHAI B '
=1.0 3\ 200 o2
Poles x 2.0040.5 =
; (Poles-1) x 2.0040.1 _J |_| [I |:| I:I D U
_.4_.& 0 3
tnnnannannnnn |_H_ JLIDDDDLIJ—"
] :C' ;l
| b
1ECEN | 0 | = - ot
IR EER RN | [ ! 21.2 7 (Poles-2) x 2.0020.1 |
- - = = = - - = c'[ ﬁl
cooopopopopoogd rr;,'f%[ o Recommended PCB Layout
__ll_oos0 7
Poles PIN Gold pl. PIN Tin pl. A (mm H (mm
40+40 5769240H30117 5769240HC117 400 1.50
40+40 5769240H30122 5769240HC122 400 200

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - single/double row THT 180°

SPECIFICATIONS

Voltage Rating: 150V AC

Current Rating: 1,5A max,
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -20°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: PBT, UL 94 V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

[
<
5 i
[
m
Poles PN Gold pl. PIN Tin pl. A (mm B (mm C (mm
40 5769140231083 576914020083 390 290 830
For other pin length, please contact us.
Pin 1 }
% a =
o
HEREEHEEREE
Pin 2 1
(Poles-1) x 2.0 ﬂ}.‘!—l —i |-2.00
|
<
. |
g -
= | |
| l—200 —ll—sq0.5020.02 |
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm
40+40 5769240231083 576924020083 390 290 8.30

For other pin length, please contact us.

FEATURES
Sizes 1 to 40 single row
2 to 80 double row
Suitable for 1.57mm thick PGB
Hand brackable
Stackable side-to-side and end-to-end
Packaging bag

(Poles-1) x 2.0 £0.1

$0.80+£0.05
—1 J)—2.00
o} Oo00O0O0

Recommended PCB Layout

H (mm
1.50

U{Poles—ﬂ x2.0 :0.05—-1
o™
2.00
cbdoooo
',—O 000 0 00O
0

@ 0.80+0.05

Recommended PCB layout

H (mm
1.50

20
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - single/double row THT 90°

SPECIFICATIONS

Voltage Rating: 150V AC

Current Rating: 1,5A max,
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -20°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: PBT, UL 94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

4
O
o
_J l—z 00 ——”—SQO 50+0.02 -] B b
Poles PN Gold pl. PIN Tin pl. A (mm B (mm C (mm
40 5769140931064 576914090064 390 290 250
40 5769140931069 576914090069 390 290 3.0
For other pin length, please contact us.
—| 20
|
(&] <
| f
I——sqo.sm.nz B |
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm
40+40 5769240931064 576924090064 390 290 2.50
40+40 5766240931069 576924090069 390 290 3.00

For other pin length, please contact us.

FEATURES
Sizes 1 to 40 single row
2 to 80 double row
Suitable for 1.57mm thick PGB
Hand brackable
Stackable side-to-side and end-to-end
Packaging bag

(Poles-1) x 2.0 £0.05
l— 2.00 _l
0O 00O
0. 801005

Recommended PCB Layout

H (mm
1.50
2.00

o {Poles-1)x2.00+0.05
& | —-1 g—z 00 I
O0C0O0O0

-1—0000 0o00O0O0

@0.80£0.05
Recommended PCB Layout

H (mm
1.50
2,00

-.S"sex_ecom
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - Dual socket spacers THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 150V AC Sizes 1 to 40 single row

Cument Rating: 1.5A max, 2 to 80 double row
Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Hand brackable

Temperature Range: -20°C ~ #105°C Stackable side-to-side and end-to-end
Contact Resistance: 20 mQ max, Packaging bag

MATERIAL

Insulator: PBT, UL 94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

Pin 2

N
EEEEBBEBE:;
" 1

Pin 1

o b= {Poles-1) x 200,05
lk;poles-nxz.o tD.!—-—l 200 !__ o 200 | ~—80.80+0.05
o A q al A A A = A ‘ * I 0_1 0 ooQo
| T T jeo0co0o0000o00
HEENEENENN | bl
1 o T 9
Poles-1) x 2.0£0.05
T TT S - i $0.800.05
_(L ,J,—ZOO
U U —U o s} o] cooco
A
2.00 — —1l—500.50£0.02 f f Recommended PCB Layout
Poles P/N Gold pl. P/N_Tin pl. A (mm B (mm (A {uln}
40 5769140231144D 576914020144D According 2,90 1240
40+40 5769240231144D 576924020144D o customners 290 1240
recuirements

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,0 mm - double row THT 90/180° base 4,3 mm

SPECIFICATIONS

Voltage Rating: 150V AC

Current Rating: 1,5A max,
Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -20°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: PBT, UL 94 V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

2.00

1T ——
Blle|a|a u\tu umﬂ =] 3; 8L
gle|la|la|a|e||a|a|al|a Vi nr

FEATURES

Sizes 4 to 80

Suitable for 1,57mm thick PCB
Stackable and end-to-end
Packaging bag

]

000000 oO0

cooo0Ooae,
s

~.2080

Recommended PCB Layout

f
)
=
B
o d | I
|
| oesnxzomor
Poles x 2.00£0.5
Poles PN Gold pl. PIN Tin pl. A (mm B (mm
40+40 5760240230108B43  576924020108B43 400 280
For other pin length, please contact us.
200

-0 0 C 00

L
|

(RN RN
1

.

L

.J

i o S 5

|

N S I

um

u

L)

Poles x 2.00+£0.5

P/N Gold pl.
5769240930080B43

PIN Tin pl.
576924090080B43

A (mm
400

Poles
40+40

For other pin length, please contact us.

— 000001

i

o000

Wb
A 400
g(a|o)|=e|a|lo g 8 L= —
gl|la||e|e||e|ln ~ ““1—u—
i v g b f T
{Poles-1) x 2.00£0.1 |_|=200

-S"sewcom
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BOARD TO BOARD CONNECTORS

Pin strip p.2,54 mm - single/double row SMT 180°

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A AC.DC
Withstanding Voltage: 500 VV AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Finish: Gold or Tin over Nickel

1)
A
o~

PRI~ R 85 A A 1
L‘:rsluj_:\iujlu:u o|
PP

f

(Poles-1) x 2.54

FEATURES
Sizes 1 to 40 single row
2 to 80 double row
Hand brackable
Stackable end-to-end
Packaging Tube (tape&reel opt, available)
Vacuum pick&place cap/film optional

{Poles 1) x2.54

TS
I
! F
00

" i YRR (Poles-1) x 2.54
A f A A A A A N A1 254 1.00
RN NN WA [ NP 30l
in 1—
| ;’ —in—L | L L__t( '_ '% |_| 1 |: D
‘D‘J‘U'LL'LU' u-:r I S J,_HJ— vouy & [
5q 0 Edtﬂ 02 —|_.L_._ A TYPE .
Recommended PCB Layout
poles PN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
40 5169140031093* 51691400023~ 6.00 500 3.30
40 5169140031085* 51691400085 6.00 500 2.50
40 5169140031085* 51691400083* 6.00 500 2.30

=please select Aor B Type - For other pin length, please contact us.

mn2- A A

A a8 8. a
‘nJ:l 'nLu oo J

o o|lo|o|a
Pm‘r"'dﬁ Tf ] |_‘ :.:_.-' | T i

(Polesx2 54)£0 25 ’
(Poles-1) x 2.54 54

r 1

s o "FJ' JLEE o b

(Poles-1) x 2.54 -
254 1.00_

TI00000 08
00000007

Recommendad PCB Layou

H (mm

___| g0 54D, 02 | B |
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm
40+40 5169240031093 51692400093 6.00 7.50 3.30
40+40 5169240031085 51692400085 6.00 7.50 2.50
40+40 5169240031083 51692400083 6.00 750 230
For other pin length, please contact us.
24
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BOARD TO BOARD CONNECTORS

Pin strip p.2,54 mm - single/double row SMT 90°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 1 to 40 single row

Curment Rating: 3A AC,DC 2 to 80 double row

Withstanding Voltage: 500 V AC/minute Hand brackable

Insulation Resistance: 5000 MQ min. Stackable side-to-side and end-toend
Temperature Range: -40°C ~ #105°C Packaging Tube (tape&reel option available)
Contact Resistance: 20 mQ max, Vacuum pick&place cap/film optional
MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy
Finish: Gold or Tin over Nickel

1] A
. ' 10 2 4&4 2-0120 L[J
Poles x 2 54203 ) RecornmendedPCBLayom (Poles-2)x 2542015 |

{Poles-1) x 2.5420.1

R ‘”H

@-—2 -e 150

| (Poles2)x2544015

)
@
=]
T
Cﬂ

1.73

3054015

¢ o Position x 2 5440 3 Recommended PCB layout
———t (Position-1) x 2 5420.2 I

T 25410, 1 O 645()
A o
| g
1 ]
: o

I kb I
B1
B

poles PN Gold pl.
40 5169140H30121 5169140H0121 6.00 3.60 1.90 40 5189140H30115P  5169140H0115P 6.00 3.00 1.73
40 5169140H30115  5169140H0115 6.00 3.00 173

For other pin length, please contact us.

(aiyefeyalefeleies) 0000000, Hﬂ] 1ad ]
AT AR B RO B B AR 3 i3
{HIHHIHNNAE FDDDDDMJ AR e
Paoles x 2.5420.3 _'LLE 25 - ' QZO =
— 2_5.4.{%"55-1.] % 2.54+0.1 I Recommended PCE Layout Petes x 254505 éei::;::::::::nuj
nrreannnt [ m
LS L E
.IIIII_IIIIJIIIIIUIEIHIIINIIIHIIll!llll!l " 3
THHHIERE/L :
ERRRARY l

40+40 516924DH30161 5169240H01 B'l 6.00 40+40 51 69240H30161P 5189240H01 51 P 6.00

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,54 mm - single/double row THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 1 to 40 single row

Cument Rating: 3A 2 to 80 double row
Withstanding Voltage: 500 V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 5000 MQ min. Hand brackable

Temperature Range: -40°C ~ #105°C Stackable side-to-side and end-to-end
Contact Resistance: 20 mQ max, Packaging bag

MATERIAL

Insulator: G,F, PBT, UL94V-0
Contact: Copper alloy

Finish: Gold or Tin over Nickel

HO000000000N

!
n
o~
= (Polesx2.54)+0.35
| (Poles-1)x2.54
™
| ' {Poles-1)x2.54 ——|

lll
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|
—-= 254 — a1.02
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Recommended PCE Layout

O00DLoOo0o

UL

-—254

—h— qu 640,02

Poles PIN Gold pl. PIN Gold pl.
40 5169140231111 516914020111 5.80 2.90 11.10 40 516914023130C 516914020300 2450 2.90 30.00
40 5189140231118 516914020118 6.10 2.90 11.80 40 518014023135C 516914020380 30.50 2.90 36.00
40 5180140231124 516914020124 6.90 2.90 1240
40 5189140231135 516914020135 8.00 2.90 1350
40 5189140231145 516914020145 9.00 290 1450
40 5169140231165 516914020165 11.00 2.90 16.50
40 5169140231180 516914020180 12.50 2.90 18.00
40 5189140231198 516914020198 14.10 2.90 19.80
40 5189140231210 516914020210 1550 2.90 21.00
40 5189140231260 516914020260 20.50 290 26.00
For other pin length, please contact us.
Pine~_ I
\%TD]E E[E\ UVB]DW’E\i I:I\ 8
{ iolololololplo(o|o wr
Pln1 //n/\ - - ™ A P N 'I
(Polesx2 54)£0.35 —
| (Poles-1)x2 54— —-| I—-—2_54
TAAAAN[A 10l e [ E - (Poles-1)x2.54 .
LTI gy
il L ) | | 0000000
[TITITTTIT] !
.WlUJLI NI g% |
| 254 e e 5q0.640.02 [ Recommended PCE Layout

40+40 51892402311 11 5169240201 11 5.50 2.90 1.10 40+40 51 5924043130[3 51 6924020300 2450 2.90 30.00
40+40 5189240231118 516924020116 6.10 2.90 11.80 40+40 5169240231360 518924020360 30.50 2.90 36.00
40+40 5169240231124 516924020124 6.90 2.90 1240
40+40 5169240231135 516924020135 8.00 2.90 13.50
40+40 5169240231145 516924020145 9.00 2.90 14.50
40+40 5189240231165 516924020165 11.00 2.90 16.50
40+40 5189240231187 516914020180 12.50 2.90 18.20
40+40 5189240231198 516924020196 1410 2.90 19.60
40+40 5169240231210 516924020210 15.50 2.90 21.00
40+40 5169240231260 516924020260 20.50 290 26.00

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS
Pin strip p.2,54 mm - single/double row THT 90°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 1 to 40 single row

Cument Rating: 3A 2 to 80 double row
Withstanding Voltage: 500 V AC/minute Hand brackable

Insulation Resistance: 5000 MQ min. Stackable side-to-side and end-toend
Temperature Range: -40°C ~ #105°C Packaging bag

Contact Resistance: 20 mQ) max.

MATERIAL

Insulator: G,F, PBT, UL94V-0
Colour : Copper alloy

Finish: Gold or Tin over Nickel

(Polesx2, 54)£0 36—
(Poles-1)x2.54 -

N

|

]

|

| |[ | [ i . - !L-—2.54 @1.02
Lk H AT ¢ iy bbdoooood
-—254 o |— 500.64+0.02 _..!:L Recommended PCE Layout
Poles PN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
40 5169140931100 516914090100 6.00 290 4.0 2.50
40 5169140931104 516914090124 640 290 4.0 2.50
For other pin length, please contact us.
Pin 2- {
\\n ololalalalalalala)] 8
/n nAn o|jo|@ l: o|no u ]
R Juts
Pin 1 | :I U I || L I

(Polesx2.54)£0.35 ——
(Poles-1)x2. 54 ——| t=—2.54

| 1T
HWJ MLE[L é_M:f 3 H—if_";‘—';;)*f 1

j j . —0 O O 8]
l —— f
___| ,_ 254 |_ sq0. 541{} 02 B Recommended PCE Layout
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm C (mm H (mm
40+40 5169240931100 516924090100 6.00 2.90 4.0 2.50
40+40 5169240931104 516924090104 640 2490 4.0 2.50

For other pin length, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,54 mm - Double socket spacers THT 180°

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A AC.DC

Withstanding Voltage: 1500 VV AC/minute
Insulation Resistance: 5000 MQ min.
Temeperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G,F, PBT, UL94V-0
Contact: Copper alloy

Finish: Gold or Tin over Nickel

FEATURES
Sizes 1 to 40 single row;
2 to 80 double row,
Suitable for 1.57mm thick PGB
hand brackable
Stackable side-to-side and end-to-end
Packaging bag

= (Poles-1) x 2.54£0.05 —

105
(olle] 00000
= = (Poles-1) x 2.54£0.05 —

o 1 5—2.54
o 00000

-]—OOOOOOOODO

‘y— #1.02+0.05

#1.02£0.05

- — (Poles-1) x 2.5440.05 _yetc?iD.O;’)

uy *—(L ng.E*?

of
o OCoCoQ0do
CO0OO0ODCOOOC

i Q000 CQOOQO0C

3
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Recommended PCE Layout

Part.No. 1 row Part.No. 2 row Part.No. 3 row
40 51691402xx111D 51692402xx111D 51693402xx111D 1.1 2.9
40 51691402xx116D 51692402xx116D 51693402xx116D 11.6 29
40 51691402xx124D 51692402xx124D 5169340241240 12.4 29
40 51691402xx135D 51692402xx135D 51693402xx135D 135 29
40 51691402xx145D 51692402xx145D 51693402xx145D 125
40 51691402xx165D 51692402xx165D 516934024x165D 165 According
40 51691402xx180D 51692402xx180D 51693402xx180D 180 to customer
40 51691402xx196D 51692402xx196D 51693402xx196D 19.6 requirerents
40 51691402xx210D 51692402xx210D 51693402xx210D 21.0
40 51691402xx260D 5169240202600 51693402xx260D 26.0
40 51691402xx300D 51692402xx300D 5169340243000 30.0
40 51691402xx360D 51692402xx360D 51693402xx360D 36.0

XX:31= Gokd platec ; xx:0= Tin plated
For other pin leght, please contact us.
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BOARD TO BOARD CONNECTORS

Pin strip p.2,54 mm - Double socket spacers SMT 180°

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A AC.DC

Withstanding Voltage: 1500 VV AC/minute
Insulation Resistance: 5000 MQ min.
Temeperature Range: -40°C ~ +105°C

FEATURES
Sizes 1 to 40 single row;
2 to 80 double row,
Suitable for 1.57mm thick PGB
hand brackable
Stackable side-to-side and end-to-end

Contact Resistance: 20 mQ) max. Packaging Tube (tape&reel option available)

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Copper alloy

Finish: Gold or Tin over Nickel

ey
00,0,

<

1.00

280

Poles x 2 54205

(Poles-11 % 2.540.15

2543005 ]

BTYPE
L_A__J Recommended PCE Layout
Poles PN Gold pl. PIN Tin pl. A (mm B (mm D (mm
40 516914003 1xxD 51691400xxD 6.00 500 Upon reques!
xxx: Fill with the requested heigth (mm) es. for 5,0 mm fill 050. For other pin leght, please contact us.
Poles x 2.54+0.5 :
{Poles-1) x 2.54+0 15 X
| J 254:0.05 |
=
__1_|_ﬁ o
{moonngr==
1.EI-’_'I_: - |
{Paolesi2) x 2.54
Recommended PCB Layout
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm D (mm
40+40 5169240031xxxD" 516924000xxxD* 6.00 7.50 Upon request

xxx: Fill with the requested heigth (mm) es. for 5,0 mm fill 050. ~=For plastic peg option, add. P to the Part No.
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BOARD TO BOARD CONNECTORS

PCB female header p.0,8 mm - double row H=3.1 mm SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Sizes 4 to 100 double row
Current Rating: 1A max, Mate with 0,3 mm square pin
Withstanding Voltage: 500V AC/minute Packaging Tube or Tape & reel
Insulation Resistance: 1000 MQ min. Vacuum pick&place cap optional

Temperature Range: -40°C ~ #105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact: Phosphor bronze
Plating: Gold over Nickel

A

= B

| -
.....1_..._('_’30 |
A AR

f—uﬂﬁﬁﬂﬁﬂﬂmﬁmﬁ
 FEEEREEEEAEH
|

OOOoOU0OoDOooooOooOo
ol 030

| :‘ :
1 1 Q
s —
! J $0.60 L J
e 420

| 1 .
T\L Bos |~

3.20

s Recommended PCB Layout
Poles Part. No. A (mm B (mm
2-2 96202030-8* 160 0.80
3-3 96203030-8* 320 160
4-4 9620£030-8* 480 240
48+48 96248030-8* 38.40 31.680
49+49 96249030-8* 39.20 3840
50+50 96250030-8* 40.00 3020

*= For plastic peg option, add. P ta the Part No.
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BOARD TO BOARD CONNECTORS

PCB female header p.1,0 mm - double row H=2,05 mm SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100 V AC,DC Sizes 4 to 100 double row
Current Rating: 1A max. Mate with 0,3 mm square pin
Withstanding Voltage: 500V AC/minute Packaging Tube or Tape & reel
Insulation Resistance: 1000 MQ min. Vacuum pick&place cap optional

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact; Phosphor bronze
Plating: Gold over Nickel

1 A A A A A A A A A A A
DHHEONNOEEEOEEEER | b
5 i i i o G
uguouguouvuuouvuouougudu Uuu
! 1.00 ! Pin 0.30x0.15+0.03 |
B 1
A
130
T DDHHHUHDDDDDDDDDDDUDJ
/ 225 M 540
(o T e [ o DDHHDHHDDDHDDDDDDDHD
|r_ B-10 Lﬂ. Recommended PCB layout
Poles Part. No. A (mm) B (mm)
242 96202030-9* 240 1.00
3+3 96203030-9* 340 2.00
4+4 96204030-9* 440 3.00
4&;::18 96248030-9" 4640 4800
49+49 96249030-9* 49.40 49.00
50+50 96250030-9* 50.40 50.00

*=For plastic peg option, add. P to the Part No.

@SELECOM 31



BOARD TO BOARD CONNECTORS

SPECIFICATIONS

Voltage Rating: 100V, AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

PCB female header p.1,27x1,27 mm - single/double THT 90/180°

FEATURES
Sizes 210 50 single row

4 to0 100 dual row
Mate with 0.40 mm square pin
Suitable for 1.57mm thick PCB
Packaging plastic tray or tube

B:0.3
A0.2
1427201
ODDEEEEEEEEH| ©f
1.27£0.1
e
i e o s
ODDDEONO0EEG| © e
& 1.27
b Lessis
B pNLL T
1.0.42x0.15 Recommended PCB Layout
Poles x row PIN 1 row P/N 2 row A (mm)
50 961502¢x-0020 962502%4-0020 62.23
50 961502¢x-0034 962502x4-0034 62.23
50 961502xx-0044 962502xx-0044 62.23
xx:30= Gold plated ; xx:0= Tin plated
B+0.3
A0 2
| 1.270.1
NHEEEEEEEEA| Y
| 2
127
Sood
0.70
§ 1y
5 S99
.-;L e
] 2.40 20.70
_||0.42x0.15 TL——»E Recommended PCB Layout
Poles x row PIN 1 row PIN 2 row A (mm) B (mm) H (mm)
50 961509xx-0034 962509xx-0034 62.23 63.80 340
50 961509xx-0044 962509xx-0044 62.23 63.80 440

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO

PCB female header p.1,27x1,27 mm

SPECIFICATIONS

Voltage Rating: 100V, AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

BOARD CONNECTORS
- single/double row SMT 180°

FEATURES
Sizes 210 50 single row

4 10 100 dual row
Suitable for 1.57mm thick PCB
Mate with 0.40 mm square pin
Packaging Tube or Tape & reel
Vacuum pick&place cap optional

N0 0 n 0 0 17 |
[ET=T=T=]=T=[=T=T=T=T==] :Ratz2 o7
U U U U U L o gryee
Pin1< :rl-_‘ <
n_n_n_n_n 1
OOCOODODOONOQEE| ATYPE | loze
U U U U
1.27+0.10
Tl B203 o
A$0.2 |: D
,;I_ 3| ATYPE
J 0 ol
o | 0.74
%‘l’ ﬁ :-E Recommended PCB Layout

Poles PIN A Tvpe PIN B Tvoe A (mm) B (mm) H (mm)
50 961500xx-0020A 961500xx-0020B 62.23 63.90 2.00
50 961500xx-0034A 961500xx-0034B 62.23 63.90 340
50 961500xx-0044A 961500xx-0044B 62.23 63.90 440

xx:30= Gold plated ; xx:0= Tin plated
AN NQNANNANNNNN
EEOO0EEEOO0EEEH| -
5] o o o o o s
UUUU0UU0UUUUU0UuUUUU
__I 1.27+0.10 |
A£0.2
' B+0.3 '
ol
'Yy T g
4 I

#0.70 —-I |-—0.48x0.1 5

(Poles-2) x 1.27+0.2

Poles Part. No. A (mm) B (mm! H (mm)
50+50 962500xx-0020* 62.23 63.90 2.00
50+50 962500xx-0034" 62.23 63.90 340
50+50 962500xx-0044* 62.23 63.90 440

xx:30= Gold plated ; xx:0= Tin plated; *= For plastic peg option, add. P to the Part, No.
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Recommended PCB Layout
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BOARD TO BOARD CONNECTORS

PCB female header p.1,27x2,54 mm - single row H=5.8mm SMT 180°

SPECIFICATIONS

Voltage Rating: 100V, AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

OOOEREEEEHH| s1TYPe
OO0OOOORREE s2mve

FEATURES
Sizes 210 50 single row

4 10 100 dual row
Suitable for 1.57mm thick PCB
Packaging Tube or Tape & reel
Vacuum pick&place cap optional

A+0.05 8+0.05 [~——B0.05
—0.63+0.05 — f"1 27 0.63+0.05
| g0/0 0 [I_
8 g 3 £
'} =1 T 7
| drooo0l 4 n u I
—l—0.42x0.20. g8 ° g
042x0.2¢0.03 _| |_, . S o B2TYPE
B+0.05
Poles Part. No.B1 Part. No.B2 A (mm) B (mm)
2 961020xx-0B1 961020xx-082 2.74 127
3 961030xx-0B1 961030xx-082 40 254
4 951040xx-0B1 961040xx-0B2 5.28 381
48 961480xx-0B1 961480xx-0B82 61.16 59.69
49 961490xx-0B1 961490xx-0B2 62.43 60.96
50 961500xx-0B1 961500xx-0B2 63.70 62.23
xx:30= Gold plated ; xx:0= Tin plated
0 O B10.05
—~IL——0 42x0 240,02 1.27— 0.63+0.05— ||—

B+0.1
o ~o
[=] o
(=] ']
l #0.70£0.03
—| l 1.00 |
B-1.27
Poles Part. No. A (mm) B (mm!
242 962020xx-0 274 121
3+3 962030xx-0 401 254
4+4 962040xx-0 528 381
48+48 962480xx-0* 61.16 59.69
49+49 962490xx-0 6243 60.96
50+50 962500xx-0* 63.70 62.23

xx:30= Gold plated ; xx:0= Tin plated; *= For plastic peg option, add. W to the Part No.

[ A0naanunns
heaReagE

B-1.27

Recommended PCB Layout
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BOARD TO BOARD CONNECTORS

PCB female header p.1,27x2,54 mm - single row H=4.6 mm THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 100V, AC,DC Sizes 210 50 single row
Current Rating: 1A 4 to0 100 dual row
Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Packaging plastic tray or tube

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

B+0.05
Jj) 1.27 Lfao.mio.os
§oGooo0o00
e
L

?‘—oooooooooo

A+0.05 — 2.]60 ~— F|5'DOT.
T ! )' A+0.05 $0.6040.05
I o == i =R/ WS 5—1,27 ’ ’
o o | . [sNeNeNeNeReNo]
o o . E
1_2741 L —00.4640.03 —l2 54— Recommended PCB Layout
Poles x row Part.No. 1 row Part.No. 2 row A (mm) B (mm)

2 96102xx-0 96202xx-0 254 1.27

3 96103xx-0 96203xx-0 3.81 254

4 96104xx-0 96204xx-0 5.08 381

48 96148xx-0 96248xx-0 60.96 59.69

49 96149xx-0 96249xx-0 62.23 60.96

50 96150xx-0 96250xx-0 63.50 62.23

xx:30= Gold plated ; xx:0= Tin plated
) 35
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BOARD TO BOARD CONNECTORS

PCB female header p.2,0 mm - single row H=4.3 mm SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 150V AC, DC Sizes 2 to 40 single row

Current Rating: 1.5A 4 to 80 double row
Withstanding Voltage: 500V AC/minute Mate with 0,5 mm square pin
Insulation Resistance: 1000 MQ min. Packaging Tube or Tape & reel
Temperature Range: -40°C ~ +105°C Vacuum pick&place cap optional

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 66, UL 94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

n n a n n
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A%0.15 2.40 F—- 2.00 0.89
A 1_I_T { (
§ 8 H l_ |:| D I:I |:| D 2.35
< ['s]
S Ll T o000
2.00~|-—| Pin 0.5x0.2+0.02 | 3.70
B | Recommeded PCB Layout
Poles Part. No. Part. No. A (mm) B (mm)
2 961020xx-2B1 961020xx-282 400 200
3 961030xx-281 961030xx-282 6.00 400
4 951040xx-2B1 961040xx-2B2 8.00 6.00
38 961380xx-2B1 961380xx-282 76.00 7400
39 961390xx-2B1 961390xx-282 78.00 76.00
40 961400xx-2B1 961400xx-282 80.00 78.00

xx:30= Gold plated ; xx:0= Tin plated
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B
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AN il T H 258 (B-2.0)
¥ Pin 0.5x0.2+0.02 ‘ . )
1.00 | (B-2.0) | 5.00 . Recommeded PCB Layout

Poles Part. No. A (mm) B (mm)
242 962020xx-2* 4.00 2.00
3+3 962030xx-2* 6.00 400
4+4 962040xx-2* 8.00 6.00
38+38 962380xx-2* 76.00 74.00
39+39 962390xx-2* 78.00 76.00
40-40 962400xx-2* 80.00 78.00

xx:30= Gold plated ; xx:0= Tin plated;*= For plastic peg option, add. P to the Part No.
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BOARD TO BOARD CONNECTORS

PCB female header p.2,0 mm - single row H=4.3 mm THT 90/180°

SPECIFICATIONS FEATURES

Voltage Rating: 150V AC, DC Sizes 2 to 40 single row
Current Rating: 1.5A max. Suitable for 1.57mm thick PCB
Withstanding Voltage: 500V AC/minute Mate with 0,5 mm square pin
Insulation Resistance: 1000 MQ min. Packaging plastic tray or tube

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator; PBT, UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

_f 2.50
4.3 2.00
L ==
)
NERERRARRNN b T R
v 1 Recommended PCB Layout
|._2.00 Pin 0.50x0.20 ‘
B 1
Poles Part. No. A (mm) B (mml
2 961022x%-2 4.00 2.00
3 961032x¢-2 6.00 400
4 961042xx-2 8.00 6.00
38 961382xx-2 76.00 74.00
39 961392x¢-2 78.00 76.00
40 961402xx-2 80.00 78.00
xx:30= Gold plated ; xx:0= Tin plated
s () o s o o
| 200 Pin 0.50x0.20 ‘
B 1
A
2.80 Igml
= So4eey
420 #0.80
N N Recommended PCB Layout

2.70
Poles Part. No. A (mm) B (mm!

2 961029xx-2 6.50 2.00

g 961039xx-2 8.50 400

4 961049xx-2 10.50 6.00
38 961389xx-2 76.50 74.00
39 961399xx-2 7850 76.00
40 961409xx-2 80.50 78.00

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,0 mm - double row H=4.3/4.85mm THT 90°/180°

SPECIFICATIONS

Voltage Rating: :150V AC, DC

Current Rating: :1.5A max
Withstanding Voltage: :500V AC/minute
Insulation Resistance: :1000 MQ min.
Temperature Range: :-20°C ~ +105°C
Contact Resistance: :20 mQ max.

MATERIAL

Insulator; PBT, UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, tin or Selective Gold over Nickel

FEATURES

Sizes 4 to 80 double row
Suitable for 1.57mm thick PCB
Mate with 0.5 mm square pin
Packaging plastic tray or tube

=l D==T=1=0=] A
=g =l=p=g=T=p=q=1]
P
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RERRERRE PoOEITTY
“ Keom
|, 200 Pin 0.50%0.20 | t_di}__{%)"di}“%} 20.80
B | 2.00 Recommended PCB Layout
A
Poles Part. No. A (mm) B (mml
22 962022142 400 200
313 962032102 6.00 400
4+4 962042xx-2 8.00 6.00
38+38 962382xx-2 7600 7400
39+39 962392xx-2 78.00 76.00
40440 962402142 80.00 78.00

xx:30= Gold plated ; xx:0= Tin plated

38438
39439
40+40

Doooooooo| | 200
Dooooooog) | S 2

I
280 t A 50.80
2.00 [
| | 200 Pin 0.50%0.20 [E-C L T - Recommended PCB Layout
= |
A
Part. No. A (mm) B (mm)
962029xx-2 450 2.00
962039xx-2 6.50 400
962049xx-2 8.50 6.00
962389xx-2 76.50 74.00
962399xx-2 7850 76.00
962409xx-2 80.50 78.00

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,0 mm - Bottom Entry dual row THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 150V AC,DC Sizes 4 10 80 dual row
Current Rating: 1.5A Suitable for 1.57mm thick PCB
Withstanding Voltage: 500V AC/minute Mate with 0.50 mm square pin
Insulation Resistance: 1000 MQ min. Packaging plastic tray or tube
Temperature Range: -40°C ~ +105°C

Contact Resistance: 20 mQ max.

MATERIAL

Insulator; G.F. PBT, UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

2.00

O 0 C C O~S<_2080
OO0 D000

5.002_,*(1(23 oo o o 150

|
3.00
OO000CO0O0
5.00

5

v b 2.00
4.30 00 0 0 O~G\_2080
EE————————c— e < + s p 00000
IRRRE RN | BT o0 o oo
2

Recommended PCB Layout

H 3
00 |_Pin o‘stxo.zo:o.oa‘ 6.00 ‘* 000000

B
A
Poles PIN 1=5.00 PIN 1=6.00 Almm) B(mm)
242 349500202xx 349600202xx 400 2.00
3+3 349500203xx 343600203xx 6.00 4.00
4+4 349500204xx 349600204xx 8.00 6.00
38+38 349500238xx 349600238xx 78.00 76.00
39+39 349500239xx 349600239xx 80.00 78.00
40+40 349500240xx 349600240xx 82.00 80.00

xx:.GO= Gold plated ; xx:T=Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,0 mm - Side entry Type THT/SMT

OOo0onnaonmnnmn

IRIRIRIRIRI IR

Pin 0.60x0.20+0.03 |
B
A
Poles PIN THT PIN SMT
2+2 962029xx-6 962020xx-6*
343 962039xx-6 962030xx-6*
4+4 962049xx-6 962040xx-6*
38+38 962389xx-6 962380xx-6"
39+39 962399xx-6 962390xx-6"
40+40 962409xx-6 962400xx-6*

xx:30= Gold plated ; xx:0= Tin plated
*= For plastic peg option, add. P to the Part No,

LU OOOOOOO0OO

SPECIFICATIONS

Voltage Rating: 150V AC,DC

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

5151015 5

i

A (mm| B (mm]
4.75 200
6.75 4.00
8.75 6.00
76.75 74.00
18.75 76.00
80.75 78.00

MATERIALS

Insulator: PBT, UL 94 V-0;
Nylon 6T, UL94V-0 (SMT).
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

FEATURES

Sizes 4 to 80 double row
Suitable for 1.57mm thick PCB
Mate with 0,5 mm square pin
Packaging Tube or Tape & reel

@%G}ﬁ
$$$e$—l
180 [ M e
1000000
) poooooot]

Recommended PCB Layout
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single row H=5.0 mm THT 90°/180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 210 40 single row
Current Rating: 3A 4 to 80 double row
Withstanding Voltage: 1500 V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 5000 MQ min. Mate with 0.64 mm square pin
Temperature Range: -40°C ~ +105°C Packaging plastic tray or tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Polyester, UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

HEEEEEEEEEE E X M| Tm_—ﬁ

b

5

2.54

L LA #1.02
3.00 T
k Recommended PCB Layout

o

A

Poles Part. No. 180° Part. No. 90° A (mm B (mm
2 961022xx-5 961029xx-5 5.58 254
3 961032xx-5 961039xx-5 8.12 5.08
4 961042xx-5 961049xx-5 10.66 762
38 961382xx-5 961389xx-5 97.02 93.98
39 961392x¢-5 961399xx-5 99.56 96.52
40 961402xx-5 961409xx-5 102.1 99.06

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - double row H=5.0 mm THT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V, AC, DC Sizes: 2 10 40 single row
Current Rating: 3A 4 to 80 double row
Withstanding Voltage: 1500 V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 5000 MQ min. Mate with 0.64 mm square pin
Temperature Range: -40°C ~ +105°C Packaging plastic tray or tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Polyester , UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

}r{ | = i
e | y |
10T ind  fooees
j ﬁ 3.00“ H Zsﬂ‘gﬂ%q} ™S 102
] ‘ L
2541010 PmD?xO 252 003 *_I_g_SfJ Recommended PCB Layout
B
A
Poles Part. No. A (mm B (mm
2+2 962022xx-5 558 254
343 962032xx-5 8.12 5.08
4+4 962042xx-5 10.66 762
38+38 962382xx-5 97.02 93.98
39+39 962392xx-5 99.56 96.52
40+40 962402xx-5 1021 99.06

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - double row H=5.7mm THT 90°/180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC, DC Sizes 2 to 40 single row
Current Rating: 3A 4 1o 80 double row
Withstanding Voltage: 1500 V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 5000 MQ min. Mate with 0.64 mm square pin
Temperature Range: -40°C ~ +105°C Packaging plastic tray or tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Polyester, UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

DEPEGEDEQShEQEEQEDEGEDEDEDE]

320 250
j

250

I_g._s_ft_1
SO oo

.
0%

Pin 0.7x0.4+0.03

40 i
JUUTUUT g IR .

2.54:0.10
Poles Part. No.
2 961022xx-57
3 961032xx-57
4 961042xx-57
38 961382xx-57
39 961392xx-57
40 961402xx-57

xx:30= Gold plated ; xx:0= Tin plated

Part. No. A (mm B (mm
961029xx-57 5.58 254
961039xx-57 8.12 5.08
961049xx-57 10.66 762
961389xx-57 97.02 93.98
961399xx-57 99.56 96.52
961409xx-57 102.1 99.06
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - double row H=5.7mm THT 90°/180°

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL
Insulator: Polyester, UL 94 V-0
Contact; Phosphor bronze

FEATURES
Sizes: 2 10 40 single row

4 to 80 double row
Suitable for 1.57mm thick PCB
Mate with 0.64 mm square pin
Packaging plastic tray or tube

Plating: Gold, Tin or Selective Gold over Nickel

IEOEQE@EQEDEOE@E@E(E(
SDSQEQEOEH=DEdEMED=(

:
1k

I
J

UUUUJ

| | 2542010

J

Pin 0.7x0.25+0. 03

Poles Part. No. A (mm B (mm
242 962022xx-57 558 254
3+3 962032xx-57 8.12 5.08
4+4 962042xx-57 10.66 762

38+38 962382xx-57 97.02 93.98

39+39 962392xx-57 99.56 96.52

40+40 962402xx-57 102.1 99.06

xx:30= Gold plated ; xx:0= Tin plated

5.0040.15

3.20£0.25

DS S SRR
0=0 050050000 0 O O O
IR

] (]

5.70:0.15
170025

EELEREREl

2.54+0.20
W

| Ilz.s-uo.m II Pin 0.74x0.40
Poles Part. No. A (mm B (mm
242 962029xx-57 5.58 2.54
3+3 962039xx-57 8.12 5.08
4+4 962049xx-57 10.66 762
38+38 962389xx-57 97.05 93.98
39+39 962399xx-57 99.56 96.52
40+40 962409xx-57 1021 99.06

xx:30= Gold plated ; xx:0= Tin plated

2

i¢¢¢

25 M

Foodoo

Recommended PCB Layout

2.54

s |
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Recommended PCB Layout
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BOARD TO B

OARD CONNECTORS

PCB female header p.2,54 mm - single/dou

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Current Rating: 20 mQ max.

MATERIAL

Insulator: Nylon 6T , UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

ble row H=7.1 mm SMT 180°

FEATURES
Sizes: 2 10 40 single row

4 to 80 double row
Mate with 0.64 mm square pin
Packaging Tube or Tape & reel
Vacuum pick&place cap optional

A0.3 B0 cg
B+0.1 2.50 ! [—1.0% 005 .-— 2.54
Pin I il il I ul JW l— O |_| u 1.80
sl sl =] B2 TYoE g i
i T L 1 Ll—
T 1
i B2 TYPE
P ¥y n n n n n
I DEEEEEEE | B1TYPE
1] 1] 1] 1] 1] Bx0.05
{ —t | =—1.0£0.05 ——I 2.54
| 2002005 _—‘ ; |—-—2.:;c> ;37: 0 0 0 (1 90
T “
2 [ I ‘ |
: )‘ I W ! 000 0
I ~ [ i J
e F SR ot BI TYPE
J 551 \pﬁ 0.5x0.2540.03 — 4,20 ‘—— Recommended P.C.B Layout
Poles PIN. type B1 PIN. type B2 A (mm B (mm
2 961020xx-B1 961020xx-B2 508 254
3 961030xx-B1 961030xx-B2 762 508
4 961040xx-B1 96104030-B2 10.16 762
38 961380xx-B1 961380xx-B2 96.52 93.98
39 961390xx-B1 961390xx-B2 99.06 96.52
40 961400xx-B1 961400xx-B2 101.6 99.06
xx:30= Gold plated ; xx:0= Tin plated
A£0.3
I B
F"HZ‘VLHI'IHI'IHPHHF!I}
IR EE s
HEEAEEE R
Pm1—"0 U O 0 O O O U 0 O T
B
r 55 ‘ 1.00 2.54 ‘L—
i f 000000000022
o
T i’ & s 1.90
[ R | | Dpoooooooo
\ 254 — | Y - _{
1.50 Pin 0.5x0.25+0.03
B-2.54 i Recommended P.C.B Layout
Poles Part. No. A (mm B (mm
242 962020xx* 508 2.54
3+3 962030xx* 762 508
444 962040xx* 10.16 762
38+38 962380xx* 96.52 96.98
39+39 962390xx* 99.06 98.52
40+40 962400xx* 101.6 99.06

xx:30= Gold plated ; xx:0= Tin plated; = For plastic peg option, add. P to the Part No.
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single/double row H=7.1 mm THT 180°

SPECIFICATIONS MATERIALS
Voltage Rating: 250V AC,DC Insulator: Polyester , UL 94 V-0
Current Rating: 3A Contact: Phosphor bronze
Withstanding Voltage: 1500 V AC/minute Plating: gold, tin or selective gold over nickel
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C FEATURES
Contact Resistance: 20 mQ max. Sizes 2 to 40 single row
410 80 double row

Mate with 0.64 mm square pin
Packaging plastic tray or tube

(o o o O S S
o v g v O s ) S s

100 O O O O O O O O

O0o0QgOoo

ooooco\w
gj)ooooc»\@w

7.10

L

JUUUUUugyyy il

w
_.I_-_‘
o
N
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o
-

. |2.54:0.10 | | _Pin 0.7x0.25+0.03 5,
B Recommended PCB Layout
A
Poles PIN. Single r. PIN. Double r. A (mm B (mm
2 961022xx-71 9620220¢-71 508 254
3 961032xx-71 962032xx-71 762 5.08
4 961042xx-71 962042xx-71 10.16 762
38 961382xx-71 962382xx-71 96.52 93.98
39 961392xx-71 962392x%-71 99.06 96.52
40 961402xx-71 962402x%-71 1016 99.06

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single/double rowH=8,5 mm SMT 90°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes: 2 10 40 single row
Current Rating: 3A 4 to 80 double row
Withstanding Voltage: 1500 V AC/minute Mate with 0.64 mm square pin
Insulation Resistance: 5000 MQ min. Packaging Tube or Tape & reel

Temperature Range: -40°C ~ +105°C
Current Rating: 20 mQ max.

MATERIAL

Insulator: Nylon 6T , UL94V-0
Contact; Copper alloy

Plating: Gold or Tin over Nickel

A+0.2
o
2.54 E-
pEQEDEDEEDEDEOEDEDEDSHEDE]
= I:Hz's" 1.00
o
+
: noooo
H H H H H H H I H H H H I:I ! Recommended PCB Layout
PIN 0.64x0.40 gl
(@
o
Poles Part. No. A (mm B (mm
2 96102Hxx 254 5.08
3 96103Hxx 5.08 762
4 96104Hxx 762 10.16
38 96138Hxx 9398 96.52
39 96136Hxx 96.52 99.06
40 96140Hxx 99.06 1016
xx:30= Gold plated ; xx:0= Tin plated
B:0.3 &
Az0.2 E
254 J il
HEEEEEEEEEEEE] |
(50 5 (] ) (i) () O O O 0 0D O O

=)

254

] DD[ID[Ij[
4 0000

Recommended PCB Layout

| 8.50:0.15 |

340,
085
o085 .
7.20

TR

__||._PIN0.64x0.40

8!

Poles Part. No. A (mm B (mm
242 96202Hxx 254 5.08
3+3 96203Hxx 508 762
4+4 96204Hxx 762 10.16

38+38 96238Hxx 96.98 96.52

39+39 96239Hxx 96.52 99.06

40+40 96240Hxx 99.06 1016

xx:30= Gold plated ; xx:0= Tin plated;
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single row H=8,5mm THT 90/180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3A 4 1o 80 double row
Withstanding Voltage: 1500 V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 5000 MQ min. Mate with 0.64 mm square pin
Temperature Range: -40°C ~ +105°C Packaging plastic tray or tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Polyester, UL 94 V-0

Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

I AX0.3 1
Pin 1 i B i|_{__2‘4o
_ 0 (] (0 [ O O O [ O
-

1
1
| o B
ﬁ = 4 2,54 —#1.02
____________________ i ooo0
1
U U U ” U U U U + Recommended PCB Layout
~ 254 Pin 0.6x0.4+0.03
Poles Part. No. A (mm B (mm
2 961022xx 508 254
3 961032xx 762 5.08
4 961042xx 10.16 762
38 961382xx 96.52 93.98
39 961392xx 99.06 96.52
40 961402xx 101.6 99.06
xx:30= Gold plated ; xx:0= Tin plated
A
Pin 1 I B ‘ | 2.40
"IN L]
[ %}?ﬁ]??ﬁ???? o
—-| T—— 2.40
- B
o — 91.02
o [—2.54
T [ '(L J) ocoo0
IR U\LI UUHUl o f_ Recommended PCB Layout
*| I__ 254 Pin 0.6x0.4£0.03 2.90
Poles Part. No. A (mm B (mm
2 961029xx 508 254
g 961039xx 762 5.08
4 961049xx 10.16 7.62
38 961389xx 96.52 93.98
39 961399xx 99.06 96.52
40 961409xx 101.6 99.06

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - double row H=8.5 mm THT 90°/180°

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL
Insulator: Polyester, UL 94 V-0
Contact; Phosphor bronze

FEATURES
Sizes: 2 10 40 single row

4 to 80 double row
Suitable for 1.57mm thick PCB
Mate with 0.64 mm square pin
Packaging plastic tray or tube

Plating: Gold, Tin or Selective Gold over Nickel
A0.3
Pin 2 I B | 2.54
N LT
LR s
o v s v s —
Pin 1
]
ﬁ I F :
I i 1.02
i L 2.54
L. —— b o s b vt
I 000000
NANRRURRE LT
——l |—-— 2.54 Pin 0.6x0.4£0.03 Recommended PCB Layout
Poles Part. No. A (mm B (mm
242 962022xx 508 2.54
3+3 962032xx 762 5.08
4+4 962042xx 10.16 762
38+38 962382xx 96.52 93.98
39+39 962392xx 99.06 96.52
40+40 962402xx 101.6 99.06
xx:30= Gold plated ; xx:0= Tin plated
Pin2— | Bl |
| £ 2.54
BEEEEE—t
=iz =i=l=
e’ | 00U
i ﬂ—‘ 5.00 ‘-k
TN
|“J.f’| )
m = = B #1.02
HJ T I e J—l [ 254 /
""""""""" — ,'17 0000

38+38
30439
40+40

Part. No.

962029xx
962039xx
962049xx

962389xx
962399xx
962409xx

xx:30= Gold plated ; xx:0= Tin plated

faiege
"

A (mm
558
8.12
10.66

97.02
99.56
102.1

i

i
|
le 25 \-PinD‘GxD.dzo.Oa 2.54 a-l—-gz.so

=]

20 0000
2,5471_(‘ \

Recommended PCB Layout

B (mm
254
5.08
762

93.98
96.52
99.06
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BOARD TO BOARD CONNECTORS
PCB female header p.2,54 mm - PC104 THT 180°

Poles
40/80/1120
40/80/120
40/80/1120
40/80/120
40/801120
40/80/120
40/801120
40/80/120

Uy,
i
'y
[}
ry

(] e e e e e e e [ [

== Eh = =REEp=f=] ===y

SPECIFICATIONS

MATERIAL

Voltage Rating: 250V AC,DC
Current Rating: 3A max.
Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

Insulator: Polyester, UL 94 V-0
Contact; Copper alloy
Plating: Gold or Tin over Nickel

(0 00 0 ) ) = i B ) ) O [ [ 0T

IR

Il
_‘— |, 25420.10
| F

NN
Pin 0.64x0. 40:0.03J
1

Part. No. 1 row
961402xx-1W
961402xx-1Y
961402xx-2Y
961402xx-3Y
961402xx-12
961402xx-2Z
961402xx-3Z
961402xx-4Z

xx:30= Gold plated ; xx:0= Tin plated

Part. No. 2 row
962402xx-1W
962402xx-1Y
962402xx-2Y
962402xx-3Y
062402xx-12
962402xx-2Z
962402xx-3Z
962402xx-4Z

FEATURES
Sizes 3 to 40 single row

6 to 80 double row

910 120 triple row
Suitable for 1.57mm thick PCB
Mate with 0.64 mm square pin
Packaging plastic tray or tube

() i i o] ] () ] (=) () O () O] ] D)
(] e ) i) (=] (50 (o] (=) () ] ) ] ] )
(0 ] P P P (0 (o 0 0 0 ) 0 B O
250 5,00 0
= —
8 LD
A m—m or—r—m
m—m 5 s — 1 |
_*_ m—m o—r—m
2.50
5 = 17 11T
|| 254 | _|254
508
Part No. 3 row A(mm B(mm E(mm
963402xx-1W 11.05 2.30 1021
963402xx-1Y 11.05 7.35 102.1
963402xx-2Y 13.59 485 1021
963402xx-3Y 16.13 230 102.1
963402xx-12 11.05 12.20 1021
963402xx-2Z 13.59 9.65 102.1
963402xx-3Z 16.13 710 102.1
963402xx-4Z 18.67 4.60 102.1

2.54

r£ﬁ$¢$¥\ﬂg

Sﬁ¢—$¢$ﬂ—

Sbbde
254
23350

2.54

&é%é%\ﬁg

Recommended PCB Layout

F(mm
99.06
99.06
99.06
99.06
99.06
99.06
99.06
99.06
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - Bottom entry single row THT 180° 1=5,08

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3A Suitable for 1.57mm thick PCB
Withstanding Voltage: 1500 V AC/minute Mate with 0.64 mm square pin
Insulation Resistance: 5000 MQ min. Packaging plastic tray or tube

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator; G.F. PBT, UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

H/Pim
n

e
i m

nnnnnoan
=== P=@=g=]

s
D
oD
o
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‘{ 254
5.00 Pin 1+
254 - $ *‘*M
3.00 P el
‘ —_— # Recommended PCE Layout

|

JUTTUEUnry

Poles Part. No. Au pl. Part. No. Sn pl. A (mm B (mm
2 348508A02GO 348508A02T 5.08 254
3 348508A03GO 348508A03T 7.62 5.08
4 348508A04GO 348508A04T 10.16 762
5 348508A05G0 348508A05T 12.70 10.16
6 348508A06G0 348508A06T 15.24 12.70
7 348508A07GO 348508A07T 17.78 15.24
8 348508A08GO 348508A08T 20.32 17.78
9 348509A09GO 348509A09T 22.86 20.32
10 348508A10G0 348508A10T 25.40 22.86
1" 348508A11G0 348508A11T 27.94 25.40
12 348508A12GO 348508A12T 30.48 27.94
13 348508A13GO 348508A13T 33.02 30.48
14 348508A14CG0O 348508A14T 35.56 33.02
15 348508A15G0 348508A15T 38.10 35.56
16 348508A16GO 348508A16T 40.64 38.10
17 348508A17GO 348508A17T 4318 40.64
18 348508A18G0O 348508A18T 45.72 4318
19 348508A19GO 348508A19T 48.26 45.72
2 348508A20G0 348508A20T 50.80 48.26
21 348508A21G0 348508A21T 53.34 50.80
2 348508A22GO 348508A22T 55.88 53.34
23 348508A23GO 348508A23T 58.42 55.88
24 348508A24GO 348508A24T 60.96 5842
25 348508A25G0 348508A25T 63.50 60.96
26 348508A26G0 348508A26T 66.04 63.50
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - Bottom entry single row THT 180° I=5,08

Poles Part. No. Au pl.
2 348508xx02GO
3 358508xx03GO
4 348508xx04GO
5 348508xx05GO
6 348508xx06GO
7 348508xx07GO
8 348508xx08GQ
9 348508xx09GO

10 348508xx10G0
1" 348508xx11GO
12 348508xx12GO
13 348508xx13GO
14 348508xx14GO
15 348508xx15G0
16 348508xx16GO
17 348508xx17GO
18 348508xx18GO
19 348508xx19G0
2 348508xx20GO
21 348508xx21GO
2 348508xx22GO
23 348508xx23GO
24 348508xx24GO
25 348508xx25GO
26 348058xx26GO

xx: Select B1 or B2 type.

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator; G.F. PBT, UL94V-0
Contact; Phosphor bronze
Plating: Gold or Tin over Nickel

FEATURES

Sizes 2 to 40 single row
Suitable for 1.57mm thick PCB
Mate with 0.64 mm square pin
Packaging plastic tray or tube

0 0 M il 0 120 4 d}ﬁ
(BN NE D@ EEE] o e kdded s
U U U J U Pml*Ji_L -¢—

i - [l [l [] ﬂ I A
(e H ]| e e ¢ 4
U\ U ] u] ] 1 #120 {p‘é‘i“*b‘sf“

Pin1

TUTTUTITTT

3.00

ﬁ |2.5420.10 Pin 0.80x0.25+0.03 ‘ 5.08

- B =i B1/B2 TYPE

Part. No. Sn pl. A(mm B(mm
348508xx02T 5.08 254
348508xx03T 7.62 5.08
348508xx04T 10.16 762
348508xx05T 12.70 10.16
348508xx06T 15.24 12.70
348508xx07T 17.78 15.24
348508xx08T 20.32 17.78
348508xx00T 22.86 20.32
348508xx10T 25.40 22.86
348508xx11T 27.94 25.40
348508xx12T 30.48 27.94
348508xx13T 33.02 30.48
348508xx14T 35.56 33.02
348508xx15T 38.10 35.56
348508xx16T 40.64 38.10
348508xx17T 4318 40.64
348508xx18T 45.72 4318
348508xx19T 48.26 45.72
348508xx20T 50.80 48.26
348508xx21T 53.34 50.80
348508xx22T 55.88 53.34
348508xx23T 58.42 55.88
348508xx24T 60.96 5842
348508xx25T 63.50 60.96
348508xx26T 66.04 63.50

52

<~
(= 'SELECOM




BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - Bottom entry dual row THT 180°

A
Pin 2 ‘ B | jz.m
EEEEDODEEE-
DHEEEEHE DT [y
Pin 1
[
2 L ‘ rj.oo
; o |
I JJU\UUUM
J L 2.54 -Pin 0.8x0.25+0.03
Poles PIN. 123,81 PIN. I=5,08
2+2 348381203xx 348508203xx
3+3 348381204xx 348508204xx
4+4 348381205xx 348508205xx
38438 348381238xx 348508238xx
39+39 348381239x 348508239xx
40+40 348381240xx 348508240xx

xx.GO= Gold plated ; xx:T=Tin plated

4-| 5.08 l‘*

;

— 2.54 2.54
|
5 — 5.08 I—— 31’
ng #1590 — [ele]
{ I -~
- (% = || L oo
(AN 2.54 y D
oc- |
G 1 —| s.08 l—-—
P/N. 127,62 A(mm B(mm
348762203xx 508 254
348762204xx 7.62 5.08
348762205xx 10.16 762
348762238xx 96.52 93.98
348762239xx 99.06 96.52
348762240xx 101.6 99.06

—-‘ 3.81 ‘-—

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator; G.F. PBT, UL94V-0
Contact; Phosphor bronze
Plating: Gold or tin over nickel

O I 1

oo #1.00 :

: co/ -
ele) -

FEATURES

Sizes 4 1o 80 dual row
Suitable for 1.57mm thick PCB
Mate with 0.64 mm square pin
Packaging plastic tray or tube

— 2.54

l ~20.95 ) f

00 = 5.08 ‘—— i ¢e] #1.20
: o0 o{_

000Co #1.00
m
OOOO/_

2,54
000 o—{

00
Qo
oo
2 Oi |-—'/.52——: AT ? S
-~ 5.08 = —2.54
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single/double row Side Entry Type

Poles Part.No. 1 row
2 961029%x-4
3 9610394
4 961049xx-4
38 961389xx-4
39 961399x¢-4
40 961409xx-4

xx:30= Gold plated ; xx:0= Tin plated

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3A

Withstanding Voltage: 1500 V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

e
: 1.87] 1
| i sho
| _|2.5410.10 | | Pin 0.70x0.25+0.03 7.87
B
A
8.10
1.90
254
@@@ﬂ
111 il T 178
| N o
")
|._|254:0.10 Pin 0.70x0.25+0.03 J 787 jl
L B
A
Part.No. 2 row X {uil) B (mm
962029xx-4 508 254
962039xx-4 762 508
962049xx-4 10.16 762
962389xx-4 96.52 93.98
962399xx-4 99.06 96.52
962409xx-4 101.6 99.06

MATERIALS
Insulator: Polyester, UL 94 V-0
Contact; Phosphor bronze

Plating: Gold, Tin or Selective Gold over Nickel

FEATURES

Sizes 2 to 40 single row

4 t0 80 double row
Mate with 0.64 mm square pin
Suitable for 1.57mm thick PCB
Packaging plastic tray or tube

A

Recommended PCB Layout
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BOARD TO BOARD CONNECTORS

PCB female header p.2,54 mm - single/double row Side Entry SMT 90°

SPECIFICATIONS MATERIALS
Voltage Rating: 250V AC,DC Insulator: Nylon 9T, UL 94 V-0
Current Rating: 3A Contact: Phosphor bronze
Withstanding Voltage: 1500 V AC/minute Plating: Gold or Tin over Nickel
Insulation Resistance: 5000 MQ min.
Temperature Range: -40°C ~ +105°C FEATURES
Contact Resistance: 20 mQ max. Sizes 210 40 single row

4 10 80 double row

Mate with 0.64 mm square pin
Packaging Tube or Tape & reel

0 0n0nNnnononaonnanan

810

A
I0orooo0o0ooooo

2.5420.10
|—

Pz
i

I ) g |——— 254
" N
8 o
S &
ﬁJ_ 19
o 47 T
iy 00000
L | I | [
777, 7 e
4 |f0 70x0 25 |"Ht—0254 Recommended PCB Layout
Poles PIN 1 row PIN 2 row A (mm B (mm
2 961020xx-4 962020xx-4 5.38 254
3 961030xx-4 962030xx-4 7.92 508
4 961040xx-4 962040xx-4 10.36 762
38 961380xx-4 962380xx-4 96.82 93.98
39 961390xx-4 962390xx-4 99.36 96.52
40 961400xx-4 962400xx-4 101.9 99.06

xx:30= Gold plated ; xx:0= Tin plated
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BOARD TO BOARD CONNECTORS A
Mini Jumper - p. 1.27 mm

2 SPECIFICATIONS FEATURES
: Current Rating: 1 A max. Mate with 0.46 mm square pin
Contact Resistance: 20 mQ max. Packaging plastic bag

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 500V AC/minute
Temperature Range: -40°C ~ +105°C

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Gold over Nickel

Handle
25 1.25
55
J_ 3.0
b
25
55 _}_
J_ 15
127 _}'
Type PIN Gold pl. PIN Tin pl.
Single 5036802030 503680200
Handle 5036802030-L 503680200
25
55 4
L 1.5
1.27 _k
Type PIN Gold pl. PIN Tin pl.
Double 5036804030 50680400
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BOARD TO BOARD CONNECTORS

Mini Jumper - p. 2,00 mm

SPECIFICATIONS FEATURES
Current Rating: 1 A max. Mate with 0.50 mm square pin
Contact Resistance: 20 mQ max. Packaging plastic bag

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 500V AC/minute
Temperature Range: -40°C ~ +105°C

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Gold over Nickel

Open Closed

il
]
0%

[ Mk

=

o

-

Type PIN Gold pl. PIN Tin pl.
Closed 5736802030-C 573680200-C
Open 5736802030 573680200
Handle I..._.WO
1.2 ﬂ
=X
il TR
| NN
20 2.0
Type Part. No.
Cold plated 5736802030-L
Tin Plated 573680200-L
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BOARD TO BOARD CONNECTORS

Mini Jumper - p. 2,00 mm parallel type

SPECIFICATIONS FEATURES

Current Rating: 1 A max. Size 210 10 poles

Contact Resistance: 20 mQ max. Mate with 0.50 mm square pin
Insulation Resistance: 1000 mQ min Packaging plastic bag

Withstanding Voltage: 500V AC/minute
Temperature Range: -40°C ~ +105°C

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Gold over nickel

Y
i

—=
_—t =

{Te)
o
3| U NINTENEN i
1 1
NTINNTINNENNS i
4.0£0.25 240 B 20:0
Poles PIN Gold pl. PIN Tin pl. A (mm B (mm
2 5736802030-P 573680200-P 2.00 400
3 5736803030-P 573680300-P 4.00 6.00
4 5736804030-P 573680400-P 6.00 8.00
5 5736805030-P 573680500-P 8.00 10.00
6 5736806030-P 573680600-P 10.00 12.00
7 5736807030-P 573680700-P 12.00 14.00
8 5736808030-P 573680800-P 14.00 16.00
9 5736809030-P 573680900-P 16.00 18.00
10 5736810030-P 573681000-P 18.00 20.00
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BOARD TO BOARD CONNECTORS

Mini Jumper - p. 2,54 mm

Type P/N Tin pl. P/N Gold pl.
Open 51360200 5136802030
Closed 513680200-C 5136802030-C
Handle 513680200-L 5136802030-L
In Line

o o] B\ 5 |[O

SPECIFICATIONS FEATURES
Current Rating: 3A Mate with 0.64 mm square pin
Withstanding Voltage: 1000V AC/minute Packaging plastic bag

Insulation Resistance: 1000 MQ min.
Contact Resistance: 20 mQ max.
Temperature Range: -40°C ~ +105°C

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

wm
o
i
S
&
N o
0 =3
&
r
cn
IS

Bus Bar

ST

b

T

NiEEEBEEE

2.54
Type PN Tin pl. P/N Gold pl.
In Line 513680400 5136804030
Bus Bar 513680200-8B 5136802030-B8

1 fissssmEEE {

2.54
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BOARD TO BOARD CONNECTORS

Mini Jumper - p. 2,54 mm parallel type

SPECIFICATIONS FEATURES

Current Rating: 3A Size 210 10 poles
Withstanding Voltage: 1000V AC/minute Mate with 0.64 mm square pin
Insulation Resistance: 1000 MQ min. Packaging plastic bag

Contact Resistance: 20 mQ max.
Temperature Range: -40°C ~ +105°C

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Gold or Tin over Nickel

0.35
254 Bl 1.27
5.00 "t H 4.40
|
2.54
. ]
l | I !
| I 2.54
6.00 |t
5.00
Poles PIN Gold pl. PIN Tin pl. X {uil) B (mm
2 5136802030-P 513680200-P 254 508
3 5136803030-P 513680300-P 5.08 762
4 5136804030-P 513680400-P 762 10.16
5 5136805030-P 513680500-P 10.16 12.70
6 5136806030-P 5136806007 12.70 15.24
7 5136807030-P 513680700 15.24 17.78
8 5136808030-P 513680800-P 17.78 20.32
9 5136809030-P 513680900-P 20.32 22.86
10 5136810030-P 513681000-P 22.86 2540

W~
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BOARD TO BOARD CONNECTORS

Pin strip p.3,96 mm - single row SMT 180°

SPECIFICATIONS FEATURES

Current Rating: 7TA AC,DC Sizes 2 to 24 single row

Withstanding Voltage: 1000 V AC,DC Packaging Tube (tapedreel option available)
Insulation Resistance: 1000 MQ min. Vacuum pick&place cap optional

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

/

? [
é f
4?4

|

—
g Z
Poles x 3.96:0.30 % é

Poles-1) x 3.9640.2 ——— y
¢ ) -39 - |-1s0
—# 3.96 1.14 5Q s TYPEB

-8
B
B
L

B B B B B 6.30

‘-— B+0.66 ——
R

N

f

BE B B B 6.30 s 1 2 7 % 7]
|-' 3.96 1.60—~ |-k
Recommended PCB Layout
Poles PIN Tin pl. P/N Gold pl. A (mm) B (mm) C (mm) Lavout
02-24 PH3961xx00151A PH3961xx031151A 10.4 10.0 4.7 Type A
02-24 PH3961xx00151B PH3961xx031151B 10.4 10.0 4.7 Type B
xx=n° of poles 02-24
f ] 7 P
(( & é ? - é
Poles x 3.9640.30 B 0D B E BEEE B @ 63 ? & % 2 Z i@
/
[ .
- —~ -3 - 10
T F 7 P
] ] ]
@ @B @@ @\E @ @ B & 0 s UpUdpdap
Ta2ZA 3 ) % / / 7
1o
! & @ U
TYPE A |f3.96 1.60— |"F
Recommended PCB Layout
Poles P/N Tin ol. PN Gold ol. A (mm| B (mm) C (mm) Lavout
02-24 PH3961xx00HHHAD  PH3961xx031HHHAD 100 According to According to Type A
02-24 PH3961xx00HHHBD ~ PH3961xx031HHHBD 10.0 Customer Specs. Customer Specs. Type B

xx=n° of poles 02-24
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BOARD TO BOARD CONNECTORS A
Pin strip p.3,96 mm - single row THT 90/180°

e SPECIFICATIONS FEATURES

Current Rating: 7TA AC,DC Sizes 2 to 24 single row
Withstanding Voltage: 1000 V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Packaging bag

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

{ U

BE B E @ B\E B B B B 63
[ ] : ;: (: : 1)

Poles x 3.9620.3

(Poles-1) x 3.96+0.2

vodoooo
396 - mss/{b

Recommended PCB Layout

|

A%0.25
jS 2 J
EEQE
Poles PIN Tin pl. P/N Gold pl. A (mm) B (mm) OAL (mm)
02-24 PH3961xx20190 PH3961xx231190 1145 445 19.08
02-24 PH3961xx20203 PH3961xx231203 12.70 445 20.33
02-24 PH3961xx20277 PH3961xx231277 20.55 400 21.73
02-24 PH3961xx20191 PH3961xx231191 381 12.07 19.06

xx=n° of poles 02-24

codloooo
396 m.ss/o

Recommended PCB Layout

B:6‘25
)
f
C£0.25
S —L
-—A2025-—
Poles PIN Tin ol. P/N Gold ol. A (mm) B (mm) C (mm)
02-24 PH3961xx90134 PH3961xx931134 8.15 445 5.73
02-24 PH3961xx90153 PH3961xx931153 13.60 4.00 8.13
02-24 PH3961xx90172 PH3961xx931172 10.75 450 9.48

xx=n° of poles 02-24
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BOARD TO BOARD CONNECTORS

Pin strip p.3,96 mm - single row THT 180° Dual Insulator

SPECIFICATIONS FEATURES

Current Rating: 7A, AC,DC Sizes 1 to 24 single row
Withstanding Voltage: 1000 V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Packaging bag

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

B8 8 8@ EE,\@ E B B EIEG ﬁsi}{}}{%g{}}{}}{}}{}}/{}

©1.85

Recommended PCB Layout
Poles x 3.96+0.3

A$0.25
C+0.25
B+0.25
1
Poles P/N Tin pl. P/N Gold pl. A (mm) C (mm) B (mm)
01-24 PH3961xx20HHHD  PH3961xx230HHHD According to According to 4.45
Customer soecs. Customer soecs.

xx=n° of poles 01-24
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BOARD TO BOARD CONNECTORS

Pin strip p.5,08 mm - single row SMT 180°

SPECIFICATIONS FEATURES

Current Rating: 7A, AC,DC Sizes 2 to 20 single row

Withstanding Voltage: 1000 V AC,DC Packaging Tube or Tape&reel (optional)
Insulation Resistance: 1000 MQ min. Vacuum pick&place cap optional

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

% [ 7
{ f ; é é
BE @B B B B “\W@ BE B B B 630 : 4 g ] ] #
- Polesx508:030 = RN / T é é é
(Poles-1) x5.08402 — L 7 4
—~] 508 | l1s0
—44( 508 114 5Q L TYPEB

f

Pz 0 7
.
A0.25 & 1 - I |
B B B B 6.30 AVJ/AZ
I I N UOC
@ ¢ /
C+0.25 |- 5.08 1.60—~ |“*
L—B‘.tD.ZS Recommended PCB Layout
Poles PIN Tin pl. P/N Gold pl. A (mm) B (mm) C (mm) Lavout
02-20 PH5081xx00122A PH5081xx031122A 125 10.0 5.0 Type A
02-20 PH5081xx00157A PH5081xx031127A 10.7 10.0 5.0 Type A
02-20 PH5081xx00162A PH5081xx031162A 122 10.0 4.0 Type A
02-20 PH5081xx00122B PH5081xx031122B 125 10.0 5.0 Type B
02-20 PH5081xx001578 PH5081xx0311278 10.7 10.0 5.0 Type B
02-20 PH5081xx00162B PH5081xx031162B 12.2 10.0 40 Type B
xx=n° of poles 02-20
7 [] 77
o
( solnllpl
Poles x 5.0840.30 B 0D B E BEEE B @ 63 z & g 2 % i@
/
.
TYPEB | 508 ~ F1e0
T F 7 P
] ] ]
T @ 0@ @08 E 000 5.30 4244
L R 7 7
N
TYPE A L‘*E.OS 1‘6044 |"F
Recommended PCB Layout
Poles P/N Tin ol. PN Gold ol. A (mm| B (mm) D (mm) Lavout
02-20 PH5081xx00HHHAD ~ PH5081xx031HHHAD 100 According to According to Type A
02-20 PH5081xx00HHHBD  PH5081xx031HHHBD 10.0 Customer Specs. Customer Specs. Type B

xx=n° of poles 02-20
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BOARD TO BOARD CONNECTORS

Pin strip p.5,08 mm - single row THT 90/180°

SPECIFICATIONS FEATURES

Current Rating: 7TA AC,DC Sizes 2 to 20 single row
Withstanding Voltage: 1000 V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Packaging bag

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

{{ U [
B 8 @ @ B\'@ @ B @ 8| 6 D000 odo
HOOOCHOO00K: podoson

Recommended PCB Layout

Poles x 5.08£0.3

(Poles-1) x 5.08+0.2
———Y—s.oa 1.148Q —~{| =+

|

A%0.25
jZ 50 J
EEQE
Poles PIN Tin pl. P/N Gold pl. A (mm) B (mm) OAL (mm)
02-20 PH5081xx20190 PH5081xx231190 11.95 455 19.00
02-20 PH5081xx20202 PH5081xx231202 13.20 455 20.25
02-20 PH5081xx00276 PH5081xx231276 21.05 410 27.65
02-20 PH5081xx20108 PH5081xx231108 380 455 10.85

xx=n° of poles 02-20

MSO? © O\G) ° ﬁ)aso/o

= Poles x 5.08:£0.3

(Poles-1) x 5.08+0.2
;ﬁm 1.1450—}3

Recommended PCB Layout

T
T B20.25
ﬁ 250 #

| I '
H H [ H C+0.25
e
j=— A£0.25 —|
Poles P/N Tin ol. P/N Gold ol. A (mm) B (mm) C (mm)
02-20 PH5081xx90075 PH5081xx931075 8.1 455 2.54
02-20 PH5081xx90096 PH5081xx931096 138 4.00 495

xx=n° of poles 02-20
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BOARD TO BOARD CONNECTORS

Pin strip p.5,08 mm - single row THT 180° Dual Insulator

Poles
02-20

xx=n° of poles 02-20

3 SPECIFICATIONS

Current Rating: 7A AC,DC
Withstanding Voltage: 1000 V AC,DC
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact; Brass

Plating: Tin or Gold over Nickel

@@@@@.\@@@@@ig
BOOOCIO000KE I 3 4

Poles x5.08+0.3

FEATURES

Sizes 2 to 20 single row
Suitable for 1.57mm thick PCB
Packaging bag

000600000

©1.85

Recommended PCB Layout

A$0.25
~2.50 C+0.25
B+0.25
1
P/N Tin pl. P/N Gold pl. A (mm) C (mm) B (mm)
PH5081xx20HHHD ~ PH5081xx230HHHD According to According to 4.45
Customer soecs. Customer soecs.
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BOARD TO BOARD CONNECTORS

PCB female header p.3,96 mm - single row H=8.89 THT/SMT 180°

SPECIFICATIONS

Current Rating: 7A AC,DC
Withstanding Voltage: 1000 V AC,DC
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C

FEATURES

Sizes 2 to 24 single row

Suitable for 1.57mm thick PCB

Mate with 1,14 mm square pin
Packaging tube or Tape&reel (optional)

Contact Resistance: 20 mQ max.

Vacuum pick&place cap optional

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact: Phosphor bronze (BeCu optional)
Plating: Tin or Gold over Nickel

[

: f o O @ o 0 o0
MEEETTE CET-TT SRR R
:i 3.96 1.50
Recommended PCB layout
-—A
3 ! Wl 3
i R ?" li )

i

|

Lea 246
Pin 1.1x0.4

| oy ‘
- -396
- Poles x 3.9610.3 - SECTION A-A
(Poles-1) x 3.96+0.2
Poles P/N Tin pl. PIN Gold nl.
02 PS396x0220 PS396x02230
03 PS396x0320 PS396x03230
23 PS396x2320 PS396x23230
24 PS396x2420 PS396x24230
x= Select the requested contact material: P=Phos.Bronze B=Berillium copper
h h N n N n n @ i V???VVV
i N
2 1770 1 . O v e e e s = - ‘\‘
o | Ll VLT LS L= T ] I S | -
uuuuuuuuuH ._—@“
" [=1 !
- lags Pin 1.1x0.4~'| = Z -3.96‘- 150
Poles x 3.96+0.3
(Poles-1) x 3.96:0.2 Recommended PCB Layout
™A
\ |
b | i
' e S e
bea 7.10£0.25
SECTION A-A
Poles P/N Tin ol. PN Gold ol.
02 PS396x0200-V PS396x02030-V
03 PS396x0300-V PS396x03030-V
23 PS396x2300-V PS396x23030-V
24 PS396x2400-V PS396x24030-V

x= Select the requested contact material: P=Phos.Bronze B=Berillium copper
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BOARD TO BOARD CONNECTORS

PCB female header p.5,08 mm - single row H=8.89 THT/SMT 180°

SPECIFICATIONS

Current Rating: 7A AC,DC
Withstanding Voltage: 1000 V AC,DC
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max.

FEATURES

Sizes 2 to 24 single row

Suitable for 1.57mm thick PCB

Mate with 1,14 mm square pin
Packaging tube or Tape&reel (optional)
Vacuum pick&place cap optional

MATERIAL

Insulator: G.F. Polyester, UL94V-0
Contact: Phosphor bronze (BeCu optional)
Plating: Tin or Gold over Nickel

]
i
@
g
i
B
|
0
e
]

’.
]

—1

Corro7724

—

—
—_—=

r 8.9+0.15

t t o O G S t
}———LS 08 Pin 1.1x0.4
L Poles x 5.0810.3 -

(Poles-1) x 5.08+0.2

SECTION A-A

Poles PIN Tin pl. P/N Gold pl.
02 PS508x0220 PS508x02230
03 PS508x0320 PS508x03230
23 PS508x2320 PS508x23230
24 PS508x2420 PS508x24230

x= Select the requested contact material: P=Phos.Bronze B=Berillium copper

h h N n N n n @ V"/VVVVV
; 0 addidd
2 770 1 . ) v e, e o s e = l ‘\‘. .
'?. Eﬂ"l&ﬂ“l&ﬂ“lﬂl"l&l)}bﬂ“U:ﬂ"l.ﬂl"lbﬂ“lbﬂ ~ - - | T

LJLJLJuuuuuuH ‘Jﬂ

" =) /
5.08 Pin 1.1x0.4~ | = EJSOBL— 150
Poles x 5.08+0.3

(Poles-1)x 5.080.2 Recommended PCB Layout

8.940.15—

7.10£0.25
SECTION A-A
Poles PIN Tin ol. P/N Gold ol.
02 PS508x0200-V PS508x02030-V
03 PS508x0300-V PS508x03030-V
23 PS508x2300-V PS508x23030-V
24 PS508x2400-V PS508x24030-V

x= Select the requested contact material: P=Phos.Bronze B=Berillium copper
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0,47mm THT 180° H=7.64/8.51

2.5

0.47

4

2,74

T oo

Poles/row PIN sinlae row PIN dual row
02 551022x%-2M076 552022xx-2M076
03 551032x-2M076 552032xx-2M076
39 551392xx-2M076 552392xx-2M076
40 551402xx-2M076 552402xx-2M076
xx:plating code
Poles/row PIN sinlae row PIN dual row
02 551022xx-2M085 552022xx-2M085
03 551032xx-2M085 552032xx-2M085
39 551392xx-2M085 552392xx-2M085
40 551402xx-2M085 552402xx-2M085
xx:plating code

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3 A

Contact Resistance: 10 mQ max.
Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

i

J—@0.47 _1_ H

Platina code
0
31
32

Platina code
0
31
32

(CH

—|2.54——

FEATURES
Sizes 2 to 40 single row

410 80 double row
Suitable for 1,57 mm thick. PCB

Pin platina
Tin
Au flash
Au0.25 um

Pin platina
Tin
Au flash
Au 0.25 um

7€)
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0,47mm THT 180° H=10.0

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3 A

Contact Resistance: 10 mQ max.
Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

FEATURES
Sizes 2 to 40 single row

410 80 double row
Suitable for 1,57 mm thick. PCB

Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551022x-2M100 552022xx-2M100 0 Tin
03 551032x0-2M100 552032x-2M100 31 Au flash
— 32 Au 0.25 ym
39 5561392xx-2M100 552392xx-2M100
40 551402xx-2M100 552402xx-2M100
xx:plating code
N/2x2.54
Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551022xx-2M101 552022xx-2M101 0 Tin
03 551032x-2M101 552032xx-2M101 31 Au flash
= 32 Au0.25 ym
39 551392x-2M101 552392xx-2M101
40 551402xx-2M101 552402xx-2M101
xx:plating code
7€)
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0,47mm THT 180° Elevated

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3 A 4 to 80 double row
Contact Resistance: 10 mQ max. Suitable for 1,57 mm thick. PCB

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

—2.54— =5.08—

3.0 —ﬂ——m.ﬂ 3.0 ‘Fm.—-’m:—ao.u
| |
L1

1 3.55
L

1.18 47 ;
3.2 0.67 3.2 .

Poles/row PIN sinlae row PIN dual row L (mm) Platina code Pin platina
40 551402xx-2M062 552402xx-2M062 6.20 0 Tin
40 551402xx-2M084 552402xx-2M084 8.40 31 Au flash
40 551402xx-2M153 552402xx-2M153 15.30 32 Au0.25 um
40 551402xx-2M212 552402xx-2M212 21.20
40 551402xx-2M274 552402xx-2M274 27.40

xx:plating code
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0.47 SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Self-Leveling floating pin (For H=7.10)
Insulation Resistance: 1000 MQ min. Packaging Tube (tape&reel opt.

Withstanding Voltage: 1000V AC/minute Vacuum pick&place cap optional
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact: Brass

Plating: Tin or gold (see table)

4
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L

Poles/row P/N sinlge row  PIN dual row Plating code Pin plating
02 551020xx-2M071  552020xx-2M071 0 Tin
03 551030xx-2M071  552030xx-2M071 31 Au flash
- 32 Au 0.25 pm
39 551390xx-2M071  552390xx-2M071
40 551400xx-2M071  552400xx-2M071

xx:plating code

’7N12x2.54
(11 I

-

AR\ AR AT

-
(-]
00

=

Poles/row P/N sinlge row  PIN dual row Plating code Pin plating
02 551020xx-2M082  552020xx-2M082 0 Tin
03 551030xx-2M082  552030xx-2M082 31 Au flash
—_— 32 Au 0.25 pm
39 551390xx-2M082  552390xx-2M082
40 551400xx-2M082  552400xx-2M082

xx:plating code
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - 0.47 THT90°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3 A 4 to 80 double row
Contact Resistance: 10 mQ max. Suitable for 1,57 mm thick. PCB

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

_ﬂ 3.0 I._ ~——Nx2.54 i) f
o047 | b I 5 be
| T
? W 2.54 GD @ ' u -/ l
[}
! 0.6 i i | 3.2 | 3.2
| |1
-4.0-|-4.5-] ——|2.54-—
Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551029xx-2M085 552029xx-2M085 0 Tin
03 551039xx-2M085 552039xx-2M085 31 Au flash
- 32 Au0.25 um
39 551399xx-2M085 552399xx-2M085
40 551409xx-2M085 552409xx-2M085

xx:plating code
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0.76 THT180° H=9.80/11.20

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3 A 4 to 80 double row
Contact Resistance: 10 mQ max. Suitable for 1,57 mm thick. PCB

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

—2.5. =-5.08- ~—Nx2.54
1 | h !
3‘5—" @0.76 3‘6 H et @0.76 ﬁ m m ﬂ m i
‘ 1 L o
sz 1] N so [IILIRTLT
3.0 —|j—o056 30 [ —ll—a0.6 ! E] H H :
T I
' f —|o.54~— —2.54—
Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551022x%-3M098 552022xx-3M098 0 Tin
03 551032x-3M098 552032xx-3M098 31 Au flash
— 32 Au 0.25 ym
39 551392xx-3M098 552392xx-3M098
40 551402xx-3M098 552402xx-3M098
xx:plating code
] =5.08— Nx2.54
L 1L
510_ 5'0 ] ] —50.76 1 1 1 !
| mln || |
| 1 M T[Tt ”" “” T 1.2
; ' 3.0 H 1 | '
3F 3|2 | ! j | ) |
3.0 20.6 3.0 |—20.6 I H H H] H

—l2.54— —l2.54—

Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551022xx-3M112 552022xx-3M112 0 Tin
03 551032xx-3M112 552032xx-3M112 31 Au flash
— 32 Au 0.25 um
39 551392xx-3M112 552392xx-3M112
40 551402xx-3M112 552402xx-3M112
xx:plating code

7€)
74 :.é;SELECOM




BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - 0.76 THT 90°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row
Current Rating: 3 A 4 to 80 double row
Contact Resistance: 10 mQ max. Suitable for 1,57 mm thick. PCB

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact; Brass

Plating: Tin or gold (see table)

—" 3.0 — ——N/2x2.54
rm .76

30 s N7 f
0.76 | Nx2 E—r—— (_:(%U
&Y - c\fc\:u:, :::\
. NZANZANZ IS

|—4.5-12.54— —|2.54—

Poles/row PIN sinlae row PIN dual row Platina code Pin platina
02 551029x%-3M095 552029xx-3M095 0 Tin
03 551039x-3M095 552039xx-3M095 31 Au flash
- 32 Au0.25 um
39 551399xx-3M095 552399xx-3M095
40 551409xx-3M095 552409xx-3M095
xx:plating code
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BOARD TO BOARD CONNECTORS

Pin strip p. 2,54 mm machined pins - @0.76 SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Self-Leveling floating pin (For H=7.10)
Insulation Resistance: 1000 MQ min. Packaging Tube (tape&reel opt.available)

Withstanding Voltage: 1000V AC/minute Vacuum pick&place cap optional
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Contact: Brass

Plating: Tin or gold (see table)

4 —5.08-~

Poles/row P/N sinlge row  PIN dual row Plating code Pin plating
02 551020xx-3M071  552020xx-3M071 0 Tin
03 551030xx-3M071  552030xx-3M071 31 Au flash
- 32 Au 0.25 pm
39 551390xx-3M071  552390xx-3M071
40 551400xx-3M071  552400xx-3M071

xx:plating code

—2.54— |--5.08+]

=—6.94—
Poles/row P/N sinlge row  PIN dual row Plating code Pin plating
02 551020xx-3M096  552020xx-3M096 0 Tin
03 551030xx-3M096  552030xx-3M096 31 Au flash
—_— 32 Au 0.25 pm
39 551390xx-3M096  552390xx-3M096
40 551400xx-3M096  552400xx-3M096

xx:plating code

/-
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 180° H=4.82/5.40

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.40 to 0.56 mm dia.
Insulation Resistance: 1000 MQ min. Hand brackable

Withstanding Voltage: 1000V AC/minute Suitable for 1,57 mm thick. PCB
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina

02 551022xx-2048 552022x%-2048 0 Tin Tin
03 551032xx-2048 552032x%-2048 91 Tin Au flash
- 92 Tin Au0.25 um
— 31 Au flash Au flash
39 551392xx-2048 562392xx-2048 32 Au0.25 um Au 0.25 um
40 551402xx-2048 552402xx-2048

xx:plating code

——|2.54“—

54
20.75
—|2.54— ——|2.54|——
Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clio platina
02 55102202054 552022x¢-2054 0 Tin Tin
03 551032xx-2054 552032xx-2054 91 Tin Au flash
- 92 Tin Au 0.25 ym
- 31 Au flash Au flash
39 551392xx-2054 552392xx-2054 32 Au 0.25 um Au 0.25 um
40 551402xx-2054 552402xx-2054

xx:plating code
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 180° H=7.40/7.43

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3 A

Contact Resistance: 10 mQ max.
Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

FEATURES
Sizes 2 to 40 single row
410 80 double row
Mate with round pins 0.40 to 0.56 mm dia.
Hand brackable
Suitable for 1,57 mm thick. PCB

Sleeve platina Clin platina
Tin Tin
Tin Au flash
Tin Au0.25 um
Au flash Au flash
Au0.25 um Au 0.25 um

Poles/row PIN sinlae row PIN dual row Platina code
02 551022xx-2074 552022x%-2074 0
03 551032xx-2074 552032x4-2074 91
- 92
— 31
39 551392xx-2074 562392xx-2074 32
40 551402xx-2074 552402xx-2074
xx:plating code
Poles/row PIN sinlae row PIN dual row Platina code
02 551022xx-2075 552022xx-2075 0
03 551032xx-2075 552032xx-2075 91
- 92
- 31
39 551392xx-2075 552392x%-2075 32
40 551402xx-2075 552402xx-2075
xx:plating code

Sleeve platina Clio platina
Tin Tin
Tin Au flash
Tin Au 0.25 ym
Au flash Au flash
Au 0.25 um Au 0.25 um
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 180° H=8.30/11.1

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.40 to 0.56 mm dia.
Insulation Resistance: 1000 MQ min. Hand brackable

Withstanding Voltage: 1000V AC/minute Suitable for 1,57 mm thick. PCB
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina

02 551022xx-2083 552022xx-2083 0 Tin Tin
03 551032xx-2083 552032xx-2083 91 Tin Au flash
- 92 Tin Au0.25 um
— 31 Au flash Au flash
39 551392xx-2083 562392xx-2083 32 Au0.25 um Au 0.25 um
40 551402xx-2083 552402xx-2083

xx:plating code

54— [~5.08—]
1 1

42 4.2
L Ly
@0.5 30.5

—J2.54-—

Poles x row PIN sinlae row PIN dual row L (mm) Platina code Sleeve platina Clio platina

02 551022xx-2111 552022xx-2111 6.90 0 Tin Tin
03 551032xx-2111 552032xx-2111 6.90 91 Tin Au flash
- 92 Tin Au 0.25 ym
- 31 Au flash Au flash
39 551392xx-2111 552392xx-2111 6.90 32 Au 0.25 um Au 0.25 um
40 551402xx-2111 552402xx-2111 6.90

xx:plating code
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 180° Elevated

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.40 to 0.56 mm dia.
Insulation Resistance: 1000 MQ min. Suitable for 1,57 mm thick. PCB

Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

| ﬁ#
20.5—{|— 3i2 m.s——ﬁ— 32

Poles/row PIN sinlae row PIN dual row H (mm) Platina code Sleeve platina Clin platina
02 551022x%-2H 552022x%-2H 9.0 0 Tin Tin
03 551032xx-2H 552032xx-2H 14.6 91 Tin Au flash
- 92 Tin Au0.25um
— 3 Au flash Au flash
39 551392xx-2H 562392xx-2H 31 Au 0.25 um Au0.25um
40 551402xx-2H 552402xx-2H

xx:plating code - Complete P/N with the requested heigth: HOS for 9.0 mm; H14 for 14.6 mm

i

4.2
L
e
20.5—{ 3.2
Poles PIN sinlae row PIN dual row L (mm) Platina code Sleeve platina Clio platina
02 551022xx-2E 552022xx-2E 6.00 0 Tin Tin
03 551032xx-2E 552032xx-2E 7.00 91 Tin Au flash
- 8.00 92 Tin Au 0.25 ym
-— 9.00 3 Au flash Au flash
39 551392xx-2E 552392xx-2E 10.00 32 Au 0.25 um Au 0.25 um
40 551402xx-2E 552402xx-2E 11.00
12.00

xx:plating code - Complete P/N with the requested heigth: E06 for L=6.0 mm; E12 for L=12.0 mm

T -
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 180° MWW

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.40 to 0.56 mm dia.
Insulation Resistance: 1000 MQ min. Suitable for 1,57 mm thick. PCB

Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

=

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina
02 551022xx-2W 552022xx-2W 94 0 Tin Tin
03 551032xx-2W 552032xx-2W 129 91 Tin Au flash
- 92 Tin Au0.25um
— il Au flash Au flash
39 551392xx-2W 552392xx-2W 32 Au 0.25 um Au 0.25 um
40 551402xx-2W 552402xx-2W

xx:plating code - Complete P/N with the requested heigth: W09 for L=9.4 mm; W12 for L=12.9 mm
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0,47mm THT 90° H=5.6

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.40 to 0.56 mm dia.
Insulation Resistance: 1000 MQ min. Suitable for 1,57 mm thick. PCB

Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

—{3.0 |- [=——N/2x2.54

5.
3.2 |00.46 3_

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina
02 551029xx-2056 552029xx-2056 0 Tin Tin
03 551039xx-2056 552039xx-2056 91 Tin Au flash
- 92 Tin Au 0.25 um
— 31 Au flash Au flash
39 551399xx-2056 552399xx-2056 2 Au 0.25 um Au 0.25 um
40 551409xx-2056 552409xx-2056

xx:plating code
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - 30.47 SMT 180°

Poles/row P/N sinlge row

02 551020xx-2042
03 551030xx-2042
39 551390xx-2042
40 551400xx-2042

xx:plating code

7

4.64
Poles P/N sinlge row
02 551020xx-2056
03 551030xx-2056
39 551390xx-2056
40 551400xx-2056

xx:plating code

)
WYRGUR

PIN dual row

552020xx-2042
552030xx-2042

552390xx-2042
552400xx-2042

PIN dual row

552020xx-2056
552030xx-2056

552390xx-2056
552400xx-2056

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3 A

Contact Resistance: 10 mQ max.
Insulation Resistance: 1000 MQ min.

FEATURES
Sizes 3 to 40 single row
4 to 80 double row
Mate with round pins 0.40 to 0.56 mm dia.
Self-Leveling floating pin (For H=4.20)

Withstanding Voltage: 1000V AC/minute Packaging Tube (tape&reel opt.available)

Temperature Range: -55°C ~ +125°C

MATERIAL

Vacuum pick&place cap/film optional

Insulator: G.F. thermoplastic, UL 94 V-0

Sleeve: Brass

Contact clip: Beryllium copper

Plating code

91
92
31

Plating code

0

91
92
31
32

N!2x2.544‘

Sleeve plating  Clip plating

Tin Tin
Tin Au flash
Tin Au 0.25 ym
Au flash Au flash
Au 0.25 ym Au 0.25 um
N/2x2.54

Sleeve plating  Clip plating

Tin Tin
Tin Au flash
Tin Au 0.25 ym
Au flash Au flash
Au 0.25 pm Au 0.25 pm
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0.76 THT180° H=7.40/10.0

SPECIFICATIONS

Voltage Rating: 250V AC,DC

Current Rating: 3 A

Contact Resistance: 10 mQ max.
Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

st

4
@0.6
Poles/row PIN sinlae row PIN dual row Platina code
02 551022xx-3074 552022x%-3074 0
03 551032xx-3074 552032x¢-3074 91
— 92
= 3
39 551392xx-3074 562392xx-3074 32
40 551402xx-3074 552402xx-3074
xx:plating code
_-.‘2_ 54%.._
10.0
@0.6 i=—
f
Poles/row PIN sinlae row PIN dual row Platina code
02 551022xx-3100 552022xx-3100 0
03 551032xx-3100 552032xx-3100 91
— 92
- 31
39 551392xx-3100 552392x¢-3100 32
40 551402xx-3100 552402xx-3100
xx:plating code

FEATURES
Sizes 2 to 40 single row
410 80 double row
Mate with round pins 0.70 to 0.90 mm dia.
or square pins 0,63 mm
Suitable for 1,57 mm thick. PCB

Sleeve platina Clin platina
Tin Tin
Tin Au flash
Tin Au0.25 um
Au flash Au flash
Au0.25 um Au 0.25 um
Sleeve platina Clio platina
Tin Tin
Tin Au flash
Tin Au 0.25 um
Au flash Au flash
Au 0.25 um Au 0.25 um
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0.76 THT180° H=11.0

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.70 to 0.90 mm dia.
Insulation Resistance: 1000 MQ min. or square pins 0,63 mm

Withstanding Voltage: 1000V AC/minute Suitable for 1,57 mm thick. PCB

Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

(=]
o
e ——
—f 1—— -
(=)
—————
(=]

o s —losd— !

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina
02 551022xx-3110 552022xx-3110 0 Tin Tin
03 551032xx-3110 552032xx-3110 91 Tin Au flash
- 92 Tin Au 0.25 um
— 31 Au flash Au flash
39 551392xx-3110 552392xx-3110 2 Au 0.25 um Au 0.25 um
40 551402xx-3110 552402xx-3110

xx:plating code
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0.76 THT90° H=5.6/8.3

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 2 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.70 to 0.90 mm dia.
Insulation Resistance: 1000 MQ min. or square pins 0,63 mm

Withstanding Voltage: 1000V AC/minute Suitable for 1,57 mm thick. PCB
Temperature Range; -55°C ~ +125°C

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass
Contact clip: Beryllium copper

*4.2—|
h.z-‘ Nxzmﬂ | e Y

i 5.08 T . ,W =
— D) D) D) € )

@) D) X
& & @)K

AR .v. ‘l m
v

3.2 @0.6—' _1_ 3.2 @0.6— !
t X

~—5.6— —l2.54~ ~—5.6—1{2.54——

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina
02 551029xx-3056 552029xx-3056 0 Tin Tin
03 551039xx-3056 552039xx-3056 91 Tin Au flash
- 92 Tin Au 0.25 um
— 31 Au flash Au flash
39 551399xx-3056 552399xx-3056 2 Au 0.25 um Au 0.25 um
40 551409xx-3056 552409xx-3056

xx:plating code

T -
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BOARD TO BOARD CONNECTORS

PCB socket p.2,54 mm machined pins - @0.76 SMT180° H=4.20/8.80

SPECIFICATIONS FEATURES

Voltage Rating: 250V AC,DC Sizes 3 to 40 single row

Current Rating: 3 A 4 to 80 double row

Contact Resistance: 10 mQ max. Mate with round pins 0.70 to 0.90 mm dia.

Insulation Resistance: 1000 MQ min. or square pins 0,63 mm

Withstanding Voltage: 1000V AC/minute Self-Leveling floating pin (For H=4.20)

Temperature Range; -55°C ~ +125°C Packaging Tube (tape&reel opt.available)
Vacuum pick&place cap/film optional

MATERIAL

Insulator: G.F. thermoplastic, UL 94 V-0
Sleeve: Brass

Contact clip: Beryllium copper

Dz.&tr ’——Nx2.54—-— j_"ma-‘ hmuz.m

wn et W Y
oy oy —way)

_ , T oot T

[CONGONCE)
42'54& —2sd- o1

Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clin platina

02 551020%x-3042 552020%%-3042 0 Tin Tin
03 551030xx-3042 552030xx-3042 91 Tin Au flash
- 92 Tin Au0.25 um
— 31 Au flash Au flash
39 551390xx-3042 562390xx-3042 32 Au0.25 um Au 0.25 um
40 551400xx-3042 552400xx-3042

xx:plating code

——|2.54|——_

|_5‘°8°| N/2x2.54— |

! | '
7.0 i N W 7.0 i | 8.8
| LCORCGOROD] |
i | |
44— 6.9—— \oos
Poles/row PIN sinlae row PIN dual row Platina code Sleeve platina Clio platina
02 551020xx-3088 552020xx-3088 0 Tin Tin
03 551030xx-3088 552030xx-3088 91 Tin Au flash
— 92 Tin Au 0.25 um
— 31 Au flash Au flash
39 551390xx-3088 552390xx-3088 32 Au 0.25 um Au 0.25 um
40 551400xx-3088 552400xx-3088
xx:plating code

<~
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Flexible Connections - Jumpflex

SPECIFICATIONS

Current Rating: see table

Insulation Resistance: see table
Voltage Rating: see table
Withstanding Voltage: see table
Temeperature Range: 40°C ~ +125°C

MATERIAL

Insulator: Nomex™ UL 5188
Conductor: Pure electrolitic copper
Plating: Pure Tin

FEATURES

Quick connection

High vibration resistance

Break safe

Connection reliability guaranteed after millions
of folding cicles

Cost saving for easy handling&assembly

3.18£0.5 B1.57 - 318:05  [Pitch Pevm) | 127 | 200 | 254 | s08
—CONDUCTOR THICKNESS FfU' Lenght B (in.) [0.5/1.0/1.5/2.0/2.5/3.0/3.5/4.0/4.5/5.0/5.5/6.0

iL;ﬂ ——— Edge max. E(mm) 0.6 0.6 06 06
€ — —_— — 0 Pin diameter D(mm) 0.3 0.4 0.5 0.5
§ % % Wire gauge AWG 28 26 24 24
3 — [ Flat conductor width C(mm) 0.80 1.30 1.50 1.50
i — O Flat conductor tck. F(mm) | 0.10 0.1 0.12 0.12
a‘ R R Current rating at 20°C A 15 2.0 3.0 3.0
Ry — — Voltage rating v 200 200 300 300

I - = Dielectric withst. voltage Vimin. 1000 1500 1500 1500

Termination Style 2 % % %

Pitch 1.27 mm
50199xx21
50199xx31
50199xx41
50199xx91

Pitch 2.0 mm
57199xx21
57199xx31
57199xx41
57199xx91

Pitch 2.54 mm
51199xx21
51199xx31
51199xx41
51199xx91

Pitch 5,08 mm
54199xx21
54199xx31
54199xx41
54199xx91

50199xx22
50199xx32
50199xx42
50199xx82

5719922
57199xx32
57199xx42
57199xx92

51199xx22
51199xx32
51199xx42
51199xx92

5419922
54199xx32
54199xx42
54199xx92

50199xx23
50199xx33
50199xx43
50199xx93

57199xx23
57199xx33
57199xx43
57199xx93

51199xx23
51199xx33
51199xx43
51199xx93

54199xx23
54199xx33
54199xx43
54199xx93

xx=n° of poles 01-22 or 5K (reel 5,000 pin)

Std insulator: Nomex,

For other version (pitch/length/insulator/termin, style), please contact us.

B=6 in.
50199xx24 50199xx25 50199xx26
50199xx34 50199xx35 50199xx36
50199xx44 50199xx45 50199xx46
50199xx94 50199xx95 50119xx96
57199xx24 57199xx25 57199xx26
57199xx34 57199xx35 57199xx36
57199xx44 57199xx45 57199xx46
57199xx9%4 57199xx95 57199xx96
51199xx24 51199xx25 51199xx26
51199xx34 51199xx35 51199xx36
51199xx44 51199xx45 51199xx46
51199xx94 51199xx95 51199xx96
54199xx24 54199xx25 54199xx26
54199xx34 54199xx35 54199xx36
54199xx44 54199xx45 54199xx46
54199xx%4 54199xx95 54199xx96

Term, Style

2
3
K
9

© X W N © X @ N

© X w N
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Flat Flexible Cable - FFC

MATERIAL FEATURES
Conductor: Tin coated flat copper wire Light wieght and flexible
Insulator: Polyester (PET), white color Easy assembling & low production cost
Support Tape: Polyester (PET), blue color Excellent flexibility
UL 2896 Space saving
(TL: TOTAL LENGTH)
(IL: INSULATION LENGTH)
— A
I I
al : | s
| | I—L  ——
t — | | o
— | | wl = t T ‘
3 | | T s
| |
S — :

Pitch P 0.05 10.08 0.1 0.1 0.1
Poles - 8-70 8-70 7-10 4-70 4-33
Total pitch sP 0.5x(N-1)£0.1 0.8x(N-1)20.1 1.0X(N-1)£0.2 1.25x(N-1)£0.2 2.54X(N-1)£0.2
Cable width W 0.5x(N+1)£0.1 0.8x(N+1)£0.1 1.0X(N+1)£0.2 1.25%(N+1)£0.2 254X(N+1)£0.3
Margin M 0.520.1 0.820.1 1.0£0.2 1.2540.2 2.540.3
Thickness T 0.3£0.05 0.3+0.05 0.3+0.05 0.3£0.05 0.3£0.05
Strip Lenght S 4+0.8 410.8 4+0.8 5.0+08 5.040.8
Suport tape len. B 6.0£2.0 70102 7.0£2.0 8.012.0 8.0+2.0
Insulation leght IL 30.0 min (all pitch)
Total Lenght T 1L+81482
Conductor width Cw see next page
Conductor Tck. Ct see next page

/ -
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Flat Flexible Cable - FFC

No Test ltem Characteristics

1 Operating temperature -20°C ~ 80°C FLUCIN

2 Voltage rating 30V (UL2896), 60V (UL20624)

3 Conductor plating Tih plate thickness: 2 - 5 ym

4 Insulation PET film + PET adhesive
0.1]0.1|0.1]0.1|0.035/0.035{0.035|0.035]

5 Conductor size x | x| x| x| x| x| x| x
1.27(/08(07|05|08|0.7|05| 03

6 Conductor 0.13|0.21|0.25(0.34(0.62(0.70|0.98|1.64

resistance olaoalaolaoalalalala
(Q/m) at 20°C

Insulation resistance (/m) ‘More than 100MQ(DC500V, at 20°C)
8 |Dielectric strenght between conductors ‘ DC 500V for 1 min.

SOLDERING PC. Board

PITCH 0.5 0.8 1.0 Solder
Thickness (GY) | 0.035:0.003 | 0-035£0.003 | 0.085£0.003
RONDLIGTORS - 051003 0510.03
Width (Cw) 0.3:0.03 0.7+0.03 0.7£0.03
PITCH 1.25 2.0 2.54
Thickness (cy) | 0-933:D.003 | 0.035£0.003 | .410.01
CONDUCTORS )
Width (Cw) g:gig:gg 8;3:;’8_'8% 1.2740.04 Flexible Flat Cable

TENesS | ot7mms002 | 0.12mm:002 | 0.10mm:0.01 A
T ; - . - . * —_—
Fieé'fbe""y 100.000 Times'” |3,000,000 Times”| 10,000,000 Times"”’ g —
Used ¢
se 0.1x0.7 0.035x0.8
Conductors 0.1x0.8 0.035x0.7 SRR D E=S

(*) Z-BENDING TEST: 15R, 100mm stroke, 60 cycles/min.
(**) U-BENDING TEST: 10mm gap, 40mm stroke, 180 cycles/min.

UL STYLE Temperature Voltage
2896 80°C 30V
20624 80°C 60V
20706 105°C 60V
2643 105°C 300V

Std. Products: UL2896, 20624
For other Style, please contact Us (MOQ required)

HOW TO ORDER FFC _— = —— =

PITCH
1=2.54-5=0.5-6=1.25-7=2.0-8=0.8-9=1.0

INSULATION LENGTH (mm)
NR. OF WAYS (n)
CABLE CONFIGURATION

W~
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Flexible Connections - PVC Jumpy

SPECIFICATIONS

UL Style : 2651

Rate Temperature: 105°C

Voltage Rating: 300V AC

Flame Test : VW-1

Insulation Resistance: 100 MQ-Km /minute

MATERIAL
Insulator: PVC, grey color
Conductor: Tinned copper wire - stranded

- S | L

FEATURES

Size 210 50 poles

AWG 26 std ( p. 3,96 AWG 18)
Pre-stripped termination for easy assembly
Packaging bag

=——Poles x P

Part.No.p. 1,27 Part.No.p. 2,00 . . .No.p. PartNo. p. 3,96
2 RY04015xxx02 RY74015xxx02 RY14015xxx02 RY84015xxx02 RY34015xxx02
3 RY04015xxx03 RY74015xxx03 RY14015xxx03 RY84015xxx03 RY34015xxx03
4 RY04015xxx04 RY74015xxx04 RY14015xxx04 RY84015xxx04 RY34015xxx04
— up to 50 poles up to 48 poles up t0 45 poles up to 45 poles up to 24 poles

xxx: Fill with the requested Insulation length L(mm). Optional AWG : 22-24 (not for pitch 3.96)
Standard Termination $1/S2= 5 mm semistrip on both sides, for other strip length please contact us.

Y 4 \
4 )
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RIBBON & FLAT WIRE CABLES AND CONN

FPC/FFC connectors - LIF conn. p.1,0 mm THT 90/180°

ECTORS

NS SPECIFICATIONS FEATURES
VR S IS Current Rating: 0.5 A Size 210 36 poles
Voltage Rating: 50V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min. Accept FFC/FPC tck 0.3 mm
Withstanding Voltage: 500V AC/minute Packaging Tube

Temperature Range: -40°C ~ +105°C
Contact Resistance: 30 mQ max.

MATERIAL

Contact; Copper alloy
Plating: Tin over Nickel

w
0.4
2.0+0.15

Insulator: G.F. thermoplastic, UL 94 V-0

Pinl - A
1.00 207
:i' ; ;l'O_O' o

Tt o0 d
l20 |20

Recommended PCB Layout

Poles Part. No. A (mm B (mm C (mm
02 593470220 1.00 3.10 5.00
03 593470320 200 410 6.00
04 593470420 3.00 5.10 7.00
34 593473420 33.00 35.10 37.00
35 593473520 34.00 36.10 38.00
36 593473620 35.00 37.10 39.00
B
A
{HHEHHE ‘E
uuuuuuuu ™
1.00
c St o o B A e T h
I ——— i ‘
! | Pint
o | i
LU | _rrrerreacereriei—y
S = R a
NN O R ATTI
00.3x0.4 = ‘ ]
Recommended PCB Layout
Poles Part. No. A (mm B (mm C (mm
02 593470390 1.00 3.10 5.00
03 593470390 2.00 410 6.00
04 593470490 3.00 5.10 6.00
34 593473490 33.00 35.10 37.00
35 593473590 34.00 36.10 38.00
36 593473690 35.00 37.10 39.00
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Poles
2

3
4

3%
3%
%

RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPCI/FFC connectors - LIF conn. p.1,0 mm SMT 90/180°

SPECIFICATIONS FEATURES

Current Rating: 0.5 A Size 210 36 poles

Voltage Rating: 50V AC,DC Accept FFC/FPC tck 0.3 mm
Insulation Resistance: 1000 MQ min Optional Pick&place Pad (180°)
Withstanding Voltage: 500V AC/minute Packaging Tube or Tape & reel
Temperature Range: -40°C ~ +105°C Vacuum pick&place cap/film optional
Contact Resistance: 30 mQ max.

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact; Copper alloy
Plating: Tin over Nickel

Part. No.
593470200-H*
593470300-H*
593470400-H*

593473400-H
533473500-H
593473600-H

=2 (Tube pack.); *=3 (Tape&reel 'pack.)

Poles

34
35
36

33.00
34.00
35.00

05

LT rororroorooot-

100 _||_os
Part. No. A (mm
593470200-V* 1.00
593470300V 200
593470400-V* 3.00
593473400-V* 33.00
593473500-V* 34.00
593473600-V* 35.00

*=2 (Tube pack.); *=3 (Tape&reel ‘pack.)

=
R | : &
o~
) g i
- Juauanoon
2 o flos g
) _.._l_.ﬁ Recommended PCB Layout
B (mm C (mm
3.10 5.00
410 6.00
5.10 7.00
35.10 37.00
36.10 38.00
37.10 39.00
A
1.00
3
alafu 8
AHHHHH ]
v MR R 5 7 e, s P Al @©
i J&HHHHHHHBHH ¥
Recommended PCB Layout
B (mm C (mm
3.10 5.00
410 6.00
5.10 7.00
35.10 37.00
36.10 38.00
37.10 39.00

@SELECOM
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/FFC connectors - LIF conn. p.1,25 mm THT 180°

SPECIFICATIONS

Current Rating: 1AAC,DC

Insulation Resistance: 500 MQ min.
Voltage Rating: 200V AC,DC
Temperature Range: -40°C ~ +105°C
Contact Resistance: 30 mQ max.

MATERIAL

Insulator: G.F. thermaplastic, UL 94 V-0
Contact: Copper alloy

Plating: Tin over Nickel

8.0

FEATURES

Size 310 36 poles

Suitable for 1.57mm thick PCB
Accept FFC/FPC tck 0.3 mm
Packaging Tube

C20.15
1.25

aSOO&

I
o o =
Pin1 25 #0.9+0.05

3.5 Recommended PCB Layout
Poles Part. No. A (mm B (mm C (mm
03 503470320 7.30 5.15 2.50
04 503470420 8.55 6.40 375
05 503470520 9.80 765 5.00
34 503473420 46.05 4390 41.25
35 503473520 4730 45.15 4250
36 503473620 48.55 46.40 43.75
0.46
- 046
W ( T
o
=]
'
A+02
C#0.15 3 C1015
+0, ! 3 +0.1
12501 /ﬁm 25401, o 15 L
T R B o n
F ‘ I I o =!J pin1 /1 | $0.8:0.05
w
I Recommended PCB Layout
B+0.2
Poles Part. No. A (mm B (mm C (mm
03 503470390 7.30 5.15 250
04 503470490 8.55 6.40 375
05 503470590 9.80 765 5.00
34 503473490 46.05 43.90 41.25
35 503473590 47.30 4515 4250
36 503473690 4855 46.40 43.75

94
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Poles

I
I I A

29
30

Poles

o
| N B <

29
30

RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/FFC connectors - LIF conn. p.2,54 mm THT 180°

SPECIFICATIONS FEATURES

Current Rating: 1AAC,DC Size 210 30 poles

Insulation Resistance: 1000 MQ min. Suitable for 1.57mm thick PCB
Voltage Rating: 200V AC max. Accept FFC/FPC tck 0.3 mm
Temperature Range: -40°C ~ +105°C Packaging Tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Tin over Nickel

0.8

B

256 20.85

1 T e oot
30
[ L Recommended PCB Layout
Al es2 | | 254
Part. No A (mm B (mm C (mm
513470220 1054 254 8.43
513470320 13.08 5.08 10.97
513470420 15.62 7.62 1351
513472820 76.58 68.58 1447
513472920 79.12 71.12 77.01
513473020 81.66 73.66 79.55
A
C
B
] 2.54
ﬂ 0.8
et —
4‘56 ﬁ?ﬁﬁﬁﬁﬁﬁ@@?‘ +
[ =

Part. No.
513470290
51.470390
513470490

513482890
513472990
513473090

A (mm

10.54
13.08
15.62

76.58
79.12
81.66

B i
1 [ | 254 50,
W e
i B o B e N © iy o 1y B 0.25 35 _n__[

Recommended PCB Layout

B (mm C (mm
2.54 8.43
5.08 10.97
762 1351
68.58 1441
.12 701
73.66 79.55

<y
iﬁ;ssu:com
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

FPC/FFC connectors - ZIF conn. p.0,5 mm SMT 90°

Poles

4
5
6

58
59
60

-

SPECIFICATIONS FEATURES

MATERIAL
Insulator: Nylon 6T, UL 94V-0

Voltage Rating: 50V AC,DC Size 610 60 poles
Current Rating: 0.5A

Contact Resistance: 20 mQ max.
Insulation Resistance: 100 MQ min.
Withstanding Voltage: 250V AC/minute
Temperature Range: -20°C ~ +85°C

Accept FFC/FPC tck 0.3 mm
Vacuum pick&place cap optional
Packaging Tube or Tape & reel

Contact; Phosphor bronze
Plating: Tin plated

*=2 (Tube pack.); *=3 (Tape&reel 'pack.)

Poles

4

5
6

58
59
60

0.2+0.03

T —a I

D
A
B -
c -
| =E
0.2:0.03 __ 0.5+0.20 a2
A 38
=2
= =R
k f
A
Part. No. A (mm B (mm
553480400-L* 760 650
553480500-L* 8.10 700
553480600-L* 860 750
553485800-L* 34560 3350
553485900-L" 35.10 34.00
553486000-L" 3560 150

(4-34 Pin) 4.1
(35-60 Pin) 4.8

= S =R
G |
A
Part. No. A (mm B (mm
553480400-U* 760 6.50
553480500-U* 8.10 7.00
553480600-U* 860 750
553485800-U* 34.60 33.50
553485900-U* 35.10 34.00
553486000-U* 3560 34.50

*=2 (Tube pack.); *=3 (Tape&reel ‘pack.)

A-A SEC
(4-34 Pin)
C (mm

150

2.00

250

2850
29.00
29.50

1.3REF

5.0

12,0

A-A SEC
(4-34 Pin)

C (mm

1.50
2.00
2.50

28.50
29.00
29.50

201 n— C+0.1 - 254,
x 20T (- ” e
- RS OO

5.7
3.0

A-A SEC Recommended PCB Layout
(35-60 Pin)
D (mm
2.80
330
380

29.80
30.30
30.80

C0.1 254
1‘ 0.5+0.05 03 ‘

I
f;nmuuunnnuuuu#guuumunuuununa ‘

[
o
1.3REF

1.25
1.45

r
(=]

|
ml

3.0 |

[ ]

A-A SEC Recommended PCB Layout
(35-60 Pin)
D (mm
280
330
3.80

29.80
30.30
30.80

96
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPCI/FFC connectors - ZIF conn. p.0,5 mm SMT 180°

SPECIFICATIONS FEATURES

Voltage Rating: 50V AC,DC Size 610 60 poles

Current Rating: 0.5A Accept FFC/FPC tck 0.3 mm
Contact Resistance: 20 mQ max. Packaging Tube or Tape & reel
Insulation Resistance: 100 MQ min. Vacuum pick&place cap/film optional

Withstanding Voltage: 250V AC/minute
Temperature Range: -20°C ~ +85°C

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact; Phosphor bronze
Plating: Tin plated

I'll'ITIl'I]'IﬂHI'III'IﬂﬂnﬂHﬂll

_/UUIJ[IUIJLIIJllIIIJIJHUUIl
Pin 1

S
< <
¢ EE 04
Lo 3
0.2:0.03 . 05:0.20 5o n 5 =
—A [ e - 1 - ﬂl]l]DI]DD%I]]DDI]D[II]E}] pors 3
©
- H = _ = 3 /EIJM]DDI] goooooo &
— — . 1.0 0.5+£0.05 Ol
CE- %? — . Pin1 | !—! o \1! L—
il J —
L—a t A-A SEC Recommended PCB layout
Poles Part. No. A (mm B (mm C (mm D(mm
4 553480400-V* 760 6.50 150 280
5 553480500-V* 8.10 7.00 2.00 3.30
6 553480600-V* 860 750 250 3.80
58 553485800-V* 34.60 33.50 28.50 29.80
59 553485900-V* 3510 34.00 29.00 3030
60 553486000-V* 35.60 34.50 29.50 30.80

*=2 (Tube pack.); *=3 (Tape&reel ‘pack.)
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B
FPC/FFC connectors - ZIF conn. p.0,8 mm SMT 90°

SPECIFICATIONS FEATURES

Voltage Rating: 100V AC,DC Size 410 30 poles

Current Rating: 1 A Accept FFC/FPC tck 0.3 mm
Contact Resistance: 20 mQ max. Packaging Tube or Tape & reel
Insulation Resistance: 500 MQ min. Vacuum pick&place cap optional

Withstanding Voltage: 500V AC/minute
Temperature Range: -40°C ~ +85°C

MATERIAL

Insulator: Nylon 46, UL 94V-0
Contact; Phosphor bronze
Plating: Tin over nickel

EXPOSED
CONDUCTOR

Upper Contact

Lower Contact

= | TTTTOTOITTOOOITIT -2 = I e

C Recommended PCB Layout
D
PIN. Lower c.
4 583480400-L* 583480400-U* 9.50 4.84 240 8.20
5 583480500-L* 583480500-U* 10.30 5.64 3.20 9.00
8 583480600-L* 583480500-U* 11.10 6.44 4.00 9.80
28 583482800-L" 583482800-U" 28.70 24.04 2160 2740
29 583482900-L 583482900-U" 29.50 24.84 2240 28.20
30 583483000-L* 583483000-U* 30.30 25.64 23.20 29.00

*=2 (Tube pack.); *=3 (Tape&reel ‘pack.)
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/FFC connectors - ZIF conn. p.1,0 mm THT 90/180°

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1A

Contact Resistance: 20 mQ max.
Insulation Resistance: 500 MQ min.
Withstanding Voltage: 500V AC/minute

MATERIALS

Insulator: Nylon 46, UL 94V-0
Actuator: PPA, UL 94 V-0
Contact; Phosphor bronze
Plating: Tin plated

Temperature Range: -40°C ~ +85°C FEATURES
Size 410 34 poles
Suitable for 1.57mm thick PCB
Accept FFC/FPC tck 0.3 mm
Packaging Tube
- 2.45
]
o
UD i Pt A$0.15 | 007
B . . } | 4-o—o—o-! ‘
S JHE { VAN
1.00 1 0.25 o || 0.4 100 [ 2
2.0 Recommended PCB Layout
Poles Part. No. A (mm B (mm C (mm D (mm
4 593480420 3.00 9.00 11.00 505
5 593480520 400 10.00 12,00 6.05
8 593480620 5.00 11.00 13.00 7.05
32 503483220 31.00 37.00 39.00 33.05
3 593483320 32.00 38.00 40.00 3405
34 593483420 33.00 39.00 41.00 35.05
_ At015 0.7
[=]
100 =
Pint, T b /
g U_UAU’/;?’
—— 1
c?i B L ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
2.70 Recommeded PCB Layout
Poles Part. No. A (mm B (mm C (mm D (mm
4 503480490 3.00 9.00 11.00 505
5 593480590 400 10.00 12.00 6.05
6 503480690 5.00 11.00 13.00 7.05
32 593483290 31.00 37.00 39.00 33.05
33 593483390 32.00 38.00 40.00 34.05
34 503483490 33.00 39.00 41.00 35.05

@SELECOM
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/FFC connectors - ZIF conn. p.1,0 mm SMT 90/180° - Solder Tabs

Poles

*=2 (Tube pack.); *=3 (Tape&reel 'pack.)

Poles

*=2 (Tube pack.); *=3 (Tape&reel ‘pack.)

4
5
6

28
29
30

i oo

28
29
30

PIN Lower c.
593480400-L*
593480500-L*
593480600-L*

593482800-L"
503482900-L
593483000-L*

PIN Vertical
593480400-V*
593480500-V*
593480600-V*

593482800-V*
593482900-V*
593483000-V*

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1 A

Contact Resistance: 20 mQ max.
Insulation Resistance: 500 MQ min.
Withstanding Voltage: 500V AC/minute
Temperature Range: -40°C ~ +85°C

FEATURES

Size 410 30 poles

Accept FFC/FPC tck 0.3 mm
Packaging Tube or Tape & reel
Vacuum pick&place cap optional

MATERIAL
Insulator LCP, UL 84V-0
Actuator LCP, UL 94V-0

Contact Phosphor bronze
Plating Tin plated
| A20.2
- B:0.1
,1.0:01 4 [0.25:0.1
LU L
5 B 4,
[Ts}
i B+0.1 43
| Cct0.2 \ 06 _ﬁ_ﬁ -
' ; o

% Joon
ﬂﬂ LM}?%J IUpperContact |:|

| nm%m-\ ILOWEI’COntad

PIN Upper c. A (mm B (mm C (mm
593480400-U* 9.10 3.00 11.10
593480500-U* 10.10 400 12.10
593480600-U* 11.10 5.00 13.10
593482800-U" 33.10 27.00 35.10
593482900-U" 34.10 28.00 36.10
593483000-U* 35.10 29.00 37.10
D+0.1
B+0.1
1.00 0.25

i e Ihe
pnnonannpnnonnna

A#0.2 450

A (mm B (mm C (mm D(mm
9.10 3.00 11.10 5.10
10.10 400 12.10 6.10
1110 5.00 1310 710
33.10 27.00 35.10 29.10
34.10 28.00 36.10 30.10
35.10 29.00 37.10 31.10

Recommended PCB Layout

D(mm
5.10
6.10
710

2910
30.10
31.10

Slider open

100
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Poles
ra

o

=2 (Tube pack.);

RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/IFFC connectors - ZIF conn. p.1,0 mm SMT 90/180° - Fitting Nail

SPECIFICATIONS

Voltage Rating: 100V AC,DC

Current Rating: 1 A

Contact Resistance: 20 mQ max,
Insulation Resistance: 500 MQ min.
Withstanding Voltage: 500V AC/minute
Temperature Range: 40°C ~ +85°C

E+0.15

Az0.2

10
pennonononnn

nom_—— 7

I I B .
1 | :
| ]
L S
0410 14p (upse! Eohiacy)
47
3.5
S =
T s BN
B£0.1
cio_; 15 to 30p. [LOS.U:‘?III%“MA&CU
PIN Lower c. PIN Unbper ¢. A (mm) B (mm) C (mm)
593480400-L*S 593480400-J*S 9.10 300 11.10
593480500-L*S 593480500-J*S 10.10 400 12.10
593480600-L*S 593480600-J*S 11.10 500 1310
593482800-L*S 593482800-J*S 33.10 21.00 35.10
593482900-L*S 593482900-J*S 3410 28.00 36.10
593483000-L*S 593483000-J*S 35.10 20.00 37.10

*=3 (Tapedreel 'pack.)

; C+0.15 }
D:0.1
i 1 ] I i ]
g
(3]
T 0 0 0 0
Pns.1~’u
A S
[ | =3 2g
U U oy gi : §
;1: = 28 55
i © o
________ LS — iy
.10 A )
- Eg:} - | Section A-A When cover is open
Poles P/N Vertical A (mm) B (mm) C (mm) D(mm)
L 593480400-V*S 9.10 3.00 11.10 5.10
5 593480500-V*S 10.10 400 12,10 6.10
g 593480600-V*S 11.10 500 13.10 710
28 593482800-V*S 33.10 21.00 35.10 2910
29 593482900-V*S 34.10 28,00 38.10 3.0
30 593483000-V*S 35.10 23.00 371.10 31.10
~=2 (Tube pack.); "=3 (Tapeéreel 'pack.)

FEATURES

Size 410 30 poles

Accept FFC/FPC tck 0,3 mm
Packaging Tube or Tape & reel
Vacuum pick&place cap optional

MATERIAL

Insulator Nylon 46
Actuator PPA (UL 94 V-0)
Contact Phosphor bronze
Plating Tin plated

B£0.1

1.0 0.3

i
pg000000000

Recommended PCB Layout

D (mm) E (mm)

510 1040

6.10 1140

7.40 1240

210 3440

30.10 3540

340 3640
20 1.0+0.05 0.3+0.05
1 ) — i

SEF—I__I- ..... i.-...l-..-l..-..l.-..'.. q

e R I
Pos 1~ B0.1 13

Recommended PCE Layout

-:'sc-:l.ecom
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

FPC/FFC connectors - ZIF conn. p.1,25 mm THT 90°

SPECIFICATIONS FEATURES
Voltage Rating: 100 V Size 31040 poles
Cument Rating: 1 A Suitable for 1.57mm thick PCB
Contact Resistance: 20 mQ max. Accept FFG/FPC tck 0.3 mm
Insulation Resistance: 500 MQ min. Packaging Tube
Temperature Range: -40°C ~ +105°C
MATERIAL
Insulator: PBT, UL 94 V-0
Contact: Phosphor bronze
Plating: Tin plated
"—g—’ i CONTACT SIDE
[
I .. e
!
| I0noonnon IR PRI
, ——eﬁ- -
| 1zs
Finl | H H H [ H H H Recommendad PCE Layout
22| |128 27
A
Poles Part. No. A (mm) B (mm) C (mm)
3 503480320 2.50 530 045
l 503480420 3.75 .55 1C.70
5 503480520 5.00 780 11.95
38 503483820 4625 4905 5320
39 503483920 4750 50.30 545
40 503484020 275 51.55 55,70
| — =
Ty :[
o r&‘ #0.640.06
I - -
— . —— ——
MAOANAROARN Recommended PCE Layout
Poles Part. No. A (mm) B (mm) C (mm)
3 503480390 250 530 045
L 503480490 375 6.5 1070
5 503480590 500 780 195
38 503483890 %625 505 520
3 503493990 4750 5030 5245
40 503484030 475 51.55 55,70
102 -:'sc-:l.ecom




Poles

8
7
8
9

Poles

Part. No
513480520-2
513480620-2
513480720-2
513480820-2
513480920-2
513481020-2
513481120-2
513481220-2
513481320-2
513481420-2

Part. No.
5134805902
513480690-2
513480790-2
513480830-2
5134809902
513481090-2
5134811902
513481290-2
513481390-2
5134814902

RIBBON & FLAT WIRE CABLES AND CONNECTORS

SPECIFICATIONS

Voltage Rating: 200V AC,DC

Current Rating: 3A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 5000 MQ min.
Temperature Range: -55°C ~ +85°C
Contact Resistance: 20 mQ max,

FPCIFFC connectors - ZIF conn. p.2,54 mm THT 90

MATERIALS

Insulator: G.F. PBT, ULS4V-0
Sliding lock: Naryl, UL 94V-1
Contact: Phosphor bronze
Finish: Tin over Nickel

FEATURES

Size 5t0 22 poles

Accept FFC/FPC tck 0.075~0.25 mm
Packaging box

e

E (mm)

7.82

10.16
12,70
15.24
17.78
20.32
22.86
2540
2794
3048

6.50

D+0.1
B0.1 e
A+0.1 ©
— T 8
©
. C015
0.63+0.05 2,540
| [
) [=]
o AR g &
o
=]
w0 T It
- | ]
| Es02 8
T o
A (mm) B (mm) C (mm) D (mm)
10.16 15.44 17.34 2224
12.70 17.98 10.88 278
15.24 2052 2242 2132
17.78 23.60 2496 29.86
20.32 25.60 21.50 3240
22.86 28.14 30.04 394
25.40 30.68 32.58 3748
21.94 33.22 35.12 4002
30.48 35.76 37.66 1256
33.02 3830 40.20 45.10
- D+0.1 —
Bx0. =
‘ A+0.1 o3
ol | o
0.63+0.05,
=]
C+0.15 2
| 2.54+0.1
0
o T (=]
= ]
] 3]
w
e ] MEL—!
E+0.2
A (mm) B (mm) C (mm) D (mm)
10.16 15.44 17.34 2224
12.70 17.98 19.88 %78
15.24 2052 242 2132
17.78 23.60 24,96 29.86
20.32 25.60 21.50 3240
22.86 2814 30.04 RV
25.40 30.68 32.58 3748
27.94 33.22 35.12 40.02
30.48 35.76 31.66 4256
33.02 32.30 40.20 45.10

13.50

— T

E (mm)

7.82

10.16
1270
15.24
17.78
20.32
22,86
2540
2794
3048

80°

-:'sc-:l.ecom
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B
Ribbon cables - Flat cable- p.0,635 mm

SPECIFICATIONS MATERIALS
Insulation Resistance: 100 MQ/km Insulator: Polyvynil chloride (PVC)
Voltage Rating: 150V Conductor: Stranded copper wire
Electrical resistance: 377 Ohm/km max.
Impedence: 105 Ohm FEATURES
Capacitance: 80 pF/m. size 20 to 100 poles
Propagation delay time: 5.6 ns/m UL Listing 2678
Dielectric strength test: 2.5KV/min Passed UL VW-1 flame test
Rate Temperature: 105°C Packaging reel
w
] 0.32
3OO0
AN PANSA AN AN A PN

Poles Part. No. W (mm) S (mm)

20 RY101-063/20 12.70 066

25 RY101-063/25 15.88 046

2 RY101-063/26 16.5” 0.6

34 RY101-063/34 21.59 0.66

40 RY101-063/40 25.40 0.66

50 RY101-063/50 31.75 0466

60 RY101-063/60 38.10 066

68 RY101-063/68 43.18 066

80 RY101-063/80 50.80 0.66

100 RY101-063/ 00 63.50 0.66

: .II
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cables - Flat cable- p.1,0 mm

SPECIFICATIONS MATERIALS

Insulation Resistance: >100 MQ/km Insulator: Self-extinguishing PVC
Voltage Rating: 300V Conductor: Stranded copper wire
Conductor resistance: 237 Ohm/km

Impedence: 100 Ohm FEATURES

Capacitance: 55 pF/m Size 6 10 68 poles

Propagation delay time : 4.65 ns/m UL Listing 2651

Dielectric strength test: 2KV/minute Passed UL VW-1 flame test

Rate Temperature: 105°C Packaging reel

/\

. SININT,

Red Mark

Poles Part. No. F.strands/mm W (mm) S (mm)
6 RY101-100/06 70.127 6.00 090
8 RY101-100/08 70.127 8.0 090
10 RY101-100/°D 710,127 10,00 090
12 RY101-100/ 2 700.127 12.00 0.90
14 RY101-1007 4 700.127 14.00 0.90
18 RY101-100/8 7l0.127 18.00 090
20 RY101-100/20 70.127 20.00 090
22 RY101-100/22 70.127 22.00 090
24 RY101-100/24 700.127 24,00 0.90
26 RY101-100726 7/0.127 26.00 090
28 RY101-100/28 70.127 28.00 080
30 RY101-130/30 700.127 30.00 090
32 RY101-100/32 70.127 32.00 090
34 RY101-100/34 700,127 34.00 090
36 RY101-100/36 700.127 36.00 0.0
38 RY101-10038 7l0.127 38.00 090
40 RY101-130/40 700.127 40.00 090
42 RY101-100/42 700.127 42.00 090
44 RY101-100/44 700,127 44,00 0.90
46 RY101-100/46 700.127 48.00 0.90
48 RY101-100/48 710.127 48,00 080
50 RY101-130/50 700.127 50.00 0.90
60 RY101-130/60 700.127 60.00 090
64 RY101-100/64 700.127 64.00 090
68 RY101-100/68 700.127 62.00 0.90
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B
Ribbon cables - Flat cable- p. 1,27 mm

SPECIFICATIONS MATERIALS

Insulation Resistance: >100 MOhm/Km Insulator: Self-extinguishing PVC
Voltage Rating: 300V AC Conductor: Stranded copper wire
Conductor resistance: 214 Ohm/km

Impedence: 105 Ohm FEATURES

Capacitance: 45 pF/m Size 6 10 64 poles

Propagation delay : 4.7 ns/m UL Listing 2651

Dielectric strength test: 2,5KV/min. Passed UL VW-1 flame test

Rate Temperature: 105°C Packaging reel

‘ 1.27

—Red Mark

Poles Part. No. F.strands/mm W (mm) S (mm)
6 RY101-127/06 70.127 762 089
10 RY101-127/°0 70.127 12.70 0.9
12 RY101-127/°2 710,127 15.24 0.89
14 RY101-127/4 700.127 11.78 089
15 RY101-127/5 700.127 13.05 0.89
16 RY101-127/6 7l0.127 20.32 089
20 RY101-127/20 70.127 25.40 089
24 RY101-127/24 70.127 30.48 0.89
25 RY101-127/25 710.127 31.75 089
26 RY101-127/26 7/0.127 33.02 0.89
30 RY101-127/30 70.127 38.10 089
34 RY101-127/34 700.127 43.18 089
36 RY101-127/36 70.127 41.72 089
37 RY101-127/37 700,127 48.99 0.89
40 RY101-127/40 700.127 50.80 0.89
44 RY101-127/44 7l0.127 55.88 0.89
50 RY101-127/50 700.127 63.50 0.89
60 RY101-127/60 700.127 78.20 0.89
64 RY101-127/64 700,127 81.28 0.89
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - IDC socket p.1,27x2,54 mm

SPECIFICATIONS FEATURES

Current Rating: 0.5 A Size 10 to 100 poles

Withstanding Voltage: 500V AC/minute Suitable for 0,635 mm ribbon cable
Insulation Resistance: 1000 MQ min, Mate with box header p.1,27x2,54 mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Selective gold over Nickel

0.635 A%0.30 8 N
im r-"‘» -—m T ) [ i ] { T 7] ~
: CIE }_‘ : "E |_ J
- b !
=] F’?
L=} u
o
. = 6.00
[= ! | IR I
S]] 2.50 T .
ki T ,.J \ T ﬂ i T J l|—0 635 L
ooo : 1
1 ﬂ —lr ‘r- ooo _‘\ 'L ’JI
T 11 I C
1,27
Poles Part. No. A (mm) B (mm) C (mm)
10 86F10891-0 11.35 845 508
16 8§6F16891-0 15.16 12.26 8.89
2 86F20891-0 17.70 14.80 11.43
26 86F26891-0 21.5° 18.61 15.24
30 86F30891-0 24.05 215 17.78
34 86F34891-0 26.59 23.69 20.32
40 8§6F40891-0 30.40 21.50 213
50 86F50891-0 36.75 33.85 30.48
60 86F60891-0 4310 43.20 36.83
68 86F68891-0 48.18 45.28 41.91
80 86F80891-0 55.80 52.90 49.53
100 86F100821-0 68.50 65.60 62.23
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - IDC socket p.2,0 mm

SPECIFICATIONS FEATURES

Current Rating: 1 A Size 60 100 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,00 mm ribbon cable
Insulation Resistance: 500 MQ min, Mate with box header p.2,0 mm
Temperature Range: -55°C ~ +125°C Optional polarizing bumb

Contact Resistance: 20 mQ max, Packaging tray

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Selective gold over Nickel

— 42 |— ————— A#020 —— — 42 |—

—|I|—o,eo
Il

HAL

—13.401—

—8.80—
N
|

—3.50}— Bump —~l~060 2.50
E@@@@@@Eﬁ@@@@@@
ANEAOENDENOEEE
— I—Z.OU
— Bx0.20
A+0.20

PIN wio nol. PIN wipolar.  A(mm) B (mm) C(mm) P/N w/o pol. PN wipolar.  Afmm) B (mm) C(mm)
6 86F06891-2 86F06891-2P 1140 4.00 5.00 50 86F50891-2 86F50891-2P 5540 18.00 19.00
8 86F08891-2 86F08891-2P 1340 6.00 7.00 54 86F54891-2 86F54891-2P 58.40 22.00 23.00
10 86F* D891-2 86F10891-2P 1540 8.00 9.00 50 86F50891-2 86F50891-2P 5540 52,00 53.00
12 86F 2891-2 86F12891-2P 1740 10.00 11.00 54 86F54891-2 86F54891-2P 5940 56.00 57.00
14 86F4891-2 86F14891-2P 1940 12.00 13.00 56 86F56891-2 86F56891-2F 6140 58.00 59.00
16 86F*6891-2 86F16891-2P 2140 14.00 15.00 60 86F60891-2 86F60891-2P 6540 £2.00 63.00
18 86F*8891-2 86F18891-2P 2340 16.00 17.00 64 86F64891-2 86F64891-2P 69.40 £4.00 65.00
20 86F20891-2 86F20891-2P 2540 20.00 21.00 68 86F65891-2 86FA8891-2P 7340 86.00 67.00
2 86F22891-2 86F22891-2P 2740 2400 2500 80 86F80891-2 86F80891-2P 8540 78.00 79.00
24 86F24891-2 86F24891-2P 2940 26.00 27.00 100 86F0089° -2 86F100891-2P 105.40 98.00 99.00
2 86F26891-2 86F26891-2P 3140 28.00 29.00
28 86F28891-2 86F28891-2P 3340 30.00 31.00
30 86F30891-2 86F30891-2P 3540 32.00 33.0
k) 86F32891-2 86F32891-2P 3740 34.00 3500
34 86F34891-2 86F34891-2P 3940 36.00 37.00
36 86F36891-2 86F36891-2P 4140 38.00 39.00
38 86F38891-2 86F38891-2P 4340 40.00 41.00
40 86F40891-2 86F40891-2P 4540 42.00 43.00
44 86F44891-2 86F44891-2P 4940 46,00 4700
48 86F48891-2 86F48891-2P 5340 50.00 51.00
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Poles

10
12
14
16
20
24
2
30
34
40
44
50
56
60
64

RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - IDC socket p.2,54 mm

SPECIFICATIONS

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min,
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

FEATURES

Size 6 10 64 poles

Suitable for 1,27 mm ribbon cable
Conforming to DIN 41651 Industry standard
Mate with box header p.2,54 mm
Packaging tray

MATERIAL
Insulator: G.F. PBT, UL94V-0
Contact: Phosphor bronze

Plating: Selective gold over Nickel

L
ip=n
™
i
g
n'H
iin
i
iin
ip=n
i
niH
=
0
1=
niH
iH
ip=n
L
E—]

%ﬁﬁq

3.8
HEEEEIEEEEEE (R
HEEE) ) EEEEEE))EE
}——Lz.sﬁr
| B+0.20

A+0.25

Part. No.
86F06891-B
8§6F08891-E
86F10891-E
86F12891-B
86F14891-B
86F16891-B
8§6F20891-B
86F24891-E
86F26891-B
86F30891-B
86F34891-B
86F40891-B
86F44891-E
86F50801-E
86F56891-B
86F60891-B
86F64891-B

A (mm)

12.20
14.80
17.30
19.80
22.30
24.90
30.00
35.00
31.50
4.70
47.80
55.20
60.60
68.10
76.00
80.80
£5.80

B (mm)
508
742
10.16
12.70
15.24
17.78
22.86
21.94
30.48
35.56
40,64
48.26
53.40
60.96
68.60
73.66
7874

-:'sazcom
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - PCB male header p.1,27x2,54 mm Low profile

SPECIFICATIONS FEATURES

Current Rating: 0.5 A Size 20 to 100 poles

Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min, Mate with IDC socket p. 1,27x2,54 mm
Temperature Range: -40°C ~ +105°C Packaging bag

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T , UL 94VQ
Contact: Copper alloy

Plating: Gold over Nickel

A= 30
Bx0.20
Cx0.20
8.30 830
= = = | R
+ DOoOoO0EOODO0O0O0OO000; r 15160 gy 1.27 #0.70
254:0.10 6.55 8.00 5.80 2. ! * E 1
? EopmoeEoAODAOABDADAGOA l .00 l L RS 254 °0Goo0a
* l l — 1 = = 1—0 00000000
:n:g
408 11.000.20 254
390 * 127 076
) T 12,00
v ’i H ’i 4'*00 s.Ln s.fo ¥
4.90
- - poal L] I
IR [ [ oo
—-l— L6 254 —* Recommended PCB Layout
Poles P/N DS 180° PIN DS 90° PIN SMT 180° A (mm) B (mm) C (mm)
10 86M10291SC-0 86M13991SC-0 26M1C09° SC-0 1435 12.75 5.08
12 86M12291SC-0 86M12991SC-0 86M1209° SC-0 15.62 1202 6.35
14 86M14291SC-0 86M14991SC-0 26M1£09° SC-0 18.89 15.29 7.82
16 86M16291SC-0 86M169915C-0 86M1609” SC-0 18.16 18.56 8.89
18 86M182918C-0 86M18991SC-0 86M1809° SC-0 19.43 1783 10.16
20 86Mz02918C-0 86M20991SC-0 86M2009° SC-0 20.70 12.10 1143
26 86M26291SC-0 86M26991SC-0 86M2609° SC-0 251 2291 1524
30 86M30291SC-0 86M32991SC-0 86M3C09° SC-0 21.05 2545 17.78
34 86M342918C-0 86M349915C-0 86M3409°SC-0 28.59 2799 2032
40 86M402915C-0 86M40991SC-0 86M4009”SC-0 33.40 31.80 2413
50 86M502918C-0 86M>53991SC-0 86M5009° SC-0 30.75 38.15 3043
60 86MB0291SC-0 86M63991SC-0 86M6C09° SC-0 48.10 450 36.83
64 86MB4291SC-0 86MB4991SC-0 86M6£09° SC-0 48.64 47.04 39.37
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - PCB male hedaer p.1,27x2,54 mm Ejector type

SPECIFICATIONS FEATURES

Current Rating: 0.5 A Size 20 to 100 poles

Withstanding Voltage: 500V AC/minute Apllicable PCB tck 1.57mm

Insulation Resistance: 1000 MQ min, Mate with IDC socket p. 1,27x2,54 mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Nylon 6T
Contact: Copper alloy
Plating: Gold over Nickel

A pe
' . | e @250
i T e s A 1 e et
f 1.27 [_ o -
‘ Long Ejector
C]

—j_nese —-l—*ﬂ Short Ejector Recommended PCE Layout
Poles PIN Long Ejector  P/N Short Ejector A (mm| B (mm C (mm D(mm E(mm
20 86M202910 86M20291-01 32.36 11.43 28.35 1875 21.59
26 §6M26291-0 86M26291-01 3618 15.24 33.16 2256 2540
2 86M322910 86M3229101 30.98 10,05 3897 2837 2921
34 86M342910 86M3£29101 41,25 20.32 3824 2764 3048
40 86M402910 86MA40291-01 45.06 23 42.05 345 3429
50 86M502910 86M50291-01 51.41 30.48 4840 37.80 4064
52 §6M522910 86M52291-01 50.68 31.75 4967 39.07 4191
60 86MBJ291-0 86M6C291-01 51.76 36.83 575 415 4699
68 86M68291-0 86M68291-01 62.34 4191 59.83 4923 5207
80 86M80291-0 26M8C291-01 7046 49.53 6745 56.85 50.69
100 86M100291-0 86M100291-01 83.16 62.23 8025 69.55 72.39
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - PCB male header p.2,0 mm low profile

SPECIFICATIONS

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min,
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Gold over Nickel

5.50£0.20

I

5.50+0.20 2.90.5.50£0.20

FEATURES

Size 610 68 poles

Suitable for 1,57mm thick PCB

Mate with IDC socket p. 2.0 mm
Packaging tray

(Tube or Tape&reel for SMT)

Vacuum pick&place cap optional (SMT)

B

e %

|
Louonoud,s

7.50

Lyoooot

2.00

K

2.00

-'I—OOOOO

2100—0 0 O O™e._pos0

Recommended PCB Layout

1.00)
Poles PIN DS 180° PIN DS 90° PIN SMT 180° A (mm B (mm
] 86M06291-2 26M0699° -2 86M06091-2 13.20 4.0
g 86M03291-2 86M0899° -2 86M08091-2 15.20 6.00
10 86M10291-2 86M1099° -2 86M10091-2 17.20 8.00
12 86M12291-2 86M1299° -2 86M12091-2 19.20 10.00
14 86M14291-2 26M1£99° 2 86M14091-2 21.20 12.00
16 86M16291-2 26M1699° -2 86M16091-2 23.20 1200
20 86M20291-2 26M2099° -2 86M20091-2 21.20 18.00
24 86M24291-2 86M2£99° -2 86M24091-2 31.20 22.00
26 86M26291-2 86M2699° -2 86M26091-2 33.20 2200
30 86M30291-2 86M3C99° 2 86M30091-2 37.20 2800
32 86M32291-2 26M3299° -2 86M32091-2 39.20 30.00
34 86M34291-2 26M3499° -2 86M34091-2 41.20 32.00
40 86M40291-2 86M4099° 2 86M40091-2 41.20 38.00
44 86M44291-2 86M4£99° -2 86M44091-2 51.20 42,00
50 86M50291-2 86M5099° 2 86M50091-2 51.20 48.00
60 86MBJ291-2 86M6099° -2 86M60091-2 67.20 58.00
64 86MB4291-2 26M6499° 2 86M64091-2 71.20 62.00
68 86MB8291-2 86M6899° 2 86M68091-2 75.20 68.00
_I
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - PCB male header p.2,54 mm low profile THT

SPECIFICATIONS
Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min,
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F. PBT, UL94V-0

Contact: Brass

Plating: Gold over Nickel

FEATURES

Size 610 64 poles

Suitable for 1,57mm thick PCB
Mate with IDC socket p. 2.54 mm
Packaging tray

Pin 2%" -
| Ll |
\l!l @ " P DM PO P DB O O @ O R D@0 l!l g
,ﬁ B 8B B B B B O 8 B O 8 O 1 m 8 B a8 8 o _LCS
: II l
Pin 1 Lsq0.6410.02
9.05
450 0 e | : o
o V M = J_l ‘(]_; 234 J/}—‘M.LQ
: w oo 0 OO0 00000 O0OCOO0CO
o w *"3-29 ]—cooooooooooocooooooo
FUUT0Turuoroeeroroorr— 1 L5
—| k254 5gml L | Recommended PCB Layout
Poles Part. No. A (mm B(mm) C(mm Poles Part. No. A (mm B(mm) C(mm
6 86M062915C-3 15.20 1290 5.08 34 86M342915C-B 50.80 48.58 40.64
8 86M08291SC-3 17.80 1544 7.62 40 86M40291SC-B 5840 5620 48.26
10 86M102015C-3 20,30 18.10 10.°6 44 86M442015C-B 6348 £7.28 53.36
12 86M12291SC-3 284 2064 12.70 50 86M50291SC-B 710 68.90 80.96
14 86M14291SC-3 25.38 23.18 15.24 56 86M562915C-B 78.72 76.52 88.58
16 86M162915C-3 27.92 2572 17.78 60 86M602915C-B 83.80 81.60 73.66
20 86M202915C-3 33.00 30.80 22.85 64 86M642915C-B 88.88 86.86 18.74
24 86M242915C-3 38.08 35.88 27.%
26 86M262915C-3 40.62 3842 30.48
30 86M302915C-3 45.10 4350 35.56
A+0.3
B+0.25
| * |
ol fnnannananannAnRRRD
" B 2 52 8 8 B 5 2B E S B 8585 2B 8 388 o
8 @ 8 8 @ 0 8§ @ @ @ @ 8 © 1 L I :;‘
Fin 1 — \_ f
590.64+0,02 -
| 4.50—=—— R —~| B.80 ; ¢ .
0 W% =] .54 l/ :
g I.ﬂ_m E H 1—1'60 L(LOOOOOOO;‘(L 020000000 s
T {_254 j—ODOGDDOOOOOGDDDGODOO
ITorrrorororororooer T l =
— l—2.54 340 |— Recommended PCB Layout
Poles Part. No. A (mm B(mm)  C (mm Poles Part, No. A (mm B(mm)  C (mm
6 86M06921SC-3 15.20 12.90 5.08 34 86M34991SC-B 50.80 48.58 40.64
8 86M08921SC-3 17.50 1544 7.62 40 86M40991SC-B 5840 56.20 48.26
10 86M109915C-3 20.30 18.10 10.6 44 86M449915C-B 6348 67.28 53.34
12 86M129915C-3 22.84 20.64 12.70 50 86M509915C-B 710 68.90 £0.96
14 86M149215C-3 25.38 23.18 15.24 56 86M56991SC-B 78.72 76.52 £8.58
16 86M16991SC-3 27.92 25.72 17.78 60 86160991SC-B 83.80 81.60 73.66
20 86M20921SC-3 35.00 30.80 22.85 64 86M64991SC-B 38.88 86.68 18,74
24 B86M249918C-3 38.08 3588 7.9
26 86M269915C-3 40.62 3842 30.48
30 86M309218C-3 45.70 43.50 35.56
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B
Ribbon cable connectors - PCB male header p.2,54mm low profile SMT 180°

SPECIFICATIONS FEATURES

Current Rating: 1A Size 610 64 poles

Withstanding Voltage: 500V AC/minute Optional Pick&place Pad
Insulation Resistance: 1000 MQ min, Mate with IDC socket p. 2.54 mm
Temperature Range: -40°C ~ +105°C Packaging Tube or Tape & reel
Contact Resistance: 20 mQ max, Vacuum pick&place cap optional
MATERIAL

Insulator: Nylon 6T , UL94V-0
Contact: Phosphor bronze
Plating: Gold over Nickel

A£0.3
B . ~
i C | al I-_;:_‘54 1,00—-”——
e e L Z00000000000000000000_c=
LI T T I B B B B @B @ onDaOan g 8 [I
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sq0.64+0.02
Recommended PCB layout
— 9.05 —
4.50 —~ 8.80 [—
b A )
o | V M o o
S o ]:q 0
[+] o] }_ o
] 'R EE R _f T1=
l—2.54 1.?0j —l a0
Poles Part. No. A (mm B (mm C (mm
g 86M06091SC-B 15.20 12.90 508
8 86M08091SC-B 17.90 1544 762
10 86M10091SC-B 20.30 18,10 1C.16
12 §6M12091SC-B 22.34 20.64 12.70
14 86M14091SC-B 25.38 23.18 15.24
16 86M160913C-B 21.92 25,72 17.78
20 §6M20091SC-B 33.00 30.80 22.85
24 §6M24091SC-B 38.08 35.88 21.94
26 86M260913C-B 40.62 3842 30.48
30 86M30091SC-B 45.70 43.50 35.56
34 86M340915C-B 50.80 4858 40.64
40 86M40091SC-B 58.40 56.20 48.26
44 86M44091SC-B 63.48 67.28 53.34
50 86M50091SC-B 71.10 62,90 60.96
56 86M56091SC-B 78.72 78.52 68.58
60 86MB0091SC-B 83.80 81.60 73.66
64 86MB4091SC-B 83.88 86.68 7874
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - PCB male header p.2,54 mm Ejector Type

SPECIFICATIONS FEATURES

Current Rating: 1A Size 610 64 poles

Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min, Mate with IDC socket p. 2.54 mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Brass

Plating: Gold over Nickel

e sq0.64
o
\ 3
L G
[ i
L H H H & Jj 254 Vo1.02
” [ &l T .34 TocaRitiasaceniiacs
Uv CULTUTTUruuvyreuy L 254
et g ‘ 254+ b Recommended PCB Layout
A
Poles PIN Long Ejector PIN Short Ejector A (mm) B (mm) C(mm Poles PIN Long Ejector PIN Short Ejector A(mm) B (mm) C(mm
10 86M10291-B 86M10291-B1 3200 2150 10.16 50 86M50291-B 86M50291-B1 82.80 72.60 60.96
12 86M12291-B 86M12291-B1 34.50 24.40 12.10 60 86M60291-B 86M60291-B1 95.50 85.30 73.86
14 86M14201-B 86M14291-B1 3710 26.90 15.24 64 86M64201-B 86M64291-B4 ‘00.6 20,40 78.74
16 86M16291-B 86M16291-B1 3960 29.50 17.78
20 86M20291-B 86M20291-B1 470 34.50 22.86
24 86M24291-B 86M24291-B1 49.80 39.56 27.34
2 86M26291-B 86M26291-B1 52.30 42.20 3048
30 86M30291-B 86M30291-B1 5740 47.20 35.56
34 86M34291-B 86M34291-B1 6250 52.30 40.64
40 86M40291-B 86M40291-B1 7110 59.90 4826
Std version is Long Ejector type. For Short Ejectar MOQ is required.
420 |/° B0
b
8
=]
[ j 254 ¢ V\H.OZ
! IL'O Q00CO00O00CL
{ I—;\Ul:-IIIUIJC--DDDDC-LI
o 254~
4
254 |——l-4.00 Recommended PCE Layout
Poles PIN Long Ejector PIN Short Ejector A(mm) B (mm) C(mm Poles PIN Long Ejector PIN Short Ejector A(mm) B (mm) C(mm
10 86M10981-B 89M10991-B1 3200 21.50 10.16 50 86M50991-B 86M50991-B1 82.80 72.60 60.96
12 86M12981-B 86M12091-B1 3450 24.40 12.70 60 86M60991-B 86M60991-B1 95,50 85,30 73.66
14 86M14991-B 86M14991-B1 3710 26.90 15.24 64 86M64991-B 86M64991-B1 *00.6 90.40 78.74
16 86M16991-B 86M16991-B1 30.60 29.50 17.78
20 86M20921-B 86M20991-B1 44.70 34.50 22.86
24 86M24991-B 86M24991-B1 49.80 39.60 27.94
26 86M26981-B 86M26091-B1 52.30 42.20 3048
30 86M30991-B 86M30991-B1 5740 47.20 35.56
34 86M34991-B 86M34991-B1 62.50 52.30 40.84
40 86M40991-B 86M40991-B1 70.10 59.90 48.26

Std version is Long Ejector type. For Short Ejector MOQ is required.
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - Male header p.2,54 mm [DC type low profile

SPECIFICATIONS FEATURES

Contact Resistance: 1A Size 10 to 64 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Mate with IDC header p. 2.54 mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Selective gold over nickel

-11——2.54—“——0.64
DDEIE:!I:IDDDHI:IDI:IDUD
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Poles PIN with ears PIN wio ears A (mm| B (mm C (mm
10 86M10891SC-1 86M1089°SC 10.16 17.93 22.98
14 86M14891SC-1 86M1289°SC 15.24 22.93 28.10
16 86M168913C-1 86M1889° SC 11.76 2555 .64
20 86M208918C-1 86M2089° SC 22.36 30.56 35.70
26 86M26891SC-1 86M2689°SC 30.48 3820 43.06
30 86M30891C-1 86M3089°SC 35.56 43.40 4844
34 §6M34891SC-1 §6M3289°SC 4).64 48.30 5328
40 86M40891SC-1 86M4C89° SC 48.26 56.06 6C.96
50 86M508918C-1 86M5089°SC 60.96 6870 7372
60 86M60891SC-1 86M6089° SC 73.66 81.34 86.44
64 86MB648918C-1 86M6289°SC 78.74 86.43 9146
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - Male header p.2,54 mm IDC type with ejector

SPECIFICATIONS FEATURES

Current Rating: 1A Size 10 to 64 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Mate with IDC socket p. 2.54 mm
Temeperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Selective gold over nickel

e s T s e c::j:L[
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Poles Part. No. A (mm B (mm C (mm D (mm E (mm F (mm
10 86M10891-§ 31.96 2540 1C.16 21.84 1796 4708
14 §6M14891-§ 37.10 3048 15.24 2304 2304 52.18
16 86M168914 36.92 33.02 11.78 2946 2558 54.84
20 86M20891-8 474 38.10 22.86 54 30.66 59.90
26 86M26891§ 52.22 4826 30.48 12.16 3828 6724
30 86M30891-§ 57.46 56.26 35.56 46.74 42.86 7264
34 §6M34891§ 62.52 58.42 40.64 5232 4844 7748
40 §6MAD891§ 7018 66.04 48.26 59.94 58.60 85.36
50 86M508918 82.70 7874 60.96 7264 68.76 97.90
60 86MB0891-§ 95.68 91.44 73.66 85.34 8145 110.66
64 86M64891-§ 100.7 96.52 T8.74 9042 86.54 115.62

-§ Add: None=Long latch without m. ears
-1=Short latch withaut m. ears
-2=Long latch with m. ears
-3=Short latch with m, ears
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - Transition plug IDC p.1,27 mm

SPECIFICATIONS FEATURES

Current Rating: 0.5 A Size 26 to 100 poles

Withstanding Voltage: 300V AC/minute Suitable for 0,635 mm ribbon cable
Insulation Resistance: 1000 MQ min, Apllicable PCB tck 1.57mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: PBT, UL 94 V-0
Contact: Copper alloy
Plating: Tin Plated

2.54
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Recommended PCB Layout

Poles Part. No. A (mm B (mm C (mm D (mm
26 88260-0 2.6 2461 15.24 261
30 883000 25.15 21.15 11.76 2115
kT 88340-0 21.69 29.69 20,32 29,69
40 88400-0 31.42 33.50 %13 3350
50 88500-0 31.85 3.85 30.48 39.85
60 88600-0 4.20 4820 36.83 4820
(] 88680-0 49.20 51.40 4191 5140
80 88300-0 56.82 53.00 49.53 58.00
100 881000-0 69.60 71.60 62.23 7160
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Poles

3
10
12
14
16
18
20
2
24
26
28
30
32
34
36
38
40
42
44
48

RIBBON & FLAT WIRE CABLES AND CONNECTORS

B4 B b4 b4 M M bA b

Ribbon cable connectors - Transition plug IDC p.2,00 mm

SPECIFICATIONS

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min,
Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Tin over Nickel

4 00

Part. No.
88080-2
881002
881202
88140-2
88160-2
88160-2
88200-2
88220-2
8824(0-2
88260-2
88250-2
88300-2
88320-2
88340-2
88380-2
88380-2
88400-2
88420-2
88440-2
88460-2

5.00

I

A (mm
1210
1440
16.10
18.10
20.10
2210
2410
2610
2810
30.10
3210
34.10
36.10
38.10
40.10
4210
4410
46.10
4810
50.10

B (mm
6.00
8.00
10,00
1200
14.00
16.00
18.00
20.00
2200
2400
26.00
28.00
30.00
3200
3400
36.00
38.00
40.00
4200
4400

030 ||
2.00)|

Poles Part. No.
43 88480-2
50 §8500-2
52 885202
54 88540-2
56 88560-2
58 88580-2
60 860C0-2

FEATURES

Size 810 60 poles

Suitable for 1,00 mm ribbon cable
Apliicable PCB tck 1.57mm
Packaging tray

B+0.05

€>€9$—{%}$~§
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Recommended PCE Layout

A (mm B (mm
52.10 46.00
54.1) 48.00
56.10 50.00
58.10 5200
60.10 5400
62.10 56.00
64.10 58.00

S SELECOM
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - Transition plug IDC p.2,54 mm

SPECIFICATIONS FEATURES
Current Rating: 1A Size 810 60 poles
Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Apllicable PCB tck 1.57mm
TR YNYNYNYNY Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

'
bl \ MATERIAL
: Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Tin over Nickel

|P— —

A |

_ |__?.0_..|

B

I_Fz.sta 0.6 035 |_2.54
N 1

—=

'.._4-‘8_|.3

s

Poles Part. No. A (mm B (mm
B 83080 15.44 762
10 88100 17.76 10.16
14 88140 22.84 15.24
16 88160 25.38 171.78
20 88200 30.46 22.86
24 88240 35.76 21.94
26 88260 38.08 30.48
30 88300 43.16 35.56
34 88340 48.24 4).64
40 88400 55.86 4826
50 88500 68.56 60.96
60 88600 81.26 73.66
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Poles

10
14
16
18
20
24
28
32
36
40

RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - Dual-in-line IDC male header p.2,54 mm

Part. No.
87080
87100
87140
87160
87180
87200
87240
87280
87320
87360
87400

SPECIFICATIONS FEATURES

Current Rating: 1A Size 810 40 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Apllicable PCB tck 1.57mm
Temperature Range: -40°C ~ +105°C Packaging tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy
Plating: Tin over Nickel

_; [”H Hﬂ] +—5“ lf

A (mm)
15.44
17.98
23.08
25.60
28.14
30.68
35.76
40.84
45,92
51.00
56.08

g1 10, ¥ 444 44
c Recommended PCE Layout
B (mm) C (mm) D (mm)

762 762 1€.60
10.16 762 1C.60
15.24 762 1€.60
1178 762 10.60
20.32 762 10.60
22.36 762 1C.60
21.94 15.24 1825
33.02 15.24 18.25
3810 15.24 18.25
43.18 15.24 1825
48.26 15.24 1825

-:'sc-:l.ecom
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - Microminiature p.1,27 mm male on board

SPECIFICATIONS FEATURES

Current Rating: 1A Size 410 20 poles

Withstanding Voltage: 500V AC/minute Packaging Tube (tape&reel option available)
Insulation Resistance: 1000 MQ min, Vacuum pick&place capffilm optional

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 46, UL94V-0
Contact: Copper alloy
Plating: Tin over Nickel

are
a4
]
]
a4
a
a4
a

o

At 15 500
205

i M El EI_”‘*_W
T REELL - : M

1.2720.05 B_si' Recommended PCE Layout
Poles Part. No. A (mm) B (mm)
< 83MD220 720 2.54
8 83MD820 9.74 508
8 83m0a20 12.28 762
10 83M1020 18.82 10.16
12 83M1220 17.36 1270
14 83mM1420 19.90 15.24
16 83M1820 22.44 11.78
18 83m1820 24.98 20.32
20 83M2020 2152 22.86
A5 ]
B:0.10 ]
o 8
I Inl ] I Inl n ] B
0 — e n—wl - E
E el - - e ;l &
|| ! 1 [ 1T ©
UTV Ve UV
1.27£0.05
2.5440.05

A —-— 0.50

= ﬁ sn\\gﬂI
CHEHEEHEEEEEEET m'?i%
A 7.00+0.20

SECTION AA Recommended PCE Layout
Poles Part. No. A (mm) B (mm)
L 83M0£00 720 2.54
8 83MD200 9.74 508
8 83M0B00 12.28 762
10 83M1000 14.82 10.16
12 83M1200 17.36 12.70
14 83M1200 19.90 15.24
16 83m1200 22.44 17.78
18 83M1800 24.98 20.32
20 83M2000 2152 22.86
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - Microminiature p.1,27 mm Male on wire type

SPECIFICATIONS FEATURES

Current Rating: 1A Size 410 40 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Packaging bag or tray

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

Mm O OO0 O 00 oo oo

T 1|
254
A 210
B I—-—-
1.05
0.65
I 170
3.30 *
—t 6.90 —
) n ||
—E E— 7.20
LJ:_AAAAAAAA_A_A_A_A:L 1.4C e ‘
1.27 [._500 |
Poles Part. No. A (mm) B (mm)
¢ 83MD<80 846 381
B §3MDE80 11.00 6.35
8 83MD8&0 13.54 8.89
10 83M1080 16.08 1143
12 83M1280 18.62 13.97
14 83M1480 21.16 16.51
16 §3M1880 23.70 19.05
18 §3M1880 26.24 21.59
20 83mM2080 28.78 2413
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RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - Microminiature p.1,27 mm female on board

SPECIFICATIONS

Current Rating: 1A

Withstanding Voltage: 500V AC/minute
Insulation Resistance: 1000 MQ min,

FEATURES

Size 410 20 poles

Suitable for 1,27 mm ribbon cable
Apllicable PCB tck 1.57mm

Temperature Range: -40°C ~ +105°C Packaging bag or tray
Contact Resistance: 20 mQ max.-40°C ~ +105°
C
MATERIAL
Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze
Plating: Tin over Nickel
|— o I = O O 1 O 11 J
e
(OF0 I QETEDHT —|—k
[284]
Jm——
I C 1
B 185 160 400
| 254 135
2080 = 1
) bl
L L TOF LT U Ol OSSO TSR T TS 7.00 a3 4.}1,1\ AN A\% ir
[ 155 TITOT T T T o,
) (] MEAN o
I - 254 | | Recommended PCE Layaut
Poles Part. No. A (mm) B (mm) C/mm)
L 93F0420 381 560 7.0
g 83F0620 B.35 8.14 9.70
8 83F0820 8.89 10.68 12.20
10 83F1020 143 1322 1270
12 83F1220 1397 15.76 1130
14 83F1420 16.5° 18.30 19.80
16 93F1620 19.05 20.84 22.40
18 83F1820 21.59 23.38 2490
2 8372020 %13 %592 2140
O
PP pIPIpIl L |
hrdededrdedbedl
]
R,
B T - :
A
C
i 2 i_ﬁ 50 2= 254 2y @080
4 d 4 ¢ 4 44 | 1 L+ A
| e
i A dam
1501 Racommended PCE Layout
Poles Part. No. A (mm) B (mm) C (mm)
L 83F0490 381 560 740
g 83F0690 635 8.4 070
8 83F0890 889 1068 12.20
10 83F1090 1143 13.22 1270
12 83F1290 1397 1576 1130
14 83F1490 165’ 1830 18.80
16 83F1690 19,05 20,84 2240
18 83F1890 2159 2338 %90
2 83F2090 %13 2592 27.40
s
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Poles

10
12
14
16
18
20

Poles

L

8

8
10
12
14
16
18
20

RIBBON & FLAT WIRE CABLES AND CONNECTORS

Ribbon cable connectors - Microminiature p.1,27mm female on board SMT 180°

SPECIFICATIONS FEATURES

Current Rating: 1A Size 410 20 poles

Withstanding Voltage: 500V AC/minute Packaging Tube (tape&reel option available)
Insulation Resistance: 1000 MQ min, Vacuum pick&place capffilm optional

Temperature Range: -40°C ~ +105°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: Nylon 46, UL94V-0
Contact: Copper alloy
Plating: Tin over Nickel

2.50
5.00

1.2740.05

B£0.10

1.2740.05

1.50

Part. No.
83F0400
83F0600
83F0800
83F1000
83F1200
83F1400
83F1600
83F1800
83F2000

%L_'J'l 2.5410.05

Recommended PCB Layout

B (mm) Clmm)
381 560
6.35 8.14
8.89 10,68
1143 13.22
13.97 15.76
16.51 18.30
19.05 20.84
21.59 23.38
2413 25.92

Part. No.
83F0400L
83F0600L
83F0800L
83F1000L
83F1200L
83F1400L
83F1600L
83F1800L
83F2000L

A (mm)
381
635
8.89
1143
13.97
16.5°
19.05
2159
2413

'_.ﬂ...
£
— uwy
m i Recommended PCB Layout
B (mm) C (mm)
5.60 740
8.14 9.70
10.68 12.20
13.22 1470
15.76 11.30
12.30 19.80
20.84 22.40
23.38 2490
2592 21.40
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RIBBON & FLAT WIRE CABLES AND CONNECTORS B

Ribbon cable connectors - Microminiature p.1,27 mm Male on board type

SPECIFICATIONS FEATURES

Current Rating: 1A Size 410 40 poles

Withstanding Voltage: 500V AC/minute Suitable for 1,27 mm ribbon cable
Insulation Resistance: 1000 MQ min, Apllicable PCB tck 1.57mm
Temperature Range: -40°C ~ +105°C Packaging bag or tray

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

A
B
2.54
—t——I—-—
' T
o T e R e o T e R e e R ==
j EﬁEﬁEﬁEﬁlﬁaEﬁlaﬁﬁ: e
1.27
1.50
1.38
-
64 135
. . .18 |~| 21.80
m IRARFRRS D
5.00 L 254 | # ¢ M‘JF ¢ quliag
t
| l 1.27 | 2.54 Recommended PCB layout
Poles Part. No. A (mm) B (mm)
Z 83040 846 381
) 83060 11.00 6.35
8 83080 13.54 8.89
10 83100 16.08 11.43
12 83120 18.62 13.97
14 83140 21.16 1€.591
16 83160 23.70 18.05
18 83180 26.24 21.59
20 83200 28.78 2413
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MEMORY CARD & SOCKET CONNECTORS

PCB socket - High density IC socket p.1,778 mm

SPECIFICATIONS FEATURES

Current Rating: 1A Size 16 to 64 poles

Insulation Resistance: 5000 MQ min, Suitable for 1,57mm thick PCB
Withstanding Voltage: 500V AC/minute Eneable easy IC insertion

Temperature Range: -55°C ~ +105°C Dual beam contact, high reliabilty connection
Contact Resistance: 20 mQ max, Packaging Tube

MATERIAL

Insulator: PBT, UL 94 V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

B {
! 5 6 6 O
o
3
! HIGEHH - EEH T HEH]
|_- A —
Lozl
2
wi
| ‘ 1778 H 0.48
Poles Part. No. A (mm B (mm C (mm D(mm
16 562082007 14.22 1245 10.10 762
20 562102007 17.78 16.00 10.10 762
2 5621120407 19.56 11.78 10.10 762
24 562122010 21.34 19.56 12.65 10.16
28 562122010 24.89 2.1 12.65 10.16
30 5621520-10 26.67 24.89 12.65 10.16
12 5621620-10 2.54 26.67 12.65 10.16
40 5622020-15 35.56 3378 11.75 1524
42 5622120-15 31.34 35.56 11.75 1524
48 5622¢20-15 4267 4).89 11.75 1524
52 5622620-15 46.23 44.45 11.75 1524
54 5622720-15 2.0’ 46.23 17.75 1524
26 5622820-15 49.78 48.01 11.75 1524
64 5623220-19 56.90 55,12 28,00 1905
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MEMORY CARD & SOCKET CONNECTORS

PCB socket - IC socket p.2,54 mm

SPECIFICATIONS

Current Rating: 1A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 500V AC/minute
Temperature Range: -55°C ~ +105°C

FEATURES

Size 6 10 64 poles

Dual beam stamped contact
Suitable for 1.57mm thick PCB
Packaging Tube

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: PBT, UL 94 V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

254 0.60 D 0.18
Poles Part. No. A (mm B (mm C (mm D(mm
B 5620320 762 508 10.00 762
8 5620420 10.16 742 10.00 762
14 5620720 17.78 15.24 10.00 762
16 5620820 20.32 11.78 10.00 762
18 5620920 22.86 20.32 10.00 762
20 5621020 25.40 22.36 10.00 762
22 5621120 21.94 25.40 10.00 762
24 5621220-7 30.48 21.94 10.00 762
28 5621420-7 35.56 33.02 10.00 762
32 5621620-7 40.64 3810 10.00 762
24 5621220 30.48 21.94 11.75 1524
28 5621420 35.56 33.02 11.75 1524
32 5621620 40.64 3210 11.75 1524
34 5621720 43.18 4064 17.75 1524
40 5622020 50.80 4826 11.75 15.24
48 5622420 60.96 58.42 17.75 1524
64 5623220 81.30 7876 26.00 23.00
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MEMORY CARD & SOCKET CONNECTORS

PCB socket - PLCC socket TH

SPECIFICATIONS FEATURES

Current Rating: 1A Size 20 to 84 poles

Insulation Resistance: 1000 MQ min, Accept JEDEC Type A square chips,
Withstanding Voltage: 500V AC/minute Suitable for 1.57mm thick PCB
Temperature Range: -55°C ~ +105°C Packaging Tube

Contact Resistance: 30 mQ max.

MATERIAL

Insulator: G.F. PBT or PPS, ULS4V-0
Contact: Phosphor bronze

Plating: Tin over nickel

(ede-d

. c 2.54 c
| ._l_é._%-ﬁ_
o oo
Qunnnnnnnmnz\ (osenanto Cecoooao
_% o & a % B g @ gja @ @ g o0 a X
£ OO _§ sl ikIs o sl o8 oo 3
CTEEO0 S 1 Tl00r as o g
gooil\")g% :“O'O":‘ ©60600ae—
IZ O='='='3='='='=' 00000
a8 aaaa()
A DDDUDEDHDD N i ot Recommended PCE Layout

RUNEE
g . il | ©fes
= T
LTTTUNTTT o
Poles PIN. PBT PIN. PPS A (mm| B(mm C (mm D(mm
20 PLCC-20-T*-B PLCC-20-T1-P 15.50 15.50 5.6 5.06
28 PLCC-26-T*-B PLCC-28-T1-P 18.00 18.00 762 7.82
2 PLCC-32-T°-B PLCC-32-T1-P 18,00 2556 762 10.16
44 PLCC<4-T"-B PLCC44-T1-P 23.58 23.58 12.70 12.70
52 PLCC-52-T*-B PLCC-52-T1-P 25.90 25.90 1524 1524
68 PLCC-58-T*-B PLCC-68-T1-P 31.80 31.80 20.32 20.32
(] - PLCC-68-T1-P 31.10 31.10 2032 2032
84 PLCC-84-T*-B PLCC-84-T1-P 38.70 38.70 2540 2540
24 —— PLCC-84-T1-P 36.00 36.00 2540 2540
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MEMORY CARD & SOCKET CONNECTORS C
PCB socket - PLCC socket SMT

SPECIFICATIONS FEATURES

Current Rating: 1A Size 20 to 84 poles

Insulation Resistance: 1000 MQ min, Accept JEDEC Type A square chips,
Withstanding Voltage: 500V AC/minute Packaging Tube or Tape & reel

Temperature Range: -55°C ~ +105°C
Contact Resistance: 30 mQ max.

MATERIAL

Insulator: G.F. PPS, UL 94V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

C
26 ._i (o i
4 12t et bt A |uuunuuunuuuunuunu
— T 3 127 =
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1 =5 =|
00000000000000000
RECOMMENDED PCB LAYOUT

SECTION A-A
Poles Part. No. A (mm B (mm C (mm D(mm E(mm
20 PD412021 15.66 15.66 508 5.8 1728
28 PD412821 18.20 18.20 762 762 2087
2 PD413221 18.20 2074 762 1016 2220
44 PD414421 2.28 23.28 12.70 1270 2780
52 PD415221 25.28 25.28 15.24 1524 3165
68 PD416821 30.90 30.90 20.32 20.32 38.75
84 PD418421 35.98 35.98 25.40 2540 46.00
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TErrreisininpinl

Ax0.1
1.5 B+0.1 1.5
Poles Part. No. A (mm
24 5133224208 21.94
28 5135428208 33.02

MEMORY CARD & SOCKET CONNECTORS

PCB socket - Memodule socket p.2.54 mm

SPECIFICATIONS

Current Rating: 1A

Voltage Rating: 250V AC,DC
Withstanding Voltage: 750V AC/1min,
Insulation Resistance: 1000 MQ min.
Temperature Range: -40°C ~ #125°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G,F, PBT UL94V-0, black color
Contact: Phosphor bronze

Plating: gold or tin over nickel

15 ., 23.4 15
+0
15.0-0.3 =
o
I +
i o
\_ul_l I o
= 5___ _ A 1
~ | S
F—T e I
[
el 15.24+0.1
26.4
B (mm C (mm
37.00 40.00
42.08 45.08

FEATURES

Sizes 24128 poles

Packaging tray

Suitable for 1.57mm thick PCB

15.24+0.1

bbb d
0’308 AT asaasassoa

Recommended PCB Layout
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TERMINAL BLOCK CONNECTORS D

Screw Terminal edge connectors - p.5,0 mm

SPECIFICATIONS FEATURES

Current Rating: 5A Size 3to 15 poles

Insulation Resistance: 5000 MQ min, Suitable for discret wire AWG 16~ 20
Voltage Rating: 250V AC Accept PCB tck 1.57mm
Withstanding Voltage: 1500V AC/minute Packaging box

Temperature Range: -55°C ~ +125°C Screw driver Pht

Contact Resistance: 20 mQ max.

MATERIAL

Insulator: Norly, UL 94V-0, blue colour
Contact: Phosphor bronze

Plating: Tin over nickel

13.50
7.50
[
& f
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1 - ol 2 E] ] 5
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v 2
== pl— U U UUUU
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* 4‘5_.._1.._ 3 i —ia 80
_@I =i
e ]
B
A
Poles Part. No. A (mm B(mm) C(mm Poles Part. No. A (mm B(mm) C(mm
3 540440370 19.30 16.10 10.00 13 540441370 69.30 66.20 £0.00
4 540440470 24.30 21.10 15.00 14 540441470 74.30 7120 85.00
5 540440570 20.30 2810 2000 15 540441570 79.30 7820 70,00
6 540440670 34.30 31.10 25.00
7 540440770 39.30 36.10 30.00
8 540440870 44.30 41.10 35.00
9 540440970 49.30 46.10 40.00
10 54044070 54.30 5120 45.00
1 540447170 59.30 56.20 50.00
12 54044270 64.30 6120 55.00
= ;
= —
o~
1 | L5 I S N S %
(=] = okt
™ e o~
= = S0000
i }
Poles Part, No A (mm B (mm) C(mm Poles Part. No A (mm B (mm) G (mm
§ 540450570 29.30 26.10 20.00
6 540450670 34.30 31.10 25,00
7 540450770 39.30 36.10 30.00
8 540450870 44.30 41.10 35.00
g 540450970 49.30 46.10 40.00
10 540457070 54.30 5120 45,00
11 540457170 59,30 56.20 50.00
12 54045° 270 64.30 6120 56.00
13 54045° 370 69.30 6620 60.00
14 540457470 74.30 7120 65.00

132 -.S"seuacom



/0 CONNECTORS

USB/Mini USB connectors - USB plugs Type A

SPECIFICATIONS MATERIALS
Current Rating: 1A Insulator: PBT, UL 84V-0
Insulation Resistance: 1000 MQ min, Contact: Copper alloy
Voltage Rating: 30V AC Plating: Selective Gold over Nickel
Withstanding Voltage: 750V AC Shell: Brass Nickel plated
Temperature Range: -40°C ~ +85°C
Contact Resistance: 30 mQ max. FEATURES
Suitable for 1.57mm thick PCB
Mate with USB Socket type A

Packaging bag or tray
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48 b
Poles Part. No. Type
Z 2363P1.90 Cable
12.6 17 1?1.0'!
1242 I 183 | __m |20 126 185 - 5
|__1 2.0 | | | 132 n I‘F._ 46 120 ‘ ‘ 1ol |
iy G 3man” ||| IR — r—i aatp 1R 10
gﬁl 4030 2ot :D:____ =] o_')*_ 20z | 4 |3 |2 1 m"l — s~ |1
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179 i | Pcoence " | 148 20 PCB EDGE
_we |2

Recommendad PCB Layout e Recommended PCB Layout

Poles Part. No. Type
L 2363P2.90 SMT 90°
L 2363P3.90 THT 90°
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/0 CONNECTORS

USB/Mini USB connectors - USB sockets Type A THT/SMT 90°

i SPECIFICATIONS
- Current Rating: 1 A
Insulation Resistance: 1000 MQ min,
Voltage Rating: 30V AC
Withstanding Voltage: 750V AC
Temperature Range: -40°C ~ +85°C
Contact Resistance: 30 mQ max,

PCB EDGE
4

Recommended PCE Layout

Poles Part. No Type
¢ 2363R1.90 THT 90°
¢ 2363R2.90 SMT 90°

025

15.1
‘ 25 ‘ | ul el
 CT———. T
U — u EJ- 5 T .
e —
5 8 7 -] c_J)_LJ :| |:
i i &
a — 1 pr— 3 O i
h i =
=
—=
T T (o — 1) 7 Eﬁ
A v £} i
_ILI I I_JII_ U
TS T
o \ s e IE
0.6
== 120 13.0 265
(AL 10.3 57
Poles Part. No Type
L 2363R3.90 Dual Port

MATERIALS

Insulator: PBT or Nylon 9T, UL 94V-0
Contact: Copper alloy

Plating: Selective Gold over Nickel
Shell: Brass Nickel plated

FEATURES

Suitable for 1.57mm thick PCB
Mate with USB Plug type A
Packaging tray

PCB EDGE
s
\

i
- 2-92.3

Recommended PCE Layoul

| i 1 — : 265
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4223 /- 7 o
8-80.95

Recommended PCB Layout
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/0 CONNECTORS

USB/Mini USB connectors - USB sockets Type A THT Solder Type

SPECIFICATIONS MATERIALS

Current Rating: 1A Insulator: PBT or Nylon 9T, UL 94V-0

Insulation Resistance: 1000 MQ min, Contact: Copper alloy

Voltage Rating: 30V AC Plating: Selective Gold over Nickel

Withstanding Voltage: 750V AC Shell: Brass Nickel plated

Temperature Range: -40°C ~ +85°C

Contact Resistance: 30 mQ max. FEATURES
Suitable for 1.57mm thick PCB
Mate with USB Plug type A
Packaging tray
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Poles Part. No Type
Z 2363R4.90 THT 180"
l 2363R5.90 Solde”
I-—g——-? g | 199 I 2082
f ezt [

584
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PCB EDGE
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L i [5; o F 116 7.0
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‘ i ory || ‘ L lll12 Recommeded PCE Layout
544 20 0.4
18 40 027
B0
7.0
Poles Part. No. Type
. 2363R6.90 Uprght
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/0 CONNECTORS

USB/Mini USB connectors - USB plugs Type B Solder type

2 15.9
o] 22—
s ______| | I —
5 = T
8.7
21.40 l
s[n =
|

Poles Part. No Type
¢ 2373P1.90 Cable

SPECIFICATIONS

Current Rating: 1A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 30V AC
Withstanding Voltage: 750V AC
Temperature Range: -40°C ~ +85°C

MATERIALS

Insulator: PBT or Nylon 9T, UL 94V-0
Contact: Copper alloy

Plating: Selective Gold over Nickel
Shell: Brass nickel plated

Contact Resistance: 30 mQ max. FEATURES
Suitable for 1.57mm thick PCB
Mate with USB Socket type B
Packaging bag or tray
a5 3.7
I =001
S[ 0 T % 00
|
14.0
1

174
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/0 CONNECTORS

USB/Mini USB connectors - USB sockets Type B THT 90/180°

SPECIFICATIONS MATERIALS
Current Rating: 1A Insulator: PBT or Nylon 9T, UL 94V-0
Insulation Resistance: 1000 MQ min, Contact: Copper alloy
Voltage Rating: 30V AC Plating: Selective Gold over Nickel
Withstanding Voltage: 750V AC Shell: Brass nickel plated
Temperature Range: -40°C ~ +85°C
Contact Resistance: 30 mQ max. FEATURES

Suitable for 1.57mm thick PCB

Mate with USB Plug type B

Packaging tray

15.8

471

10.28

PCE EDGE

Recommended PCE Layout

Poles Part. No Type
¢ 2373R1.90 THT 90"
12.0 , 1555 ., 02 12.04
T\ | | T L
d o = oA

© ?E-E-lm SI 31 5 = . 2623
~| = I N.cle ki ““} [ i —=
=| ® I Ik || P

E: LIéE?Tﬁ%lg :] poes — oy

SEE
4.5 Recommended PCB Layout

Poles Part. No. Type
¢ 2373R2.90 THT 180°
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/0 CONNECTORS

ik SPECIFICATIONS

¥ Current Rating: 1A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 30V AC
Withstanding Voltage: 750V AC
Temperature Range: -40°C ~ +85°C
Contact Resistance: 30 mQ max,

USB/Mini USB connectors - USB sockets Type B SMT 90/180°/Solder type

MATERIALS

Insulator: PBT or Nylon 9T, UL 94V-0
Contact: Copper alloy

Plating: Selective Gold over Nickel
Shell: Brass nickel plated

FEATURES

Suitable for 1.57mm thick PCB
Mate with USB Socket type B
Packaging tray

16.0 |
PR |/ —
Te———— % 120
pe=— aE T
1 f NI | w| ° "
g - L 2 FH RN PR
S| ] l o 38 ___n...ﬂ i
T i — U sprer WP
| |Lzo 9.0 m[ = 1 = u=4 :
] 162 Recommended PCH Layout
Poles Part. No Type
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/0 CONNECTORS

USB/Mini USB connectors - Mini USB sockets Type A SMT 90°
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SPECIFICATIONS

Current Rating: 1A

Insulation Resistance: 100 MQ min,
Voltage Rating: 30V AC
Withstanding Voltage: 100V AC
Temperature Range: -40°C ~ +85°C
Contact Resistance: 30 mQ max,

6.300.2

4.0540.1

3.75+0.2 1.540.2

MATERIALS

Insulator: LCP or Nylon 9T, UL 94V-0
Contact: Phosphor Bronze

Plating: Selective Gold over Nickel
Shell: Copper alloy Nickel plated

FEATURES

Fully complianti with USB2.0 specs.

Compact and lightweight design for portable
devices

Operating up to 480 Mbps

Packaging tray (optional tapedreel upon request)
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/0 CONNECTORS |
USB/Mini USB connectors - Mini USB sockets Type B THT/SMT

SPECIFICATIONS MATERIALS

Current Rating: 1A Insulator: LCP or Nylon 9T, UL 94V-0
Insulation Resistance: 100 MQ min, Contact: Phosphor Bronze

Voltage Rating: 30V AC Plating: Selective Gold over Nickel
Withstanding Voltage: 100V AC Shell: Copper alloy Nickel plated
Temperature Range: -40°C ~ +85°C

Contact Resistance: 30 mQ max. FEATURES

Fully complianti with USB2.0 specs.

Compact and lightweight design for portable
devices

Operating up to 480 Mbps

Packaging tray (optional tapedreel upon request)
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/0 CONNECTORS

USB/Mini USB connectors - Mini USB sockets Type AB SMT 90°

SPECIFICATIONS MATERIALS

Current Rating: 1A Insulator: LCP or Nylon 9T, UL 94V-0
Insulation Resistance: 100 MQ min, Contact: Phosphor Bronze

Voltage Rating: 30V AC Plating: Selective Gold over Nickel
Withstanding Voltage: 100V AC Shell: Copper alloy Nickel plated
Temperature Range: -40°C ~ +85°C

Contact Resistance: 30 mQ max. FEATURES

Fully complianti with USB2.0 specs.

Compact and lightweight design for portable
devices

Operating up to 480 Mbps

Packaging tray (optional tapedreel upon request)
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/0 CONNECTORS

USB/Mini USB connectors - Micro USB sockets SMT 90°

SPECIFICATIONS

Current Rating: 1A

Insulation Resistance: 100 MQ min,
Voltage Rating: 100V AC
Withstanding Voltage: 100V AC
Temperature Range: -20°C ~ +85°C
Contact Resistance: 30 mQ max,

5.0040.15

6020

MATERIALS

Insulator: LCP or Nylon 9T, UL 94V-0
Contact: Phosphor Bronze

Plating: Selective Gold over Nickel
Shell: Copper alloy Nickel plated

FEATURES

Fully complianti with USB2.0 specs.

Compact and lightweight design for portable
devices

Operating up to 480 Mbps

Packaging tray (optional tape&reel on request)
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Poles PIN Male PIN Female
Machined Pin
9 §43009P10-* 843002510
15 843015P10- 843015810
25 843025P10- 843025810-
37 843037P10- 843037510~
50 843050P10- 843050810
Stamped Pin
9 8430C9P10-5* 843009510-S*
15 843015P10-8* 8430158108
25 843025P10-5* 843025525-5*
37 843037P10-8* 843037810-8*
50 843050P10-3" 843050510-5*

*=Select the requested accessaries .

/0 CONNECTORS

D-Sub connectors - D-Sub PCB straight MWW

SPECIFICATIONS

Current Rating: 5A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max,

Accessories

-5 5

#4-40
(11 18 1M I
| | |284 7 8
10.80

A (M F B (mm C (mm
16.92/16.30 25.00 30.80
252512460 3330 3820
36.96/38.30 47.10 53.10
55.42 54.80 63.50 6940
52.81152.20 61.00 67.00
16.92/16.30 25.00 30.80
25.25/24.60 33.30 3920
38.96/38.30 4110 53.10
55.42 | 54.80 63.50 69.40
52.81/52.20 61.00 67.00

MATERIALS

Insulator: G.F, PBT, UL84V-0
Contact: Copper alloy

Plating: Gold over Nickel
Shell: Steel tin plated

FEATURES
Size 90 50 poles
Packaging tray
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Recommended PCB Layout

D (mm
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/0 CONNECTORS

D-Sub connectors - D-Sub PCB THT 180°

~=Select the requested accessaries .

Current Rati

SPECIFICATIONS

ng: 5A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max,

MATERIALS

Insulator:

G.F.PBT UL94V0

Contact: Copper alloy
Plating: gold over nickel
Shell: Steel tin plated

FEATURES

Size 90 50 poles

Suitable for 1.57mm thick PCB
Packaging tray

c s
Accessories
B
A .
2 27 39‘3 i f 1 ( | 480
o b 1
[ = GEU\J%&LJ LI: J’J
8 §[ OB R :&, eocces] o 8 ! i u,ﬂ
40 277
= 1385 $1.09 2308
! .t { = (_ 5 i 1 ,L 5000000006/07 L
2-1__[_ i i B T\r.) 4.00 aooDoOOODO L
[ ] | = T * — : | 3
o L |=284 - =
10.80 Recommended PCE layout
Poles PIN Male PIN Female A (M F B (mm C (mm D (mm
Machined Pin
9 8430C9P20-* 843003520~ 16.92/16.30 25.00 30.80 1920
15 843015P20-* 843015820 25.25124.60 33.30 3620 2710
25 843025P20-* 843025520- 38.96/38.30 417.00 53.10 41.10
37 843037P20- 843037520~ 55.42/54.80 63.50 69.40 57.30
50 843050P20- 843050820~ 52.84152.50 61.00 67.00 55.10
=Select the requested accessories .
c
e
A Accessories
for T !
; | i_ 1/ B ]I 1 [ 1 480
bcooodlo0eEs Ly s
8% 1O .:““g oooon,) | 79 125 aoo Wl
i L 7 L1 { H"d
284] #3.05 clear hole — b
' i #4-40 | I 1.385 @1.08
} 3y OL cococoo0O000O C[
*543 | [’ [JUCIL}// L1 | 2.80 L ] cco000C00COD
a1 | T 7 T [ 4§ : \T) 4.00] B 3
f [ — il Tﬁ” i T w0 &
D jo7z | | s Recommended PCE layout
Poles PIN Male PIN Female A (M F B (mm C (mm D (mm
Stamped Pin
9 8430C9P20-5* 843009520-5* 16.92/16.30 25,00 30.80 1920
15 843015P20-5* 843015520-5* 25.25/ 24.60 33.30 3920 2170
25 843025P20-5* 843025520-8* 38.96/39.30 47.00 53.10 41.10
37 843037P20-5" 843037520-5* 55.42 1 54.80 63.50 69.40 57.30
50 843050P20-8* 843050520-S* 52.81/52.20 61.00 67.00 55.10

$3.05
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/0 CONNECTORS

D-Sub connectors - D-Sub hand solder

SPECIFICATIONS

Current Rating: 5A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max,

B m0

_ﬂj 277 i
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MATERIALS

Insulator: G.F, PBT, ULS4V-0
Contact: Copper alloy
Plating: gold over nickel
Shell: Steel tin plated

FEATURES
Size 90 50 poles
Packaging tray

Accessories
#4-40

= T
| Sy T8 4
HHHHEH /7 _HHHHHH] .
=1 -8-
B -
Poles PIN Male PIN Female A (M F B (mm C (mm D (mm
Machined Pin
9 843009P30-* 843009530 16.92/16.30 25.00 30.80 1920
15 843015P30- 843015830 2525124 60 3330 3820 2170
25 843025P30- 843025830- 38.96/24.60 47.00 63.10 41.10
37 943037P30- 843037530~ 55.42/54.80 63.50 69.40 57.30
50 843050P30-" 843050830 52.81152.20 61.00 67.00 55.10
*=Select the reguested accessories.
c
E
A
; 277
| |
— o ! ——
ooo 28888
a.'as @) "“””DS)I@@@@@ p rie 12.55
J
234 @3.05 clear hole —/ : Accessaries
+ -#4-40
} SJE. } ( Suf L}K/ ] L |l_.| p=ts 335 550 | ni ‘
a ) v = [ mm s
LA 1 D — | i #4-40- |
I b |1072_ 7 8-
Poles P/N Male PIN Female A(MF B (mm C (mm D (mm
Stamped Pin
9 8430C9P30-5* 843009830-5* 16.92/16.30 25,00 30.80 1920
15 843015P30-5* 843015830-5* 25.251 24.60 33.30 3620 2170
25 843025P30-8* 843025830-8* 38.96/39.30 47.00 53.10 41.10
37 843037P30-5" 843037530-5* 55.42 1 54.80 63.50 69.40 57.30
50 843050P30-8* 843050830-S* 52.81/52.20 61.00 67.00 55.10

~=Select the requested accessaries .
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/0 CONNECTORS |
D-Sub connectors - D-Sub PCB THT 90°

SPECIFICATIONS FEATURES

Current Rating: 5A Size 910 37 poles

Insulation Resistance: 1000 MQ min, Packaging tray

Withstanding Voltage: 1000V AC/minute Suitable for 1.57mm thick PCB

Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT UL94V-0
Contact: Copper alloy
Plating: gold over nickel
Shell: Steel tin plated

c
B
A
277
f 680000 L
alas o, n"c“:o‘;;’ ool @< 781255
{2 1 ! Accessories
= F 1] —— #4-40 UNC. #4-40 UNC #4-40 UNC
0 LING
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59 ooog/ 1388 P19% o3os
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5 £ 1.80 10| 3 3
| e = i | N
Type 'E = 32 Recommended PCE Layout
Poles PIN Male PIN Female A (M F B (mm C (mm
Tyoe 8
9 843009PA0SXS 843009590SxS 16.92/16.30 25.00 30.80
15 843015P90SxS 8430155905xS 252512460 3330 3820
25 843025P908xS 8430258905xS 36.86/38.30 47.10 53.10
37 843037P90SxS 8430375908xS 55.22/ 54.80 63.50 6940
“Type E'
9 §43009P90EXS 843009590ExS 16.92/16.30 25.00 30.80
15 843015P90EXS 843015S9ESxS 25.25/24.60 33.30 3820
25 843025PI0EXS 843025890ExS 38.86/38.30 4710 53.10
37 843037P90EXS 843037S90EXS 55.22/ 54.80 63.50 69.40
Type A"
g 843009P90AXS 843009590AxS 16.92/16.30 25.00 30.80
15 843015P90AXS 843015S90AxS 25.25124.60 33.30 3020
25 843025P90AXS 843025S890AxS 238.86/38.30 47.10 53.10
37 843037P90AXS 843037590AxS 56.22/54.80 63.50 69.40

X= Select the requested accessories.
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/0 CONNECTORS

D-Sub connectors - D-Sub crimp type

SPECIFICATIONS

Insulation Resistance: 1000 MQ min.
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max.
Current Rating: 3A

HOUSING
Insulator: G.F. PBT, UL24V-0
Shell: Steel Tin plated

TERMINAL

Applicable wires: AWG 24 ~ 26
Material ( male): Brass

Material ( female): Phosphor bronze
Finish: Selective Gold or Nickel
Packaging : Reel

FEATURES

Size 9t0 50 poles

Suitable for discret wires AWG 24 ~ 26
Packaging tray

C
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A
277 |
T /£ +— 1
soooo 98000
a.!sa (@] Gpecce %@@@@Qﬁp 7i9 12155
T 7 [ 7 |
N @31 clear hole—/ I
59 noo
[ -
| I I
D 10.72
Poles PIN Male PIN Female A (M F B (mm C (mm D(mm
9 843009P60 843003560 16.30/16.92 25.00 30.80 1920
15 843015P60 243015860 24.60/25.25 33.30 3820 21.70
25 843025P60 843025860 28.30/38.96 4710 5310 4.0
37 843037P60 843037860 54.80/55.42 63.50 69.40 57.30
50 843050P60 843050560 52.20/52.81 61.00 67.00 55.10
220
| | g2
1 << <D
230
1 i L
X
" - |
1.70

i @210
%EFS 830

@1.0
Type Part. No Material Finish Q.
Male 84PGAD Brass Ausel. 10000pcs/reel
Female 848690 Phasa.bronze Au sel 10000pcs/reel
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/0 CONNECTORS |
D-Sub connectors - D-Sub Dual Port

SPECIFICATIONS FEATURES

Current Rating: 5 A Size 910 37 poles

Insulation Resistance: 1000 MQ min, Suitable for 1,57mm thick PCB
Withstanding Voltage: 1000V AC/minute Packaging tray

Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max.

MATERIAL

Insulator: G.F. PBT, UL94V-0
Contact: Copper alloy

Plating: Selective Gold over Nickel
Shell: Steel tin plated

C:04 . B+0.25 -
T B.0¢0.25
&:0‘5 2450 UNG — o 1385 oy ST o
Fhid l J: J:
| % LD v ’ : ( )
. lL ‘E‘T +] [+ 3N+ IR~} Q000
el a 19D oo
gﬁg—@?@uaﬁnau : 2103 B0 ca=ra O |
i % Q0000 Qo o0 o
A A (=1
T 8l < K—m.u o
| 3l s EDGE OF PG BOARD
T i ? ~ i 1
| | DL O = T oy bt
| r OQQO00oO00
gi Et E; @ 1|__° Eim AUl F @ - g Recommended PCB Layout
| E ]
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{7 LIHHUUHTU[IWIJ Ui;l FE— DUAL BOARDLOCK
D

[+
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s s

SINGLE BOARDOCK

284
08

18.2040.25
19.520.25

&= |

El

284

Bodolae oo

Port Spacing MM ME FIM FIF E (mm
15.88 8430xxA906™SA 8430xxB906"SA 3430xxC206°SA 2430xxD206°SA 15.88
15.88 8430xxA907*SA 8430xxB907*SA 8430xxC907*SA 8430xxD907*SA 15.88
19.05 8430xxA%06"SB 8430xxB908*SB 8430xxC906*SB 8430xxDY06*SB 19,05
19.05 8430xxA907*SB 8430xxBI07-SB 8430xxC907*3B 8430xxDY7*SB 19.05
22.86 8430xxA%06"SC 8430xxB906"SC 8430xxCH06*SC 8430xxDH06*SC 286
22.86 8430xxA207"SC 8430xxB307"SC 8430xxC907*CB 8430xxD207*SC 22.86

xx=cortact r.
01=09/HD15 03=09,25 06=25/03+09 08=15RCA*3 15=1515 37=3737
02=25/09 04=15/25 07=25/09+HD15 09=09 09 2522525 50=50 50

"=Process opt.

A=Dual Boradlock B=L-Shaoe C=Single Boarclock
A (mm) B (mm) C(mm) D (mm)
09 poles 16.92 25.00 30.80 18.30
15 poles 25.25 33.30 32.20 24,60
25 poles 28.96 41.10 53.10 38.30
37 poles 55,42 63.50 62.40 52,80
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/0 CONNECTORS

D-Sub connectors - D-Sub IDC conectors

SPECIFICATIONS MATERIALS
Current Rating: 1A Insulator: G.F, PBT, UL 94V-0
Withstanding Voltage: 1000V AC/minute Shell: Steel, Tin plated
Contact Resistance: 20 mQ max, Contact: Copper alloy
Insulation Resistance: 1000 MQ min. Plating: Plating
Temperature Range: -55°C ~ #125°C

FEATURES

Size 90 50 poles

Suitable for 1.27 mm ribbon cable, AWG 28
Packaging tray

c
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T T
00000 clelelelel
a.'ae ()\ ooooo’g&?@@Q@@ O ?i912.i55
~ \ L 1

284 |
@ 3.05 clear hole T_ -i—l
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L 1T 1 4718 j_ 1
wwwn FTM S —

10.60 ‘ !

Poles PIN Male PIN Female A (M F B (mm C (mm
8 843009P81-B 843009381-B 16.90/16.30 25.00 30.90
15 §43015P81-B 843015581-B 25.201 24.60 33.30 38.10
25 843025P81-B 843025581-B 38.90/38.40 4710 5310
37 843037P81-B 843037531-B 55.50/58.90 63.50 69.40
50 843050P81-B 843050581-B 52.80/52.20 61.00 7200

For Thread rivet 4/40 UNC option, please indicate the Part.No. without "-B"
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/0 CONNECTORS |
D-Sub connectors - High density D-Sub hand solder

SPECIFICATIONS MATERIALS
Current Rating: 3A Insulator: G.F. PBT UL94V-0
Insulation Resistance: 1000 MQ min, Contact: Copper alloy
Withstanding Voltage: 1000V AC/minute Plating: Selective gold over nickel
Temperature Range: -55°C ~ +105°C Shell: Steel tin plated
Contact Resistance: 20 mQ max,

FEATURES

Size 15 to 78 poles

Packaging tray

* 1 Accessories

I
7.90 1255

#4400 NG

476
2.80
Poles PIN Male PIN Female A (M F B (mm C (mm E (mm
15 893015P30-5* 8930155305 16.92/16.30 25.00 30.80 229
26 8§93026P30-5* 893026830-5* 25.251 24.60 33.30 3820 229
44 8930£4P30-5* 8930445308 28.95/38.30 4710 5310 229
62 893082P30-5* 893062530-5* 55.42/54.80 63.50 69.40 2.29
78 893078P30-5* 893078530-5* 52.81152.20 61.00 67.00 241

*=Select the requested accessaries .
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/0 CONNECTORS

D-Sub connectors - High density D-Sub PCB THT 180°

SPECIFICATIONS MATERIALS
Current Rating: 3 A Insulator: G.F. PBT ULS4V-0
Insulation Resistance: 1000 MQ min, Contact: Copper alloy
Withstanding Voltage: 1000V AC/minute Plating: Selective gold over nickel
Temperature Range: -55°C ~ +105°C Shell: Steel tin plated
Contact Resistance: 20 mQ max,

FEATURES

Size 15 to 78 poles

Suitable for 1.57mm thick PCB
Packaging tray

c
8 Accessories B
A LW
E H#a-40 UNC g ?"E @305
# ] f ':I g = ooo ao i
toooooo| @E@EBEE 400 o000
B 60000 =
836 oo \@@@@@@@@@@@@dﬁ Q 7.90 1255 ; 4{? f,\_MW
Y i 1 Mala
f _/ | T #4-40 UNC
_3.96] #3.05 clear hole - -8- 5
* | o E
2|3 $32.05
so0 [ UL]U[(( } , 4 ([T ## 2 a6
}. === $=l = _TL 7 0000
410 T | )) } 5.00 L ‘ ;,_J 91.09
! m _______________ ]ﬂﬂﬂ[ “_i[’_ 5. s Fernale
G Bhil Recommended PCB Layout
Poles PIN Male PIN Female A (M F B (mm C (mm D(mm E (mm
15 893015P20-5* 8930155205 16.92/16.30 25.00 30.80 18.20 229
26 §93026P20-5* 893026520-5* 25.251 24.60 33.30 3820 21.70 229
44 8930£4P20-5* 8930445208 28.95/38.30 4710 5310 4.0 229
62 893082P20-3* 893062520~ 55.42/54.80 63.50 69.40 57.30 2.29
18 893078P20-5* 8930785205 52.81/52.20 61.00 67.00 55.10 241

*=Select the requested accessaries .

-S"smcom 189



/0 CONNECTORS |
D-Sub connectors - High density D-Sub PCB THT 90°

SPECIFICATIONS MATERIALS
Current Rating: 3A Insulator: G.F, PBT, ULS4V-0
Insulation Resistance: 1000 MQ min, Contact: Copper alloy
Withstanding Voltage: 1000V AC/minute Plating: Selective Gold over Nickel
Temperature Range: -55°C ~ +105°C Shell: Steel Tin plated
Contact Resistance: 20 mQ max,

FEATURES

Size 15 to 78 poles

Suitable for 1.57mm thick PCB
Packaging tray

£ Accessories 5
B
A % E
E w2 #3.05
, l L m (11 s ool
: ; s LE . ; If@@@@@@ﬂ ||l ' 1 11+43 .03 il"‘ l —1 : = aaoouocaoc\'
o o g b+ et [F]
' ST 7 [ 3 Il i j_"‘f: e Male
396 (I If ------------- <'| [} \ #4.40 UNC 32 | i : B

1.8

g 2l o | E
2= 23.05
- 4 o
x aR S \lf

590 ( oooo/ / 1 | 21.09
JrE— | 11
I { Femala
2200 =
| — }____:::u ) = - Recommended PCB Layout
A BeRs e e s A
Poles PIN Male PIN Female A (M F B (mm C (mm E (mm
15 893015P90°* 893015590* 16.92/16.30 25.00 30.80 229
26 §93026P90°* 893026590* 25.251 24.60 33.30 3820 229
44 893044P90* 893044890 28.95/38.30 4710 5310 229
62 893062P90* 893062590* 55.42/54.80 63.50 69.40 2.29
78 893078P90* 293078590* 52.81152.20 61.00 67.00 241

*=Select the requested accessaries .
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/0 CONNECTORS

D-Sub connectors - High density D-Sub crimp type

SPECIFICATIONS

Current Rating: 3A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +105°C
Contact Resistance: 20 mQ max,

HOUSING
Insulator: G.F. PBT, UL24V-0
Shell: Steel tin plated

C
B
A
E
| = !
| r
m"” nnnnnnnnnn ©E 6660 !
a.?s O A MS\@@@@@@@@@@@@ Q 7.0 12i55
? " 71 J 1 1
S5 ©3.05 clear hoie—f
| s _[ooog[ )
410 |1 AN T
D
Poles PIN Male PIN Female A (MIF B (mm C (mm
15 893015P60 893015560 16.92/16.30 25.00 30.80
26 893026P60 893028560 2525 24.80 33.30 3920
44 893044P60 893044860 38.95/38.30 47.10 53,10
62 893062P60 893062560 55.42/54.80 63.50 69.40
18 893078P60 893078560 52.81/52.20 61.00 67.00
1.65| I
T TR
1.70
| it
1 -
T
1.30
. _1.55
o
B ke
Type Part. No. Q.
Male 29PE90 10000 pesreel
Female 898690 10000 pesireel

TERMINAL

Applicable wires: AWG 26 ~ 30
Material ( male): Brass

Material ( female): Phosphor bronze
Finish: Selective gold or nickel

Quty: 10000 pesireel

FEATURES

Size 1510 78 poles

Suitable for discret wires AWG 26 ~ 30
Packaging tray

Gt E

D(mm E (mm
1920 229
21.70 229
#1.10 229
57.30 2.29
55.10 24

-S"sewcom
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/0 CONNECTORS

D-Sub connectors - High density D-Sub Dual Port

SPECIFICATIONS

Current Rating: 3 A

Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ +125°C
Contact Resistance: 20 mQ max,

MATERIALS

Insulator: G.F, PBT, UL84V-0
Contact: Copper alloy

Plating: Selective Gold over Nickel
Shell: Steel tin plated

FEATURES

Size 15 to 62 poles

Suitable for 1.57mm thick PCB
Packaging tray

A 600,
E, 440 UNC
e D—
ﬁ] f;I s Ilcaoschenasoas {j(
o s SO0 Erofuse ] L___
| (ARO[ | -
F : B
2 gI B i el A (]
e “—ooooo0doooonoo/] ¥ L |
AL L ] I— N
o
f -
%I
§ ; i popopoOooOpOOOOOD s é
2 [l eenesarqanianns, f :
§ | —(.I:Llnﬂnﬂnﬂnnunnﬂuﬂnﬂutlnunﬁnﬂmoi
j .

Port Spacing MM M/F FIM FIF F (mm G (mm H (mm
15.88 8930xxAJ0TASA 8930xBI0TASA 8930xxCOO7ASA  B930xxDBOTASA 15.88 2840 2270
19.05 8930xxAS07ASB 89300BI07ASB 8930xxCH07ASB  8930xxD907ASB 19.08 360 2300
22.86 8930xxAYDTASC 893D0BIOTASC  8930xxCHI7ASC  B930xxDH07ASC 2286 3540 2300

xx=cortact nr.

15=15/15 44=44i44
26=26/26 62=6282
Almm) MIF B (mm) C(mm) E (mm)
15p 16.92/16.33 25.00 30.80 2.29
2%p 25.50/24.66 33.30 315 229
44p 38.96/38.58 41.05 53.06 2.29
62p 55.42/54.84 63.50 98.30 241
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/0 CONNECTORS

D-Sub connectors - D-Sub accessiories

HOOD

Body (plastic): ABS, UL94V-HB
Colour: Grey or metalized
Scew/Nuts: Steel, Nickel plated

FEATURES

Accept Std D-Sub or High density type
Low cost and easy to use

Packaging bag

Body (metal): Zinc alloy, Nickel plated

RETAINING CLIP SHOULDER SCREW
- E (O O) :%_lwm
L = ) E—=000)
@é@ N f— 00000001
c A\ SADDLE WASHER
— 5 Cimm®miC [0]] -
(;'%z) HEX-NUT
' ©
Poles PIN Long screw  P/N Short Screw A (mm B (mm C (mm D(mm
9 8490609* 8490509 31.00 25.00 3550 1600
15 8490615* 8490515 3.00 33.30 38.50 18.00
25 8490625* 8490525 53.20 47,00 42,00 1850
37 8490637* 8490537 72.00 63.50 50.00 20.50
* For cromate finish add. "C" TO the Part. No.
A . _l
© ®
—1 b =
[ @]
— | E |
4k L
Bl [ & |
g -—L-c
= @) H
, P _14.0
% / _ -
(¥}
Poles P/N Short screw  PIN Long screw A (mm B (mm C (mm D (mm E (mm
Streight
29 8490509M* 8490609\1* 31.00 417.00 15.60 1580 2500
15 8490515M* 8490615\ 40.00 48,00 15.80 1580 3330
25 8490525M* 8490625 \1* 53.50 48.00 16.00 16.00 47.00
37 8490537M* 2490637 \W1* 63.20 48,60 1€.00 20.80 63.50
50 8490550M* 8490650\1* 67.00 48.40 19.00 2400 61.00
Right angle
9 8491009M* 47.00 33.00 3150 16.00 2500
15 8491015M* 53.00 33.00 3950 16.00 3330
25 8491025M* 72.50 33.00 53.50 16.00 47.00

~Select the requested cable diameter "I" from 6.0 to 18.0 mm.

-,Sihazcom
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/0 CONNECTORS I

D-Sub connectors - D-Sub accessiories

SCREW KIT FEATURES

Base: Steel Accept Std D-Sub or High density type
Plating: Nickel plated Packaging bag

DUST COVER

Base: PE

Colour : Transparent

5.0

N

4—|40UNC (( |' / 1—1] U i O

4 S
1 Yo 2 g
plre A & 14.0:03 | o
: ™
11 o
o
| N7 ulb
I
( ) _ - B Y Y
\ / I
4-40 UNC L M..
SCREW KIT SLIDE LOCK KIT CLAMP KIT
1Kit=2 bolts, 4washers, 1Kit=1 slide, 2 screws, 1Kit=2 clames,
2 spring washer, 2 nuts, 2 spring washers, 2 nuts 2 screws.
Type Poles Part. No. A (mm B (mm C (mm
Screw Kil Al 84916 - - -
Clarp Kit Al 84917 - - =
Slide Iock kit 09 8490809 35.00 25.00 1270
15 8490815 4370 33.30 1270
25 8490825 57.40 41.00 12.70
37 8490837 73.90 63.50 12.70
50 8490850 71.50 61.10 1550

B
o [ — |
1
Poles P/N Male PIN Female A (MF B (M/F C (MIF D (mm
29 8490909P 84909093 24.40/22.30 21.1019.60 14.50113.00 6.50
15 8490015P 24900153 32.60/29.80 29.90/28.00 14.50/113.00 6,50
25 8490925P 849092535 £6.00/25.30 43.15/41.50 14.50113.00 6.50
37 8490937P 84909378 62.50/61.20 59.70/58.35 14.50/13.00 6.50
50 8490950P 84909503 57.30/54.50 57.20/54.30 14.00/13.60 8.00
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/0 CONNECTORS

SCSI/Centronic connectors - IEEE488 Centronics plug&socket

W SPECIFICATIONS FEATURES
% CurentRating: 1A Size 36 poles
| Insulation Resistance: 1000 MQ min, Packaging tray

| Withstanding Voliage: 1000V AG/minute
Temperature Range: -55°C ~ +105°C
Contact Resistance: 25 mQ) max,

MATERIAL

Insulator: G.F. PBT UL4V-0
Contact: Copper alloy

Shell: Steel nickel plated

(G I 1
Ei\I\EEE '_LE%
1 T
o gl
Poles Part. No. A (mm B (mm C (mm D(mm
36 893436P30M 49.30 53.50 62.00 45.80

‘ N7 ’A’( ¥ \ : P
(‘regeed teseesae N ORN ol o \ Y [ ¥ —pd
@«H Q;-;sa;é&}v;aza;%”%ﬂ e & ::::/l/::: G Z_M
& Ty " Laal?
l2te
Poles Part. No. A (mm B (mm) C (mm
% 893436590535 4890 5070 §7.70
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I/0 CONNECTORS
SCSI/Centronic connectors - SCSI-II D-Sub sockets THT

SPECIFICATIONS

Current Rating: 1A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 250V AC

Withstanding Voltage: 500V AC/minute
Temperature Range: -55°C ~ #105°C
Contact Resistance: 35 mQ) max,

MATERIALS

Insulator: G.F. PBT, UL94V-0.Thermoplastic
polyester

Contact: Copper alloy

Plating: Selective Gold over Nickel

Shell: Zinc alloy , Nickel plated

FEATURES

Size 26, 50, 68 poles

Suitable for 1.57mm thick PCB
Conforming to SCSI requirements
Packaging tray

C B
8 2l= 8 D
r| & @ T 92.77
: Sy | L gl
1 LT e A
et FE
i . i 127 @085
g E __9);“[ : [EO Last Pesition _J/L 2,54
Recommended PCB Layout 26,50P
w0 o f 3
= = D
Haldle | | = |
P 1
illl s = 5
& T s 7
<[ T Al Reoee
g 0.30 ___l_l__‘!_g_p_ Last Fosition — 254
M Recommended PCB Layout 58P
Poles Part. No. A (mm B (mm C (mm D(mm
26 803026520 19.50 31.20 31.20 1524
50 803050520 34.70 48.80 52.60 2159
68 803068520 46,00 51.90 6,00 1N
& D
B - E 2277
A s =2 % BC BOARD
=3 A
g A EEF A |
o z 5 2\_3 £ _QTL“ pasian
h 80,75/ 254
Recommended PCE Layout 28 50P
l 2 5.45 o 507
el L) I i= ot
g 5|5 /
=] s T & 10| g | 2 EQARD
g Tl - L 8 o o eru i 33 '
! e & A [
WRERW - =TT
@ u“ ...l.....-... ’J 11_[ T 1/{;! 3/ ‘}7"“' postion
1ssssmwm 807 254
254 | |, | o040 285 Recommended PCH Layout 637
Poles Part. No A (mm B (mm C (mm
26 803026590 19.45 31.26 37.19
50 803050590 34.70 485 5243
68 803068590 46.13 51.93 63.86
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BACKPLANE CONNECTORS

DIN 41612-Two parts connectors - type B male/female THT 90/180°

SPECIFICATIONS

Current Rating: 3A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 300V AC

Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ #125°C
Contact Resistance: 20 mQ max,

95.0 man

50,00

7874

Poles Part. No.
64 851102642
32 851100332
2 854102322
16 854100162

:I_[s
%I
(=]

Rows Pitch
ath 2.54mrm
a 254 mm
a+b 508 mm
El 508 mm

|88 max |

MATERIALS

Insulator: PBT, UL 94 V-0

Contact (plug): Copper alloy
Contact (socket): Phosphor bronze
Plating: Selective Gold over Nickel

FEATURES

Size 32 to 96 poles

Suitable for 1.57mm thick PCB

Conforming to DIN 41612 Industry standard
Packaging tray

w
254

w0 1.040.05 1
$2.80 5 ﬂ i
se e e a4 0000000 =
R O
254 |
| B TET4 .j.g
9040.1
Recommended PCE Layout

Poles Part. No
64 851112649
32 851110329
32 854112329
16 854110169

Rows Pitch
a+b 2.54
a 254
ath 508
a 508

- ﬁ
Eled 32H 21,/ & [
ol e LR R TR ooooooo/
] }:44944090 sheee et %
i |
e
R ' N\@1.0 £0.05 $2.80 .o

Recommended PCB Layout

-:'sc-:l.ecom
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BACKPLANE CONNECTORS
DIN 41612-Two parts connectors - type C male/female THT 90/180°

95.0 max

SPECIFICATIONS MATERIALS
Current Rating: 3 A Insulator: PBT, UL 94 V-0
Insulation Resistance: 1000 MQ min, Contact (plug): Copper alloy
Voltage Rating: 300V AC Contact (socket): Phosphor bronze
Withstanding Voltage: 1000V AC/minute Plating: Selective Gold over Nickel
Temperature Range: -55°C ~ #125°C
Contact Resistance: 20 mQ max, FEATURES

Size 32 to 96 poles

90.00

TET4

|
(=N

10,60

!_
4

Suitable for 1.57mm thick PCB
Conforming to DIN 41612 Industry standard
Packaging tray

! 11.6 rman,

Poles Part. No.
26 851203962
G4A 851204642
648 851202642
32 851200322
48 854203482
32 854204322

940 max,

TB.74

1a
850 s200'" N [/ %_|§
I . IO 00001/ 00000000 i j_
; IO E0000007/00000000 t
D R R R R R

254

7874 | 5563 b

90.0£0.1

Recommended PCE Layout

88.50+0.1

|5.08, 78.74
st 104005 284 L |

| Fach
%‘900..4. *ifessss oo
/.IOOOQQQO sessb000 a
FEELELE2 ][22 00000
12 32

5.340.1

i ; 3 -
X
Recommended PCB Layout
Poles Part. No. Rows Pitch
% 851213969 a+b-c 254 mm
64A 851214649 atc 254 mrm
64B 851212649 ath 254 rm
32 851210329 a 2.541mrm
48 851213489 atk-¢ 508 mm
32 851214329 a+c 508 mm
= __.
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BACKPLANE CONNECTORS

DIN 41612-Two parts connectors - type Q male/female THT 90°/180°

SPECIFICATIONS

Current Rating: 3 A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 300V AC

Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ #125°C
Contact Resistance: 20 mQ max,

MATERIALS

Insulator: PBT, UL 94 V-0

Contact (plug): Copper alloy
Contact (socket): Phosphor bronze
Plating: Selective Gold over Nickel

FEATURES

Size 32 to 96 poles

Suitable for 1.57mm thick PCB

Conforming to DIN 41612 Industry standard
Packaging tray

54.0 may.

TBT4

1a 254 A
pnnonnnan

1b] Innnnnnnnnnnnnnnnnnnn
AEE

85.00 a0 - bl
= 9l 3 231 2 l/_a o
= @ o PEOOEEOIDO M HODIODDO DG
[ %gl - "’l L{}QQO?QOOQ&O o @ o¢¢90¢4|f/¥
b
i f | 280071
AL sl [ ] [s][]]] g 39 — i
] 254 $1.0£0.05
t?mmuuuuuuuuuumm " T Lg‘
88,90 G05| E 88.00£0.1 |
.6.90 | Recommended PCE Layout
Poles Part. No. Rows Pitch
64 851Q02¢49 ath 254mrm
32 851Q00329 a 284mm
32 854Q02329 atb 508 mm
16 854Q00169 3 508 rm
95.0 max.
90.00
8520 520
5 LI
F\ = =
Y e snssenansnussnanussnossannansnsns \. o) %q w‘l
{bz.ao:s'? ] 254 2 |
78.74 = 254
’ . $28070 #1.0:0.05 //'111_6% E
I} s fesesseflosssesesd =
nLAL 1 POLSODSODE TIPPDOOIPY M
Sl 21 ‘ —H'ﬁ 7674 lses
3 3
_. || 00502003 ) ol b Recommended PCB Layout
Poles Part. No. Rows Pitch
64 851Q° 2842 a+b 2.54 rm
32 851Q°0322 a 254 rm
32 85102322 3th 508 rm
16 85100162 a 508 rm
v Y
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BACKPLANE CONNECTORS

DIN 41612-Two parts connectors - type R male/female THT 90°/180°

SPECIFICATIONS

Current Rating: 3A

Insulation Resistance: 1000 MQ min,
Voltage Rating: 300V AC

Withstanding Voltage: 1000V AC/minute
Temperature Range: -55°C ~ #125°C
Contact Resistance: 20 mQ max,

MATERIALS

Insulator: PBT, UL 94 V-0

Contact (plug): Copper alloy
Contact (socket): Phosphor bronze
Plating: Selective Gold over Nickel

FEATURES

Size 32 to 96 poles

Suitable for 1.57mm thick PCB

Conforming to DIN 41612 Industry standard
Packaging tray

94.0 max.

1b

7874

254
A
Innnnnnnnﬂnnnnnnnnnnnlﬁnnnnnnn —T

e
350 ) ) O I uuuuﬂama =
HEEREEEEEEEEDREEE -
=3 100 2590201
7874

8500

12.30
&30

| 288
]
-
e
=)

i

! #1,040.05

ﬂ.[___

\ | Y
sesehsifooreseees
T ;fo¢¢¢¢o¢¢o

o hes 5
ﬂ_|—“;|1_| F‘ﬂ ’?‘ I_HE”_”_ 'I Loseesevte/fossssoees §§
— 2 na
(AN | AL
88,50 1800l =
’ 4 i Recommended FCE Layout
Poles Part. No. Rows Pitch
96 851R03962 atb-¢ 2.54mrm
64A 851R04649 a*c 2.54mm
64B 851R02642 ath 254mrm
32 §51R00529 a 254mrm
48 854R03489 atb-c 508 mm
32 854R04328 a+e 508 mrm
95.0 max.
80.0
8520
1a
] o jLB70,
1c b
e oo i g
. — — S E =
/ A[Trl TAEEsErsrEEEsEEEEEEsEEEEEEEEEs ni‘r— =
#2050 | 1 254 § / ‘a
78.74 1
oma 254 2807010 #1.0+0.05 ﬁ o E
e ¢‘oe+§§o¢oa¢¢¢ow =
Q‘Q tefessesslpprsessessi i
g R R R R
B — ‘ 7874 |5 63 b
= 4 | 500501 i ‘I N
il s 22
_. || D0602003 = o 3 Recommended PCB Layout

Poles Part. No. Rows Pitch
% 851R13962 a+b-c 254 mm
64A 851R14642 atc 254 mrm
648 851R12642 ath 254mrm
32 851R10322 a 2.541mrm
48 851R13482 atk-¢ 508 mm
32 851R14322 a+c 508 mm
—~
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BACKPLANE CONNECTORS

DIN 41612-Two parts connectors - IDC socket

SPECIFICATIONS MATERIALS

Current Rating: 2A Insulator: G.F. PBT UL94V-0
Insulation Resistance: 1000 MQ min, Contact: Phosphor bronze
Voltage Rating: 300V Plating: Selective gold over Nickel
Temperature Range: -55°C ~ +105°C

Contact Resistance: 30 mQ max. FEATURES

Withstanding Voltage: 1000V AC/minute Syitable for 1.27 mm ribbon cable
Packaging tray

95.0 MAX
2.54X31=78.74
[ . Tt ees
M2 1 i
g NP
254 i Tt f Tt it
: 123 4 I
90.040.1
6.0t43
— 30
f
6.4
1 | 11.6MAX

2.0+0.2

81.50

85.8+0.2
Poles Part. No. Rows Pitch
64 851102648 ath 2.54 mm
64 851204648 atc 2.54 mm
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BACKPLANE CONNECTORS E
Card Edge connectors - p.1.0 mm PCl Express Card edge

SPECIFICATIONS FEATURES

Current Rating: 1A AC,DC Size 36 to 230 poles

Voltage Rating: 50 V AC,DC High Temper, Thermoplastic housing
Insulation Resistance: 1000 MQ min, Support all Express module cards
Withstanding Voltage: 500V AC/minute Suitable for 1,57 mm thick. PCB
Temperature Range: -55°C ~ +105°C Packaging tray

Contact Resistance: 30 mQ max,

MATERIAL

Insulator: Nylon 46, UL94V-0 black color
Contact: Copper alloy

Plating: Selective Gold over Nickel

f
=
w
b
oo 1665~ |-
I 1 2 g 1,38+ @0.70£0.05
e= g | LEFFmddmsih st Fmt| aeddes— fnB2
=2 B N et
J L b A AR LR LR EEEEEE LR RS S thod P
1—‘7LL=T_p_guJLs_u;u_gu_guT RESE S Pin A1
/. ! D 1| —E Pin A2
E § ——2-92.3540.05
Recommended PCB Layout
Poles Part. No. A (mm) B (mm) C (mm) D (mm) E(mm) F (mm)
36 5041218291-MPE 25.00 765 11.65 6.00 10.00 9.15
64 5041232291-MPE 39.00 21.65 11.65 20.00 10.00 23.15
28 5041249291-MPE 56.00 38,65 11.65 37.00 10,00 40.15
164 5041282291-MPE 89.00 7165 11.65 70.00 10.00 7315
r 11 1 [ 11 1T I 1
= il i
~ 7. 1
T. ]

165~
B 8 1_35% 90.7040.05
g | LESFr s o el bos | Goo oy PinB2
o~

tttet bt bbbttt eats st be e LNE

v hessssssasrnansshoots
_—T_ﬁat.u_w.&_u.a.u_aus.uT R Pin A1
} 1

| ; ) E Pin A2
§|§ L penasi00s

Recommended PCE Layout

Poles Part. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm)
36 5041218291-PPE 25.00 765 11.65 6.00 10.00 9.15
64 5041232291-PPE 39,00 21.65 11.65 20,00 10,00 23,15
98 5041249291-PPE 56.00 3865 11.65 37.00 10.00 40.15
164 5041282291-PPE 89.00 71.65 11.65 70.00 10.00 73.15
230 50412115291-PPE 122.00 104.65 11.65 103.00 10.00 106.15
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BACKPLANE CONNECTORS

Card Edge connectors - Card Edge p.1,27 mm

SPECIFICATIONS FEATURES

Current Rating: 1A AC,DC Size 10 to 120 poles

Voltage Rating: 125V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 1000 MQ min, Packaging tray

Withstanding Voltage: 500V AC/minute
Temperature Range: -55°C ~ +105°C
Contact Resistance: 30 mQ max,

MATERIAL

Insulator: PPS, UL94V-0 black color
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

c )
B:0.12 08008 | s0s013 C£0.10
127 T Ao P | 1.27 Typ
UL A E— dl|p ;]l} .
NENERERERIA |.II:.J RERERENARES ; l— P & 2 544005
890 D:m:ﬂm[ VRN A 762:0.08 ' — & QJ
IO TIIIIT o Q T & b &
: ' m N G—r— B P
L A AT Postiont 5.08:0.05 01
ag ¢1.02° “ Pin1
I () g
we2| T T U Recommended PCB Layout
‘ ! | i 25| [ | |2s4
i ' 1| 1548 7.62
304 | , Section A-A
JTUTTD TUTT0T
Poles Part. No. A (mm) B(mm) C(mm) Poles Part. No. A (mm) B(mm) C(mm)
5+5 5041205291 5.08 7.82 10.80 60+60 5041260231 74.93 1747 80.65
6+6 5041206291 6.35 8.89 12.07
10+°0 502120291 143 1397 17’5
13+°3 504123291 15.24 1778 20.96
15+5 50£12°5291 17.78 20.32 23.50
20+20 5041220291 2413 26.67 29.85
25+25 5041225291 3048 33.02 36.20
30+30 5021230291 36.83 39.37 42.55
40+40 5021240291 49.53 5207 55.25
50+50 5041250291 62.23 64.77 67.95

0.620.25
—ﬂ F 1.9020.13

762 I
4i0

| 60.96£0.05
3.8120.05 120-¢1.02+0.08 2.8120.05

Eo‘ TeOTT PO T T T e 0 T D e T T ST

—0eC00 A0 0000000000 0000000000000 . TE2
ZMDDSJ'OODCOO eoooooooooeooooecoooeooocz'l ki
5420, |_acocnoflencalncsnoonnnosocenancsonal

554 554 2-52.49+0.05 1.27 Typ "—Pin 1
762

64.77+0,08
Poles Part. No. Poles Part, No.
60+60 5041260291-PP

12.70£0.05

Recommended PCB Layout
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BACKPLANE CONNECTORS

Card Edge connectors - Card Edge p.1,27 mm SMT 180°/Edge mount

SPECIFICATIONS

Current Rating: 1A AC,DC

Voltage Rating: 125V AC,DC
Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 500V AC/minute
Temperature Range: -55°C ~ +105°C
Contact Resistance: 30 mQ max,

MATERIAL

Insulator: PPS, UL94V-0 black color
Contact: Phosphor bronze

Plating: Selective gold over nickel

FEATURES

Size 10 to 120 poles

Suitable for 1,57mm thick PCB
Packaging tray

18- 0a
I My F———"—"""""""- i ‘”_
ez ||] i 00000000
A Sa—— S 1548 ﬂm
L Li -
- 0000———000
25a] | ||127
A
e
g Recommended PCB Layout
[ | | AANRRRARARAE \ARAAAAANAARARARKAR |
89 7 -
| 1T ilifilils —
Jlizr [ N Pin 1
Poles Part. No. A (mm) B(mm) C(mm) Poles Part. No. A (mm) B(mm) C(mm)
5+5 5021205091 5.08 7.82 10.80 60+60 5041260091 7493 7747 80.65
6+6 5041208091 8.35 8.89 12.07
1040 502120091 1143 1397 17.5
13+°3 50£12° 3091 15.24 1778 20.96
15+5 50£12°5091 17.78 20.32 23.50
20420 5021220091 24413 2667 29.85
25425 5021225091 3048 33.02 36.20
30430 5021230091 36.83 3037 4255
40+40 5021240091 49.53 5207 55.25
50+50 5041250091 62.23 64.77 67.95
C
B
A
[ |
| H8eEAREARARARE) HAAAHARHEAARARR
- :
wsl[ Lz
6.35 min.
S \ | 7 'H'[[[]]]W _
762| | I| I ‘ \ St Iy
A J | 155
| j
5Wﬂrnwnuumrnumr7 %WWMUHWFJ o
Section Recommended PCB Layout
Poles Part. No. A (mm) B (mm) _ C(mm) Poles Part, No. A (mm) B (mm) G (mm)
5+5 5041205291 5.08 7.82 10.80 60+60 5041260431 74.93 1747 20.65
6+6 5041206491 6.35 8.89 12,07
10+°0 501270491 1143 1397 17.°5
13+°3 504127 3491 15.24 17.78 20.96
15+°5 5041275491 17.78 20.32 23.50
20+20 5041220491 2413 26.67 29.85
25425 602122591 3048 33.02 36.20
30430 5041230491 36.83 39.37 4255
40+40 5041240491 49.53 5207 55.25
50+50 5041250491 62.23 64.77 67.95
> '__.
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BACKPLANE CONNECTORS

Card Edge connectors - EISA Conn. p.1,27 mm

SPECIFICATIONS

Voltage Rating: 125V AC

Current Rating: 1 A max,

Contact Resistance: 20 mQ max,
Insulation Resistance: 1000 MQ min.

FEATURES

EISA BUS 188 pin

Suitable for 1,57 mm thick, PCB
Plastic post (Std.)/Metal post available
Packaging tray

Withstanding Voltage: 500V AC/minute
Capacitance: 2 pF
Temperature Range: -55°C ~ +105°C

MATERIAL
Insulator: PPS, UL94V-0, brown
Contact: Phosphor bronze

120.54

4700 47 0.60:0.25
1.9040.13
127
9.1
ir -
s R
L ieainen SO
| Ile2se. ] s
138.62
12.70
876+10.03
52.41 82.14 ¥
65.68 3.175+4.06
38.46 40.28 .
1560 | 17.42
1.78 :] 5-0.89 QQJ I_
T_ k- | I
15.38| ! 254 254
I 1, 7.62
T450
2.79:3.30 | 83.82 | - SECTION A-A
Poles/row Part. No.

941188 EISA 188
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BACKPLANE CONNECTORS E I

Card Edge connectors - P.C.B. thickness 1,6 mm

SPECIFICATIONS MATERIAL

Current Rating: 3A Insulator: G.F. PBT, UL94V-0, blue color
Voltage Rating: 250V AC Contact: Phosphor bronze

Withstanding Voltage: 750V AC Plating: Selective Gold over Nickel

Insulation Resistance: 500 MQ min.
Contact Resistance: 12 mQ max.
Temperature Range: -55°C ~ +125°C
Capacitance: = 5 pf (adjacent contacts)
Insertion force: acoroding UTE specs.
Extraction force: according to UTE specs.

P.C. BOARD PATTERNS

Available with a choice of 5 contact terminations: Mini Wire
Wrap, Dip solder, Hand solder, Dip solder 90° and bended for
extension.
Housing molded in prefilled self-extinguishing glass fiber, with
wae] |2 contact positions numbered.
Bifurcated and preloaded spring contacts mantains an exact
. L pressure on circuit paths, and the locking lance permits easy
L _ L158:02 contact replacement. Gold over nickel plating assures a high
ki \ corrosion strength.
e On e st sy o IO Possibiliy of inserting polarizing keys and gard guides without
(see pag.152, Fig.1) (see pag.152, Fig.1) loss of contatcs,

2.39 (p.2.54/5.08)
2.41 (p.3.175)
3.96 (p.3.96)

152 .min..J 114min. ||

Termination Options

1=M.W.W.; 2=Dip Solder; 3=Hand Salder; 4=Bended fo Extension;
9=Dip Solder 90°

Mounting Options

17 07 O3k 71 6 |
k | a1 \ | |05 Ry g = 1092 o \ |
L i= 148 \P_;_i 148 : H | e\:s % . )._I = 148
SO CHE + Loy |
’ E }_‘IO Lo f
i —_—f
e B gan e
T3 - [T | .
0 1 2(") 309

{*) Special version, please contact us.
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BACKPLANE CONNECTORS

Card Edge connectors - Card Edge p.2,54 mm

SPECIFICATIONS FEATURES

Current Rating: 3A Size 510 77 poles single row;
Voltage Rating: 250V AC 10 1o 154 poles double row.
Withstanding Voltage: 750V AC Suitable for 1.57mm thick PCB
Insulation Resistance: 500 MQ min. Packaging tray

Contact Resistance: 12 mQ max.
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F, PBT, UL94V-0, blue color
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

A
B | £ |
I | | B |
| ¢ L - y
508 ==
A ]—'—\ bbb bbbbbbobdddd —}-}—\‘—
e —f—'/—,ovvdnteltlteeodw‘te \|’
/ Recommended PCE Layout
| i |
_______________ —7
\ | |
| |
ws | -
1 N Il
= TTTITITTOTor ooy
| . |
Poles PIN row A+B PIN row A PIN row B Almm) B(mm) C(mm) D(mm) E(mm)
5 5130205x9° 5130006x91 5130105x91 33.44 2644 10.44 15.04 10.16
7 5130207x9° 5130007x91 51301C7x91 38452 31452 222 20.12 1524
9 5130209x9” £130009x91 5130109x91 43.60 38.60 2930 25620 20.32
10 5130210x9° 5130010x91 5130110x91 48.14 39.14 31.84 2174 22.86
13 5130213x9° 5130013x91 5130113x91 53.76 4876 3046 35.36 3048
15 5130215x9° 5130015x91 5130115x91 58.84 51.84 4454 4044 35.56
18 5130218x9° £130018x91 5130118x91 BE.46 5046 52.16 48.06 43.18
19 5130219x9” £130019x91 5130119x91 69.00 62.00 570 50.60 45.72
20 5130220x9° 5130020x91 5130120x91 71.54 654 5724 53.14 48.26
2 5130222x9° £130022x91 5130122x91 78.62 69.62 62.32 5822 53.34
23 5130223x9° 5130023x91 5130123x91 78.16 72.16 64.86 60.76 55.88
25 5130225x9° 5130026x91 5130125x91 8.24 77124 69.94 65.84 60.96
28 5130228x9° £130028x91 5130128x91 91.86 8..86 771.56 7346 68.58
30 5130230x9” £130030x81 5130120x91 08.94 80.94 82.64 78.58 7366
kil 5130231x9° £130031x91 5130131x91 09.48 9248 §5.18 §1.08 76.20
35 5130235x9° 5130035x91 5130135x91 109.64 102.64 95.34 9124 86.36
36 5130236x9° £130036x91 5130126x91 1128 105.18 97.88 93.78 §8.90
37 5130237x9° 5130037x91 5130127x91 114.72 107.72 100.42 96.32 9144
40 5130240x9° £130040x91 51301£0x91 122,34 116,34 108,00 103,95 99,06
43 5130243x9° 5130043x91 51301£3x91 129.96 122.96 115.66 111.56 106.68
49 5130249x9° £130049x91 5130149x91 145.20 138.20 120.90 126.80 121.92
50 5130250x9° 5130080x91 5130150x91 147.74 120.74 133.44 129.34 124.46
64 5130264x9° £130064x91 51301€4x91 123.30 176.30 1€69.30 164.90 160.02
77 5130277x9° £130077x91 5130177x91 216.32 209.32 202.02 197.92 193.04

x= Select the requested termination. § Optional version STD USA add- "U" to Part. No.
Allthe Part. No. are with std. Mounting ears (type 0). If you need anather solution, change the fourth digit with the option as in the drawing.
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BACKPLANE CONNECTORS E
Card Edge connectors - Card Edge p.2,54 mm PC XT/AT

SPECIFICATIONS FEATURES

" Current Rating: 3A Sizes 36 to 98 poles
Voltage Rating: 250V AC Suitable for 1.57mm thick PCB
Withstanding Voltage: 750V AC Packaging tray

| Insulation Resistance: 500 MQ min.
Contact Resistance: 12 mQ max.
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

D MAX
+#0.2
| c2” , 20 |
‘ 0750 .
| | | | [ | E?b
1 | 1 wl
AN i s
I | RS T
' I'e [ | [ } ; !
L——Jr++++—|-'|~++-r|——| +- '-n-—-' b4 ]--—+——|+-i-—4 1-|-v————+|-v————+|-v--' [E— | |
|
LI

UL L
-

254% | S
e o B0.2 %8 =

Poles Part. No. A (mm) B (mm) C1(mm) C2 (mm)

18+18 5131218292-U 50.22 422 48.06 -

20+20 5131220292-U 51.30 54.30 53.14

431 5131231292-U 85.24 82.24 81.28 -

(18+31)x2 1372£9291-U 133.58 135.58 48.06 81.28

50450 5131250292-U 133.50 130.50 129.50 -
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BACKPLANE CONNECTORS

Card Edge connectors - IDC Card edge connector p.2,54 mm

SPECIFICATIONS FEATURES

Current Rating: 3A Size 14 to 64 poles

Voltage Rating: 250V AC Suitable for 1,27 mm ribbon cable, AWG 28
Withstanding Voltage: 750V AC Accept PCB tck 1.57mm

Insulation Resistance: 500 MQ min. Optional polarizing Key

Contact Resistance: 12 mQ max, Packaging tray

Temperature Range: -40°C ~ +106°C

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphore bronze
Plating: Selective gold over Nickel

\’ﬂ FEL
—~{ 100~
ﬂ ll
76k
. 1
Poles Part. No. A (mm) B (mm)
14 5131207891 29.60 16.51
16 5131208891 32.14 19.05
2 5131210891 N2 2413
26 5131213891 44,84 375
34 5131217891 52.70 4.91
40 5131220891 62.62 43,53
50 5131225891 75.32 62.23
60 5131230891 88.02 74.93
64 5131232891 93.10 80.01

Avaiblie with polarization contacts.
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BACKPLANE CONNECTORS
Card Edge connectors - Card Edge p.3,175 mm

SPECIFICATIONS

Current Rating: 3A

Voltage Rating: 250V AC
Withstanding Voltage: 750V AG
Insulation Resistance: 500 MQ min.
Contact Resistance: 12 mQ max,
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F, PBT, UL94V-0, blue color

Contact: Phosphor bronze
Plating: Selective Gold over Nickel

FEATURES

Size 18 to 50 poles single row;
36 to 100 poles double row,

Suitable for 1.57mm thick PCB

Packaging tray

Poles/row
13
28
kY|
25
50

PIN row A+B
5230218x9°
5230228x9°
52302319
5230225x9°
5230250x8°

x= Select the requested termination.
Allthe Part. No. are with std. Mounting ears (type 0). If you need anather solution, change the fourth digit with the option as in the drawing.

T
PIN row A PIN row B Almm)
5230018x91 5230118x91 71.70
5230028x91 5230128x91 109.50
£230031x91 5230121x91 119,00
£230025x91 5230125x91 113.50
5230050x91 5230150x91 179.00

B(mm)

7150
103.20
113.00
126.00
173.00

A
B | . |
L c | B |
B
! L 508 .( ’_k ﬁ\
= . E:TIAI_H_\]mTﬂiﬂihTrﬁﬂih —]!:_r T i ]—'—_:f, N R [ e O -}-}-\‘,-
A e —f—'—\j/:» sedbeddsesdads \'|"
05
I—-gj- e Recommended PCB Layout
i |

C(mm) D(mm)
6240 60.40
9620 92.10

105.70 101.6

119.00 114.5

186.00 161.90

E(mm)

53.98
85.73
9526
76.20
158.75

146

-:'sc-:l.ecom



BACKPLANE CONNECTORS

Card Edge connectors - Card Edge p.3,96 mm

SPECIFICATIONS FEATURES

Current Rating: 3A Size 6 10 55 poles single row;
Voltage Rating: 250V AC 12 10 110 poles double row.
Withstanding Voltage: 750V AC Suitable for 1.57mm thick PCB
Insulation Resistance: 500 MQ min. Packaging tray

Contact Resistance: 12 mQ max.
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F, PBT, UL94V-0, blue color
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

A
B | E |
I c | | B |
| L -{ - y
508 ==
+ _.\:_}— E‘?J}FHT‘:‘T%T r:ﬂfﬂfrjrm T _-\’-ff\_ _JT-'B—_ Sadpdadbseadada -‘}-;-\‘-
L P T e
108
20 — I__Q_S_ Recommended PCB Layout
| i |
_______________ —7
\ | |
| I
14, I I I
8 | [ ;T
1 N Il
= TTTITITTOTor ooy
| . |
Poles x row PIN row A+B PIN row A PIN row B Almm) B(mm) C(mm) D(mm) E(mm)
g 5330206x9° 5330006x91 5330106x91 45.80 38.30 31.80 2820 19.80
8 5330208x9° 5330008x91 5330108x91 53.80 3850 38.80 36.00 21.72
10 5330210x9° £330210x91 5330110x91 61.20 5530 48.00 4380 3564
12 5330212x9° 5330012x91 5330112x91 69.60 62.70 5270 52.00 43.56
14 5330214x9° 5330014x91 5330114x91 7710 20 63.90 50.70 5148
15 5330215x9° £330015x91 5330115x91 81.00 75.10 67.80 63.60 5544
18 5330218x9° £330018x91 5330116x91 92.90 87.00 79.70 7550 67.32
22 5330222x9° 5330022x91 5330122x91 108.70 102.80 0550 91.30 83.16
28 5330223x9° £330028x91 5330128x91 132.50 126.60 119.30 115.00 106.92
30 5330230x9° 5330030x91 53301230x91 140.40 135.50 127.20 123.00 114.84
3 5330231x9° £330031x91 5330121x91 145.00 138.20 120.90 127.20 118.80
36 5330236x9° £330036x91 5330136x91 164.20 157.80 151.00 1£6.80 138.60
43 5330243x9° £330043x91 53301£3x91 191.90 186.00 178.70 174.50 166.32
50 5330250x9 £330050x91 5330150x91 219,70 213.80 206,50 202.30 194,04
5§ 5330255%9° £330055x91 5330155x91 239.50 233.60 226.30 222,00 213.84

x= Select the requested termination.
Allthe Part. No. are with std. Mounting ears (type 0). If you need anather solution, change the fourth digit with the option as in the drawing.
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BACKPLANE CONNECTORS E

Card Edge connectors - p.2,5 mm single row

SPECIFICATIONS FEATURES

Current Rating: 3A Size 510 25 poles
Voltage Rating: 250V AC Accept PCB tck 1.57mm
Contact Resistance: 10 mQ max. Packaging box

Temperature Range: -55°C ~ +125°C
Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1500V AC/minute

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze
Plating: Tin over Nickel

Cc 3.4+0.15

0.5 max __

f<0.25

T4020| _
]

11.50+0,20

___ A -
3 S
" NS
2 W =
MO i
AL T s
2.5+0.1 ) 70,20 |
Poles P/N DS 180° PIN H.S. PIN DS 90° Almm) B(mm) C max PCB tck
5 593780520-3 5937805303 593780590-3 13.60 12.60 1.15 1.60
) 593780620-3 5937806303 593780690-3 1€.10 15.10 1.15 1.80
7 593780720-3 £93780730-3 593780790-3 18,60 17.60 1.15 1.80
8 593780820-3 £93780830-3 593780890-3 21.10 20.10 115 1.80
9 593780920-3 £93780930-3 593780990-3 23.60 2260 1.15 1.80
10 593781020-3 5937810303 593781090-3 26.10 25.10 1.15 1.60
11 593781120-3 5937811303 593781190-3 28.60 2760 1.15 1.60
12 593781220-3 £93781230-3 5937812903 31.10 3C.10 1.15 1.80
13 503781320-3 £93781330-3 5937813903 33.60 3260 115 1.80
14 593781420-3 £93781430-3 593781490-3 38.10 35.10 1.15 1.80
16 593781620-3 593781630-3 593781690-3 41.10 40.10 1.15 1.80
18 593781820-3 593781830-3 593781890-3 48.10 45.10 1.15 1.60
19 593781920-3 £93781930-3 593781990-3 48.60 47.60 1.15 1.80
20 593782020-3 £93782030-3 593782090-3 51.10 50.10 1.15 1.80
21 593782120-3 £93782130-3 5937621903 53.60 5260 115 1.80
22 593782220-3 593782230-3 593782290-3 56.10 55.10 1.15 1.60
25 593782520-3 593782530-3 593782590-3 63.60 62.60 1.18 1.60

Available also with Gold plating on request.
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BACKPLANE CONNECTORS

Card Edge connectors - single row p.2.54/5.08 mm

SPECIFICATIONS
Current Rating: 3A
Voltage Rating: 250V AC

FEATURES

Size 51012 poles
Apllicable PCB tck 0.60~1,20mm

Contact Resistance: 10 mQ max. Packaging box
Temeperature Range: -55°C ~ +125°C
Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1500V AC/minute
MATERIAL
Insulator: G.F, PBT UL94V-0, blue color
Contact: Phosphor bronze
Plating: Selective gold over nickel
&
S c _ 3.4+0.15
- ) 0.5 max __
s g
p_ e
=]
B
=] o :
@ &l
< N SR
o N 2 S
e e —— i
AL S s
2.54+0.1 ) 70,20
Poles Pitch PIN DS 180° PIN_H.S. PIN DS 90° A (mm) B (mm) C max PCB tck
5 2.54 5137805291-1 5137805391-" 5137805991-" 13.94 12.89 045 0.60-.35
9 2.54 5137809291-1 5137809391-" 5137809991-" 2¢.10 2305 045 0.60-0.85
10 254 5137810291-1 5137810391 5137810991- 2864 2559 0.45 0.60-.85
12 254 5137812291-1 5137812391~ 5137812991-" 372 30.67 045 0.60-0.85
) 5.08 5437805291-1 5437805391-" 5437805991-" 2£.10 2305 045 0.60-0.85
5) 254 5137805291-2 5137805391-2 5137805991-2 13.94 12.89 0.70 0.90-1.20
9 254 5137809291-2 5137809391-2 5137809991-2 2410 2305 0.70 0.90-1.20
10 254 5137810291-2 5137810391-2 5137810991-2 2664 2559 0.70 090-1.20
12 254 5137812291-2 5137812391-2 5137812991-2 372 30.67 0.70 0.90-1.20
5 5.08 5437806291-2 5437805391-2 5437805991-2 2210 2305 0.70 0.90-1.20

Tin plated cannectors are available upon request. Please contact us.

-:'sc-:l.ecom
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BACKPLANE CONNECTORS E

Card Edge connectors - p.3,96 mm single row

SPECIFICATIONS FEATURES

Current Rating: 3A Size 310 15 poles

Voltage Rating: 250V AC Apllicable PCB tck 1.57mm
Contact Resistance: 10 mQ max. Packaging box

Temperature Range: -55°C ~ +125°C
Insulation Resistance: 1000 MQ min,
Withstanding Voltage: 1500V AC/minute

MATERIAL

Insulator: G,F, PBT, UL94V-0 blue colour
Contact: Phosphor bronze

Plating: Tin over nickel

Cc 3.4+0.15

0.5 max __

f<0.25

T4020| _
]

11.50+0,20

= 0.8
e
.50:0.20

0.70

1.0

L

=
.
——
——
N

1

1 11.5

' | 80
3.96:0.1 o To2|
Poles PIN DS 180° PIN H.S. PIN DS 90° Almm) B(mm) C max PCB tck
3 533780320-3 £33780330-3 533780390-3 18.18 1€.10 1.15 1.60
(i} 533780620-3 533780630-3 533780690-3 3C.06 28.00 1.15 1.80
1 533780720-3 £33780730-3 533780790-3 .02 32,00 115 1,80
8 5337608203 5337608303 5337808903 31.98 3590 145 180
g 5337809203 5337809303 5337809903 .94 39.90 115 1.40
10 533781020-3 £33781030-3 533781090-3 45.90 43.80 1.15 1.60
12 533781220-3 £33781230-3 533781290-3 53.82 51.80 1.15 1.60
13 533781320-3 £33781330-3 533781390-3 51.78 55.70 1.15 1.80
14 5337814203 £337814303 5337814903 B1.74 5970 115 180
15 5337815203 5337815303 5337815903 60.66 6760 115 1.40

Available also with Gold plating on request.
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BACKPLANE CONNECTORS

Card Edge connectors - p.3,96 mm for Videogames

SPECIFICATIONS

Current Rating: 10 A

Voltage Rating: 250V AC

Insulation Resistance: 10 MQ min.
Contact Resistance: 20 mQ max.
Temperature Range: -55°C ~ +125°C

MATERIAL

Insulator: G.F. PBT UL94V-0, blue color
Contact: Phosphor bronze

Plating: Gold over nickel

FEATURES

Size 6 to 36 poles

Suitable for 1.57mm thick PCB
Packaging box

B 85
. A |5 max.
| JL
Il
B "5}
I F:
c»_# T i F1 -
koo | 1 ] ] —
Ly -3 5 Log |
i e 17 - L
1 .
=
3,960 1 43 2| g A0
rNorcumnver ©
[ | . . .M‘
L7 - | | A
e urer)
i '
Ml '0s 08
Poles PIN Flow s. PIN Hand s. Pin Bended A (mm) B (mm) C (mm)
646 5330206232V 5330208332V 5330206432V 31.80 45.80 36.50
10+10 5330210232V 5330210332 5330210432V 48.00 61.20 55.30
15+15 5330215232V 5330215332V 5330215432V B7.80 81.00 75.10
18+18 5330218232V 5330218332V 5330218432V 79.70 92,90 87.00
2+22 5330222232V 5330222352V 5330222432 95.50 108.7 1028
28+28 5330228232V 5330228332V 53302z8432v 1193 1325 1266
30+30 5330230232¢ 5330230332V 5330230432V 1272 1404 1345
35+36 5330238232V 5330236332V 5330236432V 151.0 1642 1583

Termination Style:
2=Flow solder ; 3=Hand solder ; 4=Bending for extension

)

Dimm)
2.2
4380
3.60
75.50
91.30
151
1230
146.8
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106,92

Terminal finish: Tin plated

Packaging: Bag

(%)
=
o
T
<<
=
L
o
L
o
77

Base material: FR4

28

114.2
104,92

3.96

Part. No. Tvpe

Poles

PCB
Uniolug

28128

28/288

28+28

28+28

Uniplug: The PCB is provided with a 28 poles card egde cannector soldered (one syde only)

106,92

9

I L
|
1

]

R

146.4
138.6

Part. No. Tvoe

Poles

PCB
Uniolug

28136

281368

28+36
28+36

Uniplug: The PCB is provided with a 36 poles card egde connector soldered
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BACKPLANE CONNECTORS E I

Card Edge connectors - Card Edge accessories

MATERIAL FEATURES
Insulator: G.F. PBT, UL94V-0 Suitable for 2.54/3.17/3.96/5.08 mm pitch
Quick poalarization without loss of contact (only
Fig.1)
N ]
Fi§.1 Fig.2
Part. No Model Tvpe Pitch
5901-G Fig.” Belwsen conlacl 3.96 mm over 22
5901-N Fig.” Between contact 3.98 mm up fo 22
5901-N Fig.” Between contact 2.54 mm over 37
5901-B Fig.” Between contact 2.54 mmup to 37
5902 Fig.2 On contac: Al
5903-3 Fig.3 Insted of contac: Al
5904 Fig.4 On sirgle row Al

IT 1 [ ’Eﬁ‘__|
168.0
o jo—— |4 [H
o | - alyln
H
! 81.0

5906 Card guice

153 -:"sa.ecom



CIRCULAR & AUDIO CONNECTORS F
Mini DIN connectors - MINI DIN cable type

SPECIFICATIONS MATERIALS
Current Rating: 1A Insulator: PBT, UL 94 V-0
Insulation Resistance: 500 MQ min, Contact (plug): Copper alloy
Withstanding Voltage: 500V AC/minute Contact (socket): Phosphor bronze
Temperature Range: -55°C ~ +105°C Plating: Gold plated
Contact Resistance: 15 mQ max, Shell: Brass Tin plated

Cover: ABS
FEATURES Cable boot; PVC
Poles: 2-9

Packaging: bag

52.240.25 ,
o ‘ N* OF CONTACT 3 4 -1 & 7 |
[=1 o
3 o g
= E ot
POSITION - o . :
37.2:0.3
Poles Part. No.
3 63000-03
¢ 63000-04
5 6300005
8 63000-06
7 6300007
B 63000-08
13.80 50.9+0.5

N° OF COMNTACT 3 4 5 [ 7 8

[
A
509

POSITION

I 45.0+£0.5

Poles Part. No.

3 62000-03
62000-04
6200005
62000-06
62000-07
62000-08

o~ o o1 N

154 -S]susccw



CIRCULAR & AUDIO CONNECTORS

Mini DIN connectors - MINI DIN socket THT 90°

SPECIFICATIONS FEATURES

Current Rating: 1A Size 210 9 poles

Insulation Resistance: 500 MQ min, EMI/RFI priotection
Withstanding Voltage: 500V AC/minute Positive polarization
Temperature Range: -55°C ~ +105°C Packaging tray

Contact Resistance: 15 mQ max, Suitable for 1.57mm thick PCB
MATERIAL

Insulator: G.F. PBT UL94V-0
Contact: Phosphor bronze
Plating: Selective gold over nickel
Shield : Brass Tin plated

14.0 12.9
@9.2
[=] -] o [I
Lz o T
a 0 e ul
_ Le—
3 N IT,.
03 | | 7.0 || -
07 j 2.0 | 55
o | |68 17
85
11.0
Poles Part. No.
3 DJ00%-3P-C
¢ DJ00%-4P-C
5 DJ00S-5P-C
8 DJ00%-6P-C
7 DJ00S-7P-C
B DJ00%-8P-C
9 DJ00%-9P-C
12.4
| T ;\:"
47| |24
85
11.0
Poles Part. No.
3 DJ00%-3P
L DJ00%-4P
5 DJ009-5P
g DJ00S-6P
7 DJ00s-7P
8 DJ00%-8P
0 DJ00g-9P

-:'sazcom
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CIRCULAR & AUDIO CONNECTORS

Mini DIN connectors - MINI DIN socket THT 90°

3 PORT 4 PORT 5 PORT 6 PORT 7 PORT 8 PORT 9 PORT
DJ009-3P-C DJ009-4P-C DJO009-5P-C DJ009-6P-C DJO009-7P-C DJ009-8P-C DJO009-9P-C
17 8
80.7 i
o1.4 I ¢ 8

1385

PCB EDGE

138

PCB EDGE
T

UNSHIELDED TYPE |
3 PORT 4 PORT 5 PORT 6 PORT 7 PORT 8 PORT 9 PORT
DJ009-3P DJ009-4P DJ009-5P DJ009-6P DJ009-7P DJ009-8P DJ009-9P
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CIRCULAR & AUDIO CONNECTORS

Mini DIN connectors - MINI DIN socket THT 90° DUAL PORT

SPECIFICATIONS FEATURES

Current Rating: 1A Size 6 poles

Insulation Resistance: 500 MQ min, EMI/RFI priotection
Withstanding Voltage: 500V AC/minute Positive polarization
Temperature Range: -55°C ~ +105°C Packaging tray

Contact Resistance: 15 mQ max, Suitable for 1.57mm thick PCB
MATERIAL

Insulator: G.F. PBT UL94V-0
Contact: Phosphor bronze
Plating: Selective gold over nickel
Shield : Brass Tin plated

Qe
@ E
@ O
o«
E 3 :l PCB EDGE |
2.“;l a a2l of
one 0rC w ) @ 2
o0 ] 2|1 2 =
g & O ) djo 6——1

O O®mOo

211 23 : i
07 4.7 0.45 , aaitig
2.0 55 82, 26
L 0.9 2
28 8.5 25 - 6.8 o
6.8 11.0 -
13.5 15.55 Recommended PCB Layout

Poles Part. No.
6 DJ008-6P-C-D
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CIRCULAR & AUDIO CONNECTORS

Audio connectors - XLR audio connecotrs

4 ' ™
CHM-6017 CHM-6017A
(3, 4, 5, 6, pin) (3, 4, 5, 6, pin)
M vy
- - N
CHM-6019 CHM-6019A
(3, 4, 5, 6, pin) (3, 4, 5, 6, pin)
o o _/
rd ' ™
CHM-6020 CHM-6020A
{31 4! 5. 6’ Pin} {3! 4’ 5’ 6’ pin}
LN N vy
' ' ™
CHM-6019-R CHM-6019A-R
(3,4, 5, 6, pin) (3, 4, 5, 6, pin)
M M vy
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F CIRCULAR & AUDIO CONNECTORS

Audio connectors - DIN connecotrs

s N\ ' ™\
CHM-6021 CHM-6022
(4,5,7, 8, pin) (4,5,7, 8, pin)
. J L J
4 ™ 'd ™
CHM-6023 CHM-6024
(3,4,5,6,7,8,13,pin) (3,4,5,6,7,8,pin)
o J o J
4 ™
CHM-6025
(3,4,5,6,7,8,13,pin)
. _J/
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CIRCULAR & AUDIO CONNECTORS F

MIC connectors - Microphone connectors

& B i N
91M-701-xP _ 91M-702-xP
(3,4,5,6,7,8, pin) p (3,4,5,6,7, 8, pin)

N J \ J

' N ' N

91M-703-xP 91M-704-xP
(3,4,5,6,7,8, pin) (3,4,5,6,7,8, pin)

\ J \ J
& ~

91M-705-xP

(3,4,5,6,7,8, pin)
\. J
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TELEPHONE CONNECTORS

Modular plug - RJ modular plugs

SPECIFICATIONS FEATURES

Current Rating: 1.5A Size 2 10 10 contacts
Insulation Resistance: 500 MQ min, Mate with FFC68 modular jack
Voltage Rating: 125V AC Packaging bag

Withstanding Voltage: 1000V AC/minute
Temperature Range: -40°C ~ +60°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: PC , UL 94V-2, natural
Contact: Copper alloy

Plating: Gold over Nickel

- S
r 88]8 i 4.98 r A {
292 25 EEE
-
| ol
e O A .~ 605
T 113 3.25
C:Q Jeos. o = i— 205,
N —I. N
1
T o
@ & o2 762 @ i {3
- v .
9.65
Position Poles Part. No.
¢ 2 TA-122-42.06
¢ 4 TA-122-44.06
g 2 TA-12262.06
8 4 TA-12264.06
8 6 TA-12266.06
g
=
&
)
A
6.1 6.1
3.25 5.80 3.25
% 221, e
1, ok
J
__{?‘-1
o =
! T.E
11.68 22.44 11.68
Position Poles Part. No
8 8 TA-122-88.06
10 10 TA-122-10.06
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TELEPHONE CONNECTORS H
Modular plug - RJ45 shielded

SPECIFICATIONS MATERIALS
Current Rating: 1.5A Insulator: PC , UL 94V-2
Insulation Resistance: 500 MQ min, Contact: Phosphor bronze
Withstanding Voltage: 1000V AG/minute Plating: Gold over Nickel
Voltage Rating: 125V AC Shield : Copper alloy, Tin plated
Temperature Range: -40°C ~ +60°C
Contact Resistance: 20 mQ) max, FEATURES
Size 8/8 poles
Packaging bag
216 13
Tl E
L=
6.09
Q%"\ i
™,
78 | 10.84 ‘ 9!1
' 208 I
Position Pocls Part. No.
g 8 TS-122-88.06
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TELEPHONE CONNECTORS

Modular Jack - Top entry with panel stop

SPECIFICATIONS FEATURES

Current Rating: 1.5A Size 410 8 poles

Voltage Rating: 125V AC,DC Suitable for 1.57mm thick PCB
Insulation Resistance: 500 M) min, Snap-in retention pegs
Withstanding Voltage: 500 MQ min. Panel stop

Temperature Range: -40°C ~ +80°C Mate with FFC68 modular plugs
Contact Resistance: 20 mQ max, Packaging tray

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze
Plating: Gold over Nickel

16.4

-—'—-I
i Panel Sto N {
— 10
158 — I
i 635
254
A
B | | Recommended PCB Layout
O u
et
Poles Part. No. Almm) B (mm) C (mm)
414 258-44.06 13.97 1143 762
64 253-64.06 18.75 13.46 1C.16
66 268-66.08 15,75 13.46 1C.16
813 258-88.06 17.84 15.36 11.43
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TELEPHONE CONNECTORS H
Modular Jack - Top entry THT Shielded

SPECIFICATIONS FEATURES

Voltage Rating: 125V AC,DC Size 810 10 poles

Insulation Resistance: 500 MQ min, Suitable for 1,57mm thick PCB
Withstanding Voltage: 1000V AG/minute Snap-in retention pegs
Temperature Range: -40°C ~ +80°C EMI/RFI prtotection

Contact Resistance: 20 mQ max, Mate with RJ45/46 modular plugs

Packaging tray

MATERIAL

Insulator: PBT, UL 94 V-0

Contact: Phosphor bronze

Plating: Selective Gold over Nickel
Shield : Copper alloy , Nickel plated

| 16.20 | 16.60 |
= o ]
3.08 B.75
1]
16.50 —
— J— &35

254

Recommended PCB layout

T
5

11.43
16.00
Poles Part. No.
83 52585-88.06
100 52583-°0.06
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Poles
414
6l4
6l6
8/8

Poles

414
6/4
6/6
8/

T

Cc
Part. No A (mm)
63144.06 13.72
631-64.08 15.75
631-66.06 15.75
631-88.06 11.78
A
B
C
Part. No. A (mm)
632-44.08 13.72
634-64.08 15.75
632-66.06 15.75
632-88.06 17.78

Current Rating: 1.5A

TELEPHONE CONNECTORS

Modular Jack - Syde entry THT, H=15.8 mm
SPECIFICATIONS

Voltage Rating: 125V AC,DC

Insulation Resistance: 500 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -40°C ~ +80°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze
Plating: Gold over Nickel

FEATURES

Size 410 8 poles

Suitable for 1,57mm thick PCB
Snap-in retention pegs

Panel stop

Mate with FFC68 modular plugs
Packaging tray

20.5 $3.30
$0.90
C D
0—_
15.8 0__|.
6.35 1.27]
— — |
!j II H 254
10.5 6.35 Recommended PCB Layout
C (mm) DImm)
762 381
10.16 381
1016 6.35
1143 8.89
205
©3.30
2.4 $0.90
15.8 [ — | i
/ 6.35 1.27
Panel stop, H u II 254,
10.5 635 Recommended PCB Layout
B (mm) C (mm) D (mm)
118 1.8 381
13.21 13.21 381
13.21 13.21 6.35
15.24 15.24 8.89

-S’ISELECOM
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TELEPHONE CONNECTORS
Modular Jack - syde entry low profile THT

SPECIFICATIONS

Current Rating: 1.5A

Voltage Rating: 125V AC,DC
Insulation Resistance: 500 MQ min,

Temperature Range: -40°C ~ +80°C
Contact Resistance: 20 mQ max,

MATERIAL

Insulator: G.F, PBT, UL94V-0
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

A 18.0

- i ' i

r

1.5

L

ol

o o o o 49

o o o o ©

Withstanding Voltage: 1000V AC/minute

FEATURES

Size 410 10 poles

Suitable for 1,57mm thick PCB
Snap-in retention pegs

Mate with FFC88 modular plugs
Packaging tray

833 goso

Y

B
@.

N . |
127

6.35

f—m
™
\

2.54

Recommended PCB Layout

Poles Part. No. A (mm) B (mm) Clmm)
414 95001-44.06 1.2 762 381
6l6 95001-66.06 12.96 10.16 6.95
88 95001-88.06 15.03 11.43 8.89
1010 95001-10.06 15.03 1143 11.43
)
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TELEPHONE CONNECTORS

Modular Jack - syde entry low profile SMT

SPECIFICATIONS

Current Rating: 1.5A

Voltage Rating: 125V AC,DC

Insulation Resistance: 500 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -40°C ~ +80°C

FEATURES

Size 410 10 poles

Suitable for 1,57mm thick PCB

Snap-in or solder tab retention pegs

Mate with FFC88 modular plugs

Packaging tray, option Tape&reel available

Contact Resistance: 20 mQ) max,

MATERIAL

Insulator: Nylon 6T, UL 94V-0
Contact: Phosphor bronze

Plating: Selective Gold over Nickel

A 18.2 | 12.0 0.76
-, 3&.,1,_[
I—(J g
1155 | % ’
L 1
| | 5
i 1 laso lazs 127
7.88
Recommended PCB Layout
Poles Part. No. A (mm) B (mm) C (mm)
404 950015-42.06 11.2° 762 381
6/6 95001S-68.08 12.98 10.16 6.35
8i8 950018-88,06 15.03 1143 889
1070 950015-10.06 15.03 11.43 11.43
3.00_ 9.00
15.00 18.20 —
| | ‘ T
| N | E%
1155 18215.0—:— ————— —E !
: L | =1
| il

Recommended PCB Layout

Poles Part. No.
218 95001ST-88.06
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TELEPHONE CONNECTORS

Modular Jack - syde entry low profile, shielded

SPECIFICATIONS FEATURES
Current Rating: 1.5A Size 610 10 poles

Voltage Rating: 125V AC,DC Suitable for 1.57mm thick PCB

Insulation Resistance: 500 M) min, Snap-in retention pegs

Withstanding Voltage: 1000V AC/minute EMI/RFI prtotection

Temperature Range: -40°C ~ +80°C Mate with FFC68 modular plugs

Contact Resistance: 20 mQ max, Packaging tray, option Tape&reel available
MATERIALS

Insulator: PBT , UL 94 V-0
Contact: Phos. bronze, Selective Gold Plated
Shield : Copper alloy, Nickel plated

,.#_ 18.9 #1.60 ©3.30
M #0.90

| : g

= |
B |3.0/ 8.35 30| (635 | 254

8.25
Recommended PCB Layout
ap @p
6 o o o
Poles Part. No. A (mm) B (mm) C (mm) D(mm)
6/6 95002-66.06 13.56 10.16 6.35 1357
8/8 95002-88.06 15.74 11.43 8.89 1554
1070 95002-10.06 15.74 143 1143 1554
1865

11.75
14.25

116

2.50

3.05

Recommended FCB Layout

Poles Part. No.

8/8 95002S-88.06
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TELEPHONE CONNECTORS

Modular Jack - syde entry low profile, shielded with LED

SPECIFICATIONS

Current Rating: 1.5A

Voltage Rating: 125V AC,DC

Insulation Resistance: 500 MQ min,
Withstanding Voltage: 1000V AC/minute
Temperature Range: -40°C ~ +80°C
Contact Resistance: 20 mQ max,

MATERIALS

Insulator: PBT , UL 94 V-0

Contact: Phos. bronze, Selective Gold Plated
Shield : Copper alloy, Nickel plated

21.2

15.9

FEATURES

Size 8/8 poles

Suitable for 1,57mm thick PCB
Snap-in retention pegs

EMI/RFI prtotection

Mate with FFC68 modular plugs
Packaging tray

ﬁ 8 -Q-O.QU

4.06

81.00

o | ‘iou_o“ 12-$0.90
8, a* 2

Recommended PCB Layout

13.72
2.29
1.02

o

SHIELD
[
© ] o0 2
[ I=] e o
- = o
uw
bt 8
[2]
YELLOW GREEN i J
11.43 : -+ 254 4-
4.06 -
3.05
10.8 8.9
Poles Part. No. LED color
818 95003L-88.06 yellow/green
15.70
— 2-¢1.60
{ o
& —) f 2 A,
o™
N 2
| o3
{ 178 7 PCB EDGE A
1 2.54
5.27
3.43
9.14
Poles Part. No. LED color
218 95002U-88.06 yellow/green

Recommended PCB Layout

-S]susccw
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TELEPHONE CONNECTORS H

Accessories - PVC Boot & Dust cover

RJ45 PVC BOOT

- Protect network cable during extreme use

» Cover the RJ45 modular plug and the retention clip
+ Available in different colors for wiring identification
+ Made of soft PVC

RJ45 DUST COVER

- Protect jacks from dust and dirt

« Protect jacks from physical damage

» Ensure long lasting connections

+ Available with black or white plastic insulator
+ Suitable for RJ45 modular jacks
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CABLING CONNECTORS

1,0 mm pitch - wire to board connectors - 6162

SPECIFICATIONS TERMINAL

Voltage Rating: 50V AC,DC Applicable wires: AWG 28 ~32
Current Rating: 1A AC DC Material: Phosphor Bronze
Withstanding Voltage: 500% AC!minute Finish: Tin plated

Insulation Resistance: 100 MG min .ty 20.000 posfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

7.+ 1.3440.2
I e
& @ ]

SEC A-A  d
o 3.90
b o 5

0.07+0.03 " 155,08 ,| 05

2 095402 — = | p 1]pa| f .
S| [ 8 5
— (=3
Y eSS 4

SEC B-B

0.25
F
»
H_
i

App. Wires Part No. Finish Oty App. Wires aterial
MING 28-32 61627 Phosp bronze Tinplated 20.000ked
1.040.05

0.62

| Ax0.1

21
B+0.2 " | 0.8220.05
|
BFFEREL | 2
IHHHHHHHI =
[F1i % 58
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 616202 100 500 12 6162F12 11.00 15.00
g 6162F03 200 600 13 6162F13 12.00 16.00
4 6162F04 300 700 14 6161F14 13.00 17.00
5 6162F05 400 an0 15 6162F15 14.00 18.00
[ 6162F06 500 900
7 6162F07 600 10.00
g 6162F08 700 11.00
9 6162F09 an0 1200
10 6162F0 900 1300
11 6161F1 10.00 14.00
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CABLING CONNECTORS

1,0 mm pitch - wire to board connectors - 6162

SPECIFICATIONS

Voltage Rating: 50V AC,DC

Current Rating: 1A AC DC
Withstanding Voltage: 260% AC!minute
Insulation Resistance: 100 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-15

Material (base): Mylon 66, LIL 94V-0
Material {post): Brass! Tin plated
(Qty: 1000 pesireel +cap

| C+0.3 PIN 1
mT' 0oo0D0DO00D 5
! 000000 = i
: . 3 3
B ® - n| H| L A
=] = el I T
0 o o ]| ‘
[s] N ——
™
g 0uooon
R - | | | |
1.040.1 0.240.05 0.7 1.040.08 .} | L
A£0.2 PCB Layout
Poles Part No. A (mm) Bimm) Cimm) Poles Part No. A (mm) Bimm) Ci{mm)
2 6162002y 100 240 400 12 B1620H 24 11.00 12.40 14.00
g 6162003V 200 340 500 13 616204 3 12.00 13.40 15.00
4 6162004y 300 440 6.00 14 B1620H 8-y 13.00 14.40 16.00
5 6162005V 400 540 700 15 616200 54 14.00 15.40 17.00
[ 61620054 500 640 800
7 6162007V 600 740 9.00
g 6162003 700 g40 10.00
9 6162009y an0 940 11.00
10 61620 0 900 1040 12.00
11 6162014 10.00 11.40 13.00
0 B+0.3
o
- v o
e “ gl
~ = Al V220 0740,
BIN 1 LL| ol | | | -
o Lo ]
e g0 |08
i i o/ VO
W — % o e
3 e < SR
| 1 ' ! ﬂ] [:“]]
ey = i
1.0+0.1 | L 0.2+0.05 1.6+£0.05 ! | 0.6+0.05
Bl LS S _— 2 £ ,
A+0.2 B PCB Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6162M12-H 100 240 400 12 616201 2-H 11.00 12.40 14.00
g 6162M13-H 200 340 500 13 616204 3-H 12.00 13.40 15.00
4 6162004-H 300 440 6.00 14 616201 4-H 13.00 14.40 16.00
5 6162M05-H 400 540 700 15 6162041 5-H 14.00 15.40 17.00
[ 6162M05-H 500 640 800
7 6162M17-H 600 740 9.00
g 6162M13-H 700 g40 10.00
9 6162M19-H an0 940 11.00
10 61620 0-H 900 1040 12.00
11 616201-H 10.00 11.40 13.00
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CABLING CONNECTORS L

1,25 mm pitch - wire to board connectors - 6101

SPECIFICATIONS TERMINAL

Voltage Rating: 125Y ACDC Applicable wire: AWG 28 ~ 32
Current rating: 14 AC,DC Material: Phosphor Bronze
Withstanding Voltage: 260% AC!minute Finish: Tin plated

Insulation Resistance: 100 MG min .ty 15000 pesfreel
Temperature Range: -25°C ~ +85°C

Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

o

0:.15

0.70£0.1

1.35£0.15

0.15+0.08

1

{22 D |
1.050.15

== e vl B
=

1.6£0.15

1.0+0.15

0.8+0.05

App. Wire Part No Finish Oty App. Wire Part No Material Finish
MING 28-32 1T Phosp. bronze Tinplated  15000kedl

2540.05
0.85 C+0.2

B3f 340,

ot i el | b . 2!
| A20.25 | 32 |
v SEC A-A
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi

2 6101 F)2 425 285 125 12 6101F12 16.75 1545 1375
g 6101 F)3 550 420 250 13 G101F13 18.00 16.70 15.00
4 6101 F)4 675 545 375 14 6101F14 1925 1795 1625
5 6101 F)5 an0 670 500 15 6101F15 250 19.20 17.50
[ 6101 FlB 925 785 6.25
7 6101 FO7 1050 920 750
g 6101 F08 1175 1095 875
9 6101 F09 1300 11.70 10.00
10 G101F0 1425 12495 125
11 G101F11 1550 1420 1250
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CABLING CONNECTORS

1,25 mm pitch - wire to hoard connectors - 6101

SPECIFICATIONS

Voltage Rating: 125Y ACDC

Current Rating: 1A AC DC
Withstanding Voltage: 260% AC!minute
Insulation Resistance: 100 MG min
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-15

Material (base): Mylon 66, LIL 94V-0
Material {post): Brass, Tin plated

Q by 1000 pestbag

32
24
= ] _ 4203
3 7 —— |__r1..§_:g._1
% r T -0 09
N_ U Recommended PCE Layout
Pales Part No. A {mm]) B imm)  Cimmj Pales Pait No. A imm) B (imm]  C(mmj
2 6101 MO2-5 425 125 305 12 G101 2-5 16.75 1375 1555
g 6101 MO3-5 550 250 430 13 B101M13-5 18.00 15.00 16.80
4 6101 M04-5 675 375 555 14 6101014-5 1925 1625 18.05
5 6101 M05-5 an0 500 630 15 G101M15-5 250 17 .50 19.30
[ 6101 M0B-5 925 625 805
7 6101 MO7-5 1050 750 930
g 6101 MOB-5 1175 875 1055
9 6101 M09-5 1300 10.00 11.80
10 6101 M10-5 1425 1125 13.05
11 6101 Mi1-5 1550 1250 1430
. Aa 2
& 00006
—oa-n—o0-0-a9-n0- Recommended PCE Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6101 MIZ-R 425 125 305 12 G101M 2-R. 16.75 1375 1555
g 6101 MI3-R 550 250 430 13 61010 3-R. 18.00 15.00 16.80
4 6101 MI4-R 675 375 555 14 G101M 4-R 1925 1625 18.05
5 6101 MI3-R an0 500 630 15 61010 5-R. 250 17 .50 19.30
[ 6101 MIG-R 925 625 805
7 6101 MI7-R 1050 750 930
g 6101 MI3-R 1175 875 1055
9 6101 MIS-R 1300 10.00 11.80
10 6101 M 0-R 1425 1125 13.05
11 6101 M1-R 1550 1250 1430

'5ISELECOM
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CABLING CONNECTORS

1,25 mm pitch - wire to board connectors - 6101

SPECIFICATIONS

Voltage Rating: 125Y ACDC

Current Rating: 1A AC DC
Withstanding Voltage: 260% AC!minute
Insulation Resistance: 100 MCQ min

HEADER

Pales: 2-15

Material (base): Mylon PA4E, UL94Y-0
Material {post): Brass, Tin plated

(3.ty: 1000 posfreel (180°) 1500 pesireel (907)

0.2510.05

A0.3

0.330.05

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

0.540.1

LA

] ]z1e01s
4.6540.2

Pales Part No. A {mm]) B imm)  Cimmj Pales Pait No. A imm) B (mm]
2 6101 MI2-Y 765 305 125 12 G101 2 H15 1555
g 6101 MI3-Y aa0 430 250 13 B101AH 3 240 16.90
4 6101 M4 1015 555 375 14 G101 44 265 18.05
5 6101 MI5-Y 11.40 630 500 15 61010 54 23590 19.30
[ 6101 MIG-Y 1265 a0s 6.25
7 6101 MI7-Y 13590 930 750
g 6101 MI3-Y 1515 1055 875
9 6101 WIS 1640 11.80 10.00
10 6101 M 0 1765 1305 1125
11 G101 M1 18590 1430 1250

AdD4
C+0.2 al
TR L/
—h Y !
IR RS
L_EF thehtheovohod
ca0.1
J—‘Ml‘-ﬂ 1,45 351@ 1 125401 0.8
0.320.08 -0 ! ! ﬂl_ o
ALLLL, =< ——
i *E 4|
T e C e
2 1201
8+0.25 32 |
4 Recommended PCE Layout

Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B (mm]
2 6101 MI2-H 765 305 125 12 610101 2-H H15 1555
g 6101 MI3-H aa0 430 250 13 610101 3-H 240 16.80
4 6101 M24-H 1015 555 375 14 61010 4-H 265 18.05
5 6101 MI5-H 11.40 630 500 15 610101 5-H 23590 19.30
[ 6101 MIG-H 1265 ans 6.25
7 6101 MI7-H 13590 930 750
g 6101 MI3-H 1515 1055 875
9 6101 MIS-H 1640 11.80 10.00

10 6101 M 0-H 1765 1305 125
11 6101M1-H 18590 1430 1250
_ 1
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CABLING CONNECTORS

1,25 mm pitch - wire to board connectors - 6159

SPECIFICATIONS TERMINAL

Voltage Rating: 100V AC.DC Applicable wires: AWG 28 ~32
Currente Rating: 14 AC,DC Material: Phosphor Bronze
Withstanding Voltage: 800Y AC!minute .ty 15000 pesfreel

Insulation Resistance: 1000 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-30

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesfbag

S
J

€ 8 A
e 4.95
2 2.1
|‘ '1 7. 8 0.65 o foE G BS
o
V| aluli 4
SEC BB SECC-C

App. Wires Part No. Finish  Q.tyfreel App. Wires Part No. aterial Finish OQ.twWreel
ANG 28-32 61597 Phosp bronze Tinpl. 15000

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6159F0)2 125 445 20 6159F20 375 %95
g 6159F03 250 570 25 6159F25 30.00 1320
4 6159F04 375 695 30 6159F30 *25 B45
5 615905 500 a20
[ 615906 625 945
7 6159F07 750 1070
g 6159F08 875 1195
9 6159F09 10.00 1320

10 6159F10 1125 1415
15 6159F15 1750 2070
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CABLING CONNECTORS

1,25 mm pitch - wire to board connectors - 6159

SPECIFICATIONS HEADER
Voltage Rating: 100V AC.DC Poles: 2-30

Currente Rating: 14 AC/DC
Withstanding Voltage: 800Y AC!minute
Insulation Resistance: 1000 M min.

Material (base): Mylon 48, LL94Y-0
Material {post): Phosphor bronze , Tin plated
QL ty: 1000 posireel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

AX0.2
1.25+0.1
v I B |
B = i | 2.o|
LJ L] s}
] . 1.25%0.05
4
B+0.3 112 |
| Jl Dooooop—=
P =
B EBEEER P 0.7 |
CIRCUIT 1 Recommended PCB Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6159M12-H 125 745 20 6159020-H 375 2595
g 6159M13-H 250 a7 25 61590M25-H 30.00 *.20
4 6159004-H 375 945 30 6159030-H *25 245
5 6159M05-H 500 11.20
[ 6159M05-H 625 1245
7 6159M07-H 750 1370
g 6159M13-H 875 14495
9 6159M19-H 10.00 1620
10 61590 0-H 1125 1745
15 61590 5-H 1375 1995
A0.2
125401
\ 8 :
ifnnn | ==
vV H H |
r“" w
P [ aeoa [ ]9
L ‘  1.2540.05
|
pooooog—$=
= I— s—
BEEEEEER 4“[ Q C__L]_D-7
¢0.9
CIRCUIT 1 f C£0.1 ! Recommended PCB Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6159M02-HP 125 745 -— 20 61590M20-HP 375 2595 2895
g 6159M03-HP 250 a7 -— 25 6159M25-HP 30.00 *.20 3520
4 6159M04-HP 375 945 -— 30 61590M30-HP *25 245 1 45
5 6159M05-HP 500 11.20 1020
[ 6159M06-HP 625 1245 11.45
7 6159M07-HP 750 1370 1270
g 6159M08-HP 875 14495 1395
9 6159M09-HP 10.00 1620 1520
10 615941 0-HP 1125 1745 16.45
15 615941 5-HP 1375 1995 1895
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CABLING CONNECTORS

1,25 mm pitch - wire to hoard connectors - 6163

SPECIFICATIONS TERMINAL

Voltage Rating: 150v ACDC Applicable wires: AWG 28 ~32
Current Rating: 1A AC DC Material: Phosphor Bronze
Withstanding Voltage: 500% AC!minute Finish: Tin plated

Insulation Resistance: 500 M min. .ty 15000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 30 m max.

HOUSING

Paoles: 10-40

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

0.35

SEC B-B SECG-C -, 0
Applicable Vires Part No Material Finish Oty
MING 28-32 61637 Phosp bronze Tin plated 15.000keel
- B+0.2
(=]
b A+0.15
n | |
| [Taakas )]
H

| & |
43
5.2

L. 1.2540.1
1
o
[l | ] L
Pales Part No. A imm) B imm]
10 G163F205 500 am
il B163F210 1125 1426
k] 6163F215 17.50 205
a0 B163F220 2375 2676
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CABLING CONNECTORS L

1,25 mm pitch - wire to board connectors - 6163

SPECIFICATIONS HEADER

Voltage Rating: 150v ACDC Poles: 10-40

Current Rating: 1A AC DC Material (base): Mylon 9T, ULS4V-0
Withstanding Voltage: 500% AC!minute Material {post): Brass, Tin plated
Insulation Resistance: 500 M min. 3.ty 900 pos/reel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 30 m max.

| = " n
-_— e —ml 9 <«
| il P
0 3 n [Ts]
S = === 1
4 :
.H! | 1.2540.05
| '
phi| A0.15
2.0 B+0.2 e
=1
g PR 1
= S | AxD
< < u - 0.8+0.05 | I || 1.25+0.05
ii #0.8 -1'00
sl @
H o r
0
. w
: : ﬂJunnd][h 7 8
- Aten a
o ~
K 2450, 2.040.08
Poles Part No. A (mm) B (mm)
10 B1GIM205-Y 500 8.8
2 B1GIM210-Y 1125 1434
k)] BIGIM215-Y 1750 2059
10 B1GIM220-Y 2375 2684

For Gold plated ction, please contact us.
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CABLING CONNECTORS

1,25 mm pitch - wire to board connectors - 6169

SPECIFICATIONS TERMINAL

Voltage Rating: 200V AC.DC Applicable wires: AWG 28 ~32
Currente Rating: 14 AC,DC Material: Phosphor Bronze
Withstanding Voltage: 500% AC!minute .ty 15000 pesfreel

Insulation Resistance: 100 M min. Finish: Tin plated (gold pl. upon request)

Temperature Range: -25°C ~ +85°C
Contact Resistance: 40 m max.

HOUSING

Pales: 2-30

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesfbag

App. Wires Part No. Finish  Q.tyfreel App. Wires Part No. aterial Finish OQ.twWreel
ANG 28-32 6169T Phosp bronze Tinpl. 15000

1.30
o
a0
=] '3
<\; H
1.B0
i A £0.30 ._|
O g 3 £ 3 g e g 3 e
1.25+0.05 ‘
. B+0.15 |
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6169F)2 600 125 380 14 6169F14 2.00 1625 18.80
g 6169F03 725 250 505 15 6169F15 225 17 .50 2005
4 616904 g50 375 6.30 20 6169F20 250 375 26.30
5 6169F05 975 500 755 25 6169F25 75 30.00 3255
[ 6169F06 11.00 625 880 30 6169F30 4 .00 X225 3880
7 616907 1225 750 10.05
g 6169F08 1350 875 11.30
9 6169F09 1475 10.00 1255
10 6169F10 16.00 1125 13.80
12 6169F2 1850 1375 16.30
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CABLING CONNECTORS

1,25 mm pitch - wire to board connectors - 6169

SPECIFICATIONS
Voltage Rating: 200V AC.DC
Currente Rating: 14 AC/DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 100 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-30

Material (base): Mylon 46, LIL 84V-0
Material {post): Brass, Tin plated

QL ty: 2000 posireel

5.2£0.20
h2+020 | 10

2 [o)

o 1 00,1 é

= 1.3540.10 2

0.80 —]

ol n iy DOUUUUOUUUTUIIT

PR Y | sex 1.254005 0.70+0.10 i

g AEREREEREENL o [ Y ‘ 520, i

25 o5 | -

o Mated condition Recommended PCE Layout
Pales Part Ho. A {mm) B {mm} C {mmj D fmnmj)
2 G169MO2H 6.00 3% 1.25 640
g G169M03-H 725 515 250 Fils]
4 6169M04-H 850 640 375 840
5 6169M05-H 975 Filis] 500 1015
[ 6169M06-H 11.00 gm0 6.25 11.40
7 G169MO7-H 1225 1015 750 1265
g G169M0G-H 1350 1140 875 13490
9 G169M05-H 1475 1265 10.00 1515
10 616901 0-H 16.00 1350 1125 16.40
12 G169M1 2-H 18.50 1640 1375 18.90
14 616901 4-H 21.00 1850 1625 240
15 616901 5-H 2225 2015 17.50 265
16 GAGGM1E-H 2350 2 40 1875 2380
17 G169M17-H 2475 2265 20.00 215
18 616901 8-H 26.00 23480 2125 .40
19 616901 3-H 2725 2515 2250 2765
L] BAEGM20-H 2850 2640 2375 2880
2 G169M25-H 34.75 3265 30.00 BH15
k] G169M30-H .00 3850 36.25 440
/ 4 1
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CABLING CONNECTORS

1,5 mm pitch - wire

SPECIFICATIONS

Voltage Rating: 50V AC,DC

Current Rating: 1A AC DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 500 MG min.

to board connectors - 6146

TERMINAL

Applicable wires: AWG 28 ~32
Material: Phosphor bronze
Finish: Tin plated

(L ty: 15000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-13

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

SEC A-A N E—
4.0
1.4 2.2
1.1 0.9 i 1.0 0.5
|——‘ S e
g
[Tl ao| O
O g jolbpJl
™ 1.05 vy

SEC B-B

App. Wires Part No. Finish App. Wires Part No. Material Finish
ANG 28-32 61467 Phosp bronze Tinpl. 15000
1L l—||
H i [N -
rleliolloflefloflof —
_E
—FT T .-*
154008 | b
A+0.2 - B
& “ =
| w— I
| 3.3
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6146F)2 150 450 12 6146F12 16.50 19.50
g 614603 300 600 13 6146F13 18.00 2.00
4 6146F04 450 750
5 614605 600 900
[ 614606 750 1050
7 6146F07 900 1200
g 6146F08 1050 1350
9 6146F09 1200 1500
10 6146F0 1350 1650
11 6146F1 1500 18.00
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CABLING CONNECTORS

1,5 mm pitch - wire to board connectors - 6146

SPECIFICATIONS

Voltage Rating: 50V AC,DC

Current Rating: 1A AC DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 500 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-13

Material (base): Mylon 66, LIL 94V-0
Material {post): Brass, Tin plated
Qty: 1000 pesibag

.’f xi
g1
L= S v v e ] ?d
] o
o
c33
1.540.1 1.540.1
BAD.FS 35 4 524015
.r . ;
o % o¢s k MARE
] . | S
i C 7£0.1 | b
—"‘ ’ - 0.7+0. L Je
o Recommended PCB Layout
| 1.540.05 0.5+0.05
A£0.2
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6146M02-5 150 450 12 614601 2-5 16.50 19.50
g 6146M03-5 300 600 13 614601 3-5 18.00 2.00
4 6146M04-5 450 750
5 6146M05-5 600 900
[ 6146M06-5 750 1050
7 6146M07-5 900 1200
g 6146M03-5 1050 1350
9 6146M09-5 1200 1500
10 614601 0-5 1350 1650
11 6146Mi1-5 1500 18.00
! f‘I.\’::!:if.‘.(.h.‘: 0.5+0.05
AN
] T Es
oo oio oo l &
o5
ot
B+0.25 | ~l24s045 1.5£0.1 1.5£0.1
i
O 0l o =
| 5
F]mm ©
-
Recommended PCB Layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6146MI2-R 150 450 12 61464 2-R. 16.50 19.50
g 6146MI3-R 300 600 13 614641 3-R. 18.00 2.00
4 6146M04-R 450 750
5 6146M15-R 600 900
[ 61 46MI5-R 750 1050
7 6146MI7-R 900 1200
g 6146MI3-R 1050 1350
9 6146MI9-R 1200 1500
10 61460 0-R 1350 1650
11 6146M1-R 1500 18.00
o j
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CABLING CONNECTORS

1,5 mm pitch - wire to board connectors - 6146

SPECIFICATIONS HEADER

Voltage Rating: 50V AC,DC Poles: 2-13

Current Rating: 1A AC DC Material (base): Mylon 9T, UL 94-0
Withstanding Voltage: 500% AC!minute Material {post): Brass, Tin plated
Insulation Resistance: 500 M min. .ty 1000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

a 0
rs_c, _ i T & 1.3 - 15
e |
- =M s
s1== I b [ [l
Lo
71‘ - 1.5 TrP
a T
A0.2
Recommended PCE Layout
Poles Part No. A (mm) Bimm) Cimm) Poles Part No. A (mm) Bimm) Ci{mm)
2 6146012 150 600 360 12 61 46hH 2 16.50 2.00 1860
g 61 46MI3-Y 300 750 510 13 61 46K 3 18.00 250 2040
4 6146004 450 900 660
5 6146015 600 1050 810
[ 61 460G 750 1200 960
7 61 46007V 900 1350 1110
g 6146013 1050 1500 1260
9 6146009 1200 1650 1410
10 61460 0 1350 1800 1560
11 6146014 1500 1950 1710
i 1.55 0.7
Al [lflﬂ Nlns
1 £
ﬂﬁ[] i f [
o i 18 FYEL o o T
it T | |
T/
A+0.15 6.0 0.5 "
——';'5 o : e
| Ty 1z 7
-§ S r_;[ LLg ~_ U “
{3 f{ L * 1.5 1.3
Circuit 1_// c 0_5._ [ R jod PCB Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6146MI2-H 150 600 360 12 614641 2-H 16.50 2.00 1860
g 6146MI3-H 300 750 510 13 614641 3-H 18.00 250 2040
4 61 46M04-H 450 900 660
5 6146M15-H 600 1050 810
[ 61 46MI5-H 750 1200 960
7 61 46MI7-H 900 1350 1110
g 61 46MI3-H 1050 1500 1260
9 61 46M19-H 1200 1650 1410
10 61460 0-H 1350 1800 1560
11 61460 1-H 1500 1950 1710
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CABLING CONNECTORS L

1,5 mm pitch - wire to board connectors - 6173

SPECIFICATIONS TERMINAL

Voltage Rating: 350Y ACDC Applicable wires: AWG 24 ~28
Current Rating: 34 AC DC Material: Phosphor bronze
Withstanding Voltage: 500% AC!minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

2m .

SEC A-A

App. Wires Part No. Finish  Q.tyfreel App. Wires Part No. aterial Finish OQ.twWreel
NG 24-28 61737 Phosp bronze Tinpl. 15000

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 617302 150 410 12 6173F12 16.50 1910
g 6173F03 300 560 13 6173F13 18.00 A 60
4 6173F04 450 710 14 6173F14 19.50 210
5 6173F05 600 a60 15 6173F15 2.00 2360
[ 6173F06 750 1010
7 6173F07 900 1160
g 6173F08 1050 1310
9 6173F09 1200 1460

10 6173F0 1350 1610
11 6173F1 1500 1760
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Pales
2

o @ o0~ oo d= o

Pales

2

o @ o0 ) oo d=

Part No.
6173M024
6173M03Y
6173M04-
6173M05-4
6173m06-4
6173M07
6173m08-4
6173m09-4
61730 04
G173M14

Part No.
6173M02-H
6173m03-H
6173m04-H
6173m05-H
6173m06-H
6173M07-H
6173m08-H
6173M09-H
G173M 0-H
6173M1-H

Cireult 14,

A fmm)
150
300
450
600
750
500
1050
1200
1350
1500

CABLING CONNECTORS

1,5 mm pitch - wire to board connectors - 6173

SPECIFICATIONS

Voltage Rating: 350Y ACDC

Current Rating: 34 AC DC
Withstanding Voltage: 500% AC! minut
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

5.00+0.20

5.7540.2%

e —_
..O.'.v‘v‘-‘v,‘!“-
-

B {mm})

430
5560
730
8560
1030
1180
1330
1480
16.30
1780

A fmm)
150
300
450
600
750
900
1050
1200
1350
1500

B {mm)

430
5560
730
8560
1030
1180
1330
1480
16,30
1780

7.7540.20

HEADER
Pales: 2-15
Material (base): Mylon 6T, UL 94-0

e Material {post): Brass, Tin plated

QL ty: 1000 posireel

Cireuit 1

7.00

0.85
1.5040.05
Ax0.05

Recommended PCB Layout

Poles Part No. A (mm) B {imm)
12 61730 2 16.50 19.30
13 61730 3 18.00 .80
14 61730 4 19.50 230
15 61730 5 2.00 2380
Cireult 1\
,,..
f
4.45 “é 8
i ? "
7
il
B ]
g 504005
E = =5 0.05
' Recormmended PCH Layout
Pales Pait No. A imm) B (mm]
12 61730 2-H 16.50 19.30
13 61730 3-H 18.00 .80
14 6173 4-H 19.50 230
15 61730 5-H 2.00 2380

i;'_.s'ss:.scom
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CABLING CONNECTORS L

1,58 mm dia. - wire to wire connectors - 6123

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 18~24
Current Rating: 54 AC, DC Material: Copper alloy
Withstanding Voltage: 1500V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 7000 pesfreel
Temperature Range: -25°C ~ +85°C

Contact Resistance: 20 m{ max.

HOUSING

Poles: 2,3,46,9,12,15
Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

Apllicable Wires Part No. Type oty
NG 1824 B123TP male 7 000pcsfeel

SEC A-A

Apllicable wires Part No. Tyne oty
AING 1824 6123TR female 00pcshesl
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CABLING CONNECTORS

1,58 mm dia. - wire to wire connectors - 6123

Circuits|_Max-Rated | Dimensional Information
Amps |Voltage Receptacle
11.1
2 | sa |2s0v S %ED %
2577 7.3
6123P02W | © E4
6123P0ZWO 6123R02ZWO  (w/o Mtg. Ears)
11.1
R
3 5A | 250v o %ﬂ
251
6123P03W et
6123P03WO  (w/o Mtg. Ears) 6123R03WO  (w/o Mug. Ears)
756 11.1
5 ] N
:
Q 0 i
a | sa |2s0v 3o = |
B «
6123P04AW Z5.1
6123P04WO  (w/o Mtg. Ears) B123R04WO  (w/o Mtg. Ears)
25.4
U
[ o]
6 | S5A |2s0v o [
6123P06W
6123P0BWO  (w/o Mtg. Ears) 6123RO6WO  (w/c Mtg. Ears)
255
) 4
o @
9 5A | 250V Fills) P
I
6123P0SW
6123P0SWO  (w/o Mtg. Ears)
16.8
. 2am . agple—=-.
S S
* ;0 :
12 5A | 250V f 1 i i
-+
6123P12W K/ -
6123P12WO (w0 Mtg. Ears) 6123R12WO  (w/o Mig. Ears)
s L
15 5A | 250V " [ * L
s p < L]
[ pr— [-
o
o - -
6123P15W - s
6123P15WO  (w/o Mtg. Ears) 6123R15WO  (w/o Mtg. Ears)
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CABLING CONNECTORS

1,58 mm dia. - wire to wire connectors - 6124

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
- 4.5 -
¥ T s
lﬁi _1".I u'-l
1 5A | 250V s | L E @ I==N
22
22 -—-l
6124P0T1WO 6124R01WO
9.2
2 . :
= ] 3 e I
2 5A 250V J_ i
= 4.8 ] | 20,6 o
6124P02W 6124R02W
6124P02WO  (w/o Mtg. Ears) 6124R02WO
| 9.5
]_ 7
;I 1 & -
3 5A | 250v - ==
L — — | 20.1 |
3 i 2
6124P03W 6124R03W
6124P0O3WO  (w/o Mtg. Ears) 6124R03WO (w/o Mtg. Ears)
i o Ee—
1 B S 3| | oo
4 5A 250V
i i
891 20,1 _.__
6124P04W 6124R04W
6124P04WO  (w/o Mtg. Ears) 6124R04WO (w/o Mtg. Ears)
. 81
‘ .
N i==F == {0}
4 5A | 250V - " " X q
'_I- -~ —l i 19.2 J & [ss ]
6124PV04AW 6124RV04W
6124PV04W0 (w/o Mtg. Ears) 6124RV04WO0 (w/o Mtg. Ears)
 caa— e
5 5A | 250V o | 1
19.8 |
6124POSW = - 0 75 6124R05W
6124PO5WO  (w/o Mtg. Ears) 6124RO5WO _ (w/o Mtg. Ears)
3.5
o | 1 | i H al | e ¢
6 5A | 250V . % OO0 | o (D
9.1 p- 53 [ (L p—— . W TR
6124P0O6W 6124R06W
6124P06WO  (w/o Mtg. Ears) 6124R06WO (w/o Mtg. Ears)
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CABLING CONNECTORS

1,58 mm dia. - wire to wire connectors - 6124

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
9.7
[] - [ ——
9 5A 250V - - ol o =
| = QOO L___
20 5.7 20.8
6124P09W 6124R09W
6124P09WO  (w/o Mtg. Ears) 6124R09WO  (w/o Mtg. Ears)
9.2
= —
Q00 ]
o - 2ee® 5 lCT
a | L1l € B4l
12 5A 250V - rAASLS) —
(6)®)®)] | I I S—
— VO S—
6124P12W 6124R12W
6124P12WO (w/o Mtg. Ears) 6124R12WO (w/o Mtg. Ears)
_'__ [ % 7
[ ]
“ . s | I
15 5A 250V
|20 T ——— T I e -2-0 ] i
6124P15W 6124R15W
6124P15WO  (w/o Mtg. Ears) 6124R15WO _ (w/o Mitg. Ears)
RECEPTACLE FOR 6123TR

PLUG FOR 6123TP
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6103

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~28
Current rating: 24 AC,DC Material: Phosphor Bronze
Withstanding Voltage: 800Y AC!minute Finish: Tin plated

Insulation Resistance: 1000 m&d min .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Poles: 2-16

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

0.2C

T

0.8

2.810.2

SEC A-A SEC B-B

2.85

2.00

I
_k

1.45+0.05 1.45

App. Wire Part No. Finish Oty App. Wire Material Finish
NG 22-28 61037 Phosp. bronze Tinpl. 10000
0.70 1.3+0.1
a_n il _a i 4.2
B+0.3 | 3.50
A+0.2 I 139
S———
w| @ 5}
| 2.0+£0.1 4.5
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]

2 610302 200 580 12 6103F12 200 2580
g 6103F03 400 780 13 6103F13 2400 2780
4 6103F04 600 980 14 6103F14 .00 280
5 6103F05 an0 11.80 15 6103F15 2.00 .80
[ 6103F06 1000 1380 16 6103F16 30.00 380
7 6103F07 1200 1580
g 6103F08 14.00 17.80
9 6103F09 16.00 1980
10 6103F0 1800 2180
11 6103F11 2000 2380
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CABLING CONNECTORS L

2,0 mm pitch - wire to board connectors - 6103

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-16

Current Rating: 24 AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 800Y AC!minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

[=a=—xuxyi
o

Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6103M02-5 200 600 12 610301 2-5 200 .00
g 6103M03-5 400 an0 13 610301 3-5 2400 2.00
4 6103M04-5 600 1000 14 610301 4-5 .00 30.00
5 6103M05-5 an0 1200 15 6103015-5 2.00 200
[ 6103M06-5 1000 14.00 16 610301 6-5 30.00 .00
7 6103M07-5 1200 16.00
g 6103M08-5 14.00 1800
9 6103M09-5 16.00 2000

10 6103M10-5 1800 2200
11 6103MI1-5 2000 2400
LR AN i
T - L 053005
-
L _.—ﬂ ™ —'"_1 - ™ 2.020.05 "
| L ™ f—”ﬁb: 3 o-bo- M—w,é‘
Il 'fs‘_ | & + i i i
I—F‘?—? 'ZQE wi . it/ A LA 1
Bin 1 U Recommended PCE Layout
St P5£0.15 - 03
: t o
ifl |Pm ol ol iz

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6103MI2-R 200 600 12 61030 2-R. 200 .00
g 6103MI3-R 400 an0 13 610341 3-R. 2400 2.00
4 6103M4-R 600 1000 14 6103 4-R. .00 30.00
5 6103MI5-R an0 1200 15 61030 5-R. 2.00 200
[ 6103MI5-R 1000 14.00 16 61030 6-R. 30.00 .00
7 6103MI7-R 1200 16.00
g 6103MI3-R 14.00 1800
9 6103MI9-R 16.00 2000

10 61030 0-R 1800 2200
11 6103M1-R 2000 2400
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6103

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-16/13

Current Rating: 24 AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 800Y AC!minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min .ty 1000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

A+0.2
1.425=0.1 2.0+04

lmwuuum

Pir 1

1.6 1
B+0.25 z0 "H"__ 4 _'T—*1_-
g - A
H ﬂlnlﬂlﬂlnlﬁ H E[ D [ ] 3°
wwmmsuge R
Ml Resommended PCH Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6103002 200 785 12 61030 2 200 2795
g 6103MI3-Y 400 995 13 61030 3 2400 295
4 6103004 600 1195 14 61030 44 .00 95
5 6103005V an0 1395 15 61030 54 2.00 395
[ 6103005 1000 15595 16 61030 B 30.00 H95
7 610307V 1200 1795
g 6103013 14.00 19495
9 6103009 16.00 2195
10 61030 0 1800 2395
11 610301 2000 25595
W .
2,040 TYF L i
n Q000 o
¢ g -~ i
i i p . I
f A [
! 1 —‘
i 5
K [L il U
¢ M i
.( l J
i k: B10.25
Recommended PCE layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6103MI2-H 200 an0 12 61034 2-H 200 .00
g 6103MI3-H 400 10.00 13 610341 3-H 2400 30.00
4 6103M24-H 600 1200 14 61034 4-H .00 200
5 6103MI5-H an0 14.00 15 610341 5-H 2.00 34.00
[ 6103M05-H 1000 16.00 16 61034 6-H 30.00 3600
7 6103M07H 1200 18.00
g 6103MI3-H 14.00 2000
9 6103MI9-H 16.00 2200
10 61030 0-H 1800 2400
11 61030 1-H 2000 2600
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CABLING CONNECTORS L

2,0 mm pitch - wire to board connectors - 6104

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 26 ~30

Current Rating: 1A AC DC Material: Phosphor bronze
Withstanding Voltage: 500% AC!minute Finish: Gold-flash (Gold incontact area)
Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -40°C ~ +106°C
Contact Resistance: 20 m max.

t=0.2

wy
o
o
"3 158 1.30
(=3 ; -
{/ . J -

1.18+0.1 BEC A-A SEC BB

Applicable Vires Part No. Material Finish Oty
NG 26-30 61047 Phos. bronze Gold{lash 10.000/eel

. t=02 et

SEC A-A SEC B-B

C!)

Apllicahle Wires Part. No. Iaterial Finish Oty
NG 26-30 G104 TK Phos. bronze Gold{lash 10.000/eel
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6104

SPECIFICATIONS HOUSING

Voltage Rating: 260v AC.DC Poles (Single row): 2-20
Current Rating: 1A AC DC Poles (Double row): 4-40
Withstanding Voltage: 500% AC!minute Material: Mory, UL 94Y-1
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -40°C ~ +106°C
Contact Resistance: 20 m max.

; A£0.2 i
’ 2.040.1

T~
HE e BEE oo

g B4+0.25 :

Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 G104F102 400 200 12 6104F112 2400 200
g B104F103 600 400 13 6104F113 .00 2400
4 6104F1 04 an0 600 14 6104F114 .00 .00
5 6104F105 10.00 an0 15 6104F115 30.00 2.00
[ 6104F1 06 1200 1000 16 6104F116 200 30.00
7 6104F1 07 14.00 1200 17 B104F117 34.00 200
g G104F108 16.00 14.00 18 6104F118 3600 .00
9 6104F109 18.00 16.00 19 6104F119 200 3600

10 6104F10 2000 1800 20 G104F120 4000 200
11 G104F1 14 2200 2000
A+0.2
2.040.1

-“'-i

Bx0.25

:
:

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6104F202 400 200 12 6104F212 2400 200
g 6104F203 600 400 13 6104F213 .00 2400
4 6104F204 an0 600 14 6104F214 .00 .00
5 6104F205 10.00 an0 15 6104F215 30.00 2.00
[ 6104F206 1200 1000 16 6104F216 200 30.00
7 6104F207 14.00 1200 17 B104F217 34.00 200
g 6104F208 16.00 14.00 18 6104F213 3600 .00
9 6104F209 18.00 16.00 19 6104F219 200 3600

10 6104F210 2000 1800 20 6104F220 a0.00 200
11 6104F214 2200 2000
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6104

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 1A AC DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +106°C
Contact Resistance: 20 m{ max.

HOUSING

Poles: 4-40 (Double row)
Material: Mylon 66, UL 94'-2
(Qty: 1000 pesibag

A+0.25

; 2.001

FEATURES

Mate with 0,5 mm square pin
Accept 6104TK Crimp Terminal

b 2 |

s o A e R A e S
[PAESRAcaN gL RPN (A RES Raiy
] 59 B =7 R
[PEANPEEN gL SRS R N RN
B+0.30
- | 1T
1t
=]
O 7 2 O 1,1 ™
W Wi w o
A

Pales Part Ho. A {mm) B {mm}
4 G104 F2024 200 430
[ 6104 F20341 400 6.30
g G104 F20441 6.00 8.3
10 6104 F205-1 a.00 10:30
12 6104 F206-1 10.00 1230
14 G104 F20741 12.00 1430
16 6104 F20841 14.00 1630
18 6104 F20941 16.00 1830
il 6104F21041 18.00 2030
A G104F21141 20.00 2230
24 G104F2124 2200 2430
% 6104F2134 24.00 2630
X Gi04F21 44 26100 2830
k] 6104F215-41 28.00 3030
2 G104F216-1 30.00 3230
3 G104F21741 32.00 34230
F Gi04F2184 3400 3630
B 6104F2194 36.00 3830
a0 G104 F2204 38.00 4030
/ 4 1
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6135

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 24 AC DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

TERMINAL

Applicable wires B136TA) AWG 22~24
Applicable wires £135TB): AWG 26~28
Material: Phosphor Bronze

Finish: Tin plated

(L ty: 10000 pesfreel

€3 =y M

0= o=
5.0
4.8

0.95 5]
1.6, 1 22 —_—
H 0.40 e
e .
SECC-C

Appl. Wires Part No. Appl Wires Part No.
AN G 22~24 6135TA 250 205 205 185 10000
Al G 26~28 6135TB 200 210 120 1.30 10000
= gy e | ey B
<
elory i i B o
2.0+0.°
Ax0.20
4.05
B+0.3 I35
| , | |
AN
|
f g |
£x0, 4,
! +0.3 | | 5
Pales Part No. a (mm) himmi ¢ imm} Pales Pait No. a immj himm} ¢ (mm]}
2 6135F02 200 450 560 12 6135F12 200 2450 2560
g 6135F03 400 650 760 13 6135F13 2400 %50 2760
4 6135F04 600 g50 960 14 6135F14 .00 250 2960
5 6135F05 an0 1050 11 .60 15 6135F15 2.00 3050 3160
[ 6135F06 1000 1250 1360
7 6135F07 1200 1450 1560
g 6135F08 14.00 1650 17 60
9 6135F09 16.00 1850 19.60
10 6135F10 1800 2050 2 Bl
11 6135F11 2000 2250 2350

i;'_.s'ss:.scom
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6135

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 24, AC,DC
Withstanding Voltage: 500% AC!minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

0.540.05

B40.3

4.E£0.2

i ass02

i

1l

I
UJ

|

34202

HEADER

Pales: 2-15

Material (base]: Mylon UL 94%-0
Material {post): Brass, Tin plated
Qty: 1000 pesibag

- 2.0%0.1
H = e@w
H : 61.0£0.05
: N PLE Layout

2.0+0.1 0.8+0.2
A0.2

Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 6135M02-5 200 600 12 613501 2-5 200 .00
g 6135M03-5 400 an0 13 613501 3-5 2400 2.00
4 6135M04-5 600 1000 14 613501 4-5 .00 30.00
5 6135M05-5 an0 1200 15 6135015-5 2.00 200
[ 6135M06-5 1000 14.00
7 6135M07-5 1200 16.00
g 6135M08-5 14.00 1800
9 6135M09-5 16.00 2000
10 6135M10-5 1800 2200
11 6135M11-5 2000 2400
50
1.8+0.2 fo B oo
. ~ 3 ¢ #1.020.05
= L Recommended PCE Layoul
3.430.2
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6135MI2-R 200 600 12 61350 2-R. 200 .00
g 6135M13-R 400 an0 13 613501 3-R. 2400 2.00
4 6135M04-R 600 1000 14 61350 4-R. .00 30.00
5 6135M05-R an0 1200 15 613501 5-R. 2.00 200
[ 6135M06-R 1000 14.00
7 6135M07-R 1200 16.00
g 6135M13-R 14.00 1800
9 6135M19-R 16.00 2000
10 61350 0-R 1800 2200
11 6135M1-R 2000 2400
|
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CABLING CONNECTORS

2,0 mm pitch - wire to wire connectors - 6152

SPECIFICATIONS TERMINAL

Voltage Rating: 125 ACDC, Applicable wires: AWG 24 ~28
Current Rating: 24, AC DC Material: Brass , Phos. Bronze
Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 500 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

SEC AR
o
E 1440 1§ s B
|
SEC B8
Applicable Wire Part No. aterial Finish Type Oty
G 24-28 B152TR Brass, Phronze Tin plated Female 10,000k el

BEC A4
- !
9 1.4£0.15 i s
- T i
seces B ey
Applicable Wire Part No Material Finish Type Oty
G 24-28 BI52TP Brass, Phronze Tin plated Male 10,000k el
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CABLING CONNECTORS L

2,0 mm pitch - wire to wire connectors - 6152

SPECIFICATIONS PLUG

Voltage Rating: 125Y ACDC Poles: 2-6

Current Rating: 24 AC DC Material: Mylon 86, UL 94Y-0
Withstanding Voltage: 1000V AC/minute .ty 1000 pesthag

Insulation Resistance: 500 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

RECEPTACLE

Poles: 2-6

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

Laz |

A
Poles Part No. A (mm) B (mm) C imm)
2 6152R02 8.00 2m 460
3 6152R03 10.00 1m0 660
1 6152R04 1200 6.0 860
5 6152R05 14.00 g.m 10,60
6 6152R06 16.00 1000 1260
236 200 16
o o B
| o= ) wwulh e -
‘.-llél.. I_ e |
25
r B 1 ey
o4
A 27
Poles Part. No. A (mm) B (mm) C {mm)
2 6152P02 660 2m 460
3 6152P03 860 1m0 660
1 6152P04 1060 6.0 860
5 6152P05 1260 g.m 10,60
6 6152P06 1460 1000 1260
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App. Wires
NG 22-28

Pales
[

20

-

2,0 mm pitch

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 800Y AC!minute
Insulation Resistance: 500 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 6-23

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

CABLING CONNECTORS

- wire to board connectors - 6157

TERMINAL

Applicable wires: AWG 22 ~28
Material: Phosphor Bronze
Finish: Tin plated

(L ty: 10000 pesfreel

Part No. App. Wires Material Finish
61577 Phos. bronze Tinpl. 10000
B+0.3
| ; AD.2 |
@ e e
=]
o] 20201
CIRGUIT 1 5.0

.V

I

l -

-

{

! [

v 4 |
Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
6157FlG 400 780 26 6157F26 2400 2750
6157F08 600 940 28 6157F28 .00 2590
6157F0 an0 1190 30 6157F30 .00 3480
6157F 2 10.00 13590 32 6157F32 30.00 3590
6157F4 1200 15590
6157F 6 14.00 17.90
6157F8 16.00 19590
6157F20 18.00 21590
6157F22 2000 23490
6157F24 2200 2550
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233



CABLING CONNECTORS L

2,0 mm pitch - wire to board connectors - 6157

SPECIFICATIONS HEADER

Voltage Rating: 260Y AC, DC Poles: 6-32

Current Rating: 34, AC,DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 800Y AC!minute Material {post): Brass! Tin plated
Insulation Resistance: 500 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

;
T !. : 1 .!
ol I:-*.;f -
s R L
\CtrmM
- B+0.3 L 5.0
| |
sl |
I I )
| ']
g ¢ [03
: r
} '
| 5
L] 2o%0: | 658005 [__[2o%0.1
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
3 E157M06-5 400 750 26 B15TM26-5 24.00 7780
a 6157 M0B-5 600 940 28 6157M28-5 .00 2590
10 6157 M10-5 an0 1190 30 6157M30-5 .00 3480
12 6157 M 2-5 10.00 13590 32 6157M32-5 30.00 3590
14 6157 M1 4-5 1200 1550
16 6157 M 6-5 14.00 17.90
18 6157 M18-5 16.00 19590
20 6157 M20-5 18.00 21590
22 6157 M22-5 2000 23490
24 1570045 2200 2580
o DI 0.540.05
f o}
1 L0100 3
o
= H = " o
‘ Cirguit 1

2.040.1
B+0.3

Nec o Xy
TERE
] TTTH

9.5

2.0%0.05 %

Recemmended PCB Layout

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
[ 6157 MIG-R 400 780 26 6157M26-R. 2400 2750
a 6157 MI3-R 600 940 28 6157M28-R. .00 2590

10 6157 0-R an0 1190 30 6157M30-R. .00 3480
12 61570 2-R 10.00 13590 32 6157M32-R. 30.00 3590
14 61570 4-R 1200 15590
16 61570 6-R 14.00 17.90
18 6157 8-R 16.00 19590
20 6157M20-R 18.00 21590
22 6157M22-R 2000 23490
24 6157 M24-R 2200 2550
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6166

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~28
Current Rating: 24 AC DC Material: Phosphor Bronze
Withstanding Voltage: 800Y AC!minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 15000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

]

B

A
2.0 4.5
I‘““‘ 26
1.0 0.6
0 - ) 0
= [CH] b
SEC B-B i

App. Wires Part No. Finish App. Wires Part No. Material Finish Oty
NG 22-28 6166T Phosp bronze Tin PI. 15000

B+0.25

C£0.25

s
L

2.0+0.1 | 2t
A —fr— 3

A40.2
4.0 ‘
||
1 Nk
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6166F)2 200 600 430 12 6166F12 200 .00 2480
g 6166F03 400 an0 630 13 6166F13 2400 2.00 26.80
4 6166F04 600 1000 880 14 6166F14 .00 30.00 2880
5 6166F05 an0 1200 10.80 15 6166F15 2.00 200 30.80
[ 6166F06 1000 14.00 1280
7 616607 1200 16.00 14.80
g 6166F08 14.00 1800 16.80
9 6166F09 16.00 2000 18.80
10 6166F0 1800 2200 .80
11 6166F1 2000 2400 280
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CABLING CONNECTORS L

2,0 mm pitch - wire to board connectors - 6166

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 3

Current Rating: 24 AC DC Material (base]: Mylon, UL 94Y-0
Withstanding Voltage: 800Y AC!minute Material {post): Brass! Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

¢
L 7.8510.25

0.6+0.05

R 4.0+02
Er o
[te]
-%)—%bé%xﬂo
F IS*OIOS

L}
b ¥ o+
2.0+£0.1 0.6+0.05 1.7520.15 Recommended PCB Layout
4.0+£0.2
Poles Part No. Oty
Ji¢] G166M03-5 1000kay
4.020.2
C ] 20401
==k
7.8540.25
G.610.05-| 2 040.05
Tae -
o0 ©
o I o
i
ng et G Lo
Poles Part. No. O.ty
Ji¢] G16EMO3-R 1000kay
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6167

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~30
Current rating: 34 AC,DC Material: Phosphor Bronze
Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 m&d min .ty 8000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 30 m max.

HOUSING

Poles: 2-16

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

;
i

i B A
- an
- S S
SEC A-A

App. Wire Part No. App. Wire Part No. Material Finish
NG 22-30 G167T Phosp. bronze Tinpl. 8000

Cc+0.3
A0
| 7 O
Dooo
"B
6.4
il 2.8
]_g;{l_|
—t "
[
:l:l: .
il i
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 61672 200 450 560 12 B167F12 200 2460 2560
g 6167F03 400 660 760 13 B167F13 2400 %60 2760
4 6167F)4 600 a50 960 14 B167F14 .00 260 2960
5 6167F05 an0 1060 11 .60 15 B167F15 2.00 3060 3160
[ 6167FlG 1000 1260 1360 16 6167F16 30.00 260 3360
7 6167FO7 1200 1460 1560
g 6167F0E 14.00 1660 17 60
9 6167F09 16.00 1860 19.60
10 6167F0 1800 2060 2 Bl
11 B167F1 2000 2260 2350
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CABLING CONNECTORS

2,0 mm pitch - wire to board connectors - 6167

SPECIFICATIONS
Voltage Rating: 260v AC.DC
Current Rating: 34 AC DC

Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min. .ty 1000 pesthag
Temperature Range: -25°C ~ +85°C

Contact Resistance: 30 m{ max.

HEADER
Pales: 2-16
Material (base]: Mylon, UL 94Y-0
Material {post): Brass! Tin plated

Fin 1
5.1
-
b o
! : il
o i
5 ! Recommended PCB Layout
Poles Part No. A (mm) Bimm) Cimm) Poles Part No. A (mm) Bimm) Ci{mm)
02 6167MI2-5 200 475 6.00 12 G167 2-5 200 475 26.00
03 6167 MI3-5 400 675 800 13 613701 3-5 2400 X775 28.00
o4 6167 M04-5 600 875 10.00 14 6167M14-5 .00 275 30.00
05 6167 MI5-5 an0 1075 12.00 15 6167M15-5 2.00 A075 32.00
06 6167 MB-5 1000 1275 14.00 16 6167M16-5 30.00 275 34.00
o7 6167 MI7-5 1200 1475 16.00
08 6167MIG-5 14.00 1675 18.00
09 6167M09-5 16.00 1875 .00
10 6167MI0-5 1800 2075 200
11 B167MI1-5 2000 2275 2400
e B S,
204005 i
= i |
' ; :: (]
Recommended PCE Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
02 6167MIZ-R 200 475 6.00 12 G167 2-5 200 475 26.00
03 6167 MI3-5 400 675 800 13 616701 3-5 2400 X775 28.00
o4 6167 M04-5 600 875 10.00 14 6167M14-5 .00 275 30.00
05 6167 MI5-5 an0 1075 12.00 15 6167M15-5 2.00 A075 32.00
i3 6167 MIB-5 1000 1275 14.00 16 6167M16-5 30.00 275 34.00
o7 6167 MI7-5 1200 1475 16.00
08 6167MIG-5 14.00 1675 18.00
09 6167M09-5 16.00 1875 .00
10 6167MI0-5 1800 2075 200
11 B167MI1-5 2000 2275 2400
;gﬂ
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Applicable Wires
NG 1826

Pales
1

o R SR )

CABLING CONNECTORS

2,36 mm dia. - wire to board connectors - 6112

Part No.
61127

Part. No.

6112F
6112FE
6112F G
6112F 4
6112F5
6112F06

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m&) ma.

TERMINAL

Applicable wires: AWG 18 ~ 26
Material: Brass

Finish: Tin plated

(L ty: 15000 pesfreel

HOUSING

Poles: 1-6

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

-C B A=
38103 i: @
2520125 1
L q = —]———] i
- B- b= —&
15.120.3
SEC A-A SEC B-8
708025 55:02
30:02 : 143015
\J-:\ 265:0.15
— -
T 28
SECCC
Material Finish Oty
Brass Tin plated 15000k eel

—
j:’
]
el
-

I—
[
LU
12|

B:0.3 |

A imm)

10,00
16.00
26.00
34.00
42.00

B imm)
6.50
1600
2400
3200
4000
4500

i;'_.s'ss:.scom
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CABLING CONNECTORS

2,36 mm dia. - Wire to Wire connectors - 6126

SPECIFICATIONS

Voltage Rating: 600V AC,DC

Current Rating: 124 max.

Withstanding Voltage: 1500V AC/minute

TERMINAL

Applicable wires: AWG 20 ~ 16

Material: Brass
Finish: Tin plated

Insulation Resistance: 1000 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

(Qty: 3600 posireel

HOUSING

JJJJJJ

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

\/1 e==Tmlo

252015

25+
&
i
¥

<
al;

EC BB L®
Applicable Wires Part No Type Material Finish Oty
MGG~ 20 E1X%TP End chain Brass Tin plated 3.500keel
AlNG 16~ 20 B126TPC Middle chain Brass Tin plated 3.500keel
D € B
—kF F h
et O
"
o —
) o .
L 97 e __ B.akD?5 :‘
= L
SEC B-B SFeO-b 1.240.4
Applicable VWires Part No. Tyne Iaterial Finish Oty
MGG~ 20 E1%TR End chain Brass Tin plated 3.500keel
AlNG 16~ 20 B126TRC Middle chain Brass Tin plated 3.500keel
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CABLING CONNECTORS

2,36 mm dia. - wire to wire connectors - 6126

Max-Rated Dimensional Information
Circuits
Ampe | Voltage Plug Receeptacle
1 12A | 600V —d &h i =
30.2 | »-?—é—l L':‘_{_:J 12.2 'g
U0
6126P0TWO (w/o Mtg. Ears)
2 12A | 600V | * O
N 152
6126P02W
6126P02WO (w/o Mtg. Ears)
£ @
& O
3 1A | 600V ol
. |22
6126P03W
6126P03WO  (w/o Mtg. Cars) 6126RO3WO  (w/o Mtg. Ears)
= T [_!
4 9A | 600V ?-‘i a=—=N"
, , I
=3 12.2
L 30.0 23
6126P04W
6126P04WO  (w/o Mtg. Ears) 6126R04WO  (w/o Mtg. Ears)
A rm] i
- \V N
6 9A | 600V o oxoll 5
5 {
30.2 ' 5.3 12.2
: == \: 0.0 _‘
6126P06W
6126P06WO (w/o Mtg. Ears) 6126R06WO (w/o Mtg. Ears)
i eieyo ] A [: g
YA
9 8A | 600V | [{] é % =
_ j! 00 F: i
l_ 0.2 ._J |_ 218 _| [ 21.0 _‘IZ._L =
L 20.0 -
6126P09W
6126P09WO (w/o Mtg. Ears) 6126R09WO (w/o Mtg. Ears)
242 8 seLecom




CABLING CONNECTORS

L 2,36 mm dia. - wire to wire connectors - 6126

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle

= i

B 1§

e =] |

12 TA 600V i 4
JEL2 22.3

6126P12W
6126P12WO0 (w/o Mtg. Ears)

15 6A 600V

—

6126P15W
6126P15WO (w/o Mtg. Ears)

SN
With Mo E »
it unting Ears
Or W/O Mounting Ears }\\?

o

6126R15WO (w/o Mtg. Ears)

243
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CABLING CONNECTORS

2,36 mm dia. - wire to wire connectors - 6127

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
0|
|
- . ;
©
1 12A | 250V J| T o 3 x|} L] 7
8| 246
6127P0TWO  (w/o Mtg. Ears) 6127ROTWO (w/o Mtg. Ears)
o [ (0 = ©
g & ‘ o | o
2 12A | 250V s resnsd iR
oL KN | i FAEA _J L o
34 6 » 257 _! 6.35
6127P02W 6127R02W
6127P02WO (w/o Mtg. Ears) 6127R02WO (w/o Mtg. Ears)
7 -
B o in ] o)
3 12A | 250V I | o
| o rap - -
l. 2486 - -zl
6127P03W 6127RO3W
6127P03WO (w/o Mtg. Ears) 6127R03WO (w/o Mtg. Ears)
(9 =7
O
4 9A | 250v -0 i _
110.7 8.6 | 11,21 e
245 -l | 25.7
6127P04W 6127R04W
6127P04WO (w/o Mtg. Ears) 6127R04WO (w/o Mtg. Ears)
= = 3 iod
i | e == il
|1.7] RECN . Lt
24.6 257
6127PV04W 6127TRVO4W
6127PV04WO (w/o Mtg. Ears) 6127RV04WO (w/o Mtg. Ears)
1]
8= i)
5 9A 250V l
10,7 112
L 245 | | 5.7
6127P0O5WO (w/o Mtg. Ears) 6127R0OSWO (w/o Mtg. Ears)
{5 =]
R = | i
& 9A | 250V e T Bz
T . 264 |
6127P06W 6127R0O6W
6127P06WO (w/o Mtg. Ears) 6127R0O6WO (w/o Mtg. Ears)

244
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CABLING CONNECTORS

2,36 mm dia. - wire to wire connectors - 6127

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
i :
o t——i=F 10 ~ 0
9 9a | 2s50v i | i - (©6 :5
10.7 [ 183 11 ;
24.8 e - 257
6127P09W 6127R09W
6127P09WO (w/o Mtg. Ears) 6127R09WO (w/o Mtg. Ears)
u eo9] . 688
o= Pee o h--4-4
12 7.5A | 250V R © G?g | QO
&c L |e%e
10.7 | 18.8 2| [.18.2 |
T4 6 o™ e 25.7
6127P12W 6127R12W
6127P12WO (w/o Mtg. Ears) 6127R12WO (w/o Mtg. Ears)
g o = 'Qf;w’
& m‘?' - 000
_ B = es S 229
15 | 7.5 | 250V 00 ' 00
AN 4 0006
10.7 | 188 10.4 16.2_|
| 248 BT
6127P15W 6127R15W
6127P15WO (w/o Mtg. Ears) 6127R15WO (w/o Mtg. Ears)
i )
With Mounting Ears

Or W/O Mounting Ears ™ \\

"S]SELECOM
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CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6106

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~28
Current Rating: 34 AC DC Material: Brass

Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 8000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-20

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

SEC C-C

App. Wires Part No. Finish App. Wires Part No. Material Finish Oty
NG 22-28 6106T Brass Tinpl. 8000

g 4
R TR R N TR R

1.85

@ ﬂ it W H
e ()
~ IFJII J'! o 11X J
| c0.3 l 57
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi

2 6106F)2 250 570 730 12 6106F12 2750 3070 3230
g 6106F03 500 820 980 13 6106F13 30.00 1320 34.80
4 610604 750 1070 1230 14 6106F14 250 B 3730
5 6106F05 10.00 1320 14.80 15 6106F15 H.00 B20 39.80
[ 6106F06 1250 1570 17.30 20 6106F20 47 50 5070 52.30
7 610607 1500 1820 19.80
g 6106F08 1750 2070 230
9 6106F09 2000 2320 2480
10 6106F0 2250 2570 2730
11 6106F 1 2500 2820 280
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6106

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-20

Current Rating: 34 AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1000V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

AZ0.1

= 25400 o
aljo||o) (o) |a|ja||o| (o] |a rm“| “‘Hﬁ‘?‘g\
B8+0.3 J Recormmended PCB Loy
s AL0.2 .
! ; 0642005 | 2.5+0.3
I ol
. o
[

Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 6106MI2-5 250 750 12 610601 2-5 2750 250
g 6106M0I3-5 500 10.00 13 610601 3-5 30.00 H.00
4 6106M04-5 750 1250 14 610601 4-5 250 3750
5 6106M05-5 100 1500 15 6106015-5 H.00 40.00
[ 6106M0E-5 1250 1750 20 6106M20-5 47 50 3250
7 6106M07-5 1500 2000
g 6106M0IE-5 1750 2250
9 6106M09-5 2000 2500

10 61060 0-5 2250 2750
11 G106M1-5 2500 3000
4302
25401  0.642005 |
Qannnang
. = | S "'2%0_05
Jn ennoofoeasald {#)..é;{g_eﬁ-m
= o Recommended FCB Layout
B+0.3 2.50+0.2 e
. =
m m . R ]
i
1 @ N B 7( g

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6106MI2-R 250 750 12 61064 2-R. 2750 250
g 6106MI3-R 500 10.00 13 61064 3-R. 30.00 H.00
4 6106M4-R 750 1250 14 61064 4-R. 250 3750
5 6106MI3-R 10.00 1500 15 61064 5-R. H.00 40.00
[ 6106MIG-R 1250 1750 20 6106M20-R. 47 50 3250
7 6106MI7-R 1500 2000
g 6106MI3-R 1750 2250
9 6106MI3-R 2000 2500

10 61060 0-R 2250 2750
11 61060 1-R 2500 3000

248 8 seLecom



CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6107

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 800Y AC!minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

App. Wire Part No. aterial
MING 2228 61077 Phosp bronze
Pales Part No. A {mm])
2 6107 F02 250
3 6107F03 500
1 6107F04 750
5 6107F05 1000
4 6107 F0G 1250
7 6107 FO7 1500
g 6107 F08 1750
9 6107F09 2000
10 61070 2250
Il 6107F11 2500

0.85
E

Finish

Tinpl.

B {mm)

700

950

1200
1450
17.00
1950
2000
2450
2700
2950

& ﬁ
a 1
-

TERMINAL

Applicable wires: AWG 22 ~28
Material: Phosphor bronze
Finish: Tin plated

(L ty: 10000 pesfreel

11401

59
21301

b

Part No.

Oty App. Wire
10000

Pales Pait No.
12 6107F12
13 6107F13
14 6107F14
15 6107F15

Material Finish Oty

A fmm) B {mm)
2750 200
30.00 3450
250 37.00
H.00 50

'5ISELECOM
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6107

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 800Y AC!minute
Insulation Resistance: 1000 M min
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-15

Material (base): Mylon 68, LL 94V-0 Matural
Material {post): Brass, Tin plated

Qty: 1000 pesibag

A0

2.5:0.1

{# 49_9_8 \%\
Recoemmended PCE Layout

TnEe
I w
iy i |
i i
N
| 28501 0.64+0.05 Ll ossioi
A+0.2

Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6107MI2-5 250 750 12 G107 2-5 2750 250
g 6107 MI3-5 500 10.00 13 6107M13-5 30.00 H.00
4 6107 M04-5 750 1250 14 6107M14-5 250 3750
5 6107 MI5-5 10.00 1500 15 6107M15-5 H.00 40.00
[ 6107 M0B-5 1250 1750
7 6107 MI7-5 1500 2000
g 6107MIE-5 1750 2250
9 6107M09-5 2000 2500
10 6107MI0-5 2250 2750
11 G107MI1-5 2500 3000

A+0.2
| 2.5%0.1 |, D.640.05
[ | T A£D.1
l+ 25401
™ —
- e
—#ﬂ$—£ﬁﬂg 5 $—9_eﬁ$iﬁﬁn
L ":' Recornmended PCE Layout
. B+0.3
| :
wl
UL | | o E 5
— i i i L
' R v 1 =
i ]| 53]

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6107MIZ-R 250 750 12 G107A 2-R. 2750 250
g 6107MI3-R 500 10.00 13 6107 3-R. 30.00 H.00
4 6107M4-R 750 1250 14 G107AH 4-R. 250 3750
5 6107MI5-R 10.00 1500 15 6107 5-R. H.00 40.00
[ 6107 MIG-R 1250 1750
7 6107MI7-R 1500 2000
g 6107MI3-R 1750 2250
9 6107MIS-R 2000 2500
10 6107 0-R 2250 2750
11 6107M1-R 2500 3000

o j
230 '._.__s,-’ssr.scom



CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6108

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~28
Current Rating: 34 AC DC Material: Phosphor bronze
Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-20

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

0.2

7

o
Q
= 'Jj 0.170
n =
¥ 3
SN
- o4,

App. Wire Part No. App. Wire Material Finish
NG 22-28 6108T Phosp bronze Tinpl. 10000

39
2.540.1
440.9 3.3£0.15
— . | 1.050,1
1
0o0oojog. ey
g @ 2 s &
A ‘|-
b
i 3
LI O U O 1
4.8
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6108F)2 250 580 12 6108F12 2750 3080
g 6108F03 500 830 13 6108F13 30.00 330
4 6108F04 750 1080 14 6108F14 250 B0
5 6108F05 10.00 1330 15 6108F15 H.00 230
[ 6108F06 1250 1580 16 6108F16 3750 4080
7 610807 1500 1830 17 6108F17 40.00 4330
g 6108F08 1750 2080 18 6108F18 4250 4580
9 6108F09 2000 2330 19 6108F19 4500 4330
10 6108F0 2250 2570 20 6108F20 4570 50.80
11 6108F1 2500 2830
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CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6108

SPECIFICATIONS

Voltage Rating: 260v AC/DC

Current Rating: 34 AC/DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-20

Material (base): Mylon 68, LL 94V-0 Matural
Material {post): Brass, Tin plated

Qty: 1000 pesibag

[Ssea]]
40,3 2 ‘ 1,1401
i r—:—r
J a2
T ,! I \ 4 25£0.05 _*;3'?}71’
NN 600 o
e 33 Recommendsd PCE Loyout
Poles Part No. A (mm) Bimm) Cimm) Poles Part No. A (mm) Bimm) Ci{mm)
2 6108MI2-5 250 600 750 12 610801 2-5 2750 .00 3250
g 6108M0I3-5 500 a50 10.00 13 610801 3-5 30.00 350 35.00
4 6108M04-5 750 11.00 1250 14 610801 4-5 250 3600 3750
5 6108M05-5 10.00 1350 15.00 15 6108015-5 H.00 250 40.00
[ 6108M0B-5 1250 16.00 17 .50 16 610801 6-5 3750 400 4250
7 6108M07-5 1500 1850 .00 17 6108M17-5 40.00 4350 4500
g 6108M0E-5 1750 21.00 250 18 6108018-5 4250 4500 47 50
9 6108M09-5 2000 2350 2500 19 6108019-5 4500 4350 50.00
10 6108M0-5 2250 2600 2750 20 6108M20-5 47 50 .00 5250
11 6108MI1-5 2500 2850 30.00
A£0.Z
, 25401 @0.7+0.05
II ﬂ/
1
%= FeeTh ]
H -]
= =1 =1
B+0.3 48
3.540.1
Cx0.3 11201
I . e . "
t M qf l Lﬂ— 2,5£0.05 ;‘3'0
& @ t=| W) " w . gk
I s - % P-G—0—¢-
L \i_ 35 | Recommended PCB Loyout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6108MI2-R 250 600 750 12 61084 2-R. 2750 .00 3250
g 6108MI3-R 500 a50 10.00 13 61084 3-R. 30.00 350 35.00
4 6108M4-R 750 11.00 1250 14 61084 4-R. 250 3600 3750
5 6108MI3-R 10.00 1350 15.00 15 610841 5-R. H.00 250 40.00
[ 6108MI5-R 1250 16.00 17 .50 16 61084 6-R. 3750 4 .00 4250
7 6108MI7-R 1500 1850 .00 17 61084 7-R. 40.00 4350 4500
g 6108MI3-R 1750 21.00 250 18 61084 8-R. 4250 4500 47 50
9 6108MI3-R 2000 2350 2500 19 61084 9-R. 4500 4350 50.00
10 61080 0-R 2250 2600 27 50 20 6108M20-R. 47 50 .00 5250
11 61080 1-R 2500 2850 30.00
;gﬂ
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CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6109

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 24 AC DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-15

Material: Mylon, 94'-2 +5% FRP.
(Qty: 1000 pesibag

TERMINAL

Applicable wires: AWG 22 ~28
Material: Brass

Finish: Tin plated

(1 ty: 8000 posireel

o
(=1
\VE|
o
0| o 'SEC B-B
o =
" 3
-
o
| |
SEC C-C
App. Wire Part No. Finish App. Wire aterial Finish Oty
NG 22-28 61097 Brass Tinpl. 8000
[ |
&
A£0.2
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]

2 6109F)2 600 250 12 6109F12 .00 2750
g 6109F03 a50 500 13 6109F13 350 30.00
4 610904 11.00 750 14 6109F14 3600 250
5 610905 1350 10.00 15 6109F15 250 H.00
[ 6109F06 16.00 1250
7 6109F07 1850 1500
g 6109F08 21.00 1750
9 6109F09 2350 2000
10 6109F0 2600 2250
11 6109F11 2850 2500

i;'_.s'ss:.scom
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6109

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-15

Current Rating: 24 AC DC Material (base): Mylon 94V-2 +5% FRP.
Withstanding Voltage: 1000V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

2.040.15
0.6440.05
i
| Ak0.1
2.540.1 ,ﬂt"w
. t !
B ©-p-0-0-0
m
_J: Recommended PCB Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6109M02-5 500 250 12 610901 2-5 30.00 2750
g 6109M03-5 750 500 13 610901 3-5 250 30.00
4 6109M04-5 1000 750 14 610901 4-5 H.00 250
5 6109M05-5 1250 10.00 15 6109015-5 3750 H.00
[ 6109M06-5 1500 1250
7 6109M07-5 1750 1500
g 6109M08-5 2000 1750
9 6109M09-5 2250 2000
10 61090 0-5 2500 2250
11 B109MI1-5 2750 2500
| Fe——— | em— 2 R |
o @ Bfe @<
A0,
0.64+0.05
Recommended PCB Layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6109MI2-R 500 250 12 610941 2-R. 30.00 2750
g 6109MI3-R 750 500 13 610941 3-R. 250 30.00
4 6109M04-R 1000 750 14 610941 4-R. H.00 250
5 6109MI5-R 1250 10.00 15 610941 5-R. 3750 3750
[ 6109MI5-R 1500 1250
7 6109MI7-R 1750 1500
g 6109MI3-R 2000 1750
9 6109MI9-R 2250 2000
10 61090 0-R 2500 2250
11 61090 1-R 2750 2500
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2,5 mm pitch -

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-20

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

Bl

=1

SEC A-A

S8'Z

CABLING CONNECTORS

wire to board connectors - 6110

TERMINAL

Applicable wires: AWG 22 ~28
Material: Brass

Finish: Tin plated

Qty: 7000 posireel

1k

=
SECB-B
App. Wire Part No. Insulation 0.D.  Materal  Finish Oty App. Wire Part No. Insulation 0.D. Materal Finish Oty
NG 22-28 6130TR 17 Brass Tinpl. 000
C#0.3
! i — |
W e - - —
|:33|::||::||r:||:::||:::| ]ﬂ
o | | e
L \_r\]Lrulf\_m_
18 | [ | a1 |
| AsD2
8203 e | 1.50
T i o g
| ¥ ﬂ
| g
e TR T T T
Wl I | 5]
AR
P ”
I 2
i
I
.||I ekl Y
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6110F)2 250 570 870 12 6110F12 2750 3070 3370
g 611003 500 a20 11.20
4 6110F04 750 1070 13.70
5 611005 10.00 1320 16.20
[ 611006 1250 1570 18.70
7 6110F07 1500 1820 A.20
g 6110F08 1750 2070 3
9 6110F09 2000 2320 x20
10 6110F0 2250 2570 ]
11 6110F1 2500 2820 A2

"S]SELECOM
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6110

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-20

Current Rating: 34 AC DC Material (base): Mylon 68, LL 94V-0 Matural
Withstanding Voltage: 1500V ACIminute Material {post): Brass, Tin plated

Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

f‘lJIr
/

i

= | /e @ al®
o
IF
8203
A0 2

26201 1.0+0.05 00645005

6.2

284005

ﬂ L
T o] 22

$‘i
l: . o8 PCE Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6110MI2-5 250 500 12 611001 2-5 2750 30.00
g 6110M0I3-5 500 750
4 6110M04-5 750 1000
5 6110M05-5 10.00 1250
[ 6110M0B-5 1250 1500
7 6110M07-5 1500 1750
g 6110MIE-5 1750 2000
9 6110M09-5 2000 2250
10 6110M0-5 2250 2500
11 6110MI1-5 2500 2750
¥
10:005 ’—1 0644005
25:005
T o
l
Recommendad FCE Layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]

2 6110MI2-R 250 500 12 611001 2-R. 2750 30.00
g 6110MI3-R 500 750
4 6110M4-R 750 1000
5 6110MI3-R 10.00 1250
[ 6110MI5-R 1250 1500
7 6110MI7-R 1500 1750
g 6110MI3-R 1750 2000
9 6110MI9-R 2000 2250
10 61100 0-R 2250 2500
11 61100 1-R 2500 2750

256 8 seLecom



CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6111

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 18 ~22
Current Rating: 34 AC DC Material: Phosphor bronze
Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 15000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Paoles: 2-8

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

L S )
5 o
+Hi
el 2.6540.3

[ | i

SEC A-A

Applicable Part No Finish Applicable Part No Material Finish
AING18~22 61T Phosp bronze Tinplated  15000kedl
o
a1
h SECTION #i=f
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6111F2 250 730
g 611103 500 940
4 611104 750 1250
5 611105 10.00 1480
[ 611106 1250 17.40
7 6111 F07 1500 2010
g 6111F08 1750 220
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6111

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-8

Current Rating: 34 AC DC Material (base): Mylon 68, LL 94V-0 Matural
Withstanding Voltage: 1000V AC/minute Material {post): Brass/Tin plated

Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

EIiD 35

0.6440.08 o 2.520.1 18 1

— -

- T
_ | '
; ﬂ I | '
2544005 i
zf . || A
[ 1 : T
I -4
¢ - * 1
| ALO.25 | 5.1 Fecammended PGB Layoul
Poles Part No. A (mm) B (mm)
2 6111 M02-5 250 540
3 6111 M03-5 5.00 780
i 6111 M04-5 750 1040
5 6111 M05-5 10,00 1270
4 6111 MOG-5 1250 1520
7 6111 MO7-5 15.00 1770
g 6111 M0B-5 1750 2030
LA
R
-8 59 5 ©
| 10.2:+0.35 |
Z.5:40.1 0.6a40.05
|
! ! | ! S E 2 5440.05 ot
Py i /
“ i_lle ! [
1.5+0.25 : 3_.;41- Recommanded PCE Layout
Pales Part No. A imm) B imm]
i 611104-R 750 1040
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CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6140

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~30
Current Rating: 34 AC DC Material: Brass

Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon, UL 94'-0
(Qty: 1000 pesibag

App. Wires Part No. Finish App. Wires Part No. Material Finish
NG 22-30 61137 Brass Tinpl. 10000
! I—
E}%E-EIE
__|25:0.1
B+0.3
A0 2

IIRINIRI

’
|
|

i SRR

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6140F)2 250 580 12 6140F12 2750 3080
g 614003 500 830 13 6140F13 30.00 330
4 6140F04 750 1080 14 6140F14 250 B0
5 614005 10.00 1330 15 6140F15 H.00 230
[ 614006 1250 1580
7 6140F07 1500 1830
g 6140F08 1750 2080
9 6140F09 2000 2330

10 6140F 0 2250 2580
11 6140F1 2500 2830
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CABLING CONNECTORS

2,5 mm pitch - wire to wire connectors - 6140

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 1000 AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-15

Material (base): Mylon 66, LIL 94V-0
Material {post): Brass, Tin plated
Qty: 1000 pesibag

1.7

. 25801

mil

PP g @-6-0-0;

LU‘_'TU] | ! l M
2.5:0.1 4: 0641005 Recommended PCE Layout

6.0

s

r_TZ_S‘DM

0000H
& — 12008 /
U
- :3 Recammended PCh Layout

PIN DS 90° Alfmm) B fmm) PN DS 180° PIN DS 90°
2 6140MI2-5 B 40ME-R 250 500 12 614001 2-5 61400 2-R. 2750 30.00
g 6140M03-5 61 40MIG-R 500 750 13 6140013-5 61400 3-R. 30.00 3250
4 6140M04-5 B 40MM-R 750 10.00 14 6140014-5 61400 4-R. 250 35.00
5 6140M05-5 61 40MI5-R 10.00 1250 15 6140015-5 61400 5-R. H.00 3750
[ 6140M06-5 B 40MXE-R 1250 15.00
7 6140M07-5 61 40M07-R 1500 17 .50
g 6140M03-5 61 40M8-R 1750 .00
9 6140M09-5 61 40ME-R 2000 250
10 61400 0-5 G140M0-R 2250 2500
11 6140Mi1-5 61 40M11-R 2500 27 50
A=
- L L J 7 :

T —T—

- el i

[TTTT1 | IIE

¥ b - I .
e 40 E:--ZD
4.0
SECTION A-A
 —— 2124005
P99
Recommended PCE Layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
[ 6140M06-0R 500 250
7 6140M07-DR 750 500
12 614061 2-DR 1000 750
/ g 1
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CABLING CONNECTORS

2,5 mm pitch - wire to wire connectors - 6140

SPECIFICATIONS

Voltage Rating: 260Y AC, DC

Current Rating: 34 AC, DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

i 148
24,
. oy
™~
SEC A-A
App. Wires Part No. Material Finish Oty
NG 22-28 6140TP Brass Tin plated 10.000/eel
84 ;
ig
18
. B
-~ B
-
Log ai SEC A-A
Appl. Wires Part. No. Iaterial Finish Oty
NG 22-28 6140TR Brass Tin plated 10.000/eel

Phosphar broree material available, for more information please contact us.

TERMINAL

Applicable wires: AWG 22 ~28
Material: brass/Phosphore bronze
Finish: Tin plated

(L ty: 10000 pesfreel

SEC B-B

f'_.s:'ssl.scom
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CABLING CONNECTORS L

2,5 mm pitch - wire to wire connectors - 6140

SPECIFICATIONS HOUSING

Voltage Rating: 250 AC, DC Poles: 2-12 (5140F); 2-20 (5140R)
Current Rating: 34 AC, DC Material: Mylon, UL 94Y-0
Withstanding Voltage: 1000V AC/minute .ty 1000 pesthag

Insulation Resistance: 1000 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

28
Ae0 2
| B0 3
81
;
78 4
Pales PiN with m.e. PiN vdom.e.  A{mm] B (mm) Pales PiN with m.e. PiN wdom.e.  Afmm] B (mmj
02 61 40P 6140PO2ID 250 860 12 6140P1 201 6140P12000 2750 3360
03 61 40P 6140PO3D 500 1110
o4 61 40P0440 61 40P04D 750 1360
05 61 40P0SN 6140POF00 10.00 16.10
06 61 40P0BIY 61 40P0OGIID 1250 1860
o7 61 40P07I 61 40PO7IND 1500 210
08 61 40P0E 6140P03ID 1750 2360
09 61 40P0S 61 40PO%IN D 2000 &10
10 6140P 0 61 40P D) 2250 260
11 61 40P 11 6140P1 100 2500 310
o ™ 0

i
iy A J &8

- B L 48 “
pgagg
7
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
02 61 40RD2u 250 600 12 6140R1 2ulf 2750 .00
03 61 40RD3N 500 a50 13 61 40R1 3l 30.00 350
o4 61 40RD4 750 11.00 14 61 40R1 4l 250 3600
05 61 40RDF 10.00 1350 15 61 40R1 Fulf H.00 250
i3 61 40RDGN 1250 16.00 16 61 40R1 Gl 3750 4 .00
o7 61 40R07 1500 1850 17 61 40R1 7l 40.00 4350
08 61 40R0GN 1750 21.00 18 61 40R1 8l 4250 4500
09 61 40R0S 2000 2350 19 61 40R1 Sl 4500 4350
10 61 40R1 0lr 2250 2600 20 61 40R200 47 50 .00

1 6140R1 11l 2500 2850
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6150

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~30
Current Rating: 34 AC DC Material: Phosphor bronze
Withstanding Voltage: 1000V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 15000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

7] m
r~.| 1.8 q 4
= |
lfLr:r A
SEC A-A
2 2.240.15
2.420.25 3 1.0+0.1
| 0
o
—
EE O 10.9+£0.25

App. Wires Part No. Finish App. Wires Part No. Material Finish Oty
NG 22-30 61507 Phosp bronze Tinpl. 15000

B+03 41

1003100 i

<
¢
' m
] 1
If i |
=
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6150F0)2 250 550 200 12 6150F12 2750 3050 11.00
g 615003 500 an0 250 13 6150F13 30.00 3.00 13.00
4 6150F04 750 1050 500 14 6150F14 250 H50 13.00
5 615005 10.00 1300 500 15 6150F15 H.00 200 13.00
[ 615006 1250 1550 6.00
7 6150F07 1500 18.00 800
g 6150F08 1750 2050 10.00
9 6150F09 2000 2300 10.00
10 6150F 0 2250 2550 10.00
11 6150F11 2500 2800 11.00
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CABLING CONNECTORS

2,5 mm pitch - wire to board connectors - 6150

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-15

Current Rating: 34 AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1000V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

6.5
[
|
[

=

=
=
=

Ax0.2

&
e I Sty
f Os

S
o

oy
t—Lygn i g = EB-—EB—@ =
I
q f Recommended FCB Laysut
2.5%01 | C.64+£0.05
A+0.2

Poles Part No. A fmm]) B imm) C imm)
2 G150MI2-5 250 5.00 220
3 G150MIZ-5 5.00 7580 270
4 G150M04-5 750 1000 5.20
5 G150M05-5 10,00 1250 5.20
4 G150M0E-5 1250 1500 6.20
7 G150MI7-5 15.00 1750 §.20
g G150M0G-5 17.50 2000 10.20
9 G150M0%-5 20.00 2250 10.20
10 G150M10-5 2250 2500 10.20
1 G150M11-8 25.00 2750 11.20
12 G150M12-5 2750 3000 11.20
13 G150M1 3-8 30.00 3250 13.20
14 G150M14-5 3250 3500 13.20
15 G150M15-8 35.00 3750 13.20
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CABLING CONNECTORS

2,5 mm pitch - wire to wire connectors - 6130

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 800Y AC!minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-18

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

TERMINAL

Applicable wires: AWG 22 ~28
Material: Brass

Finish: Tin plated

Qty: 7000 posireel

SEC A-A =
18
2.1 ‘
[
SeC B-B SECC-C
Applicable Wires Part No. Insulation 0.D. Material Finish Oty
NG 22-28 6130TP 1.7 mm Brass Tin plated 7.000 posheel
3.0 I
(W
o —
@
[#:3
SEC A-A
] 5 4.0
1.8 & 2.3 1.8 1.9
ln E| @—L%H
=
SECB-B
Applicable Wires Part No. Isulation Q.D. Iaterial Finish Oty
NG 22-28 6130TR 1.7 mm Brass Tin plated 7.000 posheel
s
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CABLING CONNECTORS

2,5 mm pitch - wire to wire connectors - 6130

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
18.5
7.6 12.1 7.4
)’ | =\ |
2 3A 250V "“I@ ”@ J:’;/_E @
10.3 |in ©
] i
6130P02WO  (w/o Mtg. Ears) 6130R02W
185 I8 12.1 7.4
I~
HERE ==l 4 £ I
10.3]
6130PO3WO  (w/o Mtg. Ears) 6130R03W
18.5 7.8 12.1 7.5
lc\\
4 | sa | 2s0v SEﬁE:TE @ = 3[@
—110.3 =
6130P04WO  (w/o Mtg. Ears) 6130R04W
18.5 76 12.1 7.5
|¢\\
o ; - E f b
)
5 3A | 250V e = L -
— =74
6130P0SWO (w/o Mtg. Ears) 6130R05W
185 7.6 12.1 7.5
| | |c\\
© jET“" 4 5
6 3A | 250V = 2 1 ¢
| =74
10.3
6130PO6WO  (w/o Mtg. Ears) 6130R06W
18.5 ’ 7.6 12:1 7.5
7 3A 250V & - TEa -
l10.3
6130PO7WO  (w/o Mtg. Ears) 6130R07W
18.5 7.6 12.1 7.8
o4 r~ @
8 3A | 250V { } @ 1—% 2}:@
L=
l10.3|
6130P0BWO (w/o Mtg. Ears) 6130R0OBW

5 SELECOM
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CABLING CONNECTORS L

2,5 mm pitch - wire to wire connectors - 6130

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
18.5 7.6 12.1 1.5
1. S e |
g
9 3A 250V ‘L =
e
6130P0O9WO  (w/o Mtg. Ears) 6130R09W
18.5 78 12.1 75
{1 x
o | © J @
10 3A 250V g : = & -L 4 &
{10,5 -
6130P10WO  (w/o Mty. Ears) 6130R10W
12.1 7.5
18.5 ; I———I
I_ | : =N
|| .
11 3A | 250V S | e —% &
&
- iz =
6130P11WO  (w/o Mtg. Ears) 6130R11W
I."B_-5- 12.1 7.5
q\
o ™ H ®
12 3A | 250V " 2 % &
10.3 =74
6130P12WO0O  (w/o Mtg. Ears) 6130R12W
18.5 12.5 12.1 12.6
= = I =
L 1 st J o o
18 3A | 250V g | i 1 ¥ 8
10.3 ol
6130P18WO (w/o Mtg. Ears) 6130R18W
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6160

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~28
Current Rating: 34 AC DC Material: Phosphor Bronze
Withstanding Voltage: 800 WV AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

i

SEC A4

SEC BB SECCLC

App. Wire Part No. Finish App. Wire Part No. Material Finish
MING 2228 61607 Phosp. broze Tinpl. reel

Ez :
0 ;
.
[
_45_|
Cal

= 1 L E o
i =110 I R N - - )
b C -
= U L] =
B0.25
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6160F)2 250 550 130 12 6160F12 2750 3050 18.40
g 6160F03 500 an0 180 13 6160F13 30.00 3.00 20480
4 616004 750 1050 240 14 6160F14 250 H50 2340
5 6160F05 10.00 1300 290 15 6160F15 H.00 200 2540
[ 6160F06 1250 1550 340
7 616007 1500 18.00 540
g 6160F08 1750 2050 840
9 6160F08 2000 2300 10.90
10 6160F0 2250 2550 13.40
11 6160F1 2500 2800 1590
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CABLING CONNECTORS L

2,5 mm pitch - wire to board connectors - 6160

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-215

Current Rating: 34 AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1500V ACIminute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

B20 25

pry

cio3 | = —
unnngng {103 Ttevoooos’
TTTTTTTTTVT i

8.0

A (mm) B imm) Cimm)

2 G160MI2-5 250 500 135 -— 12 G160M12-5 2750 30,00 16.70 -—
3 G160MI3-5 500 750 200 -— 13 G160M13-8 30,00 3250 19.20 3080
4 G160MI4-5 750 1000 250 -— 14 G160M14-5 3250 H00 2170 3340
5 G160MI5-5 1000 1250 300 -— 15 6160M15-8 H00 3750 2420 3550
4 G160MIG-5 1250 1500 350 -—

7 G160MI7-5 1500 1750 420 -—

g G160MIG-5 1750 2000 6.70 -—

9 6160MI9-5 2000 2250 920 -—

10 G160M 0-5 2250 2500 1.70 -—

1 G160M1-5 2500 2750 14.20 -—

B2025
Bint s |  — S—

[@ @ 0 @ @ ojo 0o @ @ @ @

RN RAY

w
=1
=]

I~

1000000 —fh : - _\&e
feesasaasnssl - - 4 Ia—&—e—erﬂ_e_e.e.ﬁ

ﬁ 80 | Recommended POE Layout
A mm) Bimm)  Cimm) D (mm)

2 6160MI2-R 250 500 135 -— 12 61600 2-R. 2750 30.00 16.70 -—
g 6160MI3-R 500 750 200 -— 13 616001 3-R. 30.00 250 19.20 3080
4 6160M4-R 750 1000 250 -— 14 616001 4-R. 250 H.00 .70 33.40
5 6160MI3-R 10.00 1250 300 -— 15 616001 5-R. H.00 3750 24.20 3540
[ 6160MIG-R 1250 1500 350 -—

7 6160MI7-R 1500 1750 420 -—

g 6160MI3-R 1750 2000 6.70 -—

9 6160MI3-R 2000 2250 920 -—

10 61600 0-R 2250 2500 11.70 -—

11 61600 1-R 2500 2750 1420 -—
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CABLING CONNECTORS

2.54 mm pitch - p. 2,54 mm wire to board connectors - System 100

SPECIFICATIONS HOUSING

Voltage Rating: 260v AC.DC Poles: 2-44

Current Rating: 3A Material: Mory, UL 94Y-1
Withstanding Voltage: 1000V AC/minute Packaging : 1000 pesihag

Insulation Resistance: 1000 MO min.
Temperature Range: -40°C ~ +80°C
Contact Resistance: 30 m max.

TERMINAL

Applicable wires: AWG 22 ~ 26
Material: Phosphor bronze
Finish: Gold or Tin over Mickel

B b Pl

11.9540.15

¢ }
Part No Finish Oty Pack. Pait No Finish Oty Pack
5134620K60 Tin 20.000 reel
5134625060 Tin 250 loose
5134610K630 A Total 10.000 reel
51346250630 Au Total 250 loose
513461 0K690 A Sel. 10.000 reel
51346250630 A Sel. 250 loose
& A
rem 6
: 2.
—Ii z
1 ™~
OmdEm | 3 48 E%@g
7.00
e— -—
T
o
Higtli I i |
84308 EAN B+3.05 528_|
Pales Part No. Afmmi Bimm) Pales Pait No. Aimm) Bimmj
2 513461026 712 254 22422 513462226 5792 5354
4 513461046 1220 762
[ 513461066 1728 1270
a 513461086 2236 1778
10 513461106 2744 2286
12 513461126 3252 2754
22 513461226 57492 5354
A+ 513462046 1220 762
8+8 513462086 2236 1778
1242 513462126 3252 2754
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - System 100

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 3A

Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +80°C
Contact Resistance: 30 m{ max.

Poles PIN Tin pl PIN Gaold pl. A (mm) B imm)
2 5134610220 51346102230 73 254
4 5134610420 51346104230 125 762
[ 5134610620 51346106230 176 1270

38
e
23

254
[}
A
0
06
]
Pales PIN Tin pl PiN Gold pl. A imm) B (mmi
2 5134610290 51346102930 73 254
4 513461450 51346104930 125 508
[ 5134610650 51346106930 176 762

MATERIALS

Insulator: Moryl, UL 94Y-1

Contact: Brass

Plating Selective Gold or Tin over Mickel

FEATURES

Poles: 2-6

Mate with 51346F series
Packaging: 1000 pcsthag

272
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6113

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~30
Current Rating: 34 AC DC Material: Brass

Withstanding Voltage: 1000 AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-20

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

App. Wires Part No. j Finish App. Wires Part No. Material Finish Oty
NG 22-30 61137 Brass Tinpl. 10000

Fefian]

B403
A0 2
2.5410.1 g '_L.T
ikiis f
il ] :
—
I 87
]
i
I ;

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 611302 560 254 12 6113F12 .00 27 54
g 6113F03 a14 508 13 6113F13 354 048
4 6113F04 1068 762 14 6113F14 %08 302
5 6113F05 1322 1016 15 6113F15 B62 H56
[ 6113F06 1576 1270 16 6113F16 H 16 210
7 6113F07 1830 1524 17 6113F17 4370 a0 64
g 6113F08 2084 1778 18 6113F18 1524 4318
9 6113F09 2338 2032 19 6113F19 878 572
10 6113F0 25592 2286 20 6113F20 532 826
11 6113F11 2846 2540
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CABLING CONNECTORS L

2.54 mm pitch - wire to board connectors - 6113

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-20

Current Rating: 34 AC DC Material (base): Mylon 66, LL94V-2
Withstanding Voltage: 1000 AC/minute Material {post): Brass! Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

A$D.1

- S - l‘ll'l'li o 1t i
: ! @—@—ee—em

5.7

Recarmmended PCH Layout

A+0.2
| 2.5440.1 : 0644005
1 -
L I k |
1 | L
A .
|J'II |
ﬂ 3.[3
Paoles Part No. A (mm) B {mm}) Paoles Part No. A (mm) B {mm)
2 6113M02-5 508 254 12 6113M12-5 348 27
3 6113M03-5 762 508 13 6113M1 3-8 302 348
1 6113M04-5 1046 762 14 6113M14-5 H56 302
5 6113M05-5 1270 1016 15 6113M15-5 10 H56
6 6113M06-5 1524 1270 16 6113M16-5 064 A0
7 6113M07-5 1778 1524 17 6113M17-5 318 1064
g 6113M03-5 2132 1778 18 6113M13-5 L 318
9 6113M09-5 2286 21.32 19 6113M19-5 1526 L
10 61130 0-5 2540 2286 20 6113M20-5 5080 1526
Il 6113M1-5 2794 2540
R it 611 20box-RL|
” i _l;“_:l & az0.1
| 2.5440.1 B B A/E B~ 2.5420.1
H--0-6-0"Bs /I : -0 -6y,
. UUULT
Recammended PCB Loyeut 8 Recammendad PCE Layeut
A40.2
[ 25ea07 | ossso0s E ] 254400 | 064s005
Al il
L Il LLLLY
L | 4 " I Il H T
M- ' IR |°
i 43 P
TS B BN [ -
T HI'H
Pales Part No. Part No A fmm) B (mm) Pales Pait No. Part No Aimm) B imm)
2 6113M2-R 6113M02-RL 508 254 12 6113M1 2-R 61130 2-RL 348 2784
3 6113M03-R 6113M03-RL 762 508 13 6113M1 3-R 61130 3-RL 302 3048
1 6113MM4-R 6113M04-RL 1046 762 14 6113M14-R 61130 4-RL H56 3302
5 6113M05-R 6113M05-RL 1270 1046 15 6113M15-R 61130 5-RL 10 3556
4 6113M06-R 6113M06-RL 1524 1270 16 6113M16-R 61130 6-RL 1064 3810
7 6113M07-R 6113M07-RL 1778 15.24 17 6113M17-R 61130 7-RL 318 1064
g 6113M03-R 6113M03-RL 2032 17.78 18 6113M18-R 61130 3-RL L 1318
9 6113M09-R 6113M09-RL 2286 .32 19 6113M19-R 61130 3-RL 1526 572
10 E113M0-R 61130 0-RL 2540 236 20 6113M20-R 6113M20-RL 5080 1526
Il E113M1-R 6113M1-RL 2794 2540
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6114

SPECIFICATIONS

Voltage Rating: 260V AC, 350V DC
Current Rating: 34 AC DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-40

Material: Moryl, UL 941
(Qty: 1000 pesibag

2.50
J fod
e =
ol
n| o o
" ! z SEC A-A
o
H
iy
a —
e 1.8
| [k @
~+| o =}
"
SEC C-C
App. Wires Part No. Material Finish Oty
NG 22-28 61147 Brass Goled pl. 10000
A0.3
254 &
e o
s{Miaal 1
B R
Bi0.4
A
R VA ) ) | =
i :
Pales Part No. A imm) B imm]
2 6114F02 254 508
g 611403 508 7e
4 6114F04 762 1016
3B 6114F38 9398 9652
24 6114F39 96 .52 9906
a0 6114F40 99.06 101 &0

TERMINAL

Applicable wires: AWG 22 ~28
Material: Brass

Finish: Gold plated

(L ty: 10000 pesfreel

FEATURES
Mate with 0.63 mm square pin

b

SEC B-B

1.70

'5ISELECOM
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6114

SPECIFICATIONS

Voltage Rating: 260VAC, 360VDC
Current Rating: 34 AC DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 4-80

Material: Moryl, UL 941
(Qty: 1000 pesibag

A£0.3
254201 |
AL0.3
e I M 1 ] oo
2.5440.1 Bl i&% E E,}I =S g
srdhzrdha gk ELEAL . TR B 3
HH@@@HH% I EDED B IR R S
el e K e Hal & < i
5 Eﬂkﬂ@ﬁﬂ@!ﬂ&ﬂ i pi ~
i B40.4
ki ) BE0.4 24
J i
‘ A ‘ | ?’]_
P2 g - L ] e o
+H l 3
| : 111/
Poles PIN wio pol PIN wipolar. Almm) Bimm)
2 6114F202 6114F2021 251 508
2 6114F203 6114F203-1 508 762
2 6114F204 6114F204-1 7e 1016
B2 6114F238 6114F238-1 93598 96 .52
2 6114F239 6114F23%1 9652 99.06
A2 6114F240 6114F240-1 9906 101 60
< j
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6115

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

TERMINAL

Applicable wires: AWG 22 ~30
Material: Phosphor Bronze
Finish: Tin plated

(L ty: 15000 pesfreel

HOUSING

Pales: 2-18

Material: G.F. PBT, UL34V-0
(Qty: 1000 pesibag

L]
1gsrmz,. . g
| &
130
SEC AA ;;-25
e -] 4.4
1.7540.2, g 1.3£0.15 E 0_?9'“ g o, ol
- | odin Wou M 2
[ == nn>
SECBE SEC C-C L |
App. Wires Part No. Finish App. Wires Part No. Material Finish
NG 22-30 61157 Phosp bronze Tinpl. 15000
B0
184615 | @
1 |_|_: 2
| ki
ol B | J—[_I‘:Id =l
A
= e eE e |
s b f__ ==
2.54+0.1 | a7 ||
A+0.2
M Ir .,I \_;
: |
N v
DOFo0oo s 3
/| B
|
"
L L N |
=] J' Ip_ o oo
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6115F02 254 508 12 6115F12 27 54 048
g 6115F03 508 762 13 6115F13 048 302
4 6115F04 762 1016 14 6115F14 302 H56
5 6115F05 1016 1270 15 6115F15 H56 210
[ 6115F06 1270 1524 16 6115F16 210 a0 64
7 6115F07 1524 1778 17 6115F17 a0 64 4318
g 6115F08 1778 2032 18 6115F18 4318 572
9 6115F09 2032 2286
10 6115F0 2286 2540
11 6115F11 2540 2754
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6115

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 34 AC DC
Withstanding Voltage: 1000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

MATERIALS

Pales: 2-18

Material: G F. PBT, UL94V-0
(Qty: 1000 pesibag

A0.2

2.54£0.1
T T e
U u @ L ‘E :3_ #1.240.05
2. LAl g5} fnen Recommended FCB Layoul
AXD.2
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6115M02-5 254 559 12 611501 2-5 27 54 30499
g 6115M03-5 508 813 13 6115013-5 048 355
4 6115M04-5 760 1067 14 6115014-5 302 %08
5 6115M05-5 1016 1321 15 6115015-5 H56 B62
[ 6115M06-5 1270 1575 16 6115016-5 210 H 16
7 6115M07-5 1524 1829 17 6115017-5 a0 64 4370
g 6115M08-5 1778 2083 18 6115018-5 4318 1524
9 6115M09-5 2032 2336
10 6115M10-5 2286 2550
11 6115M11-5 2540 2845
&8

7

7z

ﬁ AX0.2

é , 254501

a7 o0
:':L__i Recommended PCB Layout
Pales Part No. A {mm]) Pales Pait No. A imm) B (mm]
2 6115MI2-R 254 12 61150 2-R. 27 54 30499
g 6115MI3-R 508 13 611504 3-R. 048 355
4 6115M4-R 760 14 61150 4-R. 302 %08
5 6115M15-R 1016 15 611501 5-R. H56 B62
[ 6115MI5-R 1270 16 61150 6-R. 210 H 16
7 6115MI7-R 1524 17 61150 7-R. a0 64 4370
g 6115M13-R 1778 18 61150 8-R. 4318 1524
9 6115MI9-R 2032
10 6115M0-R 2286
11 6115M1-R 2540
/ g '|
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CABLING CONNECTORS

2.54 mm pitch - PCB female connectors - 6125

SPECIFICATIONS MATERIALS

Voltage Rating: 260v AC.DC Material (base): Mylon 66, LIL 94V-0
Current Rating: 25 A AC DC Material {post): Brass

Withstanding Voltage: 1500V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 1000 pesfray

Temperature Range: -40°C ~ +106°C

Contact Resistance: 20 m{ max.

A+0.1

-

L 2.5440.1

T Tl 3 {%@@y

Recommended PCE Layout

(1
—
E t
=
=

i

e
o
RN D!
T
1 O | .
| 4.8
‘ 8.0
Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]

2 6125F02-5 254 510 22 6126F22-5 5334 .50
g 6125F03-5 508 764 23 6126F23-5 .88 3044
4 6125F04-5 762 1018 24 6125F24-5 .42 6089
5 6125F05-5 1016 1272 25 6125F25-5 60 96 6352
[ 6125F06-5 1270 1526 26 6125F26-5 6350 6606
7 6125F07-5 1524 17.80 27 6125F27-5 6604 63 60
g 6125F08-5 1778 2034 28 6125F26-5 6350 A4
9 6125F09-5 2032 2288 29 6125F29-5 A2 7368
10 6125F0-5 2286 2542 30 6125F30-5 7366 7622
11 6125F1-5 2540 2796

12 6125F 2-5 2754 3050

13 6125F 3-5 3048 3304

14 G125 4-5 3302 3558

15 6125F 5-5 3556 3812

16 6125F 6-5 3810 4066

17 6125F 7-5 4064 4320

18 B125F8-5 4318 4574

19 6125F9-5 4572 4328
20 6125F20-5 4826 5082
2 6125F21-5 5080 5336
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CABLING CONNECTORS L
2.54 mm pitch - PCB female connectors - 6125

SPECIFICATIONS MATERIALS

Voltage Rating: 260v AC.DC Poles: 2-30

Current Rating: 25 A AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass

Insulation Resistance: 1000 M min. Finish: Tin plated

Temperature Range: -40°C ~ +106°C .ty 1000 pesfray

Contact Resistance: 20 m max.

AZ0.1

‘ 2.54401

50
mmmmM

Recommended PCHB Layout

5.3310.1

I
L

(=]

[I1

B.3
4.8

I_.—...-

(Sgig I mup i -l

A

i
jl:@

I 81 |
Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 6125F02-R. 254 510 22 6125F22-R. 5334 .50
g 6125F03-R. 508 764 23 B125F23-R .88 3044
4 6125F04-R. 762 1018 24 6125F24-R. .42 6098
5 6125F05-R. 1016 1272 25 6125F25-R 60 96 6352
[ 6125F06-R. 1270 1526 26 6125F26-R. 6350 6606
7 6125F07-R 1524 17.80 27 6125F27-R 6604 63 60
g 6125F08-R. 1778 2034 28 6125F28-R 6358 A4
9 6125F09-R. 2032 2288 29 6125F29-R A2 7368
10 6125F 0-R 2286 2542 30 6125F30-R 7366 7622
11 6125F1-R 2540 2796
12 6125F 2-R. 2754 3050
13 6125F 3-R 3048 3304
14 B125F14-R 3302 3558
15 6125F 5-R. 3556 3812
16 6125F 6-R. 3810 4066
17 6125F 7-R 4064 4320
18 B125F18-R 4318 4574
19 6125F9-R 4572 4328
20 6125F20-R. 4826 5082
2 6125F21-R 5080 5336
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CABLING CONNECTORS

2.54 mm pitch - PCB female connectors - 6125

SPECIFICATIONS MATERIALS

Voltage Rating: 260v AC.DC Poles: 2-30

Current Rating: 25 A AC DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass

Insulation Resistance: 1000 M min. Finish: Tin plated

Temperature Range: -40°C ~ +106°C .ty 1000 pesfray

Contact Resistance: 20 m max.

B+0.35
A+0.2 A+0.1
2.5|4:to.1 3.81%0.1 | 2.540.1
b ohy on o b
i e s
T;—:?- B~ 1 060,05
Recemmended PCB Layout
4.8
R —
E Py
i L
Cl?
#
i
b
B.0
Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 6125F02-0R 254 510 22 6125F22-0R 5334 .50
g 6125F03-0R 508 764 23 6125F23-0R .88 3044
4 6125F04-0R 762 1018 24 6125F24-0R .42 6098
5 6125F05-0R 1016 1272 25 6125F25-0R 60 96 6352
[ 6125F06-0R 1270 1526 26 6125F26-0R 6350 6606
7 6125F07-0R 1524 17.80 27 6125F27-0R 6604 63 60
g 6125F08-0R 1778 2034 28 6125F28-0R 6358 A4
9 6125F0%-0R 2032 2288 29 6125F29-0R A2 7368
10 6125F10-0R 2286 2542 30 6125F30-0R 7366 7622
11 6125F11-0R 2540 2796
12 6125F12-0R 2754 3050
13 6125F13-0R 3048 3304
14 6125F14-0R. 3302 3558
15 6125F15-0R 3556 3812
16 6125F16-0R 3810 4066
17 6125F17-0R 4064 4320
18 6125F18-0R 4318 4574
19 6125F19-0R 4572 4328
20 6125F20-0R 4826 5082
2 6125F21-0R 5080 5336
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CABLING CONNECTORS L

Mass terminal connectors - Mass terminal ICD p.2,54 mm

SPECIFICATIONS FEATURES

Current Rating: 34 AC DC Size 2 to 28 circuits

Voltage Rating: 260Y AC Applicable wire from 22 to 28 AWG
Insulation Resistance: 1000 M min. with or wfout locking ramp and polarizing rib
Withstanding Voltage: 1500V AC/minute Mate with 0 64 mm pin

Temperature Range: -25°C ~ +85°C Through and End type

Contact Resistance: 20 m{ max. Terminal retention to housing 30 Mw min
MATERIAL

Insulator: Mylon 66, UL 94Y-2
Contact: Phosphor bronze
Plating: Tin over Mickel

=i 8 i
~ e | EE o COVER
\ e e o~ PIN 451-xx

254 370 e
1.10
0.55 B
{'& , B 360
[ L »
i {1 ek ©
P [s2]
) 2 §§I 0000 ]
; SR O
{ 5 254
Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 151 Bed2Y80 254 508 22 A5 En22%80 5334 88
g 151 Eed3%80 508 762 23 A5 Exx23%80 .88 .42
4 151 B4 Y80 762 1016 24 A5 Exx28%8) .42 60 96
5 151 Eed5Y80 1016 1270 25 151 Exx25%80 60 96 6350
[ 151 BedBY80 1270 1524 26 A5 Ex26%80 6350 6604
7 151 Eed7YE0 1524 1778 27 A5 BT 80 6604 6358
g 151 Bed8Y80 1778 2032 28 A5 Ex28%80 6358 HAa2
9 151 B9800 2032 2286
10 451 Bed 080 2286 2540
11 451 Bed 1480 2540 2754
12 451 BEed 280 2754 3048
13 451 Eed 380 3048 3302
14 451 Bxadd 480 3302 3556
15 451 Eed 5Y80 3556 3810
16 451 Bed 6Y80 3810 064
17 451 Eed T80 4064 1318
18 451 Bxard 880 4318 4572
19 451 Eed 9%80 4572 4826
20 451 Bel20%80 4826 5080
2 151 B4 %80 5080 5334

w Select requested AWG : 22-24-25-28 ;
Selective Gold plating available upon request, MOQ is required
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6172

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~30
Current Rating: 34 AC DC Material: Brass

Withstanding Voltage: 1000 AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-12

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

App. Wires Part No. Finish App. Wires Part No. Material Finish Oty
NG 22-30 61137 Brass Tinpl. 10000

! J
®BE005CeE0
ST

v
L]
o
o
gooooooooa ]
o i
il
B20.3 87
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6172F)2 254 508 12 B172F12 27 54 048
g 6172F03 508 762
4 617204 762 1016
5 6172F05 1016 1270
[ 6172F06 1270 1524
7 6172F07 1524 1778
g 6172F08 1778 2032
9 6172F09 2032 2286
10 6172F0 2286 2540
11 B172F1 2540 2754
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CABLING CONNECTORS

2.54 mm pitch - wire to board connectors - 6172M

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-12

Current Rating: 34 AC DC Material (base): Mylon 66, LL94V-2
Withstanding Voltage: 1000 AC/minute Material {post): Brass! Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C

Contact Resistance: 20 m max.

178

I |
A2
" 254101
- i
':I Recommended PCB Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6172M02-5 254 508 12 G172 2-5 27 54 048
g 6172M03-5 508 762
4 6172M04-5 762 1016
5 6172M05-5 1016 1270
[ 6172M06-5 1270 1524
7 6172M07-5 1524 1778
g 6172M08-5 1778 4132
9 6172M09-5 2132 2286
10 6172M10-5 2286 2540
11 B172M11-5 2540 2754
AtD2
_ZEM‘QL;_"‘ @1.02+0
IS
Recommended PCE Layout
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6172MI2-R 254 508 12 61720 2-R. 27 54 048
g 6172M03-R 508 762
4 6172M04-R 762 1016
5 6172M05-R 1016 1270
[ 6172M05-R 1270 1524
7 6172M07-R 1524 1778
g 6172M08-R 1778 2032
9 6172M09-R 2032 2286
10 61720 0-R 2286 2540
11 6172M1-R 2540 2754
/ 4 1
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CABLING CONNECTORS

2,8 mm series - Wire to Wire connectors - 6131

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 54 AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 100 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

3 T

Material: PAGE UL 94V-2, Matural
(Qty: 1000 pesfbag

TERMINAL

Applicable wires: AWG 16 ~24
Material: Brass

Finish: Mone

(L ty: 10000 pesfreel

1
T L O] |[=
;\J: T 0.5
20.7
Applicable Wires Part No Insulation 0.D. Material Finish Oty
ANG 18416 G131 TPA 3.0 mm max hrass More 10000 keel
AUNG 24-20 6131 TPB 1.8 mm max hrass More 10000 eel
Far Tin plated version, add Tto Part. MNo.
‘ 300 _1 9.4 | 14.4
[=2]
2p 4p
| 306 J 94 | el L e
L
ap 5P 99
Pales PiN wi o lock PiN wilock
2 6131 PO2WI0 6131 PO
g 6131 PO 6131 PO
4 6131 P04 6131 P04
[ 6131 P0G 6131 P0G
9 6131 POSUND 6131 POGY
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CABLING CONNECTORS

2,8 mm series - Wire to Wire connectors - 6132

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 54 AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 100 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING
Material: PAGE UL 94V-2, Matural
(Qty: 1000 pesibag

TERMINAL

Applicable wire: AWG 16 ~ 24
Material: Brass

Finish: Mone

.ty 5.000410.000 pos/reel

-
g o
1
g |
1565
! |
Applicable Wires Part No. Isulation 0.D. Material Finish Oty
NG 1620 G132TRA 3.0 mm max hrass More 10000 keel
AUNG 18-24 6132TRE 21 mm max hrass More 000 el
ANG 1822 B132TRC 24 mm max hrass More 10000 keel
Far Tin plated version, add Tto Part. MNo.
18.5 83 12
. S =
Ha ?j iy
| 2 ©F T
S
B 2 2p
195 B3 | 11.2 16.2
o 5 7 W
3 = |lweh |[=FTeg
B 5= e W e
| . & e
3P &P 9P
Pales PiN wi o lock PiN wilock PiN vllock %
2 B132RIZID 6132 R02u 6132R02NE
g 6132RIGID 6132 R03u 6132R0GNB
4 G132RMIND 6132 R4 6132R04IB
[ 6132RIBIND 6132 RGN 6132R0G1IB
9 G132R0EUD 6132 R0 6132R0GIB

(™ Use only with 5132 TRE Crimp terminal
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CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 20 ~24; 26 ~30
Current Rating: 54 AC DC Material: Phosphor bronze
Withstanding Voltage: 1500V ACIminute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

SEC B-B E ”ﬂ

Applicable Wires Part No. Oty a (mm] h {mm) ¢ (mm) d imm)
NG 20-24 G149TH 10000k ed 270 250 210 2140
AING 26-30 G149TF2 10000k ed 240 1.40 180 1.50

SECB-B

Applicable Wires Part. No. O.ty
NG 20-24 G149TRI 10000k ed
AING 26-30 B149TR2 10000k ed
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CABLING CONNECTORS L

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS PLUG

Voltage Rating: 260v AC.DC Poles (Single row): 2-12
Current Rating: 54 AC DC Poles (Double row): 2-24
Withstanding Voltage: 1500V AC/minute Material: Mylon 86, UL 94Y-0
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

f[ae T
R —
e _.1.],;1.,....._‘,.. —1
_T_r;_ 140 685 i “Q[ 2 =
ii i ki . H ] . & [-—‘]
r § | r :HIII'H - 1 |'II|JJ! & 5 E :: I E[
—‘ ’W — - { H | ‘ w I & —rl

PiN wilo ears PiN with ears  Ajmm) B (mm) PiN wilo ears PiNwith ears  Aijmm) B (mmj

2 6149P02000 B 49P020 400 -— 22 6149P22000 61 49P220 .00 30.00
4 61 49P040 61 49P04ur 700 300 24 61 49P24400 61 49P2441 37.00 33.00
[ 61 49P0GIIT [GERIRE 1000 6.00

a 61 49P0BIIT B 49P0g 1300 9.00

10 6149P1 0UD 61 49P1 (i 16.00 12.00

12 61 49P1 2000 B149P1 20 1900 15.00

14 6149P1 4000 61 49P1 4ur 2200 18.00

16 61 49P1 6D 61 49P1 Gl 2500 200

18 6149P1 80 [GERISE 2800 2400

20 61 49P2000 B149P200r 31.00 2700

Recommended Panel cut-out

PiN wilo ears PIN with ears Almm)  Bimm} Pales PiN wilo ears PiNwith ears  Aimm}  Bimm}  Cimm)
2 6149P1 020 B149P1 02 300 685 74 1090 12 6149P11 20 6149P11 200 3.00 36.85 7 4050
g 6149P1 030 61 49P1 03 600 985 102 1390
4 6149P1 04 ) 61 49P1 0l 900 1285 1324 1690
5 6149P1 0500 61 49P1 05l 1200 1585 16.21 19.90
[ 6149P1 00 61 49P1 06l 1500 18.85 194 29
7 6149P1 070 61 49P1 Ol 18.00 285 224 259
g 6149P1 080 61 49P1 08 21.00 2485 2824 289
9 6149P1 090 61 49P1 03 2400 2785 282 1.9
10 6149P11 000 61 49P1 100 2700 085 .24 349
11 6149P114r0 B149P1 11 3000 385 4.2 379
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CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS RECEPTACLE

Voltage Rating: 260v AC.DC Poles (Single row): 2-12
Current Rating: 54 AC DC Poles (Double row): 2-24
Withstanding Voltage: 1500V AC/minute Material: Mylon 86, UL 94Y-0
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 61 49R02u0 400 -— 22 61 49R220 .00 30.00
4 61 49R040 700 300 24 61 49R2410 37.00 3.00
[ 61 49R0GID 1000 600
a 61 49R0GND 1300 900

10 61 49R1 DD 16.00 1200
12 61 49R1 2 1900 1500
14 6149R1 4uid 2200 1800
16 61 49R1 Bl 2500 21.00
18 61 49R1 8l 2800 2400
20 61 49R2000 31.00 2700

s Firat Circuit —, S
giinie
1 i
s | [IEECY
312 Curguit 2 Circuit
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6149R1 020 300 700 12 G149R11200 3.00 37.00
g 61 49R1 0 600 10.00
4 61 49R1 0l O 900 1300
5 61 49R1 05l O 1200 16.00
[ 61 49R1 Gl O 1500 1900
7 61 49R1 00 18.00 2200
g 61 49R1 G O 21.00 2500
9 61 49R1 0lr O 2400 2800
10 6149R11 i 2700 31.00
11 6149R1 110 3000 34.00
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CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 54 AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Poles: 2-24

Material (base): Mylon 6T, UL94V-0
Material {post): Brass, Tin plated
Packaging Tray

S =B
R
allalls 1
TJLj;i“‘ L 18T ceeat mack
L |30 V12T ciroult pos.
e iy S A1 308008
. 3 3
w = ! @
' F o oo oo
2 & & 6 G 4
§ | |uoses  \sroooos
el =4
i | Recommended PCE Layout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 61 49002-5 -— 670 22 B149022-5 30.00 *.70
4 61 49004-5 300 970 24 61 450124-5 3.00 B0
[ 61 490i06-5 600 1270
a 61 49008-5 900 1570
10 614901 0-5 1200 1870
12 614911 2-5 1500 2170
14 6149101 4-5 1800 2470
16 614911 6-5 21.00 257
18 614911 8-5 2400 3070
20 61 49020-5 2700 3370
3 B !
S SV
[ FLaSt_d@i.lﬁ'l
et = o
JECnTDiE
ooonn-e
L : Pl
" ] 18T circuit mark
s W0 U U e
0 _lso | | 18T circuit pos. 8| |- ]
[ S - S Hoadosk 05 . 888 14 i 304005 |
Hoardiock —+|-r [» %I ‘*I—r—i o
I 1 -4 o 40— =
| |\ ] A Lr © o ¢ & 030:008
@ & 1 h:' 1 3
& | g
A §| e
of ¥
e I Recommended FGE Layoul
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6149002-R - 670 -— 22 G149022-R 30.00 *.70 2870
4 6149004-R 300 970 -— 24 6145024-R 3.00 B0 .70
[ 6149006-R 600 1270 -—
a 61 490I08-R 900 1570 770
10 614901 0-R 1200 1870 10.70
12 614901 2-R 1500 2170 13.70
14 614901 4-R 1800 2470 16.70
16 614901 6-R 21.00 257 19.70
18 614901 8-R 2400 3070 2
20 B149020-R 2700 3370 270
290 (= /SELECOM




Pales
2
4
[
a

10
12
14
16
18
20

Part No.
6149002-HM
6149004-HM
6149006-HM
6149008-HM
614901 0-HM
614901 2-HM
614901 4-HM
614901 6-HM
614901 8-HM
6149020-HM

Part No.
G149M02-HT
6149004-HT
G149M06-HT
6149M08-HT
614901 0-HT
614901 2-HT
614901 4-HT
614901 6-HT
61491 8-HT
G14920-HT

CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 54 AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m{ max.

Pales Pait No.

A jmm) B {mm)
-— 670 2 G149022-HM
300 970 2 6149r24-HM
600 1270
900 1570
1200 1870
1500 2170
1800 2470
21.00 2570
2400 3070
2500 3370
P 1
s
e "l
2] E S 3]
|
— —
A
[ :
— [ 15t Gt mak o - i
T
Alntioflallalip I8l mene  ° L0
_;_1_7 T O Tl ]|l
15t Cirgult pos. v
A {mm]) B {mmi) Pales Pait No.
-— 670 2 G14%022-HT
300 970 2 614%024-HT
600 1270
900 1570
1200 1870
1500 2170
1800 2470
21.00 2570
2400 3070
2500 3370

HEADER

Poles: 2-24

Material (base): Mylon 6T, UL94V-0
Material {post): Brass, Tin plated
Packaging: Tube ortape&reel (optional)

Recommended PCB Layout

A (mm) B {imm)
30.00 *.70
3.00 B0

Recommanded PCA Layout

A fmm) B {mm)
30.00 *.70
3.00 B0
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CABLING CONNECTORS L

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-24

Current Rating: 54 AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. Packaging: Tube ortape&reel (optional)

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

£

5
2
=]
| i “ ] o
Last circust pas. 30 - g o 1 s
i Il r ]
e — =3 T i L] 9 °
il ,q JEi— = Tircuit 1
31'_'1 p i wyIPAT E s 8 _
¢ B i iy © . d Bah 5B
| L':_I. 1] 0 LJL 3\4 E bt ?—_x ‘ _l_ * 3.0+0 05
J = e 3 = T =) |.1 ot - & _|_ 127008 | 2 16+0.05
o s |l & 135
I 46 60
Piaste Boardlock | c . UErcneipee. ot ety Recommended PCE Layout

Pales Part Ho. A {mm) B {mm} C {mmj
2 G1A9WC2-HP —— 6.70 300
4 G149004-HP 300 970 300
[ G149WI06-HP 6.00 1270 300
a B149W0E-HP 9.00 1570 770

10 614901 0-HP 12.00 1870 10.70
12 614901 2-HP 15.00 2170 13.70
14 614901 4-HP 18.00 2470 16.70
16 614901 6-HP 21.00 277 19.70
18 614901 8-HP 24.00 3070 270
il B1A9W20-HP 27.00 3370 2570
A B149W22-HP 30.00 3670 2870
24 B149024-HP 33.00 3970 .70
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CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-24

Current Rating: 54 AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. Packaging: Tube ortape&reel (optional)

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

Y A 0|
g! Z_ : ‘g‘% _zlst&‘culmsﬂ_ g'
T T g 4
b il R T H J
2 || mosd B T

[’M 1| | Laanass

Recommended PCH Layout

Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 B14902-YT -— 670 22 B14922T 30.00 *.70
4 G149004-4T 300 970 24 B149024-4T 3.00 B0
[ B1 49006 T 600 1270
a B1 4908 T 900 1570

10 614901 0T 1200 1870
12 614901 24T 1500 2170
14 614501 44T 1800 2470
16 614901 64T 21.00 257
18 614901 84T 2400 3070
20 B1 490204 T 2700 3370

Recommended FCE Layout

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 61 4S02-4M -— 670 22 614902240 30.00 *.70
4 61 4S004-4M 300 970 24 61 490024-4M 3.00 B0
[ 61 45 0E-4M 600 1270
a 61 4S0E-4M 900 1570

10 614501 0-4M 1200 1870
12 61 4501 2-4M 1500 2170
14 614501 4-4M 1800 2470
16 61 4501 6-4M 21.00 257
18 614501 9-4M 2400 3070
20 61 4S20-4M 2700 3370
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CABLING CONNECTORS L

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 12-12

Current Rating: 54 AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. Packaging Tray

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

B
)
st Circuit pos:
TR e
TG Tt i
= (R B
L2e 05 . 388 12
i
i I \ § i_ st 1 | 3 0008
g & .
! -e— -$— -¢— A¢;\ Pos 1
i @ 102005 304005
g
S 01064 - Recommended PCE Layoul
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 614501 02-5 300 965 12 6145011 2-5 3.00 65
g 614901 03-5 600 1265
4 614501 04-5 900 1565
5 614901 05-5 1200 1865
[ 614501 06-5 1500 2165
7 614901 07-5 18.00 2465
g 614501 03-5 21.00 2765
9 614901 09-5 2400 3065
10 6145011 0-5 2700 3365
11 61 490111-5 3000 3665
B
Pas. 1
"L‘ 81.0240.05 .9
3:0:0.06 "
#3.040.05
oo o ¢ o e
0 O o 0Y°
S 2.15£0.05
< 3 Cireut
Recommended PCB Layout
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 614501 02-R 300 965 -— 12 6145011 2-R, 3.00 65 .70
g 614501 03-R 600 1265 470
4 614501 04-R 900 1565 770
5 614501 05-R 1200 1865 10.70
[ 614501 06-R 1500 2165 13.70
7 614501 07-R 18.00 2465 16.70
g 614501 03-R 21.00 2765 19.70
9 614501 09-R 2400 3065 2
10 61450110-R 2700 3365 270
11 61450111-R 3000 3665 270
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Pales
2

o @ o0~ oo d= o

Pales
2

o @ o0 ) oo d=

11.25

Part No.
614901 02-HM
614901 03-HM
614901 04-HM
614901 05-HM
61490 06-HM
614901 07-HM
614901 08-HM
614901 09-HM
614901 10-HM
61490111 -HM

11.25
=]

085

r
151 Circudt Pos |
| [ \

3.0 mm pitch

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 54 AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m{ max.

2822005

|
i sl
o= 18]y =y E[?EUKF :
218 L&]
A (mm) B {mm)
300 965
600 1265
900 1565
1200 1865
1500 2165
18.00 2485
200 2765
2400 3065
2700 3365
3000 3665
0.64

CABLING CONNECTORS

- wire to board connectors - 6149

HEADER

Pales: 2-12

Material (base): Mylon 6T, UL94V-0
Material {post): Brass, Tin plated
Packaging: Tube ortape&reel (optional)

5
! 3 | 177008 ——
sa; d F gthmee [
3 = T | 2008 | -
ol [ 35 a I 2182005
=l = i
|48 | \MetslEoardock Recommended PCB Layout
Poles Part No. A (mm) B {imm)
12 145011 2-HM 300 BEs
A0
8
30801 =
&
)

8 0440.08

1.6520.05

| 18t Circuit Pos. | ‘: ]
| o ] . .| 343005
v ) S = [
— L= = = [==} - i — a
J Lz 30 —— © ng__J 1_3_5_1 l_ Recommended PCB Layout
Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]

614501 02-HT 300 965 12 6149112-HT 300 65
614901 03-HT 600 1265
614501 04-HT 900 1565
614501 05-HT 1200 1865
614501 08-HT 1500 2165
614901 07-HT 1800 2465
614501 08-HT 2100 2765
614501 09-HT 2400 3065
614501 10-HT ] 3365
614%0M111-HT 3000 3665
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CABLING CONNECTORS L

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 2-12

Current Rating: 54 AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. Packaging: Tube ortape&reel (optional)

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

Azl

F_'TW et 1

10 0 [
¢ Eﬂ || r2ms00s

] 1t Cicutt Pos. o @
| e T TR -
CERigd E & 1008
Felieqieietit 11 . ] s . oo s3000s
- LT o T =
o WE l 054 it .
ag 46 | Brardck Recommended PCB Layout

135
e
="

&85
2.92:0.05

m
£.9420.08

[T
386

Pales Part Ho. A {mm) B {mm} C {mmj
2 G1A9WC2-HP 300 985 -—
g G149004-HP 6.00 1265 -—
4 G149WI06-HP 900 1565 470
5 B149W0E-HP 12.00 1865 770
[ 614901 0-HP 15.00 21565 10.70
7 614901 2-HP 18.00 24565 13.70
g 614901 4-HP 21.00 2765 16.70
9 614901 6-HP 24.00 3065 19.70

10 614901 8-HP 2700 3385 270
1 B1A9W20-HP 30.00 3665 2570
12 B149W22-HP 33.00 3965 2870
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Part No.
614901 02T
614901 03-wT
614901 04T
614901 05T
614901 06-wT
614901 07T
614901 08T
614901 09T
614901 10-wT
61490111 W7

Pales
2

e e R I+ R = e

Pales Part No.
2 614501 02-W'M
61 4501 03-M
614501 0d-4M
61 4501 05-4M
61 4501 05-4M
61 401 07 - M
614501 03-M
61 4501 09-4M
6145011 0-wM
61450119 M

e e - I+ T = e

CABLING CONNECTORS

3.0 mm pitch - wire to board connectors - 6149

SPECIFICATIONS
Voltage Rating: 260v AC.DC
Current Rating: 54 AC DC

Insulation Resistance: 1000 MO min.

Temperature Range: -40°C ~ +85°C
Contact Resistance: 20 m max.

12

W)

A (mm)

300

600

900

1200
1500
1800
21.00
2400
2700
3000

B {mm})

965

1265
1565
1865
2165
2465
2765
3065
3365
3665

A (mm)

300

600

900

1200
1500
1800
21.00
2400
2700
3000

B {mm)

965

1265
1565
1865
2165
2465
2765
3065
3365
3665

2162008

Withstanding Voltage: 1500V AC/minute

HEADER

Pales: 2-12

Material (base): Mylon 6T, UL94V-0
Material {post): Brass, Tin plated
Packaging: Tube ortape&reel (optional)

sl S ——
Fored Tats. Recommended PCB Layout
Poles Part No. A (mm) B {imm)
12 6149011 25T 300 65
8 4301 2164005
5
T w7
1274005 O\Ms
Recommended PCE Layout
Pales Pait No. A imm) B (mm]
12 61490111 2-4M 300 65

"S]SELECOM
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CABLING CONNECTORS L

3,5 mm pitch - wire to board connectors - 6165

SPECIFICATIONS TERMINAL

Voltage Rating: 1400 V AC,DC Applicable wires: AWG 24 ~28
Current Rating: 1A AC DC Material: Phosphor Bronze
Withstanding Voltage: 3800V ACIminute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 10000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Poles: 2

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

e}
e
~

1.00]

&
0.2

- 1.5 4,75
]——] 2.3
)
1 ®d -
SEC B-B SEC €-C | T
Applicable Vires Part No. Material Finish Oty
MING 2428 61eaT Phosp bronze Tinpl. 10000k el
5.4
= H—
bl ~4
& E: @ |
3 I Y
i\_-‘ (¥
= ul
10 1
T 1.0
10.6
55 ‘
] m e S ] .ul
e~ T
T 3.6
- &
Pales Part No.

o2 G1eoFE
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CABLING CONNECTORS

3,5 mm pitch - wire to board connectors - 6165

SPECIFICATIONS HEADER

Voltage Rating: 1,400 AC/DC Poles: 2

Current Rating: 1A AC DC Material (base): Mylon 6T, UL94V-0
Withstanding Voltage: 3,800% ACIminute Material {post): Phosp. bronze, Tin plated
Insulation Resistance: 1000 M min. (Q.ly (5165M02-R): 1000 pesitube
Temperature Range: -25°C ~ +85°C (Q.ly (B165MI2-H): 1200 pesireel

Contact Resistance: 20 m max.

104005
. i
B _oro0s 9
3 2
w o
e S
95401 |
Recommended PCE Layout
"
=t
o
'
Pales Part Ho.
2 G165MOZ-R
1.9620.1
g -
| A - _"{,&'&%-—if_
3|  S— 1 =
o | -
Ft 8401
& 08
©
Recommended PCB Layout
Pales Part No.
2 G165M02H
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CABLING CONNECTORS

3,96 mm pitch - wire to board connectors - 6116

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

TERMINAL

Applicable wires: AWG 18 ~24
Material: Brass

Finish: Tin plated

Qly(B116T): 6000 posireel
QlyB1BTC): 7000 posireel

HOUSING

Pales: 2-20

Material: Mylon 68, 64-2 or V0
(Qty: 1000 pesibag

.30
[ 2 g J%{PT
g — T Py
" 1 w 1
SEC A-A _ “ - 2 -
2860 @ | @
__’_;‘ K m
-—\—ﬁ/—&-_u-q_j:l_:f’i

R 0 51

6.240.15 o s
E 2.220.25
Ve e

6.45£0.1 |

‘

App. Wires Part No. Finish Type App. Wires Material Finish Type
AING 1824 6116T Brass Tinpl.  End Chain
AUNG 18-24 B116TC Brass Tin pl. Mid. Chain
BL0.6
3.9640.15
. |
LI T I
U IRE - R
O 4 SO 1 0 IO i O 75
35
ALDS b0
——ta } = = ] :lr%
H H H Illl H H H
i
=
-l s
W
"
N 47
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6116F)2 aa2 386 12 6116F12 14852 4356
g 611603 1288 782 13 6116F13 248 17 52
4 6116F04 16.84 11.88 14 6116F14 544 .48
5 6116F05 2080 1584 15 6116F15 60.40 H.44
[ 6116F06 2478 1980 16 6116F16 64 36 .40
7 6116F07 2872 2378 17 6116F17 6332 63.36
g 6116F08 3268 27T 18 6116F18 22 67 32
9 6116F09 3664 3168 19 6116F19 7624 2
10 6116F0 4060 3564 20 6116F20 a1.20 7524
11 6116F1 4456 3960

f'_.s:'ssl.scom
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CABLING CONNECTORS

3,96 mm pitch - wire to board connectors - 6116

L mes |

BX06
3.06+0.15

SPECIFICATIONS

Voltage Rating: 260V, ACIDC

Current Rating: 7A AC/DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

1.1440.05 102

36403

HEADER

Pales: 2-20

Material (base): Mylon 66, UL 94V-2 or V0
Material {post): Brass, Tin plated

Qty: 1000 pesibag

_BE0.08

3952005

2 6116M02-5 792 386 12 611601 2-5 1752 1356
3 6116MI3-5 11.38 792 13 611601 3-8 548 a7 52
1 6116M04-5 1584 1138 14 6116M14-5 Ha 548
5 6115M05-5 1980 1584 15 6116M15-5 340 B4
6 6116M06-5 2376 1980 16 6116M16-5 63.36 40
7 6116M07-5 arrz 2376 17 6116M17-5 67.32 63.36
g 6116M03-5 3168 arrz 18 6116M13-5 M2 67.32
9 6116M03-5 3564 3168 19 6116M19-5 7524 .28
10 61160 0-5 3960 3564 20 6116M20-5 20 B2
Il 6116M1-5 1356 3960
— —
—
g o oo o,
I 3
L 1
| A+0.5
B0 E
I[-W' 1.1420.05
sl - B40.085 -
-l & G ) %
A
Recommanded FCE Layout i%

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6116MI2-R 792 386 12 611601 2-R 1752 1356
3 6116MI3-R 11.38 792 13 611601 3-R 548 a7 52
1 6116MM4-R 1584 1138 14 6116M14-R Ha 548
5 6116MI5-R 1980 1584 15 6116M15-R 340 B4
4 6116M6-R 2376 1980 16 6116M16-R 63.36 40
7 6116M7-R arrz 2376 17 611601 7-R 67.32 63.36
g 6116MI3-R 3168 arrz 18 6116M13-R M2 67.32
9 6116MI3-R 3564 3168 19 6116M19-R 7524 .28
10 E116M0-R 3960 3564 20 6116M20-R 20 )
Il E116M1-R 1356 3960

/ 4 1
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CABLING CONNECTORS

3,96 mm pitch - wire to board connectors - 6117

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 22 ~ 18
Current Rating: 7A AC DC Material: Brass

Withstanding Voltage: 1500V ACIminute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 4000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Pales: 2-15

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

0.25 38403

e

3850,

44

He

- _[__._ SEC A-4
5 305401
= 05%0.1

= o
f i
i 2.0
b ‘-~]
c + c 2 = I
L , 2 Y 2 [ ‘
El
= g B
C] - =
0.85
SET C-C

12401

App. Wires Part No. Finish Oty App. Wires Part No. Material Finish
AN G 1842 6117T Brass Tinpl. 000

13
185
F | 1
; 1
. | 5
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6117F)2 386 an0 12 6117F12 4356 17 B2
g 6117F03 782 1200 13 6117F13 17 52 .50
4 6117F04 11.88 16.00 14 6117F14 .48 .50
5 6117F05 1584 19590 15 6117F15 H.44 .50
[ 6117FlB 1980 2380
7 6117F07 2378 2790
g 6117F08 27T 3180
9 6117F09 3168 3580
10 6117F0 3564 3970
11 6117F1 3960 1366
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CABLING CONNECTORS

3,96 mm pitch - wire to board connectors - 6117

SPECIFICATIONS HEADER
Voltage Rating: 260v AC.DC Poles: 2-15
Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

Material (base): Mylon 66, LL94Y-0
Material {post): Brass, Tin plated
Qty: 1000 pesibag

! | A40.2
o o o (=] L =} o ! 396401 ‘
B+0.3 $ $_
A%0.2 Recommended PCB Layout 35
5.95 |
manixh
oo,
| bt .
Tl
Y L4 3
1.1440.05
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 6117MI2-5 386 786 12 611701 2-5 4356 47 46
g 6117 M03-5 782 11.82 13 6117M13-5 17 52 .50
4 6117M04-5 11.88 1578 14 6117M14-5 .48 .50
5 6117M05-5 1584 1974 15 6117M15-5 54 44 .50
[ 6117 M0B-5 1980 2370
7 6117M07-5 2378 2766
g 6117M0B-5 27T 62
9 6117M09-5 3168 3558
10 6117MI0-5 3564 3954
11 6117MI1-5 3960 4350
B40:3 A%0.08 4 0@"
== |
R RGeS R
| ssssees
Recommended PCE Loyout
-
i
! -
:[F 4 { I
- . '
| L]
rﬁ" B8
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6117MIZ-R 386 786 12 6117AH 2-R. 4356 47 46
g 6117MI3-R 782 11.82 13 6117 3-R. 17 52 .50
4 6117M04-R 11.88 1578 14 6117 4-R .48 .50
5 6117MI5-R 1584 1974 15 6117 5-R. 54 44 .50
[ 611 7MIG-R 1980 2370
7 6117MI7-R 2378 2766
g 6117MI3-R 27T 62
9 6117MI9-R 3168 3558
10 6117M0-R 3564 3954
11 6117M1-R 3960 4350
_ 1
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CABLING CONNECTORS

3,96 mm pitch - wire to board connectors - 6121

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 18 ~24
Current Rating: 7A AC DC Material: Brass

Withstanding Voltage: 1500V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 6000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Poles: 6

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

22532025

6.240.15 o T
-
'3; |
o |
AL ¢ b

]
[} —
l__l_”? 13_ sassos | ‘ §
SEC &-C 178 |
Applicable Vire Part No Material Finish Oty
MG~ 24 61167 Brass Tin plated G000 e
10501 _ 38601 28401
Boay,, BEY,
g 0 [l
l— E'a{,b EE-EEE‘; aE =
g [t +
-l ¢ P "ip_LF L @
I._ 198302 _| -
215
- P 7] __F.Cl
[ ] i S T
2}7 %
Poles Part. No. Taterial Oty
[ E12 Fl PAGE, ULS4Y-2 1000bag
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CABLING CONNECTORS L

3,96 mm pitch - wire to board connectors - 6121

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 6,12

Current Rating: 7A AC DC Material (base): Mylon 66, LIL 94V-2
Withstanding Voltage: 1500V ACIminute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesthag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

[

N =y = 3
TTWroroy | | R T
1:2+0.05: H B1.4+0.05
1,0+0.15 ! ©1,240.05 21 i
o ,
+H
o~
3

At0.2
]

—_—— e
QHEEEEEEEQQE};
Y O (O O )
, B0 ) 23
| . 3esx01 L ZAE0.0 [ 1.0
M i € v B e B e 8 e B e 6 B e {

& w
1 | | a a g B+0.3
L‘l‘ “ 3 i 3960.08 o
4 sah A =1 W (51 W 1S WIS .- o, o %
E | -

L3

s 1.9840.05
10.4

3.640.2

Recemmended FCB Layout

Poles Part No. A (mm) B (mm)
[ 6121 MOB-5 2370 1980
12 B121M1 25 47 52 1356
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CABLING CONNECTORS

3,96 mm pitch - PCB female connectors - 6136

SPECIFICATIONS PCB SOCKET

Voltage Rating: 260v AC.DC Poles: 2-20

Current Rating: 504 AC,DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1500V ACIminute Material {post): Brass

Insulation Resistance: 1000 M min. Finish: Tin plated

Temperature Range: -40°C ~ +106°C .ty 1000 pesfray

Contact Resistance: 20 m max.

. B+0.35 -
| Ax0.7 | |
t } 1 A+0.2 .
of
I 3.9640.1 Pl
o
| | I | . 65— @
L | I | 3.96;0.T | | | Recommended PCE Loyout

¥l

A—A' Section
Pales Part Ho. A {mm) B {mm}
2 6136F02-5 396 4
g 6136F03-5 792 1202
4 6136F04-5 11.88 1598
5 6136F05-5 15.84 1994
[ 6136F06-5 19.80 23480
7 6136F07-5 2376 2786
g 6136F08-5 252 82
9 6136F09-5 3168 3578
10 6136F0-5 3564 3974
1 6136F1-5 39.60 4370
12 G136F 2-5 4356 47 b6
13 6136F3-5 47 52 51 62
14 G136F14-5 51 48 5558
15 6136F15-5 55.44 5954
16 6136F 6-5 59.40 6350
17 6136F7-5 63,36 67 46
18 G136F18-F 67,32 7142
19 6136F19-5 71,28 7538
il 6136F20-5 75,24 7934
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CABLING CONNECTORS L
3,96 mm pitch - PCB female connectors - 6136

SPECIFICATIONS PCB SOCKET

Voltage Rating: 260Y AC, DC Poles: 2-20

Current Rating: 504 AC,DC Material (base): Mylon 66, LIL 94V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass

Insulation Resistance: 1000 M min. Finish: Tin plated

Temperature Range: -40°C ~ +106°C .ty 1000 pesfray

Contact Resistance: 20 m max.

A+0.2

Recommended PCB Layout /

=
£.85
11.0
6.5

810
B.85

I\

2.8

A—A' Section

Pales Part Ho. A {mm) B {mm}
2 6136F02-R 396 4
g 6136F03-R 792 1202
4 6136F04-R 11.88 1598
5 6136F05-R 15.84 1994
[ 6136F06-R 19.80 23480
7 6136F07-R 2376 2786
g 6136F08-R 252 82
9 6136F09-R 3168 3578
10 6136F0-R 3564 3974
1 6136F1-R 39.60 4370
12 6136F2-R 4356 47 b6
13 6136F3-R 47 52 51 62
14 G136F14-R 51 48 5558
15 6136F5-R 55.44 5954
16 6136F6-R 59.40 6350
17 6136 7-R 63.36 67 46
18 G136F18-R 6732 7142
19 6136F9-R 71.28 7538
il 6136F20-R 7h24 7934
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Part No.
6136F02-DR
6136F03-DR
6136F04-DR
6136F05-DR
6136F06-DR
6136F07-DR
6136F08-DR
6136F09-DR
6136F10-DR
6136F11-DR
6136F 2-DR
6136F3-DR
6136F14-DR
6136F15-DR
6136F16-DR
6136F7-DR
6136F18-DR
6136F19-DR
6136F20-DR

CABLING CONNECTORS

3,96 mm pitch - PCB female connectors - 6136

SPECIFICATIONS
Voltage Rating: 260Y AC, DC
Current Rating: 504 AC,DC

Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -40°C ~ +106°C
Contact Resistance: 20 m{ max.

136

B+0.35 - A%0.2
0 A£0.2 § ‘
] 1 e ——
1 Ty 1
Q
J% B gg % r
3.96£0.1
w
c

A {mm)
396
792
11.88
15.84
19.80
2376
252
3168
3564
39.60
4356
47 52
51 48
55.44
59.40
63.36
6732
71.28
7h24

B (mm)
8.06
1202
1558
1954
2380
2756
3182
3578
3974
4370
47 66
5162
5558
5954
6350
67 46
7142
7538
7939

PCB SOCKET

Pales: 2-20

Material (base): Mylon 66, LIL 94V-0
Material {post): Brass

Finish: Tin plated

QL ty: 1000 posiray

"S]SELECOM
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CABLING CONNECTORS L

3,96 mm pitch - wire to board connectors - 6164

SPECIFICATIONS TERMINAL
Voltage Rating: 250V AC, DC Applicable wires: AWG 18~28
Current Rating: 7A AC, DC Material: Brass

Withstanding Voltage: 1500V AC/minute Finish: Tin plated
Insulation Resistance: 1000 MQ min. Q ty: 5000 pesireel
Temperature Range: -25°C ~ +#85°C

Contact Resistance: 20 mQ max.

HOUSING

Poles: 2-15

Material: Nylon 66, UL 94V-2
Q.ty: 1000 peshag

App. Wire  Part. No. a(mm) b {mm) c¢(mm) o (mm) App. Wire  Part No. a (mm) b (mm) c(mm) d{mm)
AWG 18-24 B145TA, 245 2.4 40 39
AWG 22-28 B145TE 2.1 18 32 2725

EEEIEEY

A
B
& .60 (]
=y | - oy p oy T p =y 53
OOOoooo
g
@
|
B * 810
Poles Part. No. A (mm) B {mm) Poles Part No. A (mm) B (mm)
2 G154F02 396 906 12 G154F12 4356 A8 66
3 G154F03 792 1202 13 G154F13 47 A2 5252
4 G154F04 1188 1698 14 G154F14 5148 A6.55
5 G154F05 15,84 2094 15 G154F15 54 .44 G054
6 G154F06 1980 2490
7 G154F07 2376 2886
g8 G154F03 2772 3282
9 G154F09 31568 3678
10 G154F10 3564 074
11 G154F11 3960 4470

Iate with 6116M, 6119 & B120M series
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CABLING CONNECTORS

Mass terminal connectors - Mass termina ICD p.3,96 mm

SPECIFICATIONS FEATURES

Current Rating: 7A AC DC Size 2 to 25 circuits

Voltage Rating: 260Y AC Applicable wire from 18 to 26 AWG
Insulation Resistance: 1000 M min. with or wfout locking ramp and polarizing rib
Withstanding Voltage: 1500V ACIminute Mate waith 1,14 mm square or round pins
Temperature Range: -25°C ~ +85°C Through and End type

Contact Resistance: 20 m{ max. Terminal retention to housing 36,3 M min
MATERIAL

Insulator: Mylon 66, UL 94-2
Contact: Phosphor bronze
Plating: Tin over Mickel

PIN 453-xx
8.00 1.30 ﬁ[ .
I

10.40

310

[1T1
T
Baans
[TT]
LTI

Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 153Ee02Y80 386 742 22 A53E022%8) oM a7
g 153E003%80 782 11.89 23 A53E:0:23%80 a7 M4
4 153Ee04%80 11.89 1585 24 A53E024%8) M4 %10
5 153E005%80 1585 198 25 A53E:0:25Y8) %10 .06
[ 153E006%80 198 2377
7 153Ee07YE0 2377 2774
g 153E008Y80 277 .70
9 153Ee09%80 .70 3566

10 453Ed 080 3566 3962
11 A53Eed %80 3962 1359
12 453Ed 280 1359 4755
13 453Ed 380 4755 5151
14 453Ewd 480 5151 5547
15 4534 5%80 5547 5944
16 453Ed 6Y80 5943 6340
17 A53Ed T80 6340 67.36
18 453Fd 880 6736 a2
19 A53Eed 980 7132 7529
20 A53E20%80 7829 7925
2 A53Ee21%80 7925 832

w0 Select requested AWG - 18-20-22-24-26;
Selective Gold plating available upon request, MOQ is required
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CABLING CONNECTORS L

4,0 mm pitch - wire to board connectors - 6164

SPECIFICATIONS TERMINAL
Voltage Rating: 600V AC,DC Applicable wires: AWG 22 ~28
Current Rating: 1A AC DC Material: Phosphor Bronze
Withstanding Voltage: 1800V ACiminute Finish: Tin plated
Insulation Resistance: 500 M min. .ty 10000 pesfreel
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max. HEADER

Materialbase) Mylon 9T, UL34V-0
HOUSING Material {post) Phosp. bronze, Tin plated
Poles: 2-4 Qty (B164M-R): 500 pos PYC hox
Material: Mylon 65, UL 94Y-0 @ty G164h-H): 1000 peshag or reel

(Qty: 1000 pesibag

Q
&
SEC A-A T2
g
1.7 15 ';_“3 2 "?‘1'—
| s 0
| | | et L
{  wd Ll s
! T
J.30
SEC B-B SEC C-C 22|
Applicable Vires Part No Material Finish Oty
MING 2228 61647 Phosp bronze Tin plated 10.000keel
4.040.1
{ L
(] (g /=]
il
| AL0.25 ]
B£0.1 32
I-.—-.
v
- o)
©
™
i
| " Tcx0.2 | 2.15

Pales Part No. A imm) B imm] C {mmi
2 G164F02 980 40 6.35
g G164F 03 13.80 a0 1035
4 G164F 04 17.80 120 1435
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CABLING CONNECTORS

4,0 mm pitch - wire to board connectors - 6164

Pint Pin1 Pin1 . FA%
\ x J $1.2£0.05 f
i~ ™ ., P
0D O o a 0008 ﬂI:IEIEIEIDﬂI <5, wg
& = = i 2
=+
| 1ll2.45+020 24540200 |l 2.45+020] ||| il 1
6.7+0.15 10.7+£0.15 14.740.15 548 0/6.0/12.q \21.0£0.05
7.8040.15 11.80£0.15 15.80£0.15 t
Recommanded PCE Layout
1.15
10.0+£0.2 ; 14.0+£0.2 Y 18.04£0.2 ,  D.75%£0.05 . | 0.5040.05
I 1 . | |
P
E o~
% ] of 8 ¢
i
*j ©
2.040.15 | l 2.0+£0.h5 F= | 2.0+0.15 g 8 3.00+0.3 )
4,040.2 8.040.2 12.040.2 al % L——‘— ;
1 I{! LQ
GTG4M0Z-RE ..
Pin1 Pini ©1.240.1 @1.240.1
,21.220
\ _\ \ ﬁ/
I]ﬂEIE I:lIIEIEII]E <55 &2 (- ¢Q
U U m I U U = w lﬂ.‘ o -n_) ©
-+ -
2.4520.20 | Z 4540 20| -r L —-r
10.740.15 14.70.15 420.) ‘ #1.0£0.1 4001 | [\sr.0s0.1
11.80£0.15 15.80+0.15 2.45 8.040.1 2.45 ! 12.040.1
i 14.0+0.2 . " 18.0+0.2 . D.I5#0.05 gou AN
| l 0.50£0.05
g o
H
g | 8
- I RS ©
==l o
4.040.1 | | 4.0£0.15 ke
B.0+0.15 12.0£0.2 S | s00t008
uw
S
6164M03-R 6164M03-R8
PinTﬁ\
B 0B 08 00
243 |
14.7
15.80
#1.240.05
i 18.0 J ” __ﬁ “/;
- : = =y o = _e_ g
54 "]
5 7 D,— 2 =] L —=
o 8 e/ - g P‘;;‘L
. 4 | 2.45 410.1|4¢0.1[ 1.04£0.05
L 12.0£0.15
40| | a0 & | | 300
T120 - Recommanded PCE Layout
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CABLING CONNECTORS L

4,0 mm pitch - wire to board connectors - 6164

Pint Pin1 Pint 4.0/8.0/12.040.1
PR o uuuuj B OODO0DO0GD0® — 1.5 : 1.7£0.1
# % — — ¥ - ) —
| |2.4510‘20 2.45+0.20 | | 2.45+0.20 | | " 13
T T T L] T 1 w “\f
6.7£0.15 10.74£0.15 14.7+0.15 @l &
7.8040.15 11.8040.15 . 15.8040.15 | 1.0 TvR. )

Recommand PCB Layout

10.040.3 ) 14.0+0.3 ) ) 18.040.3 , 0.1 1.1
| | | | | |
]
r"i[ a
Eﬂ ‘ \ﬂ C’.] | =
" -
"
FITTING NAIL = I
2.0+0.1 2,040 ___ 2.0£0.1 a.1
4.040.25 8.040.25 12.0£0.25 - - :

[6764M0Z-HB

Pind 8.040.1
Pin1 f 15 4201 17201
‘ooo oo O 00O0O0O0GD "_
- = + - - + 3
2.458020 | |l 2.4540.20 | ||| 8| o
T 1 T 1 w [s23
10.7£0.15 14,740,15
11.8+0.15 15.80+0.15 5
Recommanded PCB Layout
; 14.0£0.3 ’ i 18.040.3 . 0.1 1.1 12.040.1
1:8 4401 . T
| |
- - -
w & z
o
B o]
FITTING  NAIL
4.0401 0.1
8.0+0.25 12.0£0.25 PR : =
104G 6164M03-H8 Recommanded PCB Layout
Pin1
LY
m 0o oaoaen -d
= — ¥
245020 | |||
T 1
b 14,720.15 -
15.80+£0.15 12.0+£0.1
' 15, |a0. 420 , 1.7
. 18.0+0.3 . 0.1 i 55 :_ ] I--
o™~
=
FITTING NAIL i E
4.0+0.1 | | 4.040.1
12.04£0.25 21 "t Recommanded PCB Layout
6164M04-H
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CABLING CONNECTORS

4.14 mm pitch - wire to wire connectors - 6143

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 24 ~ 16

Current Rating: 104 max. Material: Tin plated brass - Phosphor Bronze
Withstanding Voltage: 1500V AC/minute .ty 4000 pesfreel

Insulation Resistance: 1000 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

JJJJJJ

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesfbag

g
(= 2
= W
ll'\ )' o
i
SEC A-A
1871
211,200, - I{"'m'ﬂ
AL = = Y [
] [ ] [ m— T o IIII III,II
= L
bt = SECEB
Applicable Wires Part No. Insulation 0.D. oty
AING 1624 6143TR 24 mm max 4000 pesheel
- A =B
| {305 B100
& ! 220
-1 ”
e g = ; U
-—A —8 SEC A-A
I 17.20
150 2 360
-} 12.00 y :
W T
f—— 745 —= ¢1.80 # o
, el ; 1\ -
ST e S ; /
I = > (D) -
/ SEC B-B
Applicable Wires Part No. Insulation 0.D. Oty
AING 1624 6143TP 24 mm max 4000 pesteel
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CABLING CONNECTORS

4.14 mm pitch - wire to wire connectors - 6143

Max-Rated Dimensional Information
Circuits
Amps | Voltage Receptacle Plug
2370 5.60
’T“ ey ‘.ﬂm o | 2370
i |walzsov| I T f@lk @ 5 b
6142 RO1 WO (W/O. Mtg. ears) 6143 P01 WO (W/O. Mtg. ears)
L[ s, S | =
2 [10A| 250V T — = E
6143 RO2 WO (W/O. Mtg. ears)
T| :"-'L‘_‘:':"L_ . ‘
=i
3 |10A| 250V X —
M = -
! 6143 PO3 W il
6143 R03 WO (W/O. Mtg. ears) 6143 P03 WO (W/0 Mtg. Ears)
2370 | 880 _‘ r—m——
= ey —17
FE - i||@l = | |2
4 |10A | 250V ] Meg e | LI|¢
t— ﬂl.h 1 1
6143 P04 W
6143 R04 WO (W/O. Mtg. ears) 6143 P04 WO (W/O. Mtg. ears)
=
2 ;
6 8A | 250V =
6143 PO6 W
6143 R06 WO (W/O. Mtg. ears) 6143 P06 WO (W/O. Mtg. ears)
= 2370 i %‘ e G 2378
. = —J%J: S | S
| L @0, iy —
9 | 6A | 250V : | [2esr @ .
— (B8 Sele
T 'J_.I 414 ) 4 e ey
6143 POOW
6143 RO9 WO (W/O. Mtg. ears) 6143 POS WO (W/O, Mig. ears)
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L CABLING CONNECTORS

4.14 mm pitch - wire to wire connectors - 6143

Shuail Max-Rated Dimensional Information
Amps | Voltage Plug
N
oo
12 | 6A | 250V Q9 ,
6143 P12W
6143 R12 WO (W/O. Mtg. ears) 6143 P12 WO (W/O. Mtg. ears)
15 | 6A | 250V
6143 P15 W
6143 R15 WO (W/O. Mtg. ears) 6143 P15 WO (W/O. Mtg. ears)
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CABLING CONNECTORS

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

3.6

TERMINAL

P AWG 18 ~ 24 8137 TR1B137 TP
P AWG 22 ~ 26 8137 TR2IB137 TP2
Material: Brass /fPhosphor Bronze
Finish: Tin plated

(L ty: 5000 pesireel

e
o
SEC A-A 14.9
4.4
0 o0 r gl o1
! e .
b g v B 2 |
ﬂ:! —
o oo HH
SEC BB SEC C-C | 185 |
Applicable Vires Part No. Material Finish Oty
NG 1824 B137 TR Brass Tin plated 5.000ked
NG 22-26 B137TR2 Brass Tin plated 5.000%ed
38 A
-
=2
o (SEESEG -~
- = ¥
= o= =
g
SEC A-A 51
206
wE 16.9
_[1—““. 4-2
6.42 0. 1.2
o4
SEC §-8 ] E E nﬁ [ sl
Applicable Wires Part. No. Iaterial Finish Oty
NG 1824 G137 TH Brass Tin plated 5.000ked
NG 22-26 6137 TR2 Brass Tin plated 5.000%ed
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CABLING CONNECTORS

4,2 mm pitch - wire to hoard connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-24 (DIR); 2-6 (S/R)
Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

S
T
iy
i)
g
|2a]

x
Tt atiuinfitalna's 5 ra

1 e i ]
a.20 TYR | 100
B0.3 |

B{mm) Cimm} Dimm)

2 6137 PO —-— 540 5560 1080 22 G137P220 4200 4780 4780 5280
4 6137 P04 420 960 10,00 15.00 24 6137P2410 4520 51 60 52.00 57.00
4 6137 PG G40 1380 14.20 19.20

8 6137 PG 1260 1800 16.40 2340

10 613710 1680 2220 260 2740

12 61371 200 21.00 2640 %80 3180

14 61371 4 2520 3060 31.00 36.00

16 6137P1 6 2940 3480 H2A 40.20

18 61371 G 3360 3900 140 44.40

20 6137 P20 37480 4320 4360 4560

(L {EE DR O -

T I K

4.20 TYP. \cKT1

A

5.4
[ T F
. 15
i |l <l
wel T E
1 I . Recommended Fane cut-out

g

]

Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6137P1 02 420 950 960
g 61 37P1 03 g40 1380 19.20
4 6137P1 0y 1260 1800 2340
5 6137P1 050 1680 220 ]
[ 61.37P1 O 21.00 2640 380
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CABLING CONNECTORS

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-24 (DIR); 2-6 (S/R)
Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

A+0.3

1

I
Y ReE

Ha
=

IRV
H]

1]

B min e i

Tt 1}

=1

|

4.70 VP, | e
80.3

e

I
38

I =
{'\

A (mm) Bimm] Cimm} Dimm)

2 6137P02U0 — 540 580 1080 22 61372200 4200 47 80 47 80 5280
4 6137P04UD 420 950 10.00 15.00 24 61372400 1620 5 60 52.00 57.00
[ 6137P0GIID g40 1380 1420 19.20

a 6137P0GIID 1260 18.00 18.40 2340

10 6137000 1680 220 A 2740

12 613712000 21.00 2640 .80 31.80

14 61371400 2520 3060 .00 36.00

16 6137160 2940 3480 H2A0 40.20

18 61371800 3360 3900 40 4440

20 61372000 3780 4320 43560 4860

[EO0nnG -
470 TVF, i\'C“ 1
B 5.4
S — -
\:j I M
\
Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi

2 6137P10200 420 950 960

g 6137P1030 g40 1380 19.20

4 6137P1 040 1260 1800 2340

5 6137P1050 1680 220 ]

[ 6137P1 0610 21.00 2640 380

/ 4 1
322 f_._sssLEcom




CABLING CONNECTORS

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-24 (DIR); 2-6 (S/R)
Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

B£0.4

M
OELL

A+D.3

: ﬁ 2 gl F{__‘—._'.ﬂ
IO T R ——

4.240.1

A (mm) Bimm] Cimm} Dimm)

2 G137R0200 —-— 540 5560 1080 22 G137R2Z2N0 4200 4780 4780 5280
4 6137R0440 420 960 10,00 15.00 24 G137R2400 4520 51 60 52.00 57.00
4 6137R0BNN0 G40 1380 14.20 19.20

8 6137R0GO 1260 1800 16.40 2340

10 G137R1000 1680 2220 260 2740

12 B137R1 200 21.00 2640 %80 3180

14 G137R1 400 2520 3060 31.00 36.00

16 6137R16I0 2940 3480 H2A 40.20

18 G137R1BIO 3360 3900 140 44.40

20 6137R200 0 37480 4320 4360 4560

A+0.25 19.6

BEEE0

|
I

r
*
-
Fioe

Pales Part No. A {mm]) B immi  Cimmj} Pales Pait No. A imm) B imm}  C immi
2 6137R1 0200 420 950 960
g 61 37R1 00 g40 1380 19.20
4 6137R1 040 1260 1800 2340
5 61 37R1 0500 1680 220 ]
[ 6137R1 060 21.00 2640 380
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CABLING CONNECTORS

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Poles: 2-6

Material: Mylon 66, UL 94Y-0 or V-0
(Qty: 1000 pesibag

B+0.3
A+0.25

A

T L1 49501
L

)
4.240.1 W
e 220D o

e e

1.152005 1.1520.05 Recommended PCE Layout
Pales Part Ho. A {mm) B {mm}
2 B137W01025 420 960
g B137W0103-5 a.40 1380
4 B137W0104-5 1260 1800
5 B137W0105-5 16.80 220
[ B137W0106-5 24.00 2640
2403 {
Ax0.25
4,220.1
1
BIEEEAE]
o =]
\:chuT NO.1 tj
i ax LY o TOR. |
| ~%005 1
0 i
! - | 4
| Lhio-0-0_0 0
| CIRCU NO.1/ &/ ;
& )
Recommended PCB Layout
Pales Part No. A imm) B imm]
2 G137 02-5 420 960
g G137 03-5 a.40 1380
4 61371 04-5 1260 1800
5 G137 05-5 16.80 220
[ G137 06-5 24.00 2640
s
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CABLING CONNECTORS

4,2 mm pitch - wire to hoard connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Poles: 2-6

Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

B+0.3

:L—u&:ga@;wﬁu
YE

1.14£0:05 L 4.240.1

42401 .8 /
000 -@—)@{9
A+0.25  SEIRCL O. Recammended PCB Layout
Poles Part No. A (mm) B (mm)
2 G137W0102-R 420 9.60
3 G1370103-R §.40 1380
4 G137W0104-R 1260 1800
5 G137W0105-R 16.80 2220
4 G13700106-R 2400 2640
— 052
- _T_“ 2207 \ B~
” i
P I CIRCUIT NO.1/
e —/@(
G v

-

kecommended PCB Laoyout

Pales Part No. A imm) B imm]
2 G137 02-R 420 960
g G137 03-R a.40 1380
4 61371 04-R 1260 1800
5 G137 05-R 16.80 220
[ 61371 06-R 24.00 2640
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CABLING CONNECTORS L

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-24

Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

42401 | | (i |
. B4 ) 1.4 . 88
| | |
- o)
l:‘l 47 TYP ‘\.**’09 .
o
e [$ - <
Wl
i | |
U i - S
"
LE—E-J v Recommended PCB Layout

Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 E13AIN002-5 — 550 22 E137022-5 4200 4750
4 E13AIN004-5 420 970 24 E1371024-5 4,20 51.70
B E137IN006-5 g40 1380
a 61370085 1260 1810

10 61370010-5 1680 2230
12 B1370W012-5 21.00 2650
14 B137W014-5 2520 3070
16 6137001 6-5 2940 34590
18 61370W018-5 3360 3910
20 61370 020-5 3780 4330
+0.4 2.6
B0 |
o
o~
e |
E ]ﬂ -

Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 613702-5 — 550 22 B137022-5 4200 47 50
4 6137004-5 420 970 24 6137024-5 1620 .70
[ 61370i06-5 g40 13490
a 61 37U08-5 1260 1810

10 613701 0-5 1680 2230
12 61370 2-5 21.00 2650
14 613701 4-5 2520 3070
16 6137 6-5 2940 34590
18 613701 8-5 3360 3910
20 61 37U20-5 3780 4330
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CABLING CONNECTORS

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-24

Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

L B10.4 12.8
|

— | - £.740.1 ,,0-“6‘}
" BT ) PN ‘E/ ~ | & %
L= ] 1 i - _e_
i fe]sfelaial N {7 - e
00U v ¢4-0-60o
1,14+0.05 55 Recommended PCE Loyout
Poles Part No. A (mm) B {mm) Poles Part No. A (mm) B {imm)
2 61370 002-R — 550 22 61370 022-R. 4200 47 50
4 61370 004-R 420 970 24 61370 024-R. 1620 .70
[ 61370 006-R g40 13490
a 61370 008-R 1260 1810
10 61301 0-R 1680 2230
12 6137001 2-R 21.00 2650
14 6137014-R 2520 3070
16 61370 016-R 2940 34590
18 61370 018-R 3360 3910
20 61370 020-R 3780 4330
4.2+0.1 . 1.1440.05
1 1
i
T _NANAARH
T
= noonnoo =i
X fefolefe o= ~
l Ej" l 4.2 TYP, o2
b ( T 00 s
o : | [] ] ]
ol "‘6 5’” ¥ ¢ 4
I e "L s2s00s &

T : A >

A+0.3
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]

2 613702-R — 550 22 B13722-R 4200 47 50
4 6137004-R 420 970 24 6137024-R 1620 .70
[ 6137006-R g40 13490
a 613708-R 1260 1810

10 613701 0-R 1680 2230

12 613701 2-R 21.00 2650

14 6137014-R 2520 3070

16 613701 6-R 2940 34590

18 6137018-R 3360 3910

20 B13720-R 3780 4330

";'ISELECOM 327



CABLING CONNECTORS L

4,2 mm pitch - wire to board connectors

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HEADER

Pales: 2-24

Material: Mylon 66, UL 94V-2 or V-0
(Qty: 1000 pesibag

=3
=1
D=
z %:v
8)
1D

S aannon
1 B+0.4 4.2 TYP “g’,&oﬁf’
= i K $~<B—e— s &

12.8
=3

2n
T o e

Recommended PCB Loyout

73X

|- A+0.3 |
Pales Part Ho. A {mm) B {mm}
2 BI37TWoN2-RP 550
4 G137 004-RP 420 970
[ 61370 006-RP a.40 1350
a 61370 008-RP 1260 1840
10 61370 0-RP 16.80 2230
12 G137 2-RP 21.00 2650
14 6137001 4-RP 2520 3070
16 G137 01 6-RP 29.40 3450
18 6137001 8-RP 3360 3910
il 61370 020-RP 3780 4330
A G137 022-RP 4200 4750
24 G137 024-RP 16.20 5170
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CABLING CONNECTORS

4,5 mm pitch - Wire to Wire connectors - 6128

SPECIFICATIONS TERMINAL

Voltage Rating: 300V ACDC Applicable wires: AWG 16~ 24
Current Rating: 9A-124 ACDC Material: Phosphor bronze
Withstanding Voltage: 1500V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 7000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

L 5| Ha
gy
Vi [ '
o4 | N Ty
i 14\
Sec B-B = Bad
|
8 18.20
- 4l
== :
|, 53 7.5 20 2.3
Lot
\/ 4 ]
——
Sec A-A Sammes
Apllicable wire Part No. Material Finish Oty
AING 1624 6128TP Phosp bronze Tin Plated 7000 posked
3.7 B
L3
A-h Sec P Hoan
1B8.0
22 11.6 20.2.3
g b L]
o4
B-8 Sec ITE’W
Apllicable wire Part No. Iateral Finish O.ty
AING 1624 6128TR Phosp bronze Tin plated 7000 posked

5 SELECOM 329



CABLING CONNECTORS

4,5 mm pitch - wire to wire connectors - 6128

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
Pirl =
-
== &
2 12A 300V vy 5 (5
| 25
6128P02W
6128P02WO (w/o Mtg. Ears) 6128R02WO (w/o Mtg. Ears)
5
o E_ w %
3 12A | 300V -_— j—
24.9 I 1,52,5]
6128P03W Pin1
6128P03WO0O (w/o Mtg. Ears) 6128R03WO (w/o Mtg. Ears)
lr . |
0 E_ o
3 e r ol - -
4 11A | 300V - e
| & TR ]
249 15
6128P04W L] Snan TS
6128P04W0O  (w/o Mtg. Ears) 6128R04WO (w/o Mtg. Ears)
Pint End Pin,q
= =
= =1l
4 11A | 300V -y 5
248 | IO.]J 25
Pin1
6128PV04W
6128PV04WO (w/o Mtg. Ears) 6128RV04WO (w/o Mtg. Ears)
%
= {f==
6 11A | 300V —
249 | T 25
Fin1
6128P06W
6128PO6WO  (w/o Mtg. Ears) 6128RO6WO  (w/o Mtg. Ears)
[ | [@
9 10A 300V E
s | 15
24.9 | 14.7 25
6126P09W
6128P09WO (w/o Mtg. Ears) 6128R09WO (w/o Mtg. Ears)
330 8 seLecom




L CABLING CONNECTORS

4,5 mm pitch - wire to wire connectors - 6128

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
@ | @
" ) S [ |
12 9A 300V i <
24.9
6128P12W
6128P12W0O (w/o Mig. Ears) 6128R12WO (w/o Mtg. Ears)
r ]
3 =
15 9A 300V | | —]
15
243 14.7 5
End Pin
6128P15W
6128P15W0O (w/o Mtg. Ears) 6128R15WO (w/o Mtg. Ears)
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CABLING CONNECTORS L

5,0 mm pitch - wire to board connectors - 6118

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 18 ~22
Current Rating: 5A Material: Brass

Withstanding Voltage: 1500V ACIminute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 20000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Poles: 1-6

Material: Mylon 65, UL 94Y-0
(Qty: 1000 pesibag

g s
i - ” = 32:025 o
& |‘_‘I— . 2.040.25
— = nl__ S
I s O 1 = == S 1

4
_?; Y -—t » -
™ SeC A-A SEC B-B
- 3.1£0.2 .. 12402 o

13.040.35 o

& 2.250.2
P\i o~
SEC C-0
Applicable Vires Part No Material Finish Oty
MG 18~ 22 61187 Brass Tin plated 20000 el
: a0 2
75
1k == =]
C DO DD
=
an
e

12.55 L& ]
8203
Pales Part No. A imm) B imm]
1 G118FH — 0500
2 G118F 02 750 1250
3 6118F 03 500 1750
4 6118F 04 10.00 2250
5 6118F 05 15.00 2750
[ 6118F 06 20.00 3250
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CABLING CONNECTORS

5,0 mm pitch - wire to board connectors - 6118

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles: 1-6

Current Rating: 5A Material (base): Mylon 66, LL94Y-0 or
Withstanding Voltage: 1500V ACIminute Phenolic backelite

Insulation Resistance: 1000 M min. Material {post): Brass! Tin plated
Temperature Range: -25°C ~ +85°C .ty 1000 pesthag

Contact Resistance: 20 m max.

ERERREEPEIE
‘ | 120403 |

o' | Assembly Layout

i A+0.2 Recommended PCEB Loyout
| ?51:{]1 @1.56+0.05

i

BxD.3

i

J—.l

15.540.2 |
70

22.0

Pales Part Ho. A {mm)
1 611800 —
2 6118M02 1310
3 6118M03 18.00
4 6118M04 23.00
5 6118M05 28.00
[ 6118M0B 3260
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CABLING CONNECTORS L I

5,0 mm pitch - wire to board connectors - 6158

SPECIFICATIONS TERMINAL

Voltage Rating: 260v AC.DC Applicable wires: AWG 18~ 24; AWG 22~ 28
Current Rating: 94 AC DC Material: Brass

Withstanding Voltage: 1500V AC/minute Finish: Tin plated

Insulation Resistance: 1000 M min. .ty 5000 pesfreel

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

Poles: 2-6

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

Apllicable wire Part No. afmm himmj ¢lmm) dimm) oty
AG 18~ 24 G145TA 245 24 40 38 5000k el
NG 22~ 28 614578 21 18 32 225 5000 el

i i
=

15 " 860 a7e

160

Pales Part No. A imm) B imm]
2 G138F 02 750 1250
g 6158F 03 1250 1750
4 6158F 0 17.50 2250
5 6153F 05 2250 2750
[ 6133F 06 2750 3250
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CABLING CONNECTORS

5,0 mm pitch - wire to board connectors - 6158

SPECIFICATIONS HEADER

Voltage Rating: 260v AC.DC Poles 2-6

Current Rating: 94 AC DC Material (base): Mylon 66, LIL 94V-2
Withstanding Voltage: 1500V AC/minute Material {post): Brass, Tin plated
Insulation Resistance: 1000 M min. .ty 1000 pesibag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

B
110

5.00( 7.50

L

5.6

¥l

]
=
3.20
12,80
17.50

Recommended PCB Layout
114 B[ 102
"
Poles Part No. A (mm) B (mm)

2 G158M02-5 750 1250
g G158M03-5 1250 1750
4 6158M04-5 17.50 2250
5 G158M05-5 2250 2750
[ G158M06-5 2750 3250

B

" 500 _7.50

1 : 1 .
T T
LRBIAREIE
. ]
[
50401 75401
J 8| 2 dopbo &
‘l - oy Fl & = "\fw_“
,F' [
L S| Recommendad PCE layout
Pales Part No. A imm) B imm]

2 G158MO2-R 750 1250
g G158M03-R 1250 1750
4 G158M04-R 17.50 2250
5 G158M05-R 2250 2750
[ G158M06-R 2750 3250
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CABLING CONNECTORS

5,08 mm pitch - wire to board connectors - 6122

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Poles: 4

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

TERMINAL

Applicable wires: AWG 18 ~22:16~20
Material: Brass

Finish: Tin plated

Qty: 7000 posireel

3| I
b | 4.1
| —Br-
1_§ f &
L
o
'N
SEC A-A —
A
%‘-—1 86102 250 9.7+0.2
= 0 q
” t ky
e = _ IMnT .
SEC B-8 07 05+0.03
Applicable Vires Part No Material Finish Oty
MG 18 ~22 B12TA Brass Tin plated 7000 ed
AlNG 16~ 20 612278 Brass Tin plated 7000 ed
1524 508
5.08 | -
TR (N R Y
| a3 e L ZANEZAN AN
NN — |
S 2137
210403 o 8.35 ‘L"j
== L r 7
e
= o
5
\ :l 82
Pales Part No Tyne
4 6122FB04 Receptacle
4 B122MA04 Plug
336
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23.540.3

5,08 mm pitch

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: 7A AC DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

CRCACRC)

6.540.2
8.3

2164025

g

CABLING CONNECTORS

- wire to board connectors - 6122

HEADER

Pales: 4

Material (base): Mylon 66, LIL 94V-2
Material {post): Brass Tin plated
Qty: 1000 pesibag

50801

R

S e A

Recommended PCE Laoyout

15.2440.2
Poles Part. No.
1 6122MB04-5
23550.95
#Mh
OB I T -
o @‘\ /@ [’$ a
%;__[—L e -
H ILJF ],ll‘-J '|E UH— 20.3240.1
LI CE T E N 2 £ 15 24401 1
o 1824 ¥ {e"’v | L L
i 3 X %
8.340.3 . 1 b
20“'—?—-i nee ,!__\t.\i_ ’Sb _@_‘_’
| - = g & al .FI— §i 1, 4. . ;
| I, g & 4
‘| = j’ : L 1180 _I wx
—— Recommended PCH Layout
P AP TP —tr
Poles Part. No.
1 6122MB04-R

i;'_.s'ss:.scom
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CABLING CONNECTORS

5,08 mm pitch - wire to board connectors - 6141

SPECIFICATIONS

Voltage Rating: 260v AC.DC

Current Rating: YA AC, DC

Withstanding Voltage: 1500V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Pales: 2-20

Material: Mylon 66, 64V-2 or V-0
(Qty: 1000 pesibag

TERMINAL

Applicable wires: AWG 18 ~24
Material: Brass

Finish: Tin plated

QL ty: 8000 posireel

3.30 | g = o :
% f_f g s | J Pand|
- -
SEC A-A e " b ” L
269 a #
\ g e
i '—\—ﬁ/—éu_lq_j:l_\;’l
SEC B-8 .
. 233025
624018 s o i
Lpad |
1 i
272 2 | sase01 | ‘ §
SEC &-C 178
Apllicahle Part No. aterial Oty Type Apllicable Part No. Material Oty Type
NG 1824 61167 Brass 6.000keel  End chain
AUNG 18-24 B116TC Brass 7.000keel Mlidd|9
- Ba038 =
..508_
!
OooooQ
i S IR 0 A S S
7
i
it 8
B -
i £
if
" A0 " L sa |
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 6141 F2 1016 508 12 6141F12 60 96 88
g 6141 F3 1524 1016 13 6141F13 6604 60 96
4 6141 F)4 2032 1524 14 6141F14 HAa2 6604
5 6141 Fl5 2540 2032 15 6141F15 76.20 A2
[ 6141 Flb 3048 2540 16 6141F16 a2 7620
7 6144 FO7 3556 3048 17 G14F17 836 a.28
g 6141 F)8 064 3556 18 6141F18 M a4 836
9 6141 F09 4572 4064 19 6141F19 %52 M 44
10 614 F0 5080 4572 20 614F20 1016 %52
11 614 F1 5588 5080
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Pales Part No.

2 6141 MO2-5
6141 MO3-5
6141 M04-5
6141 MO5-5
6141 M0B-5
614 MO7-5
6141 MOB-5
6141 M09-5
6141 M0-5
6141 Mi1-5

e e R I+ R = e

Pales Part No.
2 6141 MIZ-R
g 6141 MI3-R
4 6141 MI4-R
5 6141 MI3-R
[ 6141 MIG-R
7 6141 MI7-R
g 6141 MI3-R
9 6141 MI9-R
] 6141 M0-R
1 6141 M1-R

I

INIR

| 1142008

T Ad05

A (mm) B {mm}
1046 508
1524 1046
2032 1524
2540 2032
3048 2540
3556 3048
4064 3556
4552 4064
5080 4572
5588 5080

B0.5

5.08:0.15

5,08 mm pitch

SPECIFICATIONS
Voltage Rating: 260v AC.DC
Current Rating: YA AC, DC

Withstanding Voltage: 1500V ACIminute

CABLING CONNECTORS

- wire to board connectors - 6141

HEADER

Pales 2-12

Material (base): Mylon 66, LL94Y-0
Material {post): Brass Tin plated

Insulation Resistance: 1000 M min. .ty 1000 pesibag
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.
|
ﬁ ! B+0.2
= _L i 50&.&00& ‘.\55'00
] D - @—E%%B—e
§ - Recommendsd PCH Layoul
Poles Part No. A (mm) B {imm)
12 B141MI2-8 B0.96 588
1, 144005
g - BE0.2 »
WE'_- }. . A Q\b,;g.aﬁ
im L 00O e--@;@/

-

l

A fmm)
1046
1524
2032
2540
3048
3556
4064
4572
5080
5588

-
IR

B {mm)
508
1046
1524
2032
2540
3048
3556
4064
4572
5080

[RELEY

Pales

Part No.
12 G141 2-R

Recammendsd POE Loysut

A imm)
60 96

B (mm]
88

f'_.s:'ssl.scom
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CABLING CONNECTORS L

5,08 mm pitch - wire to board connectors - 6142

SPECIFICATIONS HEADER

Voltage Rating: 260Y AC, DC Poles: 2-12

Current Rating: 7A AC, DC Material (base): Mylon 68, LL 94V-2 or V-0
Withstanding Voltage: 1500V AC/minute Material {post): Brass Tin Plated

Insulation Resistance: 1000 M min. .ty 1000 pesibag

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

Az0 2
508201
‘ 2184005
508 | R PCE Layoul
H Be0 S |
Pales Part No. A {mm]) B (mmj) Pales Pait No. A imm) B (mm]
2 6142M02-5 1016 508 12 614201 2-5 60 96 88
g 6142M03-5 1524 1016
4 6142M04-5 2032 1524
5 6142M05-5 2540 2032
[ 6142M06-5 3048 2540
7 6142M07-5 3556 3048
g 6142M08-5 064 3556
9 6142M09-5 4572 4064
10 6142M10-5 5080 4572
11 6142M11-5 5580 5080
A$D3
4!
8 8 0B O @
1
o 102
I "o
. —— |
| | ] | A
| [ g H‘Q 2 Al
1 . i " =| 50801
| ; | s - \.| ,_'.— y J. 182005
| I 3 | . T— D —H—0—0—-0—¢
| _ . W
I e - T
1}2954 SLA _..TMU_S
Pales Part No. A {mm]) B {mmi) Pales Pait No. A imm) B (mm]
2 61420M02-R 1016 508 12 614201 2-R. 60 96 88
g 6142M03-R 1524 1016
4 6142004-R 2032 1524
5 6142M05-R 2540 2032
[ 6142006-R 3048 2540
7 6142M07-R 3556 3048
g 6142008-R 064 3556
9 6142M09-R 4572 4064
10 61420 0-R 5080 4572
11 614201-R 5588 5080
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CABLING CONNECTORS L
5,08 mm pitch - PCB female connectors - 6153

SPECIFICATIONS PCB SOCKET
Voltage Rating: 260V AC max. Poles: 2-20

Current Rating: 7A AC DC Material (base): Mylon 66
Withstanding Voltage: 1500V AC/minute Material {post): Brass
Insulation Resistance: 5000 M min. Finish: Tin plated
Temperature Range: -40°C ~ +106°C .ty 1000 pesfray

Contact Resistance: 20 m max.

1 —] A0.2 -
@ @ . 5,08£0 1 /
i ® & -G—0—o
| I_ .1 Recommended PCB Layout

1
1
E— I
114
=

SECTION A-A
Pales Part Ho. A {mm) B {mm}
2 G153F02-5 508 1016
g 6153F03-5 1016 1524
4 6153F04-5 1524 2032
5 6153F05-5 2032 2540
[ 6153F06-5 2540 3048
7 6153F07-5 30.48 3556
g G153F08-5 3556 064
9 6153F09-5 4064 4572
10 6153F0-5 572 5080
1 6153F1-5 50.80 55588
12 G153 2-5 5588 6096
13 6153F3-5 6096 6604
14 G153F14-5 66 04 T2
15 6153F15-5 A2 7620
16 6153 6-5 76.20 128
17 B153F7-5 a1.28 8636
18 G153F18-5 06 .36 91 44
19 6153F19-5 91 .44 9652
il G153F20-5 96 .52 1016
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CABLING CONNECTORS

5,08 mm pitch - PCB female connectors - 6153

SPECIFICATIONS PCB SOCKET
Voltage Rating: 260V AC max. Poles 2-20

Current Rating: 7A AC DC Material (base): Mylon 66
Withstanding Voltage: 1500V AC/minute Material {post): Brass
Insulation Resistance: 5000 M min. Finish Tin plated
Temperature Range: -40°C ~ +106°C (3.ty 1000 posiray
Contact Resistance: 20 m{ max.

SECTION A-a

Pales Part Ho. A {mm) B {mm}
2 6153F02-R 508 1016
g 6153F03-R 1016 1524
4 6153F04-R 1524 2032
5 6153F05-R 2032 2540
[ 6153F06-R 2540 3048
7 6153F07-R 30.48 3556
g 6153F08-R 3556 064
9 6153F09-R 4064 4572
10 6153F0-R 572 5080
1 6153F1-R 50.80 55588
12 6153F2-R 5588 6096
13 6153F3-R 6096 6604
14 6153F14-R 66 04 T2
15 6153F5-R A2 7620
16 6153F6-R 76.20 128
17 6153F7-R a1.28 8636
18 G153F18-R 06 .36 91 44
19 6153F9-R 91 .44 9652
il 6153F20-R 96 .52 101 &0
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CABLING CONNECTORS L
5,08 mm pitch - PCB female connectors - 6153

SPECIFICATIONS PCB SOCKET
Voltage Rating: 260V AC max. Poles: 2-20

Current Rating: 7A AC DC Material (base): Mylon 66
Withstanding Voltage: 1500V AC/minute Material {post): Brass
Insulation Resistance: 5000 M min. Finish: Tin plated
Temperature Range: -40°C ~ +106°C .ty 1000 pesfray
Contact Resistance: 20 m{ max.

A+0.2
5.08:0.1
I
$--¢p—o—o-
Recommended PGB Layout

Pales Part Ho. A {mm) B {mm}
2 6153F02-0R 508 1016
g 6153F03-0R 1016 1524
4 6153F04-0R 1524 2032
5 6153F05-0R 2032 2540
[ 6153F06-0R 2540 3048
7 6153F07-0R 30.48 3556
g 6153F08-0R 3556 064
9 6153F09-0R 4064 4572
10 6153F0-0R 572 5080
1 6153F1-0R 50.80 55588
12 6153F2-0R 5588 6096
13 6153F13-0R 6096 6604
14 6153F14-0R 66 04 T2
15 6153F15-0R A2 7620
16 6153F6-0R 76.20 128
17 6153F7-0R a1.28 8636
18 6153F18-0R 06 .36 91 44
19 6153F19-0R 91 .44 9652
il 6153F20-0R 96 .52 1 16
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6,0 mm serie

SPECIFICATIONS

Voltage Rating: 260Y AC, DC

Current Rating: 124 max.

Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 100 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

JJJJJ

Material: PAGE LIL 94V-2, natural

14.0

CABLING CONNECTORS

s - wire to wire connectors - 6133

TERMINAL

Material Brass
Finish: MonefTin plated
Qty: seetable

(Qty: 1000 pesibag
|
O]

(1 | 6.0
[11 =L oe
] 245 ]
Applicable Wires Part No. Insulation 0.D. Material Finish Oty
MG 1416 G133TRA 35 mm max Brass Nore 00 kel
MING 1618 6133TPE* 3.1 mm max Brass Nore 00 kel
MING 1822 6133TPC* 21 mm max Brass Nore 00 kel
*ForTin plated version add. Tto the Part Mo.
i f T |
287 ) | | 265 | 184 [_
k. B
1P 2P 3P
— w
— — e
SI D::prip 5 ‘ : DCI]LG]
f fja) : )
6.5 ] ]
3 153 ! H_b[l“ﬁ
285
20,3 4 15.3 !
4P &P BP
Poles Part No.
1 6133P01
2 6133P02
3 6133P03
i 6133P04
4 6133P06
g 6133P08

i;'_.s'ss:.scom
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CABLING CONNECTORS L

6,0 mm series - wire to wire connectors - 6133

SPECIFICATIONS HOUSING

Voltage Rating: 260Y AC, DC Poles: (1), 2,3,4,6,8
Current Rating: 124 max. Material: Mylon 86, UL 94Y-2
Withstanding Voltage: 1500V AC/minute .ty 1000 pesthag

Insulation Resistance: 100 MO min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

ol

— f =

" T

k=i
183

2 158.4
o)
)
Ty
c)
Pales Part Ho.
2 6133PL02
JI¢] 6133PL03
o 6133PL04
5 6133PL06
i3] 6133PL0G
F— — i
]| T E@ B i@][ﬂ@j; T M%%
L ms | o T LL“J [ ] ‘L" =0
®P 2P 3p
— 5 i)
(E— At
i ’f'{:{l] : S : ! ; 1[ l |_ s
’ — _[D{b : 1 [ )
- - [
1] ) ‘Lm ()
6.5 | 1,;_! 285 [T ! 265 ®1
4p &F ap
Pales Part No.
1 6133P501
2 6133P502
3 6133P503
4 6133P504
[ 6133P506
a 6133P508
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CABLING CONNECTORS

6,0 mm series - wire to wire connectors - 6134

SPECIFICATIONS TERMINAL

Voltage Rating: 260Y AC, DC Applicable wire: AWG 12 ~ 22
Current Rating: 124 max. Material: Brass

Withstanding Voltage: 1500V AC/minute Finish: Mone

Insulation Resistance: 100 M min. Uty seetable

Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m max.

HOUSING

JJJJJ

Material: PAGE LIL 94V-2, natural
(Qty: 1000 pesibag

f ==
| 19.4 |
I 1
Applicable Wires Part No Insulation 0.D. Material Finish Oty
MG 1042 G134 TRA® 4.0 mm max Brass Nore 000 kel
MING 1618 6134 TRE* 3.1 mm max Brass Nore 00 kel
MING 1822 G134 TRC 21 mm max Brass Nore B000 kel

*ForTin plated version add. Tto the Part Mo.

= 11 =] |

10.0
=1
150

153 | 250 18,5 250 |
. F 1 =1
P 2p ap
I |
o
I — T =
ﬂﬁ]‘ :
&
18 | !_ 2340 118 230 250
4P &P 8p
Poles Part No.
1 6134RM
2 6134R02
3 6134R03
4 6134R04
[ 6134R06
a 6134R038
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CABLING CONNECTORS L

6,0 mm series - wire to wire connectors - 6134

SPECIFICATIONS HOUSING

Voltage Rating: 260Y AC, DC Poles:1,2,3,4,6 8

Current Rating: 124 max. Material: PAGS UL 94V-2, natural
Withstanding Voltage: 1500V AC/minute .ty 1000 pesthag

Insulation Resistance: 100 M min.

Temperature Range: -25°C ~ +85°C

Contact Resistance: 20 m{ max.

Pales Part Ho.

2 6134R102
6134R103
6134R104
6134R106
6134R108

oo s o

I::I:‘E I: 13 Eﬂlw l:: ]
B 246 15.3 - 248 165 | ]I 48
1P 2P 3P
'E —
o el |
HE'] = [
- . ie—: | l— 1
! 1ne J 250 ! 1182 ! 250 ! 11.9 250 1
4p &P 8P
Pales Part No.
2 6134 R502
g 6134R503
4 6134 R50
[ 6134 R506
g 6134R508
1 6134 REMH
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CABLING CONNECTORS

6,2 mm pitch - Wire to Wire connectors - 6129

Applicable Wires Part No
AiG14-18 B129TPA
ANG 18- 22 6129TPB

Applicable VWires Part No
AiG14-18 B129TRA
ANG 18- 22 G129TRE

SPECIFICATIONS TERMINAL
Voltage Rating: 600V AC.DC mas Material Brass
Current Rating: 154 max. Finish Tin plated

Withstanding Voltage: 1500V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

Q.ly (B129TPA - 6129 TRA): 3500 posfreel
Q.ly (B129TPB - 6129 TRB}: 5000 pos/reel

HOUSING

Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

A0 &

’——‘ o
o~
§ % ml |
24,8402 ‘
Sec A-A ;
-
i | Cx0.4
E= k- A ST
R = O
% ﬁ L | f
Sec: B-B 8.2 ;.- ~
Insulation 0.D. Oty
4.0 mm max 3500keel
1.8 mm mas, 5000keel

o 246
B A
Sec A-A T ;
c a N
= e’ O i 1 —\
Sec B-B ‘ ) I 8 ‘.
Insulation 0.D. Pack.
4.0 mm max 3500keel
1.8 mm mas, 5000keel
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CABLING CONNECTORS

6,2 mm pitch - wire to wire connectors - 6129

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
281 7.4 "y :
5 8 | tem &
1 15A Goov ".I._ E}I H
16.4 I 7.4
28.5
6129P01WO (w/o Mtg. Ears) 6120R01WO  (w/o Mtg. Ears)
27.0 74
-~ - i =
1 B (B &
2 15A | 300V - 1 [®) 2. | m
. — gl - | 174 74
27.0
6129P02W
6129P02WO  (w/o Mtg. Ears) 6129R02W0O (w/o Mtg. Ears)
21.8
i | I 278
T { [k
o 0 8
3 14A 300V & 1 =
173 ‘
27, |
6129P03W 6120R03WO  (w/o Mtg. Ears)
27.2
I‘—‘| 270
3 o |
f— [
4 13A 300V Q\," [ g}: %
J] 170 |
= T
L, 369 _
6120P04W 6129R04WO (w/o Mtg. Ears)
. A 136
| —
& == u ollo T @
a 13A | 3o00v ! . B E'&)‘%] 1‘[ E
T')_ 13
224
6129PV04W 6120RV04WO  (w/o Mtg. Ears)
o I0E 136 .
l “'_"_| 115
3 ] SO  H %
6 12A | 300V > O folo] El Holo]
1 o|o) ol9)
L $ _l 172.2 13.8
27.0
6129P06W 6129R06WO (w/o Mtg. Ears)
269 200
| . — 17.8
— olo]o ololo
9 10A 300V ; O ololol ; II(')O(}:H
I (clc]o) oJolg)
o 3 17.2 J | 200
288 '
6129P0SW 6120R09WO  (w/o Mtg. Ears)
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L CABLING CONNECTORS

6,2 mm pitch - wire to wire connectors - 6129

Max-Rated Dimensional Information
Circuits
Amps | Voltage Plug Receptacle
% I-L 789 17.8
a‘\._ —
f—| ololo - b CO?J'
12 9A | 300V 3 i RAUO 8 | =T OOOJ
2 % = clolo
H 17.2 20.0
27.0
6129P12W 6120R12WO  (w/o Mtg. Ears)
26.9
_17.8 |
H ololg)
2 olo]o
- o 0
15 9A | 300V B d g bl
H — ololoy
% 17.2 20_0 |
27.2
6120P15W 6120R15W0 (w/o Mtg. Ears)
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CABLING CONNECTORS

6,35 mm pitch - wire to wire connectors - 6144

SPECIFICATIONS

Voltage Rating: 600Y AC.DC

Current Rating: 184 max. (AWG 12)
Withstanding Voltage: 5000V AC/minute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

HOUSING

Poles: 2,3,46,9,12,15
Material: Mylon 65, UL 94Y-2
(Qty: 1000 pesibag

[_I__I 13.90
r-—a.ao—- i
(=]
@ 3
! 450 =]
| 21.00
h o
B by
2= = i
A
Applicable Wires Part No. Isulation Q.D. oty
NG 1620 G144 TPA 254 3500 keel
ANG 12414 6144TPB 330 25900 el
Apllicable wires Part No. Isulation Q.D. Oty
NG 1620 G144 TRA 254 3500 keel
ANG 12414 6144 TRE 330 25900 el

‘lul'ff

TERMINAL

Applicable wires (5144 TPBITRB): AWG 12~ 14
Applicable wires (5144 TPATRA): AWG 16~ 20
Material: Brass

Finish: Tin plated

Qly [B144TPATRA): 3600 posireel

Qly [B144TPB/TRB): 2500 posireel

o |

=

4,40
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CABLING CONNECTORS

6,35 mm pitch - wire to wire connectors - 6144

Dimensional Information

Circuits
Plug Receptacle
6144P02W 6144R02W
-
2 g
&,
6144P03W 6144R03W
3 3
6144P04W 6144R04W
4 "
6144P0BW 6144R06W
| 27 .80 | | 28.50 |
[ P} [ |
——| : o
6 1 096 g
i BLRRIT
o I-—BDJO—-I
6144P09W 6144R09W
[-—27.60 |——28.50—-|
—" il
1| fEgRR T T
. XN £ g
—— [ o 0|)
o g | 58]
L circutt L_mn__|

5 SELECOM

353



CABLING CONNECTORS L

6,35 mm pitch - wire to wire connectors - 6144

_— Dimensional Information
Circuits
Plug Receptacle
6144P12W 6144R12W
-—2?.404‘ I_zrgo_...
12 :[HeeoH —
0eeoe] [
|='.,l-_—_.n‘\arm_rI
6144P15W
"‘_2?50—“| ’__msn__l
(@\o)
LY :
5 I
circuitl
(==—Dim.D—=
Panel Dimensional Information : mm N i - =
N° of circuits Dim. A%.005 Dim. B+.010 Dim. C£.010 Dim. D+.005
2 14,35 8,64 241 13,46
3 20,70 8,64 2,41 13,46 %
4 27,05 8,64 241 13,46 E
6 14,35 12.19 6.99 26.16 g
9 20,70 12,18 6.99 26,16 'l
12 27,05 12,19 6.99 26,16 — -
15 3340 12.19 6,09 26,16 — I_IBi "
mol.

Recommended panel thickness: 0.762-2.286 mm
Panel must be punched so that housing enters panel in same direction as the punch
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CABLING CONNECTORS

7,5 mm pitch - wire to board connectors - 6161

SPECIFICATIONS

Voltage Rating: 1000 V AC,DC

Current Rating: 184 AC, DC
Withstanding Voltage: 6000V ACIminute
Insulation Resistance: 1000 M min.
Temperature Range: -25°C ~ +85°C
Contact Resistance: 20 m{ max.

TERMINAL

Applicable wires: AWG 14 ~ 18
Material: Brass

Finish: Mone

(Qty: 3000 posireel

HOUSING

Poles: 2

Material: Mylon 66 UL 84-2
(Qty: 1000 pesibag

Appl. Wires Part No.
MG 1448 G161 TP
l. /:II‘
?m.
b
'
=

PRy Fy
== [] }
T " [
R ed
| =~ o .
= J
86
27.0 __
j b '
a i 7 = 1
] _ﬂl] I 1 ]Ir I ___,__i :* E w._ *
p— i BN
g * 3
Material Finish Oty
Brass Mone 3.000ked
! -
L) | 6161P }
35 .
--'Js . :i:Bq” g
(1571 4 - =
%H j_." rﬁ%“? il
) o Jd T l N =
T W —
1 |y B o
(] —— '__a \"‘\.‘h.._‘}_;r

Pales Part No.

o2 G161 PO

2

i;'_.s'ss:.scom
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CABLING CONNECTORS L

Crimping open barrel terminals - Terminal Faston

HOW TO ORDER:
SE5101-- BS---m----1
Surface treatment
Package
Material
Part No
SURFACE
TREATMENT
0 None
1 Chemical grinding
2 Tin plating
3 Mickel plating
4 Silver plating
5 Gold Plating
- Pre - tin
M Pre - Mickel .
table for AWG conversion
Area Diameter
MATERIAL AWG
CLASSIFICATION mm? mm
B Brass 32 0.0341 0.237
P Phos. Bronze 30 0.0568 0.306
c Cupper 28 0.0889 0.381
K Copper alloy 26 0.141 0.480
F Fe 24 0.227 0.609
5 Stainless or Steel 29 0.355 0.762
20 0.563 0.960
18 0.963 1.270
PCIAOE 16 1.23 1.410
CLASSIFICATION 14 1.94 1.800
S Serial 12 3.09 2.270
L Loose 10 4.75 2.830
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CABLING CONNECTORS

Crimping open barrel terminals - 110 /.187 Tab male terminals

SPECIFICATIONS
See pag. "SBod;

S : s — -
I = o3 o o] a
12.0 120
207 207
----- . En

Fig.A Fig.B
Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
A SE5101B50 SE510MBS2 080-1.30 1816 050 10.000
SE5102B50 SE5102B52 020-050 24-20 050 10.000
B SE5103B50 SE5103B52 080-1.30 1816 050 10.000
Ol 2
-
60 | ~ o BN
136 hd
ot -
[ 1L T 508
141
Fig.A Fig.C
Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel
A SE521B50 SE520MBS2 080-2.00 1814 050 8.000
A SESX2B50 SE5202B52 0:30-0.80 2248 050 10.000
B - SE5203BL2 - — 050 5.000
C - SE5204BL2 - — 050 5.000
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CABLING CONNECTORS

Crimping open barrel terminals - .250 Tab male terminals

Fiip

I T T &

| 8.5

PIN.Unpl.
SES402B50
SES501 BEO
SESS02BE0
SESS03RE0

I TR cr—]

O

6.35

il

14.0

Fig.A

Fig

0 OO m oI 1=

PiN.Unpl.
SESS0ELD
SES516LD
SESSEELD
SESS2ELD
SESS3ELD
SESS0ELD

SPECIFICATIONS
See pag. "sBod”

Q|8
e}
73

! 195

nhn
] L iy

Fig.G
P! N.Tin mm2 AWG
SES402R52 050-1.30 2046
SE5501B82 200-350 1442
SES502R52 050-200 20414
SES503R52 0.30-080 2248
]
ol ||O
8.5
5.08
15.0
Fig.B
P{N.Tin Thick. Oty !reel

SES550BL2 0.8 5.000
SES551BL2 080 5.000
SES556RL2 0.8 5.000
SES552B12 080 5.000
SE5553BL2 0.8 5.000
SES560BL2 080 5.000

I
1 o3
140
245
@
o
Fig.H
Thick. Q.1 reel
030 5.000
040 4000
040 5.000
040 5.000
8.5
Ol|2
©
-
15.0
Fig.C
Pitch

4.80

5,00
5,08
4.80
5.08
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Fig

F
E
E

PiN.Unpl.
SES701BS0
SEST02BS0
SESH1BS0
SESW 2B50

CABLING CONNECTORS

Crimping open barrel terminals - .312 Tab male terminal

SPECIFICATIONS
See pag. "SBod;

P~
& e 2
==
16.0 160
302 19.7
T n -
i i -
=
- =1 = T
Fig.E
PINTin mm2 AWG Thick. Q.11 reel
SES701BS2 330-550 1240 040 2,000
SEST02B52 080-200 1814 040 2500
SEST11BS2 200-350 1442 080 2500
SES712B52 350-550 12410 030 1.500

i;'_.s'ss:.scom
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CABLING CONNECTORS

Crimping open barrel terminals - .110 /187 Tab female terminals

SPECIFICATIONS
See pag. "SBod;

nn

i
o —

Fig PIN.Unpl.
SEHO1BSD
SEH02B50
SE4001B50
SE4002B50

== 00

Fig PiN.Unpl.
SE4201B50
SE4202B50
SE4206B50
SE4212B50
SE4251B50

0 Is 1= = Ie

Fig.C

PIN Tin
SEMO1BSE
SEHM0ZBSE
SE4001B5E
SE4002658

mm2 AWG
050-1.30 2016
030-080 22418
050-1.30 2016
030-080 2220

PIN Tin
SE4201B52
SE4202652
GE4206652
SE4212682
GE4251B52

mm2 AWG
050-2.00 2014
030-080 22418
050-1.25 2016
030-080 22418
050-1.25 2016

Thick.

030
030
030
030

Fig.A

Oty reel
10.000
10.000
12.000
15.000

58

Thick.

030
030
030
030
030

Oty reel
8.000
10.000
10.000
10.000
10.000

360
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CABLING CONNECTORS

Crimping open barrel terminals - .250 Tab female terminals

SPECIFICATIONS
See pag. "SBod;

YL S— I
_____ L

Fig.A
Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
A SE4401 BE0-6 SE4401B52-6 050-2.00 20414 040 5.000
A SE4401 BS0-2 SE4401B52-2 0:30-0.80 2248 040 5.000
B SE4404B50 SE4404B52 050-2.00 20414 040 5.000
C SE4405B50 SE4405B52 050-2.00 2014 040 5.000
A SE4406B50 SE4406B52 200-350 1442 040 4000
S
3
w
- |
3
o~
Fig.C
Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel
A SE4501B50 SE4501B52 200-350 1442 030 4000
A SE4502B50 SE4502B52 050-2.00 2014 030 5.000
A SE4503B50 SE4503B52 022-050 24-20 030 6.000
B SE43 0BS5S0 SE4510B52 050-2.00 2014 030 5.000
B SE431B50 SE4511B52 022-050 24-20 030 6.000
B SE43 2B50 SE4512B52 200-350 14412 030 4000
A SE4305B50 SE4505B52 200-350 1442 030 4000
C SE4506B50 SE4506B52 080-2.00 1814 030 5.000
A SE4307B50 SE4507B52 0.30-0.80 2248 030 5.000
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CABLING CONNECTORS L

Crimping open barrel terminals - .205 - .312 Tab female terminals

SPECIFICATIONS
See pag. "SBod;

O
o
1o

158 59 P
g 4 -
' N — =] g
_______ LB T =smeazssyy :I L= _'L',_____::::::::l “iI
Fig.A Fig.B
Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
A SE4301B50 SE4301B52 200-350 1442 035 8.000
A SE4302B50 SE4302B52 050-1.30 20416 035 10.00
A SE4303B50 SE4303B52 022-050 24-20 035 8.000
B SE43 2B50 SE4312B52 022-050 24-20 035 10.00

90

Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel
A SE4700B50 SE4700BSS 350-550 1240 040 3.000
A SE4701B50 SE4701BSS 050-2.00 2014 040 3.000
B SE4750B50 SE4750B52 350-550 1240 040 2500
C SE4705B50 SE4705B52 200-350 14412 040 2500
A SE4706B50 SE4706B52 050-2.00 20414 040 3.000
1] SE4H1BS50 SE4711B52 200-350 14412 040 3.000
1] SE4H 2B50 SE4712B52 050-2.00 20414 040 5.000
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CABLING CONNECTORS

Crimping open barrel terminals - .110 / .187 Tab Flag female terminals

SPECIFICATIONS
See pag. "SBod;

Fig.A Fig.B

Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel

A SEQD01 BSO SEQO0MBS2 0.30-0.80 2248 030 15.000

A SEQD02BS0 SEQ002BS3 0:30-0.80 2248 030 15.000

B SEQD05BS0 SEQ00SBSS 0.30-0.80 2248 030 8.000

B SEQDDGES0 SEQO0BESS 0:30-0.80 2248 030 8.000
Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel

A SEOX1BSO SEQ201BSS 0.30-1.30 2246 035 3.000

A SEQX2B50 SEQ202B55 030-1.30 2246 035 3.000
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CABLING CONNECTORS L

Crimping open barrel terminals - .205 - .250 Tab Flag female terminals

SPECIFICATIONS
See pag. "SBod;

Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
B SEQ3MBSO SE030MBS2 0.30-1.30 2246 040 5.000
B SE0302B50 SE0302B52 200-350 14412 040 5.000
B SEQ305B50 SE0305B52 0.30-1.30 2246 040 5.000
B SEQ306B50 SE0306B52 030-1.30 2246 040 5.000

Fig.A
Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel
A SEQ401BS0 SEQ40MBS2 130-2.00 1614 040 2500
A SEQ402B50 SEQ402B52 130-2.00 16-14 040 2500
A SEQ403B50 SEQ403B52 200-350 1612 040 4000
B SEQ405B50 SEQ405B52 080-2.00 1814 040 4000
B SEQ406B50 SEQ406B52 200-350 1442 040 4000
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CABLING CONNECTORS

Crimping open barrel terminals - .312 Tab Flag female terminals

SPECIFICATIONS
See pag. "SBod;

Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
F SEOV01BS0 SEQVMBS2 1.30-250 1614 040 2500
G SEOV01BSO SEQV0MBS2 080-1.30 1816 040 2500
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CABLING CONNECTORS

Crimping open barrel terminals - Dia. 4 mm Shur Plug Terminal

J. Ty T 0
| A
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Fig.A
Fig PIN.Unpl. PINTin
A SER101B50 SER10MBS2
A SER102B50 SER102B52
A SER103B50 SER103B52
B SERDOZBS0 SERO02BS2
A SEGM 2B50 SEG012B52

SPECIFICATIONS

See pag. "SBod;

835

mm2
050-2.00
050-2.00
050-1.30
050-2.00
050-2.00

AWG
2014
20-14
2016
20-14
2014

Thick.
040
040
040
040
040

Q iy reel
8.000
8.000
10.000
8.000
8.000
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CABLING CONNECTORS

Crimping open barrel terminals - dia. 5 mm Shur Plug Terminal

SPECIFICATIONS
See pag. "SBod;

DU EEE=T
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Fig.D Fig.E Fig.F
Fig PIN.Unpl. PINTin mm2 AWG Thick. Q.11 reel
1] SEB302B50 SER302B52 050-2.00 20414 050 8.000
SERX2BS50 SER202B52 050-2.00 2014 040 8.000
F SEG2 2B50 SEG212B52 050-2.00 20414 040 8.000

_____
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Fig.A Fig.B
Fig PiN.Unpl. PN Tin mm2 AWG Thick. Oty reel
A SER302BS50 SERS02B52 050-1.30 2046 040 6.000
B SERADZBS0 SERA02BS2 050-1.30 20416 040 6.000
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CABLING CONNECTORS L

PVC sleeve - PVC sleeve for female terminals

SPECIFICATIONS FEATURES

Insulator, PV .C Suitable for open barrel receptacle terminal
Rated Temperature: std 80°C (105°C available)  Packaging bag

Rated Voltage: 600V AC

Flammability: V-1

I P

B el sl s s

Y

T TAB

SLA-4004 2.00 3.00 4.00 210 240 1480 2200
BL-4002 250 330 4.00 210 240 1480 22.00
SL-4003 3.00 370 4.00 210 250 1450 2200
SLY-4005 350 4.00 4.00 210 250 1450 22.00
187 TAB

SL-4204 3.00 380 5.8l 260 280 140 22.00
BL-4202 2.00 280 5.8l 260 280 14,00 2200
BLy-4203 250 350 5.8l 260 280 140 22.00
BL-4204 340 430 5.8l 260 280 14,00 2200
HiTAB

SL-4304 250 350 6.50 3.00 300 14,00 2400
SLy-4302 3.00 410 6.50 340 300 1400 24.00
BL-4303 350 440 6.50 3.00 300 14,00 2400
BL-4304 4.00 5.00 6.50 3.00 300 140 2400
250 TAB

SLy-401 250 370 78 360 300 17.00 26.00
SL-4402 280 4.00 78l 360 300 17.00 26.00
BLv-4403 3.00 410 78l 360 320 17.00 26.00
SL-4404 350 450 78l 360 320 17.00 27.00
SLy-4405 380 5.00 749 360 300 17.00 26.00
SL-4406 410 510 8.00 360 320 17.00 27.00
SLy-4407 450 560 8.00 360 300 17.00 27.00
SLy-4408 5.00 610 78l 360 320 17.00 27.00
SLy-4409 380 480 9.00 360 300 2350 3530
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CABLING CONNECTORS

PVC sleeve - PVC sleeve for female terminals

SPECIFICATIONS FEATURES

Insulator, PV .C Suitable for open barrel receptacle terminal
Rated Temperature: std 80°C (105°C available)  Packaging bag

Rated Voltage: 600V AC

Flammability: V-1

w2 .
AT A AT AT AT :l:[”
—t2——e— 13
L
T ™ mgp————p
w1 [ ==
) 1 I K 1A

T TAB
SL-4051 110 6.30 4.00 200 100 6.00 21.00
187 TAB
BL-4251 130 6.30 550 260 100 6.60 2400
BL-4252 140 6.30 5.7 260 100 6.60 23.00
H3TAB
BL-4351 130 720 6.30 260 120 740 22.00
250 TAB
SL-4451 1.20 870 780 3.20 130 9.50 26.00
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CABLING CONNECTORS L

PVC sleeve - PVC sleeves for dia. 5 mm shur plug terminal

SPECIFICATIONS FEATURES

Insulator, PV .C Accept open receptocle terminal
Rated Temperature: std 80°C (105°C available)  Packaging bag

Rated Voltage: 600V AC

Flammability: V-1

A SLY-E004 250 5.00 700 3300
A BLY-E201 280 5.00 7.00 3300
A BLY-E204 310 5.00 700 3300
A BLy-E202 350 5.4 7.00 3300
A BLY-E203 4.00 5.00 6.00 34.00
B BLY-E301 250 380 7.00 14.00
B BLy-E302 270 3.0 570 13.00
B BLY-E303 3.00 410 770 15.00
B SLy-E304 350 440 8.0 16.00
B BLY-E305 4.00 470 7.00 14.50
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CABLING CONNECTORS

PVC sleeve - PVC sleeves for Flag female terminal

SPECIFICATIONS FEATURES

Insulator, PV .C Suitable for open barrel receptacle terminal
Rated Temperature: std 80°C (105°C available)  Packaging bag

Rated Voltage: 600V AC

Flammability: V-1

-Lz*

"“W1i“

L3

D1
FIG. A FIG.B

T TAB
B SLY-0110 280 4.00 26.00 14.00 13.00
187 TAB
A BLy-1874 3.00 6.2 3.00 13.00 1200
A SLY-0801 3.00 6.40 3.00 13.00 120
H3TAB
A SLY0301 4.00 8.00 350 15.00 140
A BLy-0302 330 700 3.00 14.00 13.00
250 TAB
A SLY-0204 450 g.al 350 15.00 13.00
A BLy-5050 3.20 g.40 3.20 17.50 16.40
A BLy-5065 4.00 950 4.00 16.00 16.00
A SLY-5060 5.00 9.2 440 18.00 18.00
B SLY-0804 4.00 8.2 4.00 16.00 13.00
B SLy-0802 4.00 9.00 4.00 16.00 16,00
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TOOLS T

Tools - Hand tools

MODULAR CRIMPING TOOL

For crimping telephone modular plug from 4p to 10p
3ways: cuts-strips-crimps,

Steel frame with black oxide finishing

Light weigth and durable construction

HT-2094 (4p)
HT-2096 (6p)
HT-210C (8p)
HT-2092 (10p)

IDC CRIMPING TOOL

For crimping IDC-type connectors on ribbon cable.
Crimping from heigth 6,0 to 47,5 mm max.

Special attachment for crimping DIP-plug connectors
available (not included)

L 241 mm

HT-214
HT-214D (DIP-PLUG Adapter)

D-SUB CRIMPER

For crimping D-Sub contacts AWG 20-24-28

Economic type, the cable must be stripped before crimping operation.
L 175 mm

HT-213

TERMINALS & LUGS

For crimping open barrel terminals AWG 24-14 and
D-Sub contacts AWG 30-18.

Ligth weigth&durable construction

Ratchet mechanism

L 205 mm

HT 11010 (Open barrel term. AWG 24-14)
HT 11011 (D-Sub cont. AWG 30-18)

\_ Y,
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T TOOLS

Tools - Mini applicator

f R
MINI APPLICATOR
For crimping discret wires to any kind of contacts or teminations
both END-FEED and as right or left SIDE-FEED. These applicator
are used with both bench press or fully automatic machines, and
can be fitted to any required terminals process.
% Y,
%
CRIMPING DIE SET
Crimper & anvil for replacement of miniapplicator die set.
\ Y,
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CUSTOM PRODUCTS 7 I
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Connection Systems
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